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LOMAX EXPLORATION COMPANY

TRAVIS FEDERAL # 8-33
SE/NE SECTION 33, T8S, R16E
DUCHESNE COUNTY, UTAH

TEN POINT WELLPROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGICMARKERS:

Uinta 0' - 3030'
Green River 3030'
Wasatch 6070'

3. ESTIMATED DEPTIIS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2800' - 300' gas & Oil

4. PROPOSED CASING PROGRAM

8 5/8", J-55, 24# w/ ST&C collars; set at 300' (New)
7 7/8 J-55, 15.5# w/ LT&C collars/ set at TD (New)

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specificationsfor pressure control equipment are as follows:

A 8" Series 900 Hydril Bag type BOP and a 8" Double Ram Hydraulic unit with a closing unit

will be utilized. Pressure test of BOPS'swill be checked daily.

(See Exhibit F)

6. TYPE AND CITARACTERISTICS OF TIIE PROPOSED CIRCULATION MUDS:

It is proposed that the hole be drilled with fresh water to the "J" zone and with mudthereafter.

The mud systemwill be a water based gel-chemical, weighted to 10.0 ppg as necessary for gas

control.

7. AUXILIARY SAFETY EQUIPMENT TOBE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIW valve with drill pipe
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8.
TESTING,

LOGGING AND
CORING

PROGRAMjà

No drill stem testing has been scheduledfor this weit It is
anticipatedat this time that the

logging will consist of a Dual Induction Laterolog,
Campensated

Neutron-Formation Density

Log. Logs will run from TD to 3500'. Thecement100will be nm from PBTD to cenent

top.

9.
ANTICIPATED

ABNORK4L
PRESSUREOR TEifP

The
anticipated bottom hole pressureis 1800 psi. U is not anticipated that

abnormal

temperatures willbe
encountered;nor that any othe

abnormal hazards suchasH2Swillbe

encountered in this area.

10.
ANTICIPATED

STARTING DATEAND DURA TONOF THE
OPERATIONS:

It is
anticipated that the drilling

operationswillcoramence the first quarter of 1995, and take

approximately ten daysto
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LOMAX EXPLORATION COMPANY
TRAVIS FEDERAL #8-33

SEINE SECTION 33, T8S, R16E
DUCHESNE COUNTY, UTAH

THIRTEEN POINT WELL PROGRAM

1. EXISTING ROADS

Seeattached Topographic Map "A"

To reach Lomax Exploration Companywell location site Travis Federal #8-33 located in the SE

NE 1/4 Section 33, T8S,R16E, S.L.B. 7 M. Duchesne County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles ± to the junctionof this

highway and Utah State Highway 53; proceed southerly along Utah State Highway 53 - 4.4 miles

to its junctionwith an existing dirt road to the southwest, proceed northeasterly along this road

3.6 miles to its junctionwith the proposed accessroad to be discussed in item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point

where Highway53 ends, thereafter the roads areconstructed with existing materials and gravel.

The highways are maintained by Utah State road crews. All other roads are maintained by

County Crews.

The aforementioned dirt oilfield service roads and other roads in the vicinity are constructed out

of existing native materials that are prevalent to the existing area they are located in and range f

from clays to a sandy-clay shale material.

The roads required for access during the drilling, completion and production phase will be

maintained at the standards required by the BLM or other controlling agencies. This

maintenance will consist of someminor grader work for smoothing road surfaces and for snow

removal.

2. PIANNED ACCESS ROAD

See Topographic Map "B".

The planned accessroad leaves the existing location described in Item #1 in the SE 1/4 NE 1/4

Section33, T8S, RI6E, S.L.B., and proceeds in a southerly direction approximately 100' ± to the

proposed location site.

The planned access road will be an 18' crownroad (9' either side of the centerline) with drainage

ditchesalongeithersideof the proposedroad whetherit is determinednecessaryin order to

handle any run-off from normal meteorological conditions that are prevalent to this area. The

maximumgrade will be less than 8%.

Therewill no culvertsrequiredalongthis accessroad. There will no waterturnoutsconstructed

along this
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TRAVIS FEDERAL #8-33

There are no fences encountered along this proposed road. There will no new gates or cattle

guards required.

All construction material for this access road will be borrowed material accumulated during

construction of the access road.

3. LOCATION OF EXISTING WELLS

There are two (2) producing Lomax Exploration wells, four (4) producing Dalen wells, within a

one (1) mile radius of this well.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing gas well.

Upon construction of a tank battery the well pad will be surrounded by a dikeof sufficient

capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be placed on a per Sundry Notice if the well is completed as a producer.

All permanent (on site for six (6) months or longer) structures constructedor installed (including

pumping units) will be painted Desert Tan. All facilities will be painted within six months of

installation.

5. LOCATION AND TYPE OF WATER SUPPLY

At the present time, it is anticipatedthat the waterfor this well will be trucked from our pre-

approved Lomax Exploration Company water supply line located at the Travis Federal 15-28

(SW/SE Sec. 28, TSS, R16E) location as indicated on Topographic Map - Exhibit C".

In the event this water source is not used an alternate source will be used and all the necessary

arrangements will be made with the proper authorities.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during

construction of the location site and access road. (Pit lining material is referred to in Item #7.)

A mineral material application is not required for this location.
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TRAVIS FEDERAL #8-33

7. METHODS FOR ITANDLING WASTEDISPOSAL

See Location Layout Sheet - Exhibit "E".

A reserve pit will be constructed and lined with plastic reinforced lines so as not to leak,

break, or allow discharge. It will be a minimum of 12 mil thickness with sufficient bedding
(either straw or dirt) to cover any rocks. The line will overlap the pit wall and be covered with

dirt and/orrocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will

be disposed on in the pit.

After first production, produced water will be confined to a pit or storage tank for a period not to

exceed one hundred twenty (120) days. During the one hundred twenty (120) day period, in

accordance with the NTL-2B, an application for approval of permanent disposal method and

location, along with required water analysis,shall be submitted for the Authorized Officers

approval.

A portable toilet will be provided for human waste.

A trashbasket will be provided for garbage (trash)and hauled away to an approved disposal site

at the completion of the drilling activities.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near

future.

9. WELL SIT LAYOUT

See attached Location Layout Sheet - Exhibit "E".

The reserve pit will be located on the South side between stakes 4 & 5.

No flare pit will be used at this location.

The stockpiled topsoil (first six (6) inches) will be stored on the East side by
stake 4.

Access to the well pad will be from the Northeast side near stake 2.

The corners of the well pad 6 & 8 will be rounded to avoid drainage.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.
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TRAVIS FEDERAL #8-33

b) The net wire shall be nor more than two (2) inches above the ground. The barbed wire

shall be three (3) inches abovethe net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be cemented and/or braced in such a manner to keep tight at all

times.

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum

distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shall be stretched, by using a stretching device, before it is attached to the

corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the

fourth side when the rig movesoff location. Pits will be fenced and maintained until

cleanup.

10. PLANS FOR RESTORATION OF SURE4CE

a) Producing Location

Immediately upon well completion, the location and surrounding area will be cleared of

all unused tubing, equipment, debris, material, trash and junknot required for

production.

If a plastic nylon reinforced liner is used, it shall be torn and perforated before

back filling of the reservepit.

The reserve pit and that portion of the location not needed for production

facilitiesloperations will be re contouredto the approximated natural contours. The

reserve pit will be reclaimed within one hundred twenty (120) days from the date of well

completion. Before anydirt work takes place, the reserve pit must have all fluids and

hydrocarbons, all cans, barrels, pipe, etc., removed.

When the drilling and completionphase ends, reclamation of unused disturbed areas on

the well pad/access road no longer needed for operations, such as cut slopes, and fill

areas will be accomplished by grading, leveling and seeding as recommended by the

Authorized Officer. The seed mixture will be per B.L.M. and stated in the conditions of

approval.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned,the operator shall submit a

subsequentreport of abandonment and the B.L.M.will attach the appropriate surface

rehabilitation conditions of approval.
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12. OTITERADDITIONAL INFORMATION

a) Lomax Exploration Company is responsible for informing all persons in the area who

are associated with this project that they will be subject to prosecution for knowingly

disturbing historic or archaeological sites, or for collecting artifacts. If historic or

archaeological materials are uncovered during construction, Lomax is to immediately

stop work that might further disturb such materials, and contact the Authorized Officer.

b) Lomax Exploration will control noxious weeds along rights-of-way for roads, pipelines,

well sites, or other applicablefacilities. On B.L.M. administered land it is required that

a Pesticide Use Proposal shall be submitted, and given approval, prior to the application

of herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not

be stacked or storedon Federal Lands after the conclusion of drilling operations or at

anyother time without B.L.M. authorization. However, if B.L.M. authorization is

obtained, it is only a temporary measure to allow time to make arrangements for

permanent storage on commercial facilities.

There are no dwellings or facilities in the general area. There are no visible archaeological,

historical or cultural sites within any reasonable proximity of the proposed location site.

Additional Surf'ace Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made

with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of

operations, and any applicable Notice to Lessees. Lomax Exploration is fully responsible for the

actions of its subcontractors. A copyof these conditions will be furnished to the field

representative to insure compliance.

A complete copy of the approved APD, if applicable, shall be on location during the construction

of the location and drilling activities.

Lomax Exploration Company or a contractor employedby Lomax Exploration shall contact the

B.L.M. oßce at (801) 789-1362, 48 hours prior to construction activities.

The B.L.M. office shallbe notified upon sitecompletion prior to moving on the drillingrig.
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13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham

Address: P.O. Box 1446 Roosevelt, Utah 84066

Telephone: (801) 722-5103

Certification

Please be advised thatLOMAX EXPLORATION COMPANY is considered to be the

operator of Travis Federal #8-33 SE/NE Section 33, Township 8S, Range 16E: Lease #UTU-

68528A, Duchesne County; Utah: and is responsible under the terms and conditionsof the lease

for the operations conducted upon the leased lands. Bond coverage is provided by Hartford

Accident #4488944.

I hereby certify that I, or persons under my direct supervision have inspected the

proposed drillsite and access route; that I am familiar with the conditions which currently exist;

that the statements made in this plan are true and correct to the best of my knowledge; and that

the work associated with the operations proposedhere will be performed by Lomax Exploration

Companyand its contractors and subcontractors in conformitywith this plan and the terms and

conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.

1001 for the filing of a false statement.

Date Brad Mecham
Operations
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TRAVISFEDERAL #8-33
SE/NE SECTION 33, T8S, R16E
DUCIIESNE COUNTY,UTAH

LEASE #U-34173
UNIT # UTU68528A

HAZARDOUS MATERIAL DECLARATION

LOMAX EXPLORATION COMPANY guarantees that during the drilling & completion of the

abovereferenced well, we will not use, produce, store, transport or dispose 10,000# annually of

any of the hazardous chemicals contained in the Environmental Protection Agency's consolidated

list of chemicals subject to reporting under Title III SuperfundAmendments and Reauthorization

Act (SARA) of 1986.

LOMAX EXPLORATION COMPANYguarantees that during the drilling and completion of the

above referenced well, we will use, produce, store, transport or dispose less than the threshold

planning quantity (T.P.Q.)of any extremely hazardous substances as defined in 40 CFR
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JOHNSON WATER DISTRICT
R.R. 3 BOX 3188

ROOSEVELT, UT 84066
TELEPHONE (801) 722-2620

January 5, 1995

TO WHOM IT MAY CONCERN:

Lomax Exploration Company has purchased a 3 inch water connection
with Johnson Water District to supply Monument Butte oilfield.

Johnson Water District has given permission to Lomax Exploration
Company to use water from our system for the purpose of drilling
and completing the Travis Federal 8-33 and 7-33.

ely

Karen Ashby,
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INTRODUCTION

In early November 1994, LomaxExploration Company (Lomax) of Roosevelt, Utah
requested that Sagebrush Archaeological Consultants, L.L.C. (Sagebrush) conduct a cultural
resources inventory of five Lomax Wells (#1A-35, #6-34, #8-33, #16-28, and #10-23) and
their access roads in Duchesne and Uintah Counties,Utah.

The wells and access roads are located on lands controlled by the Bureau of Land
Management (BLM) in T. 8 S., R. 16 E., S. 28, 33, 34, and 35; T. 8 S., R. 17 E., S. 23.

The project area lies on USGS 7.5' QuadranglesPariette Draw SW, Utah (1964) and Myton

SE, Utah (1964) (Figures 1 and 2). Footages for the well locations are as follows:

Monument Butte Federal 1A-35: 659 feet FNL and 659 feet FEL.

Monument Butte Federal 6-34: 1980 feet FNL and 1980 feet FWL.

Travis Federal 8-33: 1980 feet FNL and 660 feet FEL.

Travis Federal 16-28: 363 feet FSL and 436 feet FEL.

Pariette Draw Federal 10-23: 2404 feet FSL and 1940 feet FEL.

Fieldwork for the project was carried out by the author, Wendy E.R. Simmons, and

Kathie Davies on November 8 and 9, 1994. All work was conducted under authority of Cul-

tural Resources Use Permit No. 94-UT-54630 and Utah State Antiquities Permit No. U-94-SJ-

714b.

Prior to conducting fieldwork, a file search for previously conducted cultural resources

projects and previously recorded cultural resources sites was carried out by the author at the

Division of State History, Utah State HistoricPreservation Office, Salt LakeCity and by

Heather M. Weymouth at the Bureau of Land Management, Vernal District Office. The

National Register of Historic Places (NRHP) was also checked for any listed or determined

eligible sites within the current project area. No such sites were located.

More than 20 cultural resources projects have been conducted previously in the vicinity

of the current project area. Due to the large number of these investigations, individual project

descriptions will not be included here. In addition to the numerous projects, 28 cultural re-

sources sites and 12 paleontological localities have been recorded in the area. Following is a

brief description of each of these sites and localities.

Cultural Resources Sites

As mentioned, 23 cultural resources sites have been recorded in the immediate vicinity of

the current project area prior to the present fieldwork. These sites and their NRHP recom-

mendations are as follows:

Site 42Dc341. This site, located northwest of Castle Peak Draw, is a lithic quarry with

cores, lithic flakes of siltstone, and one siltstone biface. This site was recommended

NOT ELIGIBLE to the NRHP.

Site 42Dc388. This site, located on a sandy bench above Wells Draw, is a small lithic

scatter with core flakes, biface manufacturing flakes, and numerous bifaces representing

all stages of manufacture. This site was recommended NOT ELIGIBLE to the National

Register.
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all stages of manufacture. This site was recommended NOT ELIGIBLE to the National

Register.
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Site 42Dc389. This site, located on a bench on the east siae of Wells Draw, is a
ic sheep camp consisting of tin cans, a crockery jar, and many fragments of purple glass.
Also noted were wood, bone, and coal fragments. This site was recommended NOT
ELIGIBLE to the NRHP.

Site 42Dc426. This site, located on the north side of a low butte northwest of Castle
Peak Draw, contains both a historic and a prehistoric component. The site consists of a
prehistoric lithic scatter with groundstone fragments and various lithic tools including
bifaces, cores, choppers, and manos. In addition to the prehistoric component, a light
scatter of historic tin cans and one historic petroglyph were noted at the site. This site
was recommended ELIGIBLE to the National Register.

Site 42Dc503. This site, located below a sandstone outcrop east of Wells Draw, is a
large lithic scatter with many roughly worked bifaces as well as several lithic cores and

flakes. This site was recommended ELIGIBLE to the NRHP.

Site 42Dc504. This site, located in the cut of a dirt road east of Wells Draw, is a lithic
quarry with cores and flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in the cut of a dirt.road east of Wells Draw, is a sparse

lithic scatter consisting of four to five worked pieces of chalcedony and one secondary
flake of the same material. This site was recommended NOT ELIGIBLE to the National

Register.

Site 42Dc535. This site, located on a bench southof Wells Draw, consists of a relative-

ly sparse lithic scatter associated with a lithic source area. Tested cobbles and fragments

of Shattered lithic material are dispersed over a broad area. The site was recommended

ELIGIBLE to the NRHP.

Site 42Dc537. This site, located on a flat terrace in the bottom of Wells Draw, consists

of a sparse lithic scatter with shattered core fragments and primary flakes in association

with a rock alignment. This site was recommended ELIGIBLE to the National Register.

Site 42Dc538. This site, located along a sandstone outcrop on the eastern slope of

Wells Draw, is a sparse lithic scatter consisting of core shatter fragments and primary

flakes of a local variety of siltstone. One hammerstone and one biface blank were found

at the site. The site was recommended ELIGIBLE to the NRHP.

Site 42Dc584. This site, located on a terrace on the north crest of Wells Draw, is a

lithic scatter/biface blank preparation locus. No tools were located at the site. The site

was recommended NOT ELIGIBLE to the NRHP.

Site 42Dc585. This site, located on a terrace on the northern crest of Wells Draw, is a

core reduction and biface preparation locus. A variety of cores, core fragments, primary

flakes, utilized flakes, and biface blades were located at the site. In addition to these

artifacts, fifty bifaces and one hammerstone were noted. This site was recommended

ELIGIBLE to the NRHP.

Site 42Dc586. This site, located on a south facing slope above Wells Draw, is a lithic

scatter consisting of primary and secondary flakes. No tools were located at the site.

This site was recommended NOT ELIGIBLE to the NRHP.

Site 42Dc389. This site, located on a bench on the east siae of Wells Draw, is a
ic sheep camp consisting of tin cans, a crockery jar, and many fragments of purple glass.
Also noted were wood, bone, and coal fragments. This site was recommended NOT
ELIGIBLE to the NRHP.

Site 42Dc426. This site, located on the north side of a low butte northwest of Castle
Peak Draw, contains both a historic and a prehistoric component. The site consists of a
prehistoric lithic scatter with groundstone fragments and various lithic tools including
bifaces, cores, choppers, and manos. In addition to the prehistoric component, a light
scatter of historic tin cans and one historic petroglyph were noted at the site. This site
was recommended ELIGIBLE to the National Register.

Site 42Dc503. This site, located below a sandstone outcrop east of Wells Draw, is a
large lithic scatter with many roughly worked bifaces as well as several lithic cores and

flakes. This site was recommended ELIGIBLE to the NRHP.

Site 42Dc504. This site, located in the cut of a dirt road east of Wells Draw, is a lithic
quarry with cores and flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in the cut of a dirt.road east of Wells Draw, is a sparse

lithic scatter consisting of four to five worked pieces of chalcedony and one secondary
flake of the same material. This site was recommended NOT ELIGIBLE to the National

Register.

Site 42Dc535. This site, located on a bench southof Wells Draw, consists of a relative-
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of Shattered lithic material are dispersed over a broad area. The site was recommended

ELIGIBLE to the NRHP.

Site 42Dc537. This site, located on a flat terrace in the bottom of Wells Draw, consists

of a sparse lithic scatter with shattered core fragments and primary flakes in association

with a rock alignment. This site was recommended ELIGIBLE to the National Register.

Site 42Dc538. This site, located along a sandstone outcrop on the eastern slope of

Wells Draw, is a sparse lithic scatter consisting of core shatter fragments and primary

flakes of a local variety of siltstone. One hammerstone and one biface blank were found

at the site. The site was recommended ELIGIBLE to the NRHP.

Site 42Dc584. This site, located on a terrace on the north crest of Wells Draw, is a

lithic scatter/biface blank preparation locus. No tools were located at the site. The site

was recommended NOT ELIGIBLE to the NRHP.

Site 42Dc585. This site, located on a terrace on the northern crest of Wells Draw, is a

core reduction and biface preparation locus. A variety of cores, core fragments, primary

flakes, utilized flakes, and biface blades were located at the site. In addition to these

artifacts, fifty bifaces and one hammerstone were noted. This site was recommended

ELIGIBLE to the NRHP.

Site 42Dc586. This site, located on a south facing slope above Wells Draw, is a lithic

scatter consisting of primary and secondary flakes. No tools were located at the site.

This site was recommended NOT ELIGIBLE to the NRHP.



Site 42Dc587 This site, located on a terrace on the northern crest of Wells Draw, is a
lithic source area and an isolated historic artifact. Tested cores, core fragments, and the
remains of one clear medicine bottle were located at the site. The site was recommended
NOT ELIGIBLE to the NRHP.

Site 42Dc596. This site, located on a gentle slope near Wells Draw, is a lithic tool
scatter consisting of chert tool blanks, one scraper, two bifacially flaked cobbles, one
biface blade, and one primary flake. The site was recommended ELIGIBLE to the

NRHP.

Site 42Dc789. This site, located on a small knoll near Wells Draw, is a historic en-

campment with a prehistoric component. The prehistoric component consists of a dis-

persed lithic scatter with two biface fragments and two tertiary flakes. The historic

component includes a diffuse scatter of historic trash associated with three rectangular

rock alignments which may represent fire hearths. The site was recommended NOT
ELIGIBLE to the NRHP.

Site 42De795. This site, located on a low, elongated silt mound, is a low-density lithic

debitage scatter containing three tools (one uniface, one reworked bifacial drill, and one

biface) and numerous lithic flakes. The site was recommended NOT ELIGIBLE to the

NRHP.

Site 42Dc796. This site, located on a low north-south trending silt moundnear Wells

Draw, is a prehistoric campsite consisting of five bifaces, one large corner-notched

projectile point, and roughly 25 lithic flakes. This site was recommended ELIGIBLE to

the NationalRegister.

Site 42Un1881. This site, located on a low dune near Pleasant Valley, is a
campsite/lithic reduction site containing a variety of lithic materials, bifacially worked

cobbles, scrapers, and bifaces. The site was recommended ELIGIBLE to the NRHP

Paleontological Localities

As noted, 11 paleontological localities are located within the vicinity of the current

project area. Most of these localities were recorded by paleontologist Alden Hamblin during

Sagebrush's 1993 inventory of a block area near Wells Draw (Weymouth 1994). Following is

a brief description of each of the localities in and near the current project area.

Locality 42Dc159I. This site, located in a series of limestone beds in the bottom of

Wells Draw, consists of a limited number of invertebrate gastropods. The locality was
evaluated as important.

Locality 42Dc160P. This site, located in a small side drainage running east into Wells

Draw, consists of plant stem impressions in thin bedded sandstone. The locality was

evaluated as important.

Locality 42Dc161V. This site, located on the north side of Wells Draw, consists of

several turtle shell fragments. The locality was evaluated as important.

Locality 42Dc162P. This site, located on the south side of Wells Draw, consists of

carbonized wood chunks and plant stem impressions. The locality was evaluated as

important.

Site 42Dc587 This site, located on a terrace on the northern crest of Wells Draw, is a
lithic source area and an isolated historic artifact. Tested cores, core fragments, and the
remains of one clear medicine bottle were located at the site. The site was recommended
NOT ELIGIBLE to the NRHP.
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a brief description of each of the localities in and near the current project area.

Locality 42Dc159I. This site, located in a series of limestone beds in the bottom of

Wells Draw, consists of a limited number of invertebrate gastropods. The locality was
evaluated as important.

Locality 42Dc160P. This site, located in a small side drainage running east into Wells

Draw, consists of plant stem impressions in thin bedded sandstone. The locality was

evaluated as important.

Locality 42Dc161V. This site, located on the north side of Wells Draw, consists of

several turtle shell fragments. The locality was evaluated as important.

Locality 42Dc162P. This site, located on the south side of Wells Draw, consists of

carbonized wood chunks and plant stem impressions. The locality was evaluated as

important.



Locality 42Dc163E This site, located on both sides of a small tributary drainage to
Castle Peak Draw, consists of a few plant impressions in rusty-yellow sandstone. The
locality was evaluated as important.

Locality 42Dc164VP. This site, located on a small flat ridge along a tributary drainage
to Castle Peak Draw, consists of both plant fossils as well as turtle shell fragments. The
locality was evaluated as important.

Locality 42Dc165VP. This site, located on the north side of a smallridge in a tributary
drainage to Castle Peak Draw, consists of several turtle shell fragments and a few plant
stem impressions. The locality was evaluated as important.

Locality 42Dc166P. This site, located on the north side of a small tributary drainage of
Castle Peak Draw, consists of a few plant stem impressions in a rusty sandstone. The
locality was evaluated as important.

Locality 42Dc177TIVP. This site, located in the bottom of a tributary wash of Castle
Peak Draw, consists of three sets of mammal tracks, as well as several examples of
invertebrate fossils (gastropodsand ostrocots?), vertebrate bone (possibly bird), and plant
remains. The locality was evaluated as critical and was recommended for avoidance.

Locality 42Dc178V. This site, located on the southeast side of Wells Draw, consists of
several turtle shell fragments weathering out of a steep slope. The locality was evaluated
as possibly important.

Locality 42Dc181V. This site, located on a south facing slope to the southeast of Wells
Draw, consists of several turtle shell fragments found in the slope-wash of as steep hill-

side. The locality was evaluated as possibly important.

ENVIRONMENT

The survey areas for this project lie between 8 and 12 miles south of Myton, Utah just
south of Pleasant Valley. All five well pads and access roads lie in areas of low rolling table-

lands dissected by deep drainages and low eroding bedrock outcrops of sandstone and lime-

stone. The surface sediments consist of an interfingering of fluvial deposits and thinly bedded
Pleistocene lake bed deposits. Soils in these areas are poorly developed and extremely sandy

in nature. Sediments consist of very fine grained, buff colored sand which contains a moderate

amount of Pleistocene gravels and angular rock fragments composed of quartzite, mudstone,

blocky chert, limestone and sandstone. The elevation of the areas surveyed ranges between

5100 and 5650 feet a.s.l. Vegetation in the area covers between 15 and 30 percent of the

surface and is predominantly shadscale community species. Noted species include prickly pear

cactus, ricegrass, greasewood, gray rabbitbrush, spiny horsebrush, desert buckwheat, bladder-

pod, spiny hopsage, riddell groundsel and various other desert species. The nearest permanent

water sources are Antelope Creek which is located approximately five miles to the west-north-

west and Pariette Draw which is located approximately 0.25 mile to the north of the Pariette

Draw Federal 10-23 well locality. Many seasonally flowing drainages and washes are present

in the vicinity of the project area. These seasonal water sources were, no doubt, the primary

source of water in this area historically. Natural disturbance in the area consists primarily of

sheetwash, aeolian erosion ,and arroyo cutting. Cultural disturbance includes pre-existing well

pad locations, continuing industrial development, and the presence of a number of graded

gravel roads and access roads which lead to well locations.

Locality 42Dc163E This site, located on both sides of a small tributary drainage to
Castle Peak Draw, consists of a few plant impressions in rusty-yellow sandstone. The
locality was evaluated as important.

Locality 42Dc164VP. This site, located on a small flat ridge along a tributary drainage
to Castle Peak Draw, consists of both plant fossils as well as turtle shell fragments. The
locality was evaluated as important.

Locality 42Dc165VP. This site, located on the north side of a smallridge in a tributary
drainage to Castle Peak Draw, consists of several turtle shell fragments and a few plant
stem impressions. The locality was evaluated as important.

Locality 42Dc166P. This site, located on the north side of a small tributary drainage of
Castle Peak Draw, consists of a few plant stem impressions in a rusty sandstone. The
locality was evaluated as important.

Locality 42Dc177TIVP. This site, located in the bottom of a tributary wash of Castle
Peak Draw, consists of three sets of mammal tracks, as well as several examples of
invertebrate fossils (gastropodsand ostrocots?), vertebrate bone (possibly bird), and plant
remains. The locality was evaluated as critical and was recommended for avoidance.

Locality 42Dc178V. This site, located on the southeast side of Wells Draw, consists of
several turtle shell fragments weathering out of a steep slope. The locality was evaluated
as possibly important.

Locality 42Dc181V. This site, located on a south facing slope to the southeast of Wells
Draw, consists of several turtle shell fragments found in the slope-wash of as steep hill-

side. The locality was evaluated as possibly important.

ENVIRONMENT

The survey areas for this project lie between 8 and 12 miles south of Myton, Utah just
south of Pleasant Valley. All five well pads and access roads lie in areas of low rolling table-

lands dissected by deep drainages and low eroding bedrock outcrops of sandstone and lime-

stone. The surface sediments consist of an interfingering of fluvial deposits and thinly bedded
Pleistocene lake bed deposits. Soils in these areas are poorly developed and extremely sandy

in nature. Sediments consist of very fine grained, buff colored sand which contains a moderate

amount of Pleistocene gravels and angular rock fragments composed of quartzite, mudstone,

blocky chert, limestone and sandstone. The elevation of the areas surveyed ranges between

5100 and 5650 feet a.s.l. Vegetation in the area covers between 15 and 30 percent of the

surface and is predominantly shadscale community species. Noted species include prickly pear

cactus, ricegrass, greasewood, gray rabbitbrush, spiny horsebrush, desert buckwheat, bladder-

pod, spiny hopsage, riddell groundsel and various other desert species. The nearest permanent

water sources are Antelope Creek which is located approximately five miles to the west-north-

west and Pariette Draw which is located approximately 0.25 mile to the north of the Pariette

Draw Federal 10-23 well locality. Many seasonally flowing drainages and washes are present

in the vicinity of the project area. These seasonal water sources were, no doubt, the primary

source of water in this area historically. Natural disturbance in the area consists primarily of

sheetwash, aeolian erosion ,and arroyo cutting. Cultural disturbance includes pre-existing well

pad locations, continuing industrial development, and the presence of a number of graded

gravel roads and access roads which lead to well locations.



METHODOLOGY

The survey area inventoried during this project consists of five ten acre parcels of land
centered on proposed well heads and three access road corridors. The access road corridors
connect three of the well locations to pre-existing access roads. The remaining three proposed

well pad locations incorporate existing developed access roads. The well pads were surveyed

by the author, Wendy E. Simmons, and Kathie Davies walking parallel transects spaced no

more than 15 meters apart. The access road corridors, which totaled 0.98 miles in length,

were walked either in three parallel transects spaced no more than 10 meters apart or in a

single zig-zag transect to cover a corridor width of 100 feet (30 meters) each. The area sur-

veyed for this project, including five well pads and access roads, totaled 61.8 acres.

RESULTS

A single isolated find (IF-1) was located during the current inventory. IF-1 consists of

two primary flakes and one secondary flake of a local mottled brown mudstone. The find is

located in the access road corridor on a bench above the proposed location of Travis Federal
16-28. This isolated artifact find is considered non-significant. No other cultural resources

sites nor paleontological localities were noted during the inventory.

RECOMMENDATIONS

Only a single isolated artifact find was located during the current project inventory. No

other cultural or paleontological resources were noted as a result of the survey. As a result,

cultural and paleontological clearance is recommended for the proposed project.

This investigation was conducted with techniques which are considered adequate for

evaluating cultural and paleontological resources which are available to visual inspection and

whichcould be adversely impacted by the proposed project. However, should such resources

be discovered during construction, a report should be made immediately to the BLM District

Archaeologist, Vernal District Office, Vernal, Utah.
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/19|95 API NO. ASSIGNED: 43-013-31503

WELL NAME: TRAVIS FEDERAL 8-33
OPERATOR: LOMAX EXPLORATION (NO580)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SENE 33 - TO8S - R16E
SURFACE: 2073-FNL-0623-FEL TECH REVIEW Initials Date
BOTTOM: 2073-FNL-0623-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: UTU-68528A Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat 9/ R649-2-3. Unit:
Bond: Federal[T'State[] Fee[]

(Number ý¶ÿÿ‡gg ) VA R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number ygþviç Ægg.// ,28 ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS:
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BTATE OF UTAH

Operator: LOMAX EXPLORATION | Well Name: PARIETTE DRAW FED. 8

Project ID: 43-047-31503 | Location: SEC. 33 - TO88 - R16E

Design Parameters: Design Factors:
Mud weight (10.00 ppg) : 0.519 psi/ft Collapse : 1.125

Shut in surface pressure : 2T/6 psi Burst : 1.00

Internal gradient (burst) : 0.072 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using buoyed weight other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (8)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,200 5.500 15.50 J-55 LT&C 6,200 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 3221 4040 1.254 3221 4810 1.49 81.41 217 2.67 J

Prepared by : FRM, Salt Lake City, UT
Date : 04-24-1995
Remarks :

Minimum segment length for the 6,200 foot well is 1,000 feet.

SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 107°F (Surface 74°F
, BHT 136°F & temp. gradient 1.000°/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.519 psi/ft and

3,221 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing model. (Version

BTATE OF UTAH

Operator: LOMAX EXPLORATION | Well Name: PARIETTE DRAW FED. 8

Project ID: 43-047-31503 | Location: SEC. 33 - TO88 - R16E

Design Parameters: Design Factors:
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Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.
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1 3221 4040 1.254 3221 4810 1.49 81.41 217 2.67 J

Prepared by : FRM, Salt Lake City, UT
Date : 04-24-1995
Remarks :
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

April 24, 1995

Lomax Exploration Company
P.O. Box 1446
Roosevelt, Utah 84066

Re: Travis Federal #8-33 Well, 2073' FNL, 623' FEL, SE NE, Sec. 33, T. 8 S., R. 16
E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31503.

Sincerely,

R. J. h
Associate Director

Idc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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Operator: Lomax Exploration Company

Well Name & Number: Travis Federal #8-33

API Number: 43-013-31503

Lease: Federal U-34173 - UTU 68528A

Location: SE NE Sec. 33 T. 8 S., R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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Well: Travis Federal 8-33

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Lomax Exploration

Well Name & Number: Travis Federal 8-33

API Number: 43-013-31503

Lease Number: U-34173

Location: SENE Sec. E T. U R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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Well: Travis Federal 8-33

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with

applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report LL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and

gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure

tests, in order to have a BLM representative on location during pressure

O O
COA's Page 2 of 8

Well: Travis Federal 8-33

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with

applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearing Zones are Expected to
be Encountered

Report LL water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and

gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure

tests, in order to have a BLM representative on location during pressure



O e
COA's Page 3 of 8

Well: Travis Federal 8-33

3. Casing Program and Auxiliary Equipment

If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled
prior to cementing surface casing.

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the top of the usable
water zone identified at ± 608 ft. or by setting the surface casing at ± 658 ft. and have a
cement top for the production casing at least 200 ft. above the Mahogany Oil Shale ,

identified at ± 2864 ft. If gilsonite is encountered while drilling, it shall be isolated and/or
protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Coring, Logging and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow
is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility
and vaporproof for safe operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

The Gamma Ray and Induction Logs need to be pulled from TD to the Surface Shoe.

A cement bond log (CBL) will be run from the production casing shoe to 2664 ft. if the
surface casing is set at + 658 ft. or it will be run to + 408 ft. if the surface casing is set at
± 300 ft. and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this
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Well: Travis Federal 8-33

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours vrior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approval of the AO, and all conditions of this

approved plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydrocarbons are first produced into a permanent storage facility, whichever first
occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on
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occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on
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Gas produced from this well may not be vented or flared beyondan initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval

will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placedand the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-leasestorage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried or anchored down from the wellhead to the meter and within 500 feet
downstream of the meter run or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will conform with Onshore Oil
& Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural
gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR
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Well: Travis Federal 8-33

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practices must be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-

1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000per violation for each day such violation continues,
not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-
1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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Well: Travis Federal 8-33

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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Well: Travis Federal 8-33

SURFACE USE PLAN OF OPERATION
Conditions of Approval (COAs)

Plans for Reclamation of Location

At time of abandonment the intent of reclamation will be to return the disturbed area to near natural

conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms, and
borrow ditches to be natural in appearance with the surrounding terrain. The stockpiled topsoil

will be spread over the surface, and the area revegetated to the satisfaction of the Authorized Officer

of the BLM.

Additional Surface Conditions of Approval

The location is staked just east of a small ridge. This ridge partially screens the location from an
eagle nest to the west. If the well is a producing well, the productions tanks shall be placed on the
northwest corner of the location in an effort to add further screening of well activities from the eagle

nest, offering less disturbance to eagle reproduction efforts.

To protect the reproductive efforts of golden eagles in the area, surface disturbing activities will not

be conducted from February 1 to July
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United States Department of the i
BUREAU OF IAND MANAGEMENT

Utah state Office
P.o. sor asiss JUL 2 8 1995

Salt Lake City, Utah 84145-0155

IN REPLY REFER TO:

31oo DIV.OFOIL,GAS&MINING
SL-065914 et al gg g(UT-923)

NOTICE

Inland Production Company : Oil and Gas Leases
475 Seventeenth St., Ste. 1500 : SL-065914 et al
Denver, Colorado 80202 :

Name Change Recognized

Acceptable evidence has been received in this office concerning the change of
name of Lomax Exploration Company to Inland Production Company on Federal oil
and gas leases.

The oil and gas lease files identified on the enclosed exhibit have been noted
as to the name change. We are notifying the Minerals Management Service and
all applicable Bureau of Land Management offices of the name change by a copy
of this notice. If additional documentation for changes of operator are
required by our Field Offices, you will be contacted by them.

For our purposes, the name change is recognized effective June 29, 1995
(Secretary of State's approval date) .

Due to the name change, the name of the principal/obligor on the bond is
required to be changed from Lomax Exploration Company to Inland Production
Company on Bond No. 4488944 (BLM Bond No. UTOO56) . You may accomplish this
name change either by consent of the surety on the original bond or by a rider
to the original bond. Otherwise, a replacement bond with the new name should
be furnished to this office. BLM Bond Nos. MTO771 and WYO821 should also be
changed for the bonds held by Montana and Wyoming respectively.

/s/ ROBERTLOPEZ
Chief , Branch of Mineral

Leasing Adjudication

Enclosure
1-Exhibit (1 p)

cc: Hartford Accident & Indemnity Co.
Hartford Plaza
Hartford, CT 06115

bc: Moab District Office
Vernal District office
Montana State Of f ice
Wyoming State Office
Eastern States Office
MMS--Data Management Division, MS 3113, P.O. Box 5860, Denver, CO 80217
state of Utah, Attn: Lisha cordova, Division of oil, Gas & Mining,

355 West North Temple, 3 Triad center, suite 350, SID, UT 84180
Teresa Thompson (UT-922)
Dianne Wright
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EXHIBIT

SL-065914 U-36846 UTU-66185

SL-071572A U-38428 UTU-67170

U-02458 U-45431 UTU-68548

U-15855 U-47171 UTU-69060

U-16535 U-50376 UTU-69061

U-26026 U-62848 UTU-72103

U-34173 UTU-65965 UTU-72104

U-36442 UTU-66184

(Iþ (Iþ

EXHIBIT

SL-065914 U-36846 UTU-66185

SL-071572A U-38428 UTU-67170

U-02458 U-45431 UTU-68548

U-15855 U-47171 UTU-69060

U-16535 U-50376 UTU-69061

U-26026 U-62848 UTU-72103

U-34173 UTU-65965 UTU-72104

U-36442 UTU-66184



AUG 01 '95 10:549M INLAND RESOURCES P.5

LomaxExplorationCompany
A subsidiuy of Inland SmourcesInc.

LOISBX
July 13, 1995

Stateof UtahDepartmentof Natural Resources
Attention: Ms Becky Pritchet
355W. North Temple
3 Triad Center, Suite 400
Salt Lake City,Utah84180-1204

RE: Corporate Name Change

DearSir or Madame:

EEectiveJuly 1, 1995,LomaxExplorationCompanywill havetakenthe stepsnecessary
to changeits name to Inland Production Company. A Certificateissued by theTexas
Secretaryof Stateevidencingthe name change isattached foryour files. Wehavealso
attached to this letter those Utah Stateleases (Exhibit "B")and wells (Exhibit"A")
affected by this name change. We have attempted to provide a complete list from the
records we have. Theintentis to includeall leasesandwells thatLomax Exploration
Companyoperatesor has an interestin.

Riderschanging the PrincipalfromLomaxExplorationCompanyto Inland Production
Company underNationwideOiland GasBond#4488944forLomax Exploration
Company willbe furnishedto the Stateof Utahin the verynearfutute.

Please amendyour recordsby substitutingInlandProductionCompanyin place of
Lomax ExplorationCompanyon the leasesand wells listedon the attachedexhibits. In
the futurewe will beginsubmitting notices and permits for new operations afterJuly 1,
1995 in the nameof Talmv1 Production Company.

Shoulda fee be required or shouldyou needfurtherinformationor documentsrelating to
ournamechangeplease contacttheundersignedat your convenience at the following
number: (303) 292-0900 or CherylCameron at our Roosevelt,Utah ofEce (801) 722-
5103.

Sine 1 yours,

A Potter, CPL
ManagerofLand

Ble:
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642ffateof Gexu
)$ttrdargof |§tate

JUNE 309 1995

MIKE PARSONS...GLA5T,PHILLIPS E MURRAY
200 ONE GALLERIA TWRe13355 NGEL RO.LB48

DALLAS ,TX 75240-6657

INLAND PRODUCTION COMPANY
CHARTFR NUMßiR 00415304-00

IT HAS BiëN QUR PLEASUAE TO APPROVE AND PLACG ON RECORD YOUR ARTICLES
OF AMENOMENT. A COPY OF THE INSTRUMENT FILEO TN THIS OFFICE IS
ATTaCHED FOR YOUR RECORDS.

TNIS LETTER WILL ACKN0wLEOGE PAYMENT OF TNE FILING FEE.

IF WE GAN SE OF FURTHER iBRVICE AT ANY TlA2, PLEASE LET US KNOW.

VERY TRULY YOURS,

./ AntonioQ.Garza, Jf., Secretaryof
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i e Štaleof Gexas
ietrdaryof |State

C69TIFICATE OF ARENDMENT

FOR

INLANO PRODUCTION COMPANY

FORMERLY

LOMAX EXPLORATION COMPANY
CHAATER NUMBER 00415304

THE UNDERS!GNEO, A$ SECRETARY OF STATS OF THE STATE OF TEXA39

HEKEßY CERTIFI 5 THAT THE ATTAchED ARTICLES Oc AMENDMENT FOR THE ABOVE

NAMED ENTITY HAVE SEEN RECEIväD IN THIS OFFICE AND ARE FOUND TO

CONFC A TO LAN.

ACCD DINGLY THE UND6RSIGNED, AS SECRETARY OF STATE, AND BY VIRTUS

OF THE AUTHORITY VE5TEO IN THE SECRETARY SY LAW, HEREBY ISSUES THIS

CËRTIFICATE OF antNOMENT.

DATED JUNE 29, 1995

EFFECTIVE JUNE 249 1995

LO .

-- Antonio O. Gar24. Jr.. Secre of
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ARTICLESOF AMENDMENT ¡n of theTO THE SecretaryofState ofyeARTICLESOF INCORPORATION
op JUN29 1995

LOMAXEXPLORATIONCOMPANY
Corporatone s

Pursuant to the provisions of Part Four of the Texas Business Corporation Act, the '

undersigned corporation adopts the following articles of amendment to its Articles of

Incorporation:

1. Name. The nameof the corporationis LOMAXEXPLORATIONCOMPANY.

2. Statement ofAmendment. The amendment altersor changesArticle One of the
original Articles of Incorporationto read in full as follows:

"ArticleOne. The nameof the corporation is INLANDPRODUCTION
. COMPANY." .

3. Shareholders. Thenumberof sharesof the corporationoutstan<1ingat the time of
such adoptíon was 205,315, there being 107,546 Common Shares and 97,769 Non-voting
PreferredShares; and the numberof sharesentitledto vote thereonwas 107,546.

4. Adoption by Shareholders. Only the holders of Common Shares of the
corporation are entitled to vote on the amendmem. The shareholdersadopted the foregoing
amendment by n=nimous writtenconsentdated June 23, 1995, pursuant to the provisionsof
Article9.10of the TexasBusinessCorporationAct and,therefore,no noticewasrequiredto be
deliveredunder saidArticle9.10.

5. Adoption by Board ofDirectors. TheBoard ofDirectorsadoptedsaidamendment
by a consentin writing signed by all Directors.'

6. Future Effeedve Date. This amendmmtwill becomeeffectiveonJuly 1, 1995,
at 12:01a.m.

EXECUTEDJuneK, 1995.

KyleR. · ef, Piesident

scel.mermooromaam
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PreferredShares; and the numberof sharesentitledto vote thereonwas 107,546.

4. Adoption by Shareholders. Only the holders of Common Shares of the
corporation are entitled to vote on the amendmem. The shareholdersadopted the foregoing
amendment by n=nimous writtenconsentdated June 23, 1995, pursuant to the provisionsof
Article9.10of the TexasBusinessCorporationAct and,therefore,no noticewasrequiredto be
deliveredunder saidArticle9.10.

5. Adoption by Board ofDirectors. TheBoard ofDirectorsadoptedsaidamendment
by a consentin writing signed by all Directors.'

6. Future Effeedve Date. This amendmmtwill becomeeffectiveonJuly 1, 1995,
at 12:01a.m.

EXECUTEDJuneK, 1995.

KyleR. · ef, Piesident

scel.mermooromaam



UG 08 '95 01: 46PM INLAP ESOURCES P. 1

FAX COVER SHEET

RESOURCESINC.
475 17th Street, Suite 1500

Denver, CO 80202
303-292-0900, Fax #303-296-4070

DATE: August 8, 1995

TO: Lisha Cordova

COMPANY: State of Utah - Division of Oil, Gas and Mining

FAX NUMBER: 801 359 3940

FROM: Chris A Potter

NUMBER OF PAGES: 1 (INCLUDINGCOVER SHEET):

RE: Transfer of Authority to Inject
Lomax ExplorationCompany to Inland Production Company

I hope the info I sentto you August 1st was acceptable regarding our name change and
your phone call to me lastweek.......

If there is anything missingor you need additionalinfo, please letme know. I am located
in our Denver
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'

O eDivision of Oil, Gas and Mining

OPERATOR CHANGEHORKSHEET °" ",f ,(G

Attach all documentation received by the division regarding this change. 2-L 8-SJ

Initial each listed item when completed. Write N/A if item is not applicable. 3 -FI
4--VL

XÐ Change of Operator (well sold) O Designation of Agent 5-RJF

O Designation of Operator O Operator Name changeOnly 6-LWP

(MERGER)
The operator of the well(s) listed below has changed (EFFECTIVE DATE: 6-29-95 )

TO (new operator) INLAND PRODUCTION COMPANY FROM (former operator) LOMAX EXPLORATION COMPANY
(address) PO BOX 1446 (address) Po Box 1446

ROOSEVELT UT 84066 ROOSEVELT UT 840
KEBBIE JONES KEBBIE JONES
phone (801 ) 722-5103 phone ( 801)

722-5ÏÕ3¯¯
account no. N 5160 account no. N 0580

Hell(s) (attach additional page if needed):

Name:**SEE ATTACHED** API: Entity: Sec Twp __Rng_ _
Lease Type:

Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec Twp __Rng _ Lease Type:
Name: API: Entity: Sec _Twp___Rng___ Lease Type:
Name: API: Entity: Sec _ Twp __Rng___ Lease Type:
Name: API: Entity: Sec __Twp___Rng_ Lease Type:

OP RATOR CHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).(f,/g/ÿÿÿÿÑ

PÁ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator

3. The

Decpartmethis forCmommerce

has been contacted if the new operator above is currently
operating any wells in Utah. Is company registered with the state? (yes If
yes, show company file n.umber: .(f¾YÝ

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Öil and Gas Information System (Hang/IBM) for each well
listed above (73/-ÝF

6. Cardex file has been updated for each well listed above.df-/b-Ÿju

7. Well file labels have.been updated for each well listed above.gl¿p.c

8. Changes have been included on the monthly "Operator, Address, nd Account Changes" memo
for distribution to State Lands and the Tax Commission. (¶-3/ifË

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER

'
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- OVER



IIþ (Iþ '

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REuleEHR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/no _ (If entity assignments were changed, attach copies of
Form 6, Entity Action Form).

2. State Lands and the Tax Commission have been notified through normal procedÚresof
entity changes.

BONDVERIFICATION (Fee-we+½--en+y)

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) ____.

Today's date
__

19 ___. If yes, division response was made by letter
dated 19 .

.INRuEReESR60HNERNOOTIFhe TIrOmNerRESPe0rNator/LIe

see of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

2. C pf d um n h b en nt to State Lands for changes involving State leases.

FILMING

. All attachments to this form have been microfilmed. Date: ÿ 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The oEiginAl of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS

IIþ (Iþ '

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

REuleEHR615-8-7)
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FILMING

. All attachments to this form have been microfilmed. Date: ÿ 19 .

FILING
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2. The oEiginAl of this form and the original attachments have been filed in the Operator
Change file.

COMMENTS



O
'ÑONUMENT BUTTE 16-34 43-013-31436 SEC. 34, T. 8S, R. 16E DRL Ul6535

L'ÉOUNDARY FEDERAL 14-21 43-013-31441 SEC. 21, T. 8S, R. 17E DRL U50376
jfGILSONITE STATE 10-32 43-013-31485 SEC. 32, T. 8S, R. 17E DRL ML22061

t/GILSONITE STATE 8-32 43-013-31498 SEC. 32, T. 8S, R. 17E DRL ML22061
MONUMENT FEDERAL 5-34 43-013-31499 SEC. 34, T. 8S, R. 16E DRL Ul6535

L-MONUMENT BUTTE FED 15-26 43-013-31502 SEC. 26, T. 8S, R. 16E DRL U67170
g/Ú0NUMENT BUTTE ST 16-2 43-013-31510 SEC. 2, T. 9S, R. 16E DRL ML21839
y/k0NUMENT BUTTE ST 8-2 43-013-31509 SEC. 2, T. 9S, R. 16E DRL ML21839

MONUMENTBUTTE FED 5-1 43-013-31507 SEC. 1, T. 9S, R. 16E DRL U72103
MONUMENT BUTTE FED 6-1 43-013-31506 SEC. 1, T. 9S, R. 16E DRL U72103

'ÉONUMENT BUTTE FED 15-34 43-013-31511 SEC. 34, T. 8S, R. 16E DRL U62848
'ÑONUMENT BUTTE FED 13-25 43-013-31513 SEC. 25, T. 8S, R. 16E DRL U67170
-MONUMENT BUTTE 16-26 43-013-31517 SEC. 26, T. 8S, R. 16E DRL U67170
/ÝRAVIS FEDERAL 8-33 43-013-31503 SEC. 33, T. 8S, R. 16E DRL U34173
/'P IETTE DRAW FED 10-23 43-047-32672 SEC. 23, T. 8S, R. 17E DRL UA5431

PARIETTE DRAWFED 8-23 43-047-32676 SEC. 23, T. 8S, R. 17E DRL UA5431
t/ ARIETTE DRAW FED 7-23 43-047-32673 SEC. 23, T. 8S, R. 17E DRL U45431

SUNDANCE STATE 5-32 43-047-32685 SEC. 32, T. 8S, R. 18E DRL ML22058
yMONUMENT BUTTE ST 14-36 43-013-31508 SEC. 36, T. 8S, R. 16E DRL ML22061
t/'ASHLEY FEDERAL 10-23 43-013-31519 SEC. 23, T. 9S, R. 15E DRL U66185
s/ÉONUMENT FEDERAL lA-35 43-013-31514 SEC. 35, T. 8S, R. 16E DRL Ul6535

K CORRAL FEDERAL 1-30 43-047-32686 SEC. 30, T. 9S, R. 18E DRL Ul9267
PLEASANT VALLEY 4-22 43-013-31522 SEC. 22, T. 9S, R. 17E DRL Ul3905

ODY FEDERAL 2-35 43-013-31525 SEC. 35, T. 8S, R. 15E DRL UTU67168

vaÓlLSONITE STATE 141-326 43-013-31523 SEC, 32, T. 8S, R. 17E DRL ML21839
UNDARY FEDERAL 10-21 43-013-31532 SEC. 21, T. 8S, R. 17E DRL U50376
NUMENT BUTTE ST 16-36¾ 43-013-10159 SEC. 36, T. 8S, R. 16E DRL ML22061

s/ÉÚUNDARY FEDERAL 9-21 43-013-31542 SEC. 21 T. 8S, R. 17E DRL

O
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MONUMENT BUTTE FED 6-1 43-013-31506 SEC. 1, T. 9S, R. 16E DRL U72103
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O O

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND PRODUCTION

Well Name: FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor

Rig #

SPUDDED: Date 12/26/95

Time

How DRY HOLE

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/2/96 SIGNED:

O O

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND PRODUCTION

Well Name: FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor

Rig #

SPUDDED: Date 12/26/95

Time

How DRY HOLE

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/2/96 SIGNED:



INLAND PRODUCTION CO. TEL:801-722-5103 Jan 02,96 16:25 No.007 P.03

Form 3160-5 UNITED STATES PoRM Arraovno

DEPARTMENTOF THE INTERIOR
nu nu o i in

BUREAUOF LAND MANAGEMENT TGÛeugnatun and Senal No.

1-3Il173-UTU-685284
SUNDRYNOTICESAND REPORTS ON WELLS 6. Windian,Allone¢ of Tribe Name

Do not use this form for proposals to drill of to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposale

SUBMIT IN TRIPLICATE
' " '" "

7. ir unner cA, Apeemem aces.aun.
fravis Unit

I. TYPs of Well

U 4 O 4 O o.., s. w., n.....a n..
2. Noe or opera'°' FraYis Federal #8-33

Inland Production Comp3DY 9. AM Wou No.

3. Addma and Telephom No,

P.0, Box 1446 Roosevelt, UT 84066 (801) 722-5103 10, Pieldud Pool,or ExplormoryArea
4, Location of Well (Poolage, Soc., T., 14.,M., or surveyDescripüen)

SE/NE 2073' FNL & 623' ŸEL
11. Cournyor Parish, San

Sec. 33, TSS, R16g
Juchesne County, UT

12 CHECK APPROPRIATE BOX(s)TO INDICATE NATUREOF NOTICE,REPORT,OR OTHER DATA

TYPEOF SUBMisslON TYPE OF ACTION

O ser..new. O Abandomont mangeof Nam

O n...y... ] n,.ce suunten

$ubscquemiRo;on Mugging Back Non.Reutine Pmsturing

O c... a...., ] was sus
O son.ise.na..... see- Qu c..t.. ] c........en. inwo.

L"JOlher Pud Dispose Water
(Nple:Reponitt01tger mumpierempienannuWrli
comptedenerheenspienunAtper1mndLopfpFMþ

13. OcecribeProposccier Completed Operagon (Clearly smte a 1 pertinent details, and give partinemdates, ifieludingestiranteddateofgiugng pay proposedwork. If wstÍisdiraclianallydrilled,
give subsurft¢¢ locadoru and measured and tres verdeal depths for all markets and zones partiMBI te this work.)•

Drilled 124" hole to 30' w/ Leon Ross Rathole Rig. Top 25' Washed out,
Spud @1:00 PM 12/26/95. TIH w/ 28' of 13 5/8" conductor. Cmt w/ 25 ex
cmt w/ 2 - 1/2% CaC1, Finished drilling to 305' , Cut w/ 120 sx Type V w/ 25
CaC1 & 25 Gel + 1/4#/slc flocelo, 100 ax Meat w/ 25 CaC1, 50 sx Type V w/ add.

14 1hereby certiffit the fortgoing is t and conect ,

sign.e eryl Ca « m Regulatory Coinpliance Soecialist o... 1/2/96

h oderal pr stateoffice use)

Appmvad by y¡n, Data

Conditionsof approval,if any,

e it U,5 C tion]¾t, makes it a crimerer any pone knowmply an:I willfully 10 make to any depsrtmemor egency of the Unitc# States any fatit, fi¢tWlotli or fragdyley¡tstatemems

See Irlatfuciloft On ABVerBS Sid$
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ce ac nis:ac artattaa Inland Production Company esta::: ect .

6 5160
CT FÛRM - rth £ Aonn£55 P.Œ Box 1446

Roosevelt, UT 84066
CL

non mace NEN t nuNa£2 alELL na - wil nema SPW EFFEclivicooE ENiny so. Earny no, qq se IP SG C0tm1Y
,

JAIE DATE

a 99999 2g 4N13-31503 Travis Pederal #8-33 ENE 33 SS 16E Duchesne 12/26/95 12/26/95

ELL 2 COlttDift:

ELL 3 COHHEllTS:

i to

(LL 4 ComolTS:

ELL 5 CONHillis:

IACit0al CODES(see lastructions on back of foral
A - Establish new •Atity for new well (single well caly] ht ama - Add new well to aristing entity (group or unit well) sturb Cheryl CamerOft
C - Re-assign well from one existing entity to another existing entity
0 - Re-assign-well from one existing entity to a new entity RegnTntnry ("n-plinnom Spanialist
E - Other (explale hi comments secLlan) Title -

- Oate
Hilft: Use COklHfnf section to explain why each Action Code was selected. Phone No. 1 801 1 TŽ -6101

z '

.J «
.
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Hilft: Use COklHfnf section to explain why each Action Code was selected. Phone No. 1 801 1 TŽ -6101

z '

.J «
.



INLAND PRODUCTION CO. TEL:801-722-5103 Jan 02,96 16:24 No.007 P.01

RESOURCESINC.

January 2, 1996

State of Utah
Division of Oil, Gas & MIning
355 West North Temple
7hree Riad Center Suite350
Salt Lake City Utah 84180-1203

ATTENTION: Lisha Cordova

Rß; navisFederal #8-33
SE/NESec. 33, 7¾, R16E
Duchesne County, Utah

Dear Lisha,

I amfaxingthe EntityAction Formfor the abovereferencedwellthat will
needNewÐuity No.

Please call me at your ¢onvenience, with th¢ new numberat (801)722-5/03.

Sincerely,

CherylC run
RegulatoryCompliance Specialist

/cc
Enclosures

inland Pmduction Company Field Office•P.O. Box 1446•Roosevelt, UT 84066•8014224103 •FAX 801-722-9i49

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303.292.0000 • FAX

INLAND PRODUCTION CO. TEL:801-722-5103 Jan 02,96 16:24 No.007 P.01

RESOURCESINC.

January 2, 1996

State of Utah
Division of Oil, Gas & MIning
355 West North Temple
7hree Riad Center Suite350
Salt Lake City Utah 84180-1203

ATTENTION: Lisha Cordova

Rß; navisFederal #8-33
SE/NESec. 33, 7¾, R16E
Duchesne County, Utah

Dear Lisha,

I amfaxingthe EntityAction Formfor the abovereferencedwellthat will
needNewÐuity No.

Please call me at your ¢onvenience, with th¢ new numberat (801)722-5/03.

Sincerely,

CherylC run
RegulatoryCompliance Specialist

/cc
Enclosures

inland Pmduction Company Field Office•P.O. Box 1446•Roosevelt, UT 84066•8014224103 •FAX 801-722-9i49

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303.292.0000 • FAX



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND

Well Name: TRKVIS FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor APOLLO

Rig # 59

SPUDDED:Date 1/10/96

Time 10:00 AM

How ROTARY

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/10/96 Signed:

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND

Well Name: TRKVIS FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor APOLLO

Rig # 59

SPUDDED:Date 1/10/96

Time 10:00 AM

How ROTARY

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/10/96 Signed:



O
Form 3160-5 UNITED STATES FORM APPROVED

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

J-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE Pravis Unit

I. Type of Well

U °¿n O GW
H Oder 8. Wen Name and No.

2. Name of Operator fraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10, Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL
11, County or Parish, State

Sec. 33, T8S, R16E 3uchesne county, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O accompi.tio.
' O New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Cning Repair Water Shut-Off

Final Abandonment Notice Ahug Cning Conversion to Igecdon

Other Spud Dispose water
(Note: Reportresultsoi multiplecompletionon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Drilled 12¼" hole to 30' w/ Leon Ross Rathole Rig. Top 25' washed out.
Spud 1:00 PM 12/26/95. TIH w/ 28' of 13 5/8" conductor. Cmt w/ 25 sx
cmt w/ 2 - 1/2% CaCl. Finished drilling to 305'. Cmt w/ 120 sx Type V w/ 2¾
CaCl & 2% Gel + 1/4#/sk flocele, 100 sx Meat w/ 25 CaC1, 50 sx Type V w/ add.

14. I hereby certify that the foregoing is tple and correct ,

Sigd Cheryl Cameron î n 74, Regulatory Compliance Specialist oate 1/2/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

'See Instruction on Reverse

O
Form 3160-5 UNITED STATES FORM APPROVED

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

J-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE Pravis Unit

I. Type of Well

U °¿n O GW
H Oder 8. Wen Name and No.

2. Name of Operator fraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10, Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL
11, County or Parish, State

Sec. 33, T8S, R16E 3uchesne county, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O accompi.tio.
' O New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Cning Repair Water Shut-Off

Final Abandonment Notice Ahug Cning Conversion to Igecdon

Other Spud Dispose water
(Note: Reportresultsoi multiplecompletionon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Drilled 12¼" hole to 30' w/ Leon Ross Rathole Rig. Top 25' washed out.
Spud 1:00 PM 12/26/95. TIH w/ 28' of 13 5/8" conductor. Cmt w/ 25 sx
cmt w/ 2 - 1/2% CaCl. Finished drilling to 305'. Cmt w/ 120 sx Type V w/ 2¾
CaCl & 2% Gel + 1/4#/sk flocele, 100 sx Meat w/ 25 CaC1, 50 sx Type V w/ add.

14. I hereby certify that the foregoing is tple and correct ,

Sigd Cheryl Cameron î n 74, Regulatory Compliance Specialist oate 1/2/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

'See Instruction on Reverse



Form 3160-5 UNITED STATES "°RM PER°YED
Budget Bureau No. :004--1

(June 1990) DEPARTMENT OF THE INTERIOR Expires: Maren 31. 90

BUREAU OF LAND MANAGEMENT 5. Lease oesignauonuna sena2
U-34173-UTU-68528A

SUNDRY NOTlCES AND REPORTS ON WELLS <>. irin<uan..anouecer crioe

Do not use this íorm for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA. .sereement Des:enanen

SUBMIT IN TRIPLICATE
1. Type of Well

TPaViS Unit

Ð & O GW
H Other

8. Well Name and No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telepnone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool. or Exploratorv -r=

4. Location of Well (Foolage. Sec,, T., R.. M., or Survey Description;

SE/NE 20T3' FNL & 623' FEL '' ' 11. County or Pansn. State

Sec. 33, T8s, R16E Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYP OF ACTION

Notice of Intent Abandonment Change of Bans

O Recompletion New Construction

Subseauent Report Plugging Back Non-Routine Fracturing

O cas., a.,,,, O Water Shut-Off

Final Abandonment Notice Ahong Cumg Conversion to Injecuon

Other Weekly Status Dispose water
(Note: Reportresultsof multiplecompicuonon Weil
Compienon or Recomptenon Report and Log form i

13. Describe Proposed or Completed Operanons (Clearly state all pertinent detatis. and give perunent dates, inclutiing estimated date of starting any proposed work. If weil is directionally arillea

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEK OF 1/9/96 - 1/15/96:

Drilled 7 7/8" hole to 6200' w/ Kenting Apollo, Rig #59. RIH w/ 6179' of 5 1/2"
15.5# J-55 8rd csg. Cmt w/ 260 sx HiFill and 320 sx Thixo w/ 10% CalSeal.

W/O Completion Rig.

14. IÄr em that the foregoing isme and correct

siew Cheryl Camero
, mum rri Regulatory Compliance Specialist oate 1/18/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Secuon 1001, makes u a crime for any person knowingly and wtilfully to maKe to any department or agency of the United States any false. ñcutious or traucule s

or representations as to any matter within its Junsdicuon.

*See instruction on Aeverse

Form 3160-5 UNITED STATES "°RM PER°YED
Budget Bureau No. :004--1

(June 1990) DEPARTMENT OF THE INTERIOR Expires: Maren 31. 90

BUREAU OF LAND MANAGEMENT 5. Lease oesignauonuna sena2
U-34173-UTU-68528A

SUNDRY NOTlCES AND REPORTS ON WELLS <>. irin<uan..anouecer crioe

Do not use this íorm for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA. .sereement Des:enanen

SUBMIT IN TRIPLICATE
1. Type of Well

TPaViS Unit

Ð & O GW
H Other

8. Well Name and No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telepnone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool. or Exploratorv -r=

4. Location of Well (Foolage. Sec,, T., R.. M., or Survey Description;

SE/NE 20T3' FNL & 623' FEL '' ' 11. County or Pansn. State

Sec. 33, T8s, R16E Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYP OF ACTION

Notice of Intent Abandonment Change of Bans

O Recompletion New Construction

Subseauent Report Plugging Back Non-Routine Fracturing

O cas., a.,,,, O Water Shut-Off

Final Abandonment Notice Ahong Cumg Conversion to Injecuon

Other Weekly Status Dispose water
(Note: Reportresultsof multiplecompicuonon Weil
Compienon or Recomptenon Report and Log form i

13. Describe Proposed or Completed Operanons (Clearly state all pertinent detatis. and give perunent dates, inclutiing estimated date of starting any proposed work. If weil is directionally arillea

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEK OF 1/9/96 - 1/15/96:

Drilled 7 7/8" hole to 6200' w/ Kenting Apollo, Rig #59. RIH w/ 6179' of 5 1/2"
15.5# J-55 8rd csg. Cmt w/ 260 sx HiFill and 320 sx Thixo w/ 10% CalSeal.

W/O Completion Rig.

14. IÄr em that the foregoing isme and correct

siew Cheryl Camero
, mum rri Regulatory Compliance Specialist oate 1/18/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Secuon 1001, makes u a crime for any person knowingly and wtilfully to maKe to any department or agency of the United States any false. ñcutious or traucule s

or representations as to any matter within its Junsdicuon.

*See instruction on Aeverse



RESOURCES INC.

January 18, 1996

Bureau of Land Management
Vernal District Of ice
170 South 500 East
Vernal, Utah 84078

ATTENTION: Wayne Bankest

RE: Monument Butte Federal #7-25 Monument Butte Federal #10-25
SWINE Sec. 25, T8S, R16E NWISE Sec. 25, T8S, R16E

Davis Federal #8-33
SE/NE Sec. 33, T8S, RJ6E

Dear Wayne,

Enclosed is the original and two copies (each), of the Sundry Notices and Reports
On Wells, for the above referenced locations. Copies of each will also be submittedto the
State of Utah.

If additional information is needed, please contact me at (801) 722-5103,
in the Roosevelt of ice.

Regulatory Compliance Specialist

cc: Attn: Mike Hebertson
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake Cty, Utah 84180-1203

/cc
Enclosures

Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX

RESOURCES INC.

January 18, 1996

Bureau of Land Management
Vernal District Of ice
170 South 500 East
Vernal, Utah 84078

ATTENTION: Wayne Bankest

RE: Monument Butte Federal #7-25 Monument Butte Federal #10-25
SWINE Sec. 25, T8S, R16E NWISE Sec. 25, T8S, R16E

Davis Federal #8-33
SE/NE Sec. 33, T8S, RJ6E

Dear Wayne,

Enclosed is the original and two copies (each), of the Sundry Notices and Reports
On Wells, for the above referenced locations. Copies of each will also be submittedto the
State of Utah.

If additional information is needed, please contact me at (801) 722-5103,
in the Roosevelt of ice.

Regulatory Compliance Specialist

cc: Attn: Mike Hebertson
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake Cty, Utah 84180-1203

/cc
Enclosures

Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



O
Form 3160-5 UNITED STATES I FORM APPROVED i

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. Lease Desigilation and Serial No.

U-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If unitor cA, Agreement Designation

1. Type of Well Travis Unit
GW

H Oder
8. Weß Name ud No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL 11. County or Parish, State

Sec. 33, T8s, R16E Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O a.compi.so. O New Comtruedon

Subsequent Report Plugging Back Non-Routine Fracturing

O casi., a...i, O wa., sust-oss

Final Abandonment Notice Ahering Cumg Conversion to Injection

Ë Other Veekly Status Dispose water
(Note: Reportresultsof multiplecompletionon Well
Completion or Recompletion Report and Log formd

13. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 1/25/96 - 2/1/96:

Perf CP sd 5884' - 5896'
Frac w/ 69,900# 20/40 sd in 558 bb1s bluid

Perf LDC sd 5626'-5653', 5607'-5618', 5590'-5595'
5583'-5586' , 5569'-5574'

Frac w/ 144,900# 20/40 sd in 970 bb1s gel .

Perf A sd 5383'-5392', 5416'-5425'
Frac w/ 77,200# 20/40 sd in 585 bols gel

14. I hereby certify that the foregoing is true and correct

my Cheryl Camero o a no e, a m,,, Regulatory Compliance Specialist,,,, 2/2/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse

O
Form 3160-5 UNITED STATES I FORM APPROVED i

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. Lease Desigilation and Serial No.

U-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If unitor cA, Agreement Designation

1. Type of Well Travis Unit
GW

H Oder
8. Weß Name ud No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL 11. County or Parish, State

Sec. 33, T8s, R16E Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O a.compi.so. O New Comtruedon

Subsequent Report Plugging Back Non-Routine Fracturing

O casi., a...i, O wa., sust-oss

Final Abandonment Notice Ahering Cumg Conversion to Injection

Ë Other Veekly Status Dispose water
(Note: Reportresultsof multiplecompletionon Well
Completion or Recompletion Report and Log formd

13. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 1/25/96 - 2/1/96:

Perf CP sd 5884' - 5896'
Frac w/ 69,900# 20/40 sd in 558 bb1s bluid

Perf LDC sd 5626'-5653', 5607'-5618', 5590'-5595'
5583'-5586' , 5569'-5574'

Frac w/ 144,900# 20/40 sd in 970 bb1s gel .

Perf A sd 5383'-5392', 5416'-5425'
Frac w/ 77,200# 20/40 sd in 585 bols gel

14. I hereby certify that the foregoing is true and correct

my Cheryl Camero o a no e, a m,,, Regulatory Compliance Specialist,,,, 2/2/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



O 6
Form 3160-5 UNITED STATES FORM APPROVED i

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March31,1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-34173-UTU-68528A

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

1. Type of Wed ÎPSViS Unit

lTEn O °w"InO omer 8. Well Name and No.

2. Name of Operator ÎPSVis Federal #8-33

Inland Production Company
_

9. API Well No.

. Address and Telephone No.
43-013-31503

P.O. Box 1446 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL ll. County or Parish, State

Sec. 33, T83, R16E
Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nonce onnent Abandonment Change of Plans

O Recompletion New Construction

O Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Almring Casing Conversion to Injection

Other Weekly Status oisposewater
(Note: Reportresultsof multiplecompletonon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Perf B sd 8 5238'-44' & 5259'-70'
Frac w/ 64,200# 20/40 sd in 494 bb1s gel

RIH w/ 1½n X 16' THP pump, 4 - 1½" wt rods, 4 - 3/4" scrapered, 131 - 3/4" slick,
94 - 3/4" scrapered, 1 -8', 2 - 4', 1 - 2' pony rods, 1½" X 22' polished rod.
Seat pump.

ON PRODUCTION 4:30 PM 2/4/96.

14. I hereby certify that the foregoing t e and corr

,,,4 Cheryl Camer \mM mi,Regulatory Compliance Specialist Date

(This space for Federal or State office use)

Approved by . Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse

O 6
Form 3160-5 UNITED STATES FORM APPROVED i

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March31,1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-34173-UTU-68528A

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE

1. Type of Wed ÎPSViS Unit

lTEn O °w"InO omer 8. Well Name and No.

2. Name of Operator ÎPSVis Federal #8-33

Inland Production Company
_

9. API Well No.

. Address and Telephone No.
43-013-31503

P.O. Box 1446 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL ll. County or Parish, State

Sec. 33, T83, R16E
Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nonce onnent Abandonment Change of Plans

O Recompletion New Construction

O Subsequent Repon Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Almring Casing Conversion to Injection

Other Weekly Status oisposewater
(Note: Reportresultsof multiplecompletonon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Perf B sd 8 5238'-44' & 5259'-70'
Frac w/ 64,200# 20/40 sd in 494 bb1s gel

RIH w/ 1½n X 16' THP pump, 4 - 1½" wt rods, 4 - 3/4" scrapered, 131 - 3/4" slick,
94 - 3/4" scrapered, 1 -8', 2 - 4', 1 - 2' pony rods, 1½" X 22' polished rod.
Seat pump.

ON PRODUCTION 4:30 PM 2/4/96.

14. I hereby certify that the foregoing t e and corr

,,,4 Cheryl Camer \mM mi,Regulatory Compliance Specialist Date

(This space for Federal or State office use)

Approved by . Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse



EOUIPHENT INVENTORY
UTAH DIVISION OF GIL, GAS AND NINING

STATE OF UTAH

Operator:INLAND PRODUCTION Lease: State: Federal: X Indian: Fee:

Well Name: TRAVIS FEDERAL 48-33 API Number: 43-013-31503

Section:33_ Township:_gB Range:16E County: DUCHESNE Field:UNDESIGHATED

Well Status: POW Well Type: 011: YES Gas:

PRODUCTION LEASE EQUIPHENT: (ÑUMBER)

Boiler(s): Compressor(s): Separator(s): Dehydrator(s):

Shed(s): Line Heater(s): Heated Separator(s): VRU:

Heater Treater(s): (1)

PUMPS:

Triplex: Chemical: Centrifugal: (1)

LIFT METHOD:

Pumpjack: (1) Hydraulic: Submersible: Flowing:

GAS EOUIPMENT: (NU½BER)

Purchase Meter: Sales Meter: (1)

TAHKS: NUMBER SIZE

Oil Storage Tank(s): YES 2-400 GIL BBLE

Water Tank(s): YES 1-200 WATER BBLS

Power Water Tank: BBLE

Condensate Tank(s): BBLS

Propane Tank: NONE

Central Battery Location: (IF APPLICABLE)

Otr/Otr: Section: Township: Range:

REHARKS: CENTRIFUGAL PUMP IS BELT DRIVEN HEAT TRACE PUMP; GLYCOL IS

HEATED BY TREATER. RESIDUE GAS IS METERED OFF LEASE.

Inspector: DENNIS L. INGRAM Date:
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Form 3160-4 Form approved.
(Noire e 9

UNI , ED STATES SUBMIT IN DU
otherin- 1

1100845-0137

DEPARTMENT OF THE INTERIOR = 1 I ASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-34173 UTU-68528A

WELLCOMPLETIONOR RECOMPLETIONREPORTAND LOG *
Û. IF INDIAN. ALLOTTEE OR TRIBIO NAME

la. TYPE OF WELL: I
I.L 4 I L DRY Other 7. I N1T AGREEMENT NAME

b. TYPE OF COMPLETION: TraViS Unit
NFWL

t') R- Other Ñ. LinM OR LEASE NAME

2. NAME OF OPERATOR ÎPSViS Federal
Inland Production Company 9.WELL NO.

s. ADDRESS OF OPERATOR

P.O. Box 1446 Roosevelt, UT 84066 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WRI,L (ÑOþOrt IOCŒtíOH ClfâYlg Œnd $N GCC0TduNC€ teith any gat ire e $8 *

At surface SE/NE 11. SEC., T., R., M., OR BLOCK AND SURVEY
2073' FNL & 623' FEL OR AREA

At top prod. interval reported below
Sec. 33, T83, R16E

At total depth

14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

| 43-013-31503 | 4/24/95 Du'ci|sne Utah
15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COMPL. (Ñ€GÑµÉ0 þf0d.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)e 19. ELEV. CASINGHEAD

12/26/95 1/14/96 2/4/96 5594' GR
20. TOTAL DEPTH, MD & TVD 21. PLUG, BACK T.D., MD & TVD 22. IF MI LTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

HOW MANY* DRILLED BY

6200' 6115' - I X \
24. PRODUCING INTERVAL(S). OF THIS COMPLETION-TOP, BOTTOM, NÃME (MD AND TVD)* 26· WAS DIRECTIONAL

5884'-96'; 5626'-5653', 5607'-5618', 5590'-5595', 5583'-5586', 5569'-5574 ;
SURVEY MADE

5383'-5392', 5416'-5425'; 5238'-5244', 5259'-5270' (Green River) No
26. TYPE ECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

CBL, DLL, CNL |--/)-'ÿ No
28. CASING RECORD (Report all strings set in well)

CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEnfENTING RECORD AMOUNT PULLED

8 5/8 24# 300' 12 1/4 170 sx Type V w/ 25 CaC1+ % Ge1+¾,#/sk
flocele + 100 sx Neat w/ $ CaCl

5 1/2 I 15.5# 6179' 7 7/8 260 sx Hifill + 320 sx Th sxo w/ 10LCa1
Seal

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

I

31. PERFORATION RECORD (Interval, aire and nuneber) 32. ACID. SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
CP 5884'-96 DEPTH INTERVAL (MD) AhiOUNT AND KIND OF MÃTERIAL USED

LDC 5626'-5653', 5607'-5618', 5590'-5595' see Back
5583'-5586', 5569'-5574'

A 5383'-92', 5416'-5425'
B 5238'-44', 5259'-70'
33.* PRODFCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (FIOtoing, gas liff, pufnping-Biz¢ Œfid ‡gpg Of punsp) WELL STATUS (Producitt0 or

2/4/96 Pumping - 1½n X 16' THD Pump shuMn)ŸPOducing

DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS-MCF. WATER-BBL. GAS-OIL RATIO

21 Day Average N/A
TE D

137 165 | 7 | 1.2
FLOW. TURING PR-88. CAslNG PRESSURE CALCULATED OIL--BBL. GAS-MCF, WATER--HBL. OIL GRAVITY-API (CORR.)

24-noca RATE

34. DISPOSITION OF GAs (Sold, used for juel, vented, etc.) TEST WITNESSED BT

Sold & Used for Fuel
35. LIST OF ATTACHMENTS

Items listed in #26
hereby certifyd thMatthe forego a rmathm is copmplete a dOcorrect as d termined from all available rCec2

9/96

*(See Instructionsand Spacesfer Additional Data on ReverseSide)
litle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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*(See Instructionsand Spacesfer Additional Data on ReverseSide)
litle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoverids):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. T(=P
NAME TRUEMEAS.DEPTH

VERT.DEPTH#32.
X Marker 4797' Perf CP sd @5884'-5896'
Y Marker 4828' Frac w/ 69,900# 20/40 ad w/ 23,436 gal fl1id
Douglas Ck 4946'
Bicarbonate 5193' Perf LDC sd 8 5569'-74', 5583'-86, 5590'-)5'
B Limestone 5348' 5607'-18', 5626'-53'
Castle.Peak 5857' Frac w/ 144,900# 20/40 sd w/ 40,740 gal fluidO

Perf A sd @5383'-92', 5416'-25'
Frac w/ 77,200# 20/40 sd w/ 24,570 gal flaid

Perf B sd @5Ž59'-70', 5238'-44'
Frac w/ 64,200# 20/40 ad w/ 20,748 gal f1tid

O
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O



FORM 3160-5 UNITED STATES FORM APPROVED

(Juli 990) DEP MENT OF THE INTERIOR Budget Bureau No. 1004-0135

BU 'AU OF LAND MANAGEMENT Expires: March 31, 1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-34173
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, Allotteeor TribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE TRAvis
1. Type of Well

X oil oas 8. Well Name and No.

Well Well Other TRAVIS FEDERAL 8-33
9. API Well No.

2. Name of Operator 43-013-31503
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and TelephoneNo. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or SurveyDescription)

2073 FNL 0623 FEL SEINE Section 33, TOSS R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction

X SubsequentReport PluggingBack Non-Routine Fracturing

CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

OCT13 1998

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct

Signed Title Manager, Regulatory Compliance Date 10/7/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false, fictitious

or fradulent statements or representations as to any matter within its
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or fradulent statements or representations as to any matter within its



O O
Inland Production Company

Site Facility Diagram
Travis 8-33

SEINE Sec. 33, TSS, 16E

Duchesne County

May 12, 1998

.............................. WellHe ad

Site Security Plan is held at the Roosevelt Office,
Roosevelt Utah

Production Phase:
Pumping Unit 1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 3 open

Draining Phase:

Treater
. _ . _ .

1) Valve 1 open

i
Gas Sales Meter - -

I

Water Tank
Diked Section

Legend
3 2 3 2

1 1

Contained Section Emulsion Line --

Load Line ¯¯¯ ~~~¯°¯¯¯

Production Tank 5 Production Tank
WaterLine -·-·-·-·-·- -

Oil Line

GasSales
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FORM 3160-5 NITED STATES FORM APPROVED
(June 1990) DEP/ ENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUR OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-34173
Do not use this form for proposals to drillor to deepen or reently a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE TRAVIS
I. Type of Well

X Oil Gas 8. Well Name and No.
Well Well Other TRAVIS FEDERAL 8-33

9. API Well No.
2.NameofOperator 43-013-31503

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 I l. County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

2073 FNL 0623 FEL SE/NE Section 33, TSS RI6E DUCHESNE COUNTY, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPOP.T, R OTNER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other Re-completion Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details,and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depthsfor all markers and zones pertinent to this work.)*

Re-completion procedures were initiated in the Green River formation on subject well on June 5, 2002. Existing
production equipment was pulled from well. A total of five new Green River intervals were perforated and hydraulically
fracture treated as follows: Stage #1: CP .5 sds @5836'-5839' & 5842'-5848' (4 JSPF) fraced down 2 7/8 N-80 tbg W/
18,55# 20/40 mesh sand in 163 bb1s Viking I-25 fluid. Stage #2: LODC sds @568l'-5716' (2 JSPF) fraced down 2 7/8 N-
80 tbg W/ 60,000# 20/40 mesh sand in 390 bbls Viking I-25 fluid. Stage #3: LODC sds @5532'-5538' (fraced along with
existing perfs 5569' through 5653') down 2 7/8 N-80 tbg W/ 134,420# 20/40 mesh sand in 820 bbls Viking I-25 fluid.
Stage #4: B sds @ 5170'-5173' & 5190'-5196' (4JSPF); and C sds @5100'-5104', 5106'-5108' & 5111'-5114' (4 JSPF)
fraced down 5 1/2" 15.5# casing W/ 54,220# 20/40 mesh sand in 426 bb1sViking I-25 fluid. Stage #5: D sds @4982'-
4988' (4 JSPF) fraced dcon 5 1/2" 15.5# casing W/ 34,220# 20/40 mesh sand in 302 bbis Viking 105 Fluid All fracs
were flowed back through chokes. Frac tbg & tools were pulled from well. Well was cleaned out to PBTD. New and
existing intervals were swab tested for sand cleanup. A revised BHA & producti ored in well
W/ tubing anchor @5809', pump seating nipple @5874' and end of tubing strin ' a e ump and rod
string was ran in well. Well returned to production via rod pump on 6//02.

JUN20 2002
tilVISinN OF

14. I hereby certify that the Ëo going is t e and correct OIL, GÄS ÄND MININ,G
Signed Title Completion Foreman Date 0 /18/2002

ry Dietz
CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions ofapproval, ifany:

Title 18 U S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency ofthe United States any false, fictitious

or fiadulent statements or representations as to any matter within its
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4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

2073 FNL 0623 FEL SE/NE Section 33, TSS RI6E DUCHESNE COUNTY, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPOP.T, R OTNER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other Re-completion Dispose Water
(Note: Report results of multiple completion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details,and give pertinent dates, including estimated date of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depthsfor all markers and zones pertinent to this work.)*

Re-completion procedures were initiated in the Green River formation on subject well on June 5, 2002. Existing
production equipment was pulled from well. A total of five new Green River intervals were perforated and hydraulically
fracture treated as follows: Stage #1: CP .5 sds @5836'-5839' & 5842'-5848' (4 JSPF) fraced down 2 7/8 N-80 tbg W/
18,55# 20/40 mesh sand in 163 bb1s Viking I-25 fluid. Stage #2: LODC sds @568l'-5716' (2 JSPF) fraced down 2 7/8 N-
80 tbg W/ 60,000# 20/40 mesh sand in 390 bbls Viking I-25 fluid. Stage #3: LODC sds @5532'-5538' (fraced along with
existing perfs 5569' through 5653') down 2 7/8 N-80 tbg W/ 134,420# 20/40 mesh sand in 820 bbls Viking I-25 fluid.
Stage #4: B sds @ 5170'-5173' & 5190'-5196' (4JSPF); and C sds @5100'-5104', 5106'-5108' & 5111'-5114' (4 JSPF)
fraced down 5 1/2" 15.5# casing W/ 54,220# 20/40 mesh sand in 426 bb1sViking I-25 fluid. Stage #5: D sds @4982'-
4988' (4 JSPF) fraced dcon 5 1/2" 15.5# casing W/ 34,220# 20/40 mesh sand in 302 bbis Viking 105 Fluid All fracs
were flowed back through chokes. Frac tbg & tools were pulled from well. Well was cleaned out to PBTD. New and
existing intervals were swab tested for sand cleanup. A revised BHA & producti ored in well
W/ tubing anchor @5809', pump seating nipple @5874' and end of tubing strin ' a e ump and rod
string was ran in well. Well returned to production via rod pump on 6//02.

JUN20 2002
tilVISinN OF

14. I hereby certify that the Ëo going is t e and correct OIL, GÄS ÄND MININ,G
Signed Title Completion Foreman Date 0 /18/2002

ry Dietz
CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions ofapproval, ifany:

Title 18 U S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency ofthe United States any false, fictitious

or fiadulent statements or representations as to any matter within its



Unit States Department of the terior

BUREAU OF LAND MANAGEMENT
. Igge pyggg•

Utah State Office Ng¾NCA
P.O. Box45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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CorporationsSection Eo Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Sealof
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection Eo Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Sealof
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT ntheÊffcOf the
TO THE SecretaryofstateofTexas

ARTICLES OF INCORPORATION
OF ËPÛ2 Ë

INLAND PRODUCTION COMPAN Y corporationsSection

' Pursuantje the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the underaigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendmentalters or changes Article Onë of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,, upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

Susan G. Riggs,

ARTICLES OF AMENDMENT ntheÊffcOf the
TO THE SecretaryofstateofTexas

ARTICLES OF INCORPORATION
OF ËPÛ2 Ë

INLAND PRODUCTION COMPAN Y corporationsSection

' Pursuantje the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the underaigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1 - Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendmentalters or changes Article Onë of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,, upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

Susan G. Riggs,



UTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 . 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

UTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: TRAVIS

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON BUTTE FED 13-27 27 080S 160E 4301331611 10628 Federal WI A
MONUMENT BUTTE FED 15-27-8-16 27 080S 160E 4301331786 10628 Federal OW DRL
MONUMENT BUTTE FED 16-27 27 080S 160E 4301331899 10628 Federal OW P
FEDERAL 15-28 28 080S 160E 4301330779 10628 Federal WI A
FEDERAL 14-28 28 080S 160E 4301330792 10628 Federal OW S
WEST MONUMENT 10-28 28 080S 160E 4301330856 10628 Federal OW S
FEDERAL 14A-28 28 080S 160E 4301331372 10628 Federal WI A
TRAVIS FEDERAL 16-28 28 080S 160E 4301331590 10628 Federal OW P
TRAVIS FED 9-28 28 080S 160E 4301331941 10628 Federal WI A
TRAVIS 11-28-8-16 28 080S 160E 4301332333 Federal OW LA K
TRAVIS 12-28-8-16 28 080S 160E 4301332334 Federal OW LA K
TRAVIS 13-28-8-16 28 080S 160E 4301332335 Federal OW LA K
FEDERAL 3-33 33 080S 160E 4301330693 10628 Federal WI A
FEDERAL 6-33 33 080S 160E 4301330747 10628 Federal OW P
FEDERAL 2-33 33 080S 160E 4301330749 10628 Federal OW P
TRAVIS FED 5-33 33 080S 160E 4301331435 10628 Federal WI A
TRAVIS FEDERAL 8-33 33 080S 160E 4301331503 10628 Federal OW P
TRAVIS FED 1-33 33 080S 160E 4301331603 10628 Federal WI A
MON FED 5-34 34 080S 160E 4301331499 10628 Federal WI A
MONUMENT BUTTE FED 6-34 34 080S 160E 4301331504 10628 Federal OW P
MON BUTTE FED 3-34 34 080S 160E 4301331518 10628 Federal WI A
MONUMENT BUTTE FED 4-34 (I) 34 080S 160E 4301331669 10628 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on·

Newfield_Travis_ FORM_4B.xls

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger
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OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on·

Newfield_Travis_ FORM_4B.xls



O · O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Travis FORM 4B.xls

O · O
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-34173 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 TRAVIS FEDERAL 8-33 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2073 FNL 0623 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

10/25/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an injection
well on 10/19/2011. On 10/20/2011 Dennis Ingram with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On
10/25/2011 the casing was pressured up to 1350 psig and charted for 30

minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 0 psig during the test. There was not a State

representative available to witness the test.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10/27/2011

10/27/2011

Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEASE4DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well TRAVIS FEDERAL 8-33

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2073 FNL 0623 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENE Section: 33 Township: 08.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/25/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLRErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an injection
well on 10/19/2011. On 10/20/2011 Dennis Ingram with the State of Utah

DOGM was contacted concerning the initial MIT on the above listed well. OAccepted by the
10/25/2011 the casing was pressured up to 1350 psig and charted for 30 Utah Division of

minutes with no pressure loss. The well was not injecting during the test. Oib Gas and Mining
tubing pressure was O psig during the test. There was not a StaTOR RECORD ONLYrepresentative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A

FORM 9
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS, AND MINING gyEASE4DESIGNATION AND SERIAL NUMBER:

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO 7.UNIT or CA AGREEMENT NAME:

DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well TRAVIS FEDERAL 8-33

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Bo× 3630 , Myton, UT, 84052 435 646-4825 E×t MONUMENT BUTTE

4.LOCATIONOFVVELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2073 FNL 0623 FEL
QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

Qtr/Qtr: SENE Section: 33 Township: 08.05 Range: 16.0E Meridian: S UTAH

11.
CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SDUat ofUWENrkRCEPmOp
tion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/25/2011 OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT
PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION

Date of Spud:
REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLINRLRErt
D e. WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR C( MPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well has been converted from a producing oil well to an injection
well on 10/19/2011. On 10/20/2011 Dennis Ingram with the State of Utah

DOGM was contacted concerning the initial MIT on the above listed well. OAccepted by the
10/25/2011 the casing was pressured up to 1350 psig and charted for 30 Utah Division of

minutes with no pressure loss. The well was not injecting during the test. Oib Gas and Mining
tubing pressure was O psig during the test. There was not a StaTOR RECORD ONLYrepresentative available to witness the test.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A



Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi gi gy Time / ou am

Test Conducted by: pf, m

Others Present:

Well Location: GF/N£ Ja- J3; RS, L£ API No: Ñ3-on-3¥o]

g Casing Pressure

0 min / C3 psig

5 | psig

10 psig
15 psig

20 psig

25 O S~O psig

30 min ) 3 C3 psig

35 ¯¯ psig

40 psig

45 psig

50 psig
55 psig

60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: //

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi gi gy Time / ou am

Test Conducted by: pf, m

Others Present:

Well Location: GF/N£ Ja- J3; RS, L£ API No: Ñ3-on-3¥o]

g Casing Pressure

0 min / C3 psig

5 | psig

10 psig
15 psig

20 psig

25 O S~O psig

30 min ) 3 C3 psig

35 ¯¯ psig

40 psig

45 psig

50 psig
55 psig

60 min psig

Tubing pressure: psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: //
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Sundry Number: 19804 API Well Number: 43013315030000
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Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

TRAVIS 8-33-8-16
8/1/2011To 12/30/2011

10/14/2011 Day: 1 Conversion

NC #2 on 10/14/2011 - MIRUSU, L/D Rod String - Move From C.P. 44-10-9-16 To The Travis
8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Rod Pmp,
R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbls Wtr, Reseat Pmp, Pressure Test Tbg To 3,000 Psi,
Good Test, Took 6 Bbls Wtr To Fill, POOH & L/D 1 1/2" x 26' Polished Rod, 1- 2', 1- 4' x 3/4"
Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - Move
From C.P. 44-10-9-16 To The Travis 8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbis
Wtr, R/D Pmp Unit, Unseat Rod Pmp, R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbls Wtr, Reseat
Pmp, Pressure Test Tbg To 3,000 Psi, Good Test, Took 6 Bbls Wtr To Fill, POOH & L/D 1 1/2" x
26' Polished Rod, 1- 2', 1- 4' x 3/4" Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30
PM, 6:30 To 7:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $4,460

10/17/2011 Day: 2 Conversion

NC #2 on 10/17/2011 - POOH W/- Tbg, Gyro Well - 5:30 To 6:00 AM C/Trvi, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbls Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" x 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvi. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbls Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" × 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $13,501

10/18/2011 Day: 3 Conversion

NC #2 on 10/18/2011 - Pressure Test Tbg, Fish Stnd Vlve, R/D BOPS, R/U Wellhead, Pmp Pkr
Fluid, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, R/U H/Oiler To
Tbg, Pmp 20 Bbis Wtr, POOH W/- 156- Jts Tbg, Breaking & Dopeing Collars, L/D 32- Jts Tbg,
P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg, Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr,
Good Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Weatherford BOPS, R/U Wellhead,
R/U H/Oiler To Csg, Pmp 70 Bbls Fresh Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U
Wellhead, Pressure Test Csg To 1,500 Psi For Approx. 1 Hr, No Test, Bump Back Up To 3,000
Psi, Test Over Night, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, R/U H/Oiler To Tbg, Pmp 20 Bbls Wtr, POOH W/- 156- Jts Tbg,
Breaking & Dopeing Collars, L/D 32- Jts Tbg, P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg,
Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr, Good Test, R/U Sandline, Fish Stnd Vlve,
R/D Sandline, R/D Weatherford BOPS, R/U Wellhead, R/U H/Oiler To Csg, Pmp 70 Bbis Fresh
Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U Wellhead, Pressure Test Csg To 1,500 Psi For
Approx. 1 Hr, No Test, Bump Back Up To 3,000 Psi, Test Over Night, SWI, CSDFN @ 6:30 PM,
6:30 To 7:00 PM C/Trvl. Finalized

http://www.inewfld.com/denver/SumActRpt.asp?RC=l52487&API=4301331503&MinD...

Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

TRAVIS 8-33-8-16
8/1/2011To 12/30/2011

10/14/2011 Day: 1 Conversion

NC #2 on 10/14/2011 - MIRUSU, L/D Rod String - Move From C.P. 44-10-9-16 To The Travis
8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Rod Pmp,
R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbls Wtr, Reseat Pmp, Pressure Test Tbg To 3,000 Psi,
Good Test, Took 6 Bbls Wtr To Fill, POOH & L/D 1 1/2" x 26' Polished Rod, 1- 2', 1- 4' x 3/4"
Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - Move
From C.P. 44-10-9-16 To The Travis 8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbis
Wtr, R/D Pmp Unit, Unseat Rod Pmp, R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbls Wtr, Reseat
Pmp, Pressure Test Tbg To 3,000 Psi, Good Test, Took 6 Bbls Wtr To Fill, POOH & L/D 1 1/2" x
26' Polished Rod, 1- 2', 1- 4' x 3/4" Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30
PM, 6:30 To 7:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $4,460

10/17/2011 Day: 2 Conversion

NC #2 on 10/17/2011 - POOH W/- Tbg, Gyro Well - 5:30 To 6:00 AM C/Trvi, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbls Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" x 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvi. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbls Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" × 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $13,501

10/18/2011 Day: 3 Conversion

NC #2 on 10/18/2011 - Pressure Test Tbg, Fish Stnd Vlve, R/D BOPS, R/U Wellhead, Pmp Pkr
Fluid, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, R/U H/Oiler To
Tbg, Pmp 20 Bbis Wtr, POOH W/- 156- Jts Tbg, Breaking & Dopeing Collars, L/D 32- Jts Tbg,
P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg, Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr,
Good Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Weatherford BOPS, R/U Wellhead,
R/U H/Oiler To Csg, Pmp 70 Bbls Fresh Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U
Wellhead, Pressure Test Csg To 1,500 Psi For Approx. 1 Hr, No Test, Bump Back Up To 3,000
Psi, Test Over Night, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, R/U H/Oiler To Tbg, Pmp 20 Bbls Wtr, POOH W/- 156- Jts Tbg,
Breaking & Dopeing Collars, L/D 32- Jts Tbg, P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg,
Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr, Good Test, R/U Sandline, Fish Stnd Vlve,
R/D Sandline, R/D Weatherford BOPS, R/U Wellhead, R/U H/Oiler To Csg, Pmp 70 Bbis Fresh
Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U Wellhead, Pressure Test Csg To 1,500 Psi For
Approx. 1 Hr, No Test, Bump Back Up To 3,000 Psi, Test Over Night, SWI, CSDFN @ 6:30 PM,
6:30 To 7:00 PM C/Trvl. Finalized

http://www.inewfld.com/denver/SumActRpt.asp?RC=l52487&API=4301331503&MinD...



Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000
Summary Rig Activity Page 2 of 2

Daily Cost: $0
Cumulative Cost: $21,656

10/19/2011 Day: 4 Conversion

NC #2 on 10/19/2011 - Pressure Test Csg - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Csg Vlves
Were Leaking, Bleed Down Pressure, Replace Csg Vlves, Pmp Back Up To 1,500 Psi, Test For
Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM
OWU, Csg Vlves Were Leaking, Bleed Down Pressure, Replace Csg Vlves, Pmp Back Up To
1,500 Psi, Test For Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT.
Daily Cost: $0
Cumulative Cost: $20,545

10/26/2011 Day: 5 Conversion

Rigless on 10/26/2011 - Conduct an MIT - On 10/20/2011 Dennis Ingram with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 10/25/2011
the casing was pressured up to 1350 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. FINAL REPORT - On
10/20/2011 Dennis Ingram with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 10/25/2011 the casing was pressured up to 1350 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was O psig during the test. There was not a State representative available to
witness the test. FINAL REPORT Finalized
Daily Cost: $0
Cumulative Cost: $21,445

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152487&API=4301331503&MinD...
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Daily Cost: $0
Cumulative Cost: $21,656
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Were Leaking, Bleed Down Pressure, Replace Csg Vlves, Pmp Back Up To 1,500 Psi, Test For
Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM
OWU, Csg Vlves Were Leaking, Bleed Down Pressure, Replace Csg Vlves, Pmp Back Up To
1,500 Psi, Test For Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT.
Daily Cost: $0
Cumulative Cost: $20,545

10/26/2011 Day: 5 Conversion

Rigless on 10/26/2011 - Conduct an MIT - On 10/20/2011 Dennis Ingram with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 10/25/2011
the casing was pressured up to 1350 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. FINAL REPORT - On
10/20/2011 Dennis Ingram with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 10/25/2011 the casing was pressured up to 1350 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was O psig during the test. There was not a State representative available to
witness the test. FINAL REPORT Finalized
Daily Cost: $0
Cumulative Cost: $21,445

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152487&API=4301331503&MinD...



RECEIVED: Jan. 31, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-34173 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 TRAVIS FEDERAL 8-33 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2073 FNL 0623 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /31 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:30 PM on
01/31/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 1 /31 /2012

February 01, 2012

Sundry Number: 22628 API Well Number: 43013315030000Sundry Number: 22628 API Well Number: 43013315030000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well TRAVIS FEDERAL 8-33

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2073 FNL 0623 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/3 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER: Put on Injection
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LOMAX EXPLORATION COMPANY
TRAVIS FEDERAL # 8-33

SE/NE SECTION 33, T8S, R16E
DUCHESNE COUNTY, UTAH

TEN POINT WELLPROGRAM

1. GEOLOGIC SURFACE FORMATION:

Uinta formation of Upper Eocene Age

2. ESTIMATED TOPS OF IMPORTANT GEOLOGIC MARKERS:

Uinta 0' - 3030'
Green River 3030'
Wasatch 6070'

3. ESTIMATED DEPTIIS OF ANTICIPATED WATER, OIL, GAS OR MINERALS:

Green River Formation 2800' - 300' gas & Oil

4. PROPOSED CASING PROGRAM

8 5/8", J-55, 24# w/ ST&C collars; set at 300' (New)
7 7/8 J-55, 15.5# w/ LT&C collars/ set at TD (New)

5. MINIMUM SPECIFICATIONS FOR PRESSURE CONTROL:

The operators minimum specificationsfor pressure control equipment are as follows:

A 8" Series 900 Hydril Bag type BOP and a 8" Double Ram Hydraulic unit with a closing unit

will be utilized. Pressure test of BOPS'swill be checked daily.

(See Exhibit F)

6. TYPE AND CITARACTERISTICS OF TIIE PROPOSED CIRCULATION MUDS:

It is proposed that the hole be drilled withfresh water to the "J" zone and with mud thereafter.

The mud systemwill be a water based gel-chemical,weighted to 10.0 ppg as necessary for gas

control.

7. AUXTLIARYSAFETY EQUIPMENT TOBE USED:

Auxiliary safety equipment will be a Kelly Cock, bit float, and a TIWvalve with drill pipe
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8.
TESTING,

LOGGING AND
CORING

PROGRAMí:

No drill stem testing has been
scheduledfor this weit It is

anticipated at this time that the

logging willconsist of a DualInduction Laterolog,
Campensated

Neutron-Formation Density

Log. Logs will run from TD to 3500'. The cemem le will be run fromPBTD to cenent

top.

9.
ANTICIPATED

ABNORMAL
PRESSUREOR TEifP

The
anticipatedbottom hole pressure is 1800psi. E is not

anticipated that abnormal

temperatures willbe
encountered;northatanyother

abnormalhazards suchasH2Swillbe

encountered in this area.

10.
ANTICIPATED

STARTING DATEAND DURA TONOF THE
OPERATIONS:

It is
anticipatedthat the drilling

operationswillcoramence the first quarter of 1995, and take

approximately ten daysto
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LOMAX EXPLORATION COMPANY
TRAVIS FEDERAL #8-33

SE/NE SECTION 33, TSS, R16E
DUCHESNE COUNTY, UTAH

THIRTEENPOINT WELLPROGRAM

1. EXISTING ROADS

Seeattached Topographic Map "A"

To reach Lomax Exploration Company well location site Travis Federal #8-33 located in the SE

NE 1/4 Section 33, TSS, RI6E, S.L.B. 7 M.Duchesne County, Utah:

Proceed westerly out of Myton, Utah along Highway 40 - 1.5 miles ± to the junctionof this

highway and Utah State Highway 53; proceedsoutherly along Utah State Highway 53 - 4.4 miles

to its junctionwith an existing dirt road to the southwest, proceed northeasterly along this road

3.6 miles to its junctionwith the proposed accessroad to be discussed in item #2.

The highways mentioned in the foregoing paragraph are bituminous surfaced roads to the point

where Highway 53 ends, thereafter the roads are constructed with existing materials and gravel.

The highways are maintained by Utah State road crews. All other roads are maintained by

County Crews.

The aforementioned dirt oilfield serviceroads and other roads in the vicinity are constructed out

of existing native materials that are prevalent to the existing area they are located in and range f

from clays to a sandy-clayshale material.

The roads required for access during the drilling, completionand production phase will be

maintained at the standards required by the BLMor other controlling agencies. This

maintenance will consist of someminor grader work for smoothing road surfaces and for snow

removal.

2. PLANNED ACCESS ROAD

SeeTopographic Map "B".

The planned access road leaves the existing location described in Item #1 in the SE 1/4 NE 1/4

Section33, T8S, RI6E, S.L.B., and proceeds in a southerly direction approximately 100' ± to the

proposed location site.

The planned access road will be an 18'crown road (9' either side of the centerline) with drainage

ditches alongeithersideof the proposedroadwhetherit is determinednecessaryin order to

handle any run-off from normal meteorological conditions that are prevalent to this area. The

maximum grade will be less than 8%.

Therewill no culvertsrequiredalongthis accessroad. There will no waterturnoutsconstructed

along this
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TRAVIS FEDERAL #8-33

There are no fences encountered along this proposed road. There will no new gates or cattle

guards required.

All construction material for this access road will be borrowed material accumulated during

construction of the access road.

3. LOCATION OF EXISTING WELLS

There are two (2) producing Lomax Exploration wells, four (4) producing Dalen wells, within a

one (1) mile radius of this well.

4. LOCATION OF EXISTING AND/OR PROPOSED FACILITIES

There are no existing facilities that will be used by this well.

It is anticipated that this well will be a producing gas well.

Upon construction of a tank battery the well pad will be surrounded by a dike of sufficient

capacity to contain at minimum the entire contests of the largest tank within the facility battery.

Tank batteries will be placed on a per SundryNotice if the well is completed as a producer.

All permanent (on site for six (6) months or longer) structures constructed or installed (including

pumping units) will be painted Desert Tan. All facilities will be painted within six months of

installation.

5. LOCATION AND TYPE OF WATER SUPPLY

At the present time, it is anticipated that the waterfor this well will be trucked from our pre-

approved Lomax Exploration Company water supply line located at the Travis Federal 15-28

(SW/SE Sec. 28, TSS, R16E) location as indicated on Topographic Map - Exhibit C".

In the event this water source is not used an alternate source will be used and all the necessary

arrangements will be made with the proper authorities.

There will be no water well drilled at this site.

6. SOURCE OF CONSTRUCTION MATERIALS

See Location Layout Sheet - Exhibit "E".

All construction material for this location shall be borrowed material accumulated during

construction of the location site and accessroad. (Pit lining material is referred to in Item #7.)

A mineral material application is not required for this location.
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TRAVIS FEDERAL #8-33

7. METIIODS FOR ITANDLING WASTEDISPOSAL

See Location Layout Sheet - Exhibit "E".

A reserve pit will be constructed and lined with plastic reinforced lines so as not to leak,

break, or allow discharge. It will be a minimum of 12 mil thickness with sufficient bedding
(either straw or dirt) to cover any rocks. The line will overlap the pit wall and be covered with

dirt and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will

be disposed on in the pit.

After first production, produced water will be confined to a pit or storage tank for a period not to

exceed one hundred twenty (120) days. During the one hundred twenty (120) day period, in

accordance with the NTL-2B, an application for approval of permanent disposal method and

location, along with required water analysis, shall be submitted for the Authorized Officers

approval.

A portable toilet will be provided for human waste.

A trashbasket will be provided for garbage (trash)and hauled away to an approved disposal site

at the completion of the drilling activities.

8. ANCILLARY FACILITIES

There are no ancillary facilities planned for at the present time and none foreseen in the near

future.

9. WELL SIT LAYOUT

See attached Location Layout Sheet - Exhibit "E".

The reserve pit will be located on the South side between stakes 4 & 5.

No flare pit will be used at this location.

The stockpiled topsoil (first six (6) inches) will be stored on the East side by
stake 4.

Access to the well pad will be from the Northeast side near stake 2.

The corners of the well pad 6 & 8 will be rounded to avoid drainage.

Fencing Requirements

All pits will be fenced according to the following minimum standards:

a) 39 inch net wire shall be used with at least one strand of barbed wire on top of the net.
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b) The net wire shall be nor more than two (2) inches above the ground. The barbed wire

shall be three (3) inches abovethe net wire. Total height of the fence shall be at least
forty-two (42) inches.

c) Corner posts shall be cemented and/or braced in such a manner to keep tight at all

times.

d) Standard steel, wood or pipe posts shall be used between the corner braces. Maximum

distance between any two posts shall be no greater than sixteen (16) feet.

e) All wire shallbe stretched, by using a stretching device, before it is attachedto the

corner posts.

The reserve pit fencing will be on three (3) sides during drilling operations and on the

fourth side when the rig movesoff location. Pits will be fenced and maintained until

cleanup.

10. PLANS FOR RESTORATION OF SURE4CE

a) Producing Location

Immediately upon wellcompletion, the location and surrounding area will be cleared of

all unused tubing, equipment, debris,material, trash and junknot required for

production.

If a plastic nylon reinforced liner is used, it shall be torn and perforated before

back filling of the reserve pit.

The reserve pit and that portion of the location not needed for production

facilities/operations will be re contoured to the approximated natural contours. The

reserve pit will be reclaimed within one hundred twenty (120) days from the date of well

completion. Before any dirt work takes place, the reserve pit must have all fluids and

hydrocarbons, all cans, barrels, pipe, etc., removed.

When the drilling and completionphase ends, reclamation of unused disturbed areas on

the well pad/access road no longer needed for operations, such as cut slopes, and fill

areas will be accomplished by grading, leveling and seeding as recommended by the

Authorized Officer. The seed mixture will be per B.L.M. and stated in the conditions of

approval.

b) Dry Hole Abandoned Location

At such time as the well is plugged and abandoned, the operator shall submit a

subsequent report of abandonment and the B.L.M. will attach the appropriate surface

rehabilitation conditions of approval.

11. SURE4CE OWNERSHIP - Bureau Of Land
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12. OTITERADDITIONAL INFORMATION

a) Lomax Exploration Company is responsible for informing all persons in the area who

are associated with this project that they will be subject to prosecution for knowingly

disturbing historic or archaeological sites, or for collecting artifacts. If historic or

archaeological materials are uncovered during construction, Lomax is to immediately

stop work that might further disturb such materials, and contact the Authorized Officer.

b) Lomax Exploration will control noxious weeds along rights-of-way for roads, pipelines,

well sites, or other applicable facilities. On B.L.M. administered land it is required that

a Pesticide Use Proposal shall be submitted, and given approval, prior to the application

of herbicides or other possible hazardous chemicals.

c) Drilling rigs and/or equipment used during drilling operations on this well site will not

be stacked or stored on Federal Landsafter the conclusion of drilling operations or at

any other time without B.L.M. authorization.However, if B.L.M. authorization is

obtained, it is only a temporary measure to allow time to make arrangements for

permanent storage on commercial facilities.

There are no dwellings or facilities in the general area. There are no visible archaeological,

historical or cultural sites within any reasonableproximity of the proposed location site.

Additional Surf'ace Stipulations

All lease and/or unit operations will be conducted in such a manner that full compliance is made

with all applicable laws and regulations. Onshore Oil and Gas Orders, the approved plan of

operations, and any applicable Notice to Lessees. Lomax Exploration is fully responsible for the

actions of its subcontractors. A copyof these conditions will be furnished to the field

representative to insure compliance.

A complete copy of the approved APD, if applicable, shall be on location during the construction

of the location and drilling activities.

Lomax Exploration Company or a contractor employedby Lomax Exploration shall contact the

B.L.M. omce at (801) 789-1362, 48 hours prior to construction activities.

The B.L.M. office shall be notified upon site completion prior to moving on the drilling
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13. LESSEE'S OR OPERATORS REPRESENTATIVE AND CERTIFICATION

Representative

Name: Brad Mecham

Address: P.O. Box 1446 Roosevelt,Utah 84066

Telephone: (801) 722-5103

Certification

Please be advised that LOMAX EXPLORATION COMPANY is considered to be the

operator of Travis Federal #8-33 SE/NE Section 33, Township SS, Range 16E: Lease #UTU-

68528A, Duchesne County, Utah: and is responsibleunder the terms and conditionsof the lease

for the operations conducted upon the leased lands. Bond coverage is provided by Hartford

Accident #4488944.

I hereby certify that I, or persons under my direct supervision have inspected the

proposed drillsite and access route; that I am familiar with the conditions which currently exist;

that the statements made in this plan are true and correct to the bestof my knowledge; and that

the work associated with the operations proposedhere will be performed by Lomax Exploration

Company and its contractors and subcontractorsin conformitywith this plan and the terms and

conditions under which it is approved. This statement is subject to the provisions of 18 U.S.C.

1001 for the filing of a false statement.

Date Brad Mecham
Operations
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TRAVISFEDERAL #8-33
SE/NE SECTION 33, T8S, R16E
DUCHESNE COUNTY,UTAH

LEASE #U-34I73
UNIT # UTU68528A

HAZARDOUS MATERIAL DECLARATION

LOMAX EXPLORATION COMPANY guarantees that during the drilling & completion of the

above referenced well, we will not use, produce, store, transport or dispose 10,000# annually of

any of the hazardous chemicals contained in the Environmental Protection Agency's consolidated

list of chemicals subject to reporting under Title III Superfund Amendments and Reauthorization

Act (SARA) of 1986.

LOMAX EXPLORATION COMPANYguarantees that during the drilling and completion of the

above referenced well, we will use, produce, store, transport or dispose less than the threshold

planning quantity (T.P.Q.)of any extremelyhazardous substances as defined in 40 CFR
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JOHNSON WATER DISTRICT
R.R. 3 BOX 3188

ROOSEVELT, UT 84066
TELEPHONE (801) 722-2620

January 5, 1995

TO WHOM IT MAY CONCERN:

Lomax Exploration Company has purchased a 3 inch water connection
with Johnson Water District to supply Monument Butte oilfield.

Johnson Water District has given permission to Lomax Exploration
Company to use water from our system for the purpose of drilling
and completing the Travis Federal 8-33 and 7-33.

ely

Karen Ashby,
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INTRODUCTION

In early November 1994, Lomax Exploration Company (Lomax) of Roosevelt, Utah
requested that Sagebrush Archaeological Consultants, L.L.C. (Sagebrush) conduct a cultural
resources inventory of five Lomax Wells (#1A-35, #6-34, #8-33, #16-28, and #10-23) and
their access roads in Duchesne and UintahCounties,Utah.

The wells and access roads are located on lands controlled by the Bureau of Land
Management (BLM) in T. 8 S., R. 16 E., S. 28, 33, 34, and 35; T. 8 S., R. 17 E., S. 23.

The project area lies on USGS 7.5' QuadranglesPariette Draw SW, Utah (1964) and Myton

SE, Utah (1964) (Figures 1 and 2). Footages for the well locations are as follows:

Monument Butte Federal 1A-35: 659 feet FNL and 659 feet FEL.

Monument Butte Federal 6-34: 1980 feet FNL and 1980 feet FWL.

Travis Federal 8-33: 1980 feet FNL and 660 feet FEL.

Travis Federal 16-28: 363 feet FSL and 436 feet FEL.

Pariette Draw Federal 10-23: 2404 feet FSL and 1940 feet FEL.

Fieldwork for the project was carried out by the author, Wendy E.R. Simmons, and

Kathie Davies on November 8 and 9, 1994. All work was conducted under authority of Cul-

tural Resources Use Permit No. 94-UT-54630 and Utah State Antiquities Permit No. U-94-SJ-

714b.

Prior to conducting fieldwork, a file search for previously conducted cultural resources

projects and previously recorded cultural resources sites was carried out by the author at the

Division of State History, Utah State HistoricPreservation Office, Salt Lake City and by

Heather M. Weymouth at the Bureau of Land Management, Vernal District Office. The

National Register of Historic Places (NRHP) was also checked for any listed or determined

eligible sites within the current project area. No such sites were located.

More than 20 cultural resources projects have been conducted previously in the vicinity

of the current project area. Due to the large number of these investigations, individual project

descriptions will not be included here. In addition to the numerous projects, 28 cultural re-

sources sites and 12 paleontological localities have been recorded in the area. Following is a

brief description of each of these sites and localities.

Cultural Resources Sites

As mentioned, 23 cultural resources sites have been recorded in the immediate vicinity of

the current project area prior to the present fieldwork. These sites and their NRHP recom-

mendations are as follows:

Site 42Dc341. This site, located northwest of Castle Peak Draw, is a lithic quarry with

cores, lithic flakes of siltstone, and one siltstone biface. This site was recommended

NOT ELIGIBLE to the NRHP.

Site 42Dc388. This site, located on a sandy bench above Wells Draw, is a small lithic

scatter with core flakes, biface manufacturing flakes, and numerous bifaces representing

all stages of manufacture. This site was recommended NOT ELIGIBLE to the National

Register.
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brief description of each of these sites and localities.

Cultural Resources Sites

As mentioned, 23 cultural resources sites have been recorded in the immediate vicinity of

the current project area prior to the present fieldwork. These sites and their NRHP recom-

mendations are as follows:

Site 42Dc341. This site, located northwest of Castle Peak Draw, is a lithic quarry with

cores, lithic flakes of siltstone, and one siltstone biface. This site was recommended

NOT ELIGIBLE to the NRHP.

Site 42Dc388. This site, located on a sandy bench above Wells Draw, is a small lithic

scatter with core flakes, biface manufacturing flakes, and numerous bifaces representing

all stages of manufacture. This site was recommended NOT ELIGIBLE to the National

Register.
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Site 42Dc389. This site, located on a bench on the east siae of Wells Draw, is aË
ic sheep camp consisting of tin cans, a crockery jar, and many fragmentsof purple glass.
Also noted were wood, bone, andcoal fragments. This site was recommended NOT
ELIGIBLE to the NRHP.

Site 42Dc426. This site, located on the north side of a low butte northwest of Castle
Peak Draw, contains both a historic and a prehistoric component. The site consists of a
prehistoric lithic scatter with groundstone fragments and various lithic tools including
bifaces, cores, choppers, and manos. In addition to the prehistoric component, a light
scatter of historic tin cans and one historic petroglyph were noted at the site. This site
was recommended ELIGIBLE to the National Register.

Site 42Dc503. This site, located below a sandstone outcrop east of Wells Draw, is a
large lithic scatter with many roughly worked bifaces as well as several lithic cores and

flakes. This site was recommended ELIGIBLE to the NRHP.

Site 42Dc504. This site, located in the cut of a dirt road east of Wells Draw, is a lithic

quarry with cores and flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in the cut of a dirt.road east of Wells Draw, is a sparse
lithic scatter consisting of four to five worked pieces of chalcedony and one secondary
flake of the same material. This site was recommended NOT ELIGIBLE to the National
Register.

Site 42Dc535. This site, located on a bench south of Wells Draw, consists of a relative-

ly sparse lithic scatter associated with a lithic source area. Tested cobbles and fragments

of Shattered lithic material are dispersed over a broad area. The site was recommended

ELIGIBLE to the NRHP.

Site 42Dc537. This site, located on a flat terrace in the bottom of Wells Draw, consists

of a sparse lithic scatter with shattered core fragments and primary flakes in association

with a rock alignment. This site was recommended ELIGIBLE to the National Register.

Site 42Dc538. This site, located along a sandstone outcrop on the eastern slope of

Wells Draw, is a sparse lithic scatter consisting of core shatter fragments and primary

flakes of a local variety of siltstone. One hammerstone and one biface blank were found

at the site. The site was recommended ELIGIBLE to the NRHP.

Site 42Dc584. This site, located on a terrace on the north crest of Wells Draw, is a

lithic scatter/bifaceblank preparation locus. No tools were located at the site. The site

was recommended NOT ELIGIBLE to the NRHP.

Site 42Dc585. This site, located on a terrace on the northern crest of Wells Draw, is a

core reduction and biface preparation locus. A variety of cores, core fragments, primary

flakes, utilized flakes, and biface blades were located at the site. In addition to these

artifacts, fifty bifaces and one hammerstone were noted. This site was recommended

ELIGIBLE to the NRHP.

Site 42Dc586. This site, located on a south facing slope above Wells Draw, is a lithic

scatter consisting of primary and secondary flakes. No tools were located at the site.

This site was recommended NOT ELIGIBLE to the NRHP.

Site 42Dc389. This site, located on a bench on the east siae of Wells Draw, is aË
ic sheep camp consisting of tin cans, a crockery jar, and many fragmentsof purple glass.
Also noted were wood, bone, andcoal fragments. This site was recommended NOT
ELIGIBLE to the NRHP.

Site 42Dc426. This site, located on the north side of a low butte northwest of Castle
Peak Draw, contains both a historic and a prehistoric component. The site consists of a
prehistoric lithic scatter with groundstone fragments and various lithic tools including
bifaces, cores, choppers, and manos. In addition to the prehistoric component, a light
scatter of historic tin cans and one historic petroglyph were noted at the site. This site
was recommended ELIGIBLE to the National Register.

Site 42Dc503. This site, located below a sandstone outcrop east of Wells Draw, is a
large lithic scatter with many roughly worked bifaces as well as several lithic cores and

flakes. This site was recommended ELIGIBLE to the NRHP.

Site 42Dc504. This site, located in the cut of a dirt road east of Wells Draw, is a lithic

quarry with cores and flakes. This site was recommended NOT ELIGIBLE to the
NRHP.

Site 42Dc505. This site, located in the cut of a dirt.road east of Wells Draw, is a sparse
lithic scatter consisting of four to five worked pieces of chalcedony and one secondary
flake of the same material. This site was recommended NOT ELIGIBLE to the National
Register.

Site 42Dc535. This site, located on a bench south of Wells Draw, consists of a relative-

ly sparse lithic scatter associated with a lithic source area. Tested cobbles and fragments

of Shattered lithic material are dispersed over a broad area. The site was recommended

ELIGIBLE to the NRHP.

Site 42Dc537. This site, located on a flat terrace in the bottom of Wells Draw, consists

of a sparse lithic scatter with shattered core fragments and primary flakes in association

with a rock alignment. This site was recommended ELIGIBLE to the National Register.

Site 42Dc538. This site, located along a sandstone outcrop on the eastern slope of

Wells Draw, is a sparse lithic scatter consisting of core shatter fragments and primary

flakes of a local variety of siltstone. One hammerstone and one biface blank were found

at the site. The site was recommended ELIGIBLE to the NRHP.

Site 42Dc584. This site, located on a terrace on the north crest of Wells Draw, is a

lithic scatter/bifaceblank preparation locus. No tools were located at the site. The site

was recommended NOT ELIGIBLE to the NRHP.

Site 42Dc585. This site, located on a terrace on the northern crest of Wells Draw, is a

core reduction and biface preparation locus. A variety of cores, core fragments, primary

flakes, utilized flakes, and biface blades were located at the site. In addition to these

artifacts, fifty bifaces and one hammerstone were noted. This site was recommended

ELIGIBLE to the NRHP.

Site 42Dc586. This site, located on a south facing slope above Wells Draw, is a lithic

scatter consisting of primary and secondary flakes. No tools were located at the site.

This site was recommended NOT ELIGIBLE to the NRHP.



Site 42Dc587 This site, located on a terrace on the northern crest of Wells Draw, is a
lithic source area and an isolated historic artifact. Tested cores, core fragments, and the
remains of one clear medicine bottle were located at the site. The site was recommended
NOT ELIGIBLE to the NRHP.

Site 42Dc596. This site, located on a gentle slope near Wells Draw, is a lithic tool
scatter consisting of chert tool blanks, one scraper, two bifacially flaked cobbles, one
biface blade, and one primary flake. The site was recommended ELIGIBLE to the

NRHP.

Site 42Dc789. This site, located on a small knoll near Wells Draw, is a historic en-

campment with a prehistoric component. The prehistoric component consists of a dis-

persed lithic scatter with two biface fragments and two tertiary flakes. The historic

component includes a diffuse scatter of historic trash associated with three rectangular

rock alignments which may represent fire hearths. The site was recommended NOT
ELIGIBLE to the NRHP.

Site 42De795. This site, located on a low, elongated silt mound, is a low-density lithic

debitage scatter containing three tools (one uniface, one reworked bifacial drill, and one

biface) and numerous lithic flakes. The site was recommended NOT ELIGIBLE to the

NRHP.

Site 42Dc796. This site, located on a low north-south trending silt mound near Wells

Draw, is a prehistoric campsite consisting of five bifaces, one large corner-notched

projectile point, and roughly 25 lithic flakes. This site was recommended ELIGIBLE to

the National Register.

Site 42Un1881. This site, located on a low dune near Pleasant Valley, is a
campsite/lithic reduction site containing a variety of lithic materials, bifacially worked

cobbles, scrapers, and bifaces. The site was recommended ELIGIBLE to the NRHP

Paleontological Localities

As noted, 11 paleontological localities are located within the vicinity of the current

project area. Most of these localities were recorded by paleontologist Alden Hamblin during

Sagebrush's 1993 inventory of a block area near Wells Draw (Weymouth 1994). Following is

a brief description of each of the localities in and near the current project area.

Locality 42Dc159I. This site, located in a series of limestone beds in the bottom of

Wells Draw, consists of a limited number of invertebrate gastropods. The locality was

evaluated as important.

Locality 42Dc160P. This site, located in a small side drainage running east into Wells

Draw, consists of plant stem impressions in thin bedded sandstone. The locality was

evaluated as important.

Locality 42Dc161V. This site, located on the north side of Wells Draw, consists of

several turtle shell fragments. The locality was evaluated as important.

Locality 42Dc162P. This site, located on the south side of Wells Draw, consists of

carbonized wood chunks and plant stem impressions. The locality was evaluated as

important.

Site 42Dc587 This site, located on a terrace on the northern crest of Wells Draw, is a
lithic source area and an isolated historic artifact. Tested cores, core fragments, and the
remains of one clear medicine bottle were located at the site. The site was recommended
NOT ELIGIBLE to the NRHP.

Site 42Dc596. This site, located on a gentle slope near Wells Draw, is a lithic tool
scatter consisting of chert tool blanks, one scraper, two bifacially flaked cobbles, one
biface blade, and one primary flake. The site was recommended ELIGIBLE to the

NRHP.

Site 42Dc789. This site, located on a small knoll near Wells Draw, is a historic en-

campment with a prehistoric component. The prehistoric component consists of a dis-

persed lithic scatter with two biface fragments and two tertiary flakes. The historic

component includes a diffuse scatter of historic trash associated with three rectangular

rock alignments which may represent fire hearths. The site was recommended NOT
ELIGIBLE to the NRHP.
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debitage scatter containing three tools (one uniface, one reworked bifacial drill, and one

biface) and numerous lithic flakes. The site was recommended NOT ELIGIBLE to the
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Site 42Dc796. This site, located on a low north-south trending silt mound near Wells

Draw, is a prehistoric campsite consisting of five bifaces, one large corner-notched

projectile point, and roughly 25 lithic flakes. This site was recommended ELIGIBLE to

the National Register.

Site 42Un1881. This site, located on a low dune near Pleasant Valley, is a
campsite/lithic reduction site containing a variety of lithic materials, bifacially worked

cobbles, scrapers, and bifaces. The site was recommended ELIGIBLE to the NRHP

Paleontological Localities

As noted, 11 paleontological localities are located within the vicinity of the current

project area. Most of these localities were recorded by paleontologist Alden Hamblin during

Sagebrush's 1993 inventory of a block area near Wells Draw (Weymouth 1994). Following is

a brief description of each of the localities in and near the current project area.

Locality 42Dc159I. This site, located in a series of limestone beds in the bottom of

Wells Draw, consists of a limited number of invertebrate gastropods. The locality was

evaluated as important.

Locality 42Dc160P. This site, located in a small side drainage running east into Wells

Draw, consists of plant stem impressions in thin bedded sandstone. The locality was

evaluated as important.

Locality 42Dc161V. This site, located on the north side of Wells Draw, consists of

several turtle shell fragments. The locality was evaluated as important.

Locality 42Dc162P. This site, located on the south side of Wells Draw, consists of

carbonized wood chunks and plant stem impressions. The locality was evaluated as

important.



Locality 42Dc163E This site, located on both sides of a small tributary drainage to
CastlePeak Draw, consists of a few plant impressions in rusty-yellow sandstone. The
locality was evaluated as important.

Locality 42Dc164VP. This site, located on a small flat ridge along a tributary drainage
to Castle Peak Draw, consists of both plant fossils as well as turtle shell fragments. The
locality was evaluated as important.

Locality 42Dc165VP. This site, located on the north side of a small ridge in a tributary
drainage to Castle Peak Draw, consists of several turtle shell fragments and a few plant
stem impressions. The locality was evaluated as important.

Locality 42Dc166P. This site, located on the north side of a small tributary drainage of
Castle Peak Draw, consists of a few plant stem impressions in a rusty sandstone. The
locality was evaluated as important.

Locality 42Dc177TIVP. This site, located in the bottom of a tributary wash of Castle
Peak Draw, consists of three sets of mammal tracks, as well as several examples of
invertebrate fossils (gastropodsand ostrocots?), vertebrate bone (possibly bird), and plant
remains. The locality was evaluated as critical and was recommended for avoidance.

Locality 42Dc178V. This site, located on the southeast side of Wells Draw, consists of
several turtle shell fragments weathering out of a steep slope. The locality was evaluated
as possibly important.

Locality 42Dc181V. This site, located on a southfacing slope to the southeast of Wells
Draw, consists of several turtle shell fragments found in the slope-wash of as steep hill-

side. The locality was evaluated as possibly important.

ENVIRONMENT

The survey areas for this project lie between 8 and 12 miles south of Myton, Utah just
south of Pleasant Valley. All five well pads and access roads lie in areas of low rolling table-

lands dissected by deep drainages and low eroding bedrock outcrops of sandstone and lime-

stone. The surface sediments consist of an interfingering of fluvial deposits and thinly bedded
Pleistocene lake bed deposits. Soils in these areas are poorly developed and extremely sandy

in nature. Sediments consist of very fine grained, buff colored sand which contains a moderate

amount of Pleistocene gravels and angular rock fragments composed of quartzite, mudstone,

blocky chert, limestone and sandstone. The elevation of the areas surveyed ranges between

5100 and 5650 feet a.s.l. Vegetation in the area covers between 15 and 30 percent of the

surface and is predominantly shadscale community species. Noted species include prickly pear

cactus, ricegrass, greasewood, gray rabbitbrush, spiny horsebrush, desert buckwheat, bladder-

pod, spiny hopsage, riddell groundsel and various other desert species. The nearest permanent

water sources are Antelope Creek which is located approximately five miles to the west-north-

west and Pariette Draw which is located approximately 0.25 mile to the north of the Pariette

Draw Federal 10-23 well locality. Many seasonally flowing drainages and washes are present

in the vicinity of the project area. These seasonal water sources were, no doubt, the primary

source of water in this area historically. Natural disturbance in the area consists primarily of

sheetwash, aeolian erosion ,and arroyo cutting. Cultural disturbance includes pre-existing well

pad locations, continuing industrial development, and the presence of a number of graded

gravel roads and access roads which lead to well locations.
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METHODOLOGY

The survey area inventoried during this project consists of five ten acre parcels of land
centered on proposed well heads and three access road corridors. The access road corridors
connect three of the well locations to pre-existing access roads. The remaining three proposed

well pad locations incorporate existing developed access roads. The well pads were surveyed

by the author, Wendy E. Simmons, and Kathie Davies walking parallel transects spaced no

more than 15 meters apart. The access road corridors, which totaled 0.98 miles in length,

were walked either in three parallel transects spaced no more than 10 meters apart or in a

single zig-zag transect to cover a corridor width of 100 feet (30 meters) each. The area sur-

veyed for this project, including five well pads and access roads, totaled 61.8 acres.

RESULTS

A single isolated find (IF-1) was located during the current inventory. IF-1 consists of

two primary flakes and one secondary flake of a local mottled brown mudstone. The find is

located in the access road corridor on a bench above the proposed location of Travis Federal
16-28. This isolated artifact find is considered non-significant. No other cultural resources

sites nor paleontological localities were noted during the inventory.

RECOMMENDATIONS

Only a single isolated artifact find was located during the current project inventory. No

other cultural or paleontological resources were noted as a result of the survey. As a result,

cultural and paleontological clearance is recommended for the proposed project.

This investigation was conducted with techniques which are considered adequate for

evaluating cultural and paleontological resources which are available to visual inspection and

which could be adversely impacted by the proposed project. However, should such resources

be discovered during construction, a report should be made immediately to the BLM District

Archaeologist, Vernal District Office, Vernal, Utah.
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 01/19|95 API NO. ASSIGNED: 43-013-31503

WELL NAME: TRAVIS FEDERAL 8-33
OPERATOR: LOMAX EXPLORATION (NO580)

PROPOSED LOCATION: INSPECT LOCATION BY: | |
SENE 33 - TO8S - R16E
SURFACE: 2073-FNL-0623-FEL TECH REVIEW Initials Date
BOTTOM: 2073-FNL-0623-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: UTU-68528A Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

Plat 9/ R649-2-3. Unit:
Bond: Federal[T'State[] Fee[]

(Number ý¶ÿÿ‡gg ) VA R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N) R649-3-3. Exception.
Water permit

(Number ygþy;ç Ægg./f-28 ) Drilling Unit.
RDCC Review (Y/N) Board Cause no:

(Date: ) Date:

COMMENTS:
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e 4
STATE OF UTAH

Operator: LOMAX EXPLORATION | Well Name: PARIETTE DRAW FED. 8

Project ID: 43-047-31503 | Location: SEC. 33 - TO88 - R16E

Design Parameters: Design Factors:
Mud weight (10.00 ppg) : 0.519 psi/ft Collapse : 1.125

Shut in surface pressure : 2T/6 psi Burst : 1.00

Internal gradient (burst) : 0.072 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psifft Buttress : 1.60 (J)

Tensile load is determined using buoyed weight other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (8)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 6,200 5.500 15.50 J-55 LT&C 6,200 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 3221 4040 1.254 3221 4810 1.49 81.41 217 2.67 J

Prepared by : FRM, Salt Lake City, UT
Date : 04-24-1995
Remarks :

Minimum segment length for the 6,200 foot well is 1,000 feet.

SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 107°F (Surface 74°F
, BHT 136°F & temp. gradient 1.000°/100 ft.)

The mud gradient and bottom hole pressures (for burst) are 0.519 psi/ft and

3,221 psi, respectively.

NOTE: The design factors used in this casing string design are as shown above. As a general guide-

line, Lone Star Steel recommends using minimum design factors of 1.125 - Collapse (with

evacuated casing), 1.0 - Burst, 1.8 - 8 Round Tension, 1.6 - Buttress Tension, and 1.5 - Body

Yield. Collapse strength under axial tension was calculated based on the Westcott, Dunlop and

Kemler curve. Engineering responsibility for use of this design will be that of the purchaser.

Costs for this design are based on a 1987 pricing modet. (Version
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)

Division Director 801-538-5319 (TDD)

April 24, 1995

Lomax Exploration Company
P.O. Box 1446
Roosevelt, Utah 84066

Re: Travis Federal #8-33 Well, 2073' FNL, 623' FEL, SE NE, Sec. 33, T. 8 S., R. 16
E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code Ann. 40-6-1 et seq.,
Utah Administrative Code R649-3-1 et seq., and the attached Conditions of Approval,
approval to drill the referenced well is granted.

This approval shall expire one year from the above date unless substantial and
continuous operation is underway, or a request for extension is made prior to the
expiration date. The API identification number assigned to this well is 43-013-31503.

Sincerely,

R. J. h
Associate Director

Idc
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District Office
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Operator: Lomax Exploration Company

Well Name & Number: Travis Federal #8-33

API Number: 43-013-31503

Lease: Federal U-34173 - UTU 68528A

Location: SE NE Sec. 33 T. 8 S., R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and
Gas Conservation General Rules, and the applicable terms and provisions of the
approved Application for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the well or commencing
drilling operations. Contact Jimmie Thompson at (801)538-5340.

Notify the Division prior to commencing operations to plug and abandon the well.
Contact Frank Matthews or Mike Hebertson at (801)538-5340.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly filed with the Division,
including but not limited to the Entity Action Form (Form 6), Report of Water
Encountered During Drilling (Form 7), Weekly Progress Reports for drilling and
completion operations, and Sundry Notices and Reports on Wells requesting
approval of change of plans or other operational
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UNI D STATES
DEPARTMENT OF THE INTERI

BUREAU CF LAND MANAGEMEN R25 m
APPLICATION FOR PERMITTO DRILL,DEEPE o Un RACK

la. Tyrr.or womK

DRILLG DEEPEN O
-"••

b. mz or w=r.r.

-ravis Unit

- CL O 6.^.".... O ors.. =" O "Jä"" O - == - -

2. nam. or orsmato.
Travis Federal

LOMAX EXPLORATION COMPAl
"I·=· "*·

3. ADDRESS OF OPERATOR

-SS

P. O. BOX 1446 ROOSEVELT, UT 84066 (801) 722 5103
lo. rt==.o aan voor.. on wn.uc 2

4. LOCATrow or wzr.I. (ßeport location clearly and in accordance with any State requireme ts., Undesignated

At surtace
2073' FNL 623' FEL SE/NE

"° Ë'Iúsièr"Ja°iIÈ°

At proposed prod. zone
Sec. 43, TSS, R16E

14. DisTANcz IX MILas AND DrascTroN raox NzAazar TowN om Post orrtcz* 12. cocNTY om Paaras ( 13. BTATE

13.4 Miles south of Mvton, Utah
Duchesne UT

10. DISTANCE TROM PROPOSED* 16. NO. OF ACEEB IN LEASE 17. NO. OF ACRES ASSIGNED

LOCATION TO NEAAE3T T
TO THIS WEl.I.

FROPERTT 08 f.SABE t.I.xx. re. 660 640 40

(Also to nearest drig. unit line. If any)

18. DISTANCE TROM TEOPO3ED
LOCATION* 19. FROPOSED DEPTR 20. BOTART OR CASI.E TOOL3

oŸZ^tËŸon.S'°rŠË:û.come. 1320' 6Ž00' Rotary

21. zz.zrazzons (Show whacher DF. ET. GE. etc.)
22. APPROz. DATE WOEK WII.I. START*

5593.8'
llst Quarter of 1995

23. PROPOSED CASING AND CEMENTING PROGRAM

SIZE OF HOLE SIZE OP CASING WEIGHT PER FOOT SETTING DEPTH
QUANTITT OF CEMENT

12 1/4 A 5/A 94R 3001 716 av riese a + w c,Cl

7 7/8 5 1/7 15 54 I TD 616 ov slife Foll-e? E

529 sx Class G w/ 2% CaC1

IN Asova srAcz omscaram ruoPosza Faoamax : If proposal la to deepen or ping bacir, gíve data on present productive sone and proposed new graduct17e

zone. Il proposal is to drill or deepen direettonally, give pertinent data on subsurface locations and measured and true vertical depths. Glye blowout

prevencer program ild an

cham .
Overations Nanager ox2,

1/6/95

(This space for Federsi or State odice use)

CoNorrt s or APPaavAr..Ir ANT:

o OOR
*SeeInstructionrOnReverseSide

Title 18 t].S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depart:nent or agency of the

United States any taise. fictitious or fraudulent statements or representations as to any matter within its jurisdiction.

/LAL1-fi
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Well: Travis Federal 8-33

CONDITIONS OF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Lomax Exploration

Well Name & Number: Travis Federal 8-33

API Number: 43-013-31503

Lease Number: U-34173

Location: SENE Sec. ] T. U R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of location and
access roads.

Location Completion - prior to moving on the drilling rig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure tests.
Equipment Tests

First Production - within five (5) business days after new well begins, or production
Notice resumes after well has been off production for more than ninety (90)

days.

For more specific details on notification requirements, please check the Conditions of Approval for
Notice to Drill and Surface Use
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Well: Travis Federal 8-33

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or equitable title
to those rights in the subject lease which would entitle the applicant to conduct operations thereon.

All lease and/or unit operations will be conducted in such a manner that full compliance is made with

applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the approved plan of
operations. The operator is fully responsible for the actions of his subcontractors. A copy of these
conditions will be furnished the field representative to insure compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well is
being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLING PROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearine Zones are Expected to
be Encountered

Report water shows and water-bearing sands to Tim Ingwell of this office. Copies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected, submit
samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil and

gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil and
Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a 2M system
and individual components shall be operable as designed. Chart recorders shall be used for all
pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling medium
while drilling, the special drilling requirements in Onshore Oil and Gas Order No. 2,
regarding air or gas drilling shall be adhered to. If a mist system is being utilized then the
requirement for a deduster shall be waived.

The Vernal District Office shall be notified, at least 24 hours prior to initiating the pressure
tests, in order to have a BLM representative on location during pressure
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Well: Travis Federal 8-33

3. Casing Program and Auxiliary Equipment

If conductor pipe is set it will be cemented to surface. If drive pipe is used it will be pulled
prior to cementing surface casing.

Surface casing shall have centralizers on the bottom three joints, with a minimum of one
centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or protected by
having a cement top for the production casing at least 200 ft. above the top of the usable
water zone identified at ± 608 ft. or by setting the surface casing at ± 658 ft. and have a
cement top for the production casing at least 200 ft. above the Mahogany Oil Shale ,

identified at ± 2864 ft. If gilsonite is encountered while drilling, it shall be isolated and/or
protected via the cementing program.

The Vernal District Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

4. Mud Program and Circulating Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or demonstrating a
characteristic of a hazardous waste will not be used in drilling, testing, or completion
operations.

No chromate additives will be used in the mud system on Federal and Indian lands without
prior BLM approval to ensure adequate protection of fresh water aquifers.

5. Corine, Loggina and Testing Program

Daily drilling and completion progress reports shall be submitted to this office on a weekly
basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate of flow
is stabilized and if adequate lighting is available (i.e., lighting which is adequate for visibility
and vaporproof for safe operations). Packers can be released, but tripping should not begin
before daylight unless prior approval is obtained from the AO.

The Gamma Ray and Induction Logs need to be pulled from TD to the Surface Shoe.

A cement bond log (CBL) will be run from the production casing shoe to 2664 ft. if the
surface casing is set at + 658 ft. or it will be run to + 408 ft. if the surface casing is set at
± 300 ft. and shall be utilized to determine the bond quality for the production casing.
Submit a field copy of the CBL to this
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Well: Travis Federal 8-33

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days after
completion of the well or after completion of operations being performed, in accordance with
43 CFR 3164. Two copies of all logs, core descriptions, core analyses, well-test data,
geologic summaries, sample description, and all other surveys or data obtained and compiled
during the drilling, workover, and/or completion operations, will be filed with Form 3160-4.
Samples (cuttings, fluids, and/or gases) will be submitted when requested by the AO.

6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status without
prior approval of the AO. If operations are to be suspended, prior approval of the AO will
be obtained and notification given before resumption of operations.

The Vernal District Office shall be notified, during regular work hours (7:45 a.m.-4:30 p.m.,
Monday through Friday except holidays), at least 24 hours prior to spudding the well.

Operator shall report production data to MMS pursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual occurrences
shall be promptly reported in accordance with the requirements of NTL-3A or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice" (Form
3160-5) to that effect will be filed, for prior approval of the AO, and all conditions of this
approved plan are applicable during all operations conducted with the replacement rig.

The date on which production is commenced or resumed will be construed for oil wells as the
date on which liquid hydrocarbons are first sold or shipped from a temporary storage facility,
such as a test tank, and for which a run ticket is required to be generated or, the date on
which liquid hydrocarbons are first produced into a permanent storage facility, whichever first

occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on
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which liquid hydrocarbons are first produced into a permanent storage facility, whichever first

occurs; and, for gas wells as the date on which associated liquid hydrocarbons are first sold
or shipped from a temporary storage facility, such as a test tank, and for which a run ticket is
required to be generated or, the date on which gas is first measured through permanent
metering facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when the
well is placed in a producing status. Such notification will be sent by telegram or other
written communication, not later than five (5) days following the date on which the well is
placed on
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Well: Travis Federal 8-33

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval

will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried or anchored down from the wellhead to the meter and within 500 feet
downstream of the meter run or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will conform with Onshore Oil

& Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural
gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR

O O
COA's Page 5 of 8

Well: Travis Federal 8-33

Gas produced from this well may not be vented or flared beyond an initial authorized test
period of 30 days or 50 MMCF following its completion, whichever occurs first, without the
prior written approval of the Authorized Officer. Should gas be vented or flared without
approval beyond the authorized test period, the operator may be directed to shut-in the well
until the gas can be captured or approval to continue venting or flaring as uneconomic is
granted and the operator shall be required to compensate the lessor for that portion of the gas
vented or flared without approval which is determined to have been avoidably lost.

A schematic facilities diagram as required by 43 CFR 3162.7-5 (b.9. d.), and shall be
submitted to the appropriate District Office within sixty (60) days of installation or first
production, whichever occurs first. All site security regulations as specified in Onshore Oil &
Gas Order No. 3 shall be adhered to. All product lines entering and leaving hydrocarbon
storage tanks will be effectively sealed in accordance with 43 CFR 3162.7-5 (b. 4).

No well abandonment operations will be commenced without the prior approval of the AO.
In the case of newly drilled dry holes or failures, and in emergency situations, oral approval

will be obtained from the AO. A "Subsequent Report of Abandonment" Form 3160-5, will
be filed with the AO within thirty (30) days following completion of the well for
abandonment. This report will indicate where plugs were placed and the current status of
surface restoration. Final abandonment will not be approved until the surface reclamation
work required by the approved APD or approved abandonment notice has been completed to
the satisfaction of the AO or his representative, or the appropriate Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling on-lease or off-lease will have
prior written approval from the AO.

Gas meter runs for each well will be located within 500 feet of the wellhead. The gas
flowline will be buried or anchored down from the wellhead to the meter and within 500 feet
downstream of the meter run or any production facilities. Meter runs will be housed and/or
fenced.

The oil and gas measurement facilities will be installed on the well location. The oil and gas
meters will be calibrated in place prior to any deliveries. Tests for meter accuracy will be
conducted monthly for the first three months on new meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration and
all future meter proving schedules. A copy of the meter calibration reports will be submitted
to the Vernal District Office. All meter measurement facilities will conform with Onshore Oil

& Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order No. 5 for natural
gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR



O O
COA's Page 6 of 8

Well: Travis Federal 8-33

There will be no deviation from the proposed drilling and/or workover program without prior
approval from the AO. Safe drilling and operating practicesmust be observed. All wells,
whether drilling, producing, suspended, or abandoned will be identified in accordance with 43
CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR 3162.3-2.

Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR 3162.4-

1(c), requires that "not later than the 5th business day after any well begins production on
which royalty is due anywhere on a lease site or allocated to a lease site, or resumes
production in the case of a well which has been off production for more than 90 days, the
operator shall notify the authorized officer by letter or sundry notice, Form 3160-5, or orally
to be followed by a letter or sundry notice, of the date on which such production has begun or
resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civil penalty of up to $10,000per violation for each day such violation continues,
not to exceed a maximumof 20 days. See Section 109(c)(3) of the Federal Oil and Gas
Royalty Management Act of 1982 and the implementing regulations at Title 43 CFR 3162.4-
1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An extension
period may be granted, if requested, prior to the expiration of the original approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Wayne Bankert (801) 789-4170
Petroleum Engineer

Ed Forsman (801) 789-7077
Petroleum Engineer

BLM FAX Machine (801)
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Well: Travis Federal 8-33

EPA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

- Unused fracturing fluids or acids

- Gas plant cooling tower cleaning wastes

- Painting wastes

- Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck rinsate,
sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

- Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt waste

- Refinery wastes

- Liquid and solid wastes generated by crude oil and tank bottom reclaimers

- Used equipment lubrication oils

- Waste compressor oil, filters, and blowdown

- Used hydraulic fluids

- Waste solvents

- Waste in transportation pipeline-related pits

- Caustic or acid cleaners

- Boiler cleaning wastes

- Boiler refractory bricks

- Incinerator ash

- Laboratory wastes

- Sanitary wastes

- Pesticide wastes

- Radioactive tracer wastes

- Drums, insulation and miscellaneous
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Well: Travis Federal 8-33

SURFACE USE PLAN OF OPERATION
Conditions of Approval (COAs)

Plans for Reclamation of Location

At time of abandonment the intent of reclamation will be to return the disturbed area to near natural

conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road berms, and
borrow ditches to be natural in appearance with the surrounding terrain. The stockpiled topsoil

will be spread over the surface, and the area revegetated to the satisfaction of the Authorized Officer

of the BLM.

Additional Surface Conditions of Approval

The location is staked just east of a small ridge. This ridge partially screens the location from an
eagle nest to the west. If the well is a producing well, the productions tanks shall be placed on the
northwest corner of the location in an effort to add further screening of well activities from the eagle

nest, offering less disturbance to eagle reproduction efforts.

To protect the reproductive efforts of golden eagles in the area, surface disturbing activities will not
be conducted from February 1 to July
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United States Department of the gggg

BUREAU OF IAND MANAGEMENT
Utah state Office

P.O. Box 45155 JUL 28 1995
Salt Lake City, Utah 84145-0155

IN REPLY RFFER TO:

31oo DIV.OFOIL,GAS&MINING
SL-065914 et al gg g(UT-923)

NOTICE

Inland Production Company : Oil and Gas Leases
475 Seventeenth St., Ste. 1500 : SL-065914 et al
Denver, Colorado 80202 :

game Change Recognized

Acceptable evidence has been received in this office concerning the change of
name of Lomax Exploration Company to Inland Production Company on Federal oil
and gas leases.

The oil and gas lease files identified on the enclosed exhibit have been noted
as to the name change. We are notifying the Minerals Management Service and
all applicable Bureau of Land Management offices of the name change by a copy
of this notice. If additional documentation for changes of operator are
required by our Field Offices, you will be contacted by them.

For our purposes, the name change is recognized effective June 29, 1995
(Secretary of State's approval date) .

Due to the name change, the name of the principal/obligor on the bond is
required to be changed from Lomax Exploration Company to Inland Production
Company on Bond No. 4488944 (BLM Bond No. UTOO56) . You may accomplish this
name change either by consent of the surety on the original bond or by a rider
to the original bond. Otherwise, a replacement bond with the new name should
be furnished to this office. BLM Bond Nos. MTO771 and WYO821 should also be
changed for the bonds held by Montana and Wyoming respectively.

/s/ ROBERTLOPEZ
Chief, Branch of Mineral

Leasing Adjudication

Enclosure
1-Exhibit (1 p)

cc: Hartford Accident & Indemnity Co.
Hartford Plaza
Hartford, CT 06115

bc: Moab District Office
Vernal District Office
Montana State Office
Wyoming State Office
Eastern States Office
MMS--Data Management Division, MS 3113, P.O. Box 5860, Denver, CO 80217
state of Utah, Attn: Lisha cordova, Division of oil, Gas & Mining,

355 West North Temple, 3 Triad center, suite 350, SID, UT 84180
Teresa Thompson (UT-922)
Dianne Wright
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EXHIBIT

SL-065914 U-36846 UTU-66185

SL-071572A U-38428 UTU-67170

U-02458 U-45431 UTU-68548

U-15855 U-47171 UTU-69060

U-16535 U-50376 UTU-69061

U-26026 U-62848 UTU-72103

U-34173 UTU-65965 UTU-72104

U-36442 UTU-66184
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LomarExploradonCompany
A subsidiuy of Inland SmourcesInc.

LOISBX
July 13, 1995

Stateof UtahDepartmentof Natural Resources
Attention: Ms Becky Pritchet
355W. North Temple
3 Triad Center, Suite 400
Salt Lake City,Utah84180-1204

RE: Corporate Name Change

DearSir or Madame:

EEectiveJuly 1, 1995,LomaxExplorationCompanywill havetakenthe stepsnecessary
to changeits name to Inland Production Company. A Certificateissued bythe Texas
Secretaryof Stateevidencingthe name change isattached foryour files. Wehavealso
attached to this letter those Utah Stateleases (Exhibit "B")and wells (Exhibit"A")
affected by this name change. We have attempted to provide a complete list from the
records we have. Theintentis to includeall leasesandwells thatLomax Exploration
Companyoperatesor has an interestin.

Riderschanging the PrincipalfromLomaxExplorationCompanyto Inland Production
Company underNationwideOiland GasBond#4488944forLomax Exploration
Company willbe furnishedto the Stateof Utahin the verynearfutute.

Please amendyour recordsby substitutingInlandProductionCompanyin place of
Lomax ExplorationCompanyon the leasesand wells listedon the attachedexhibits. In
the futurewe will beginsubmitting notices and permits for new operations afterJuly 1,
1995 in the nameof Talmv1 Production Company.

Shoulda fee be required or shouldyou needfurtherinformationor documentsrelating to
ournamechangeplease contacttheundersignedat your convenience at the following
number: (303) 292-0900 or CherylCameron at our Roosevelt,Utah ofEce (801) 722-
5103.

Sine 1 yours,

A Potter, CPL
ManagerofLand

Ble:
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64eŠtateof Gexas
)$ttrdaryof |§tate

JUNE 309 1995

MIKE PARSONS...GLA5T,PHILLIPS E MURRAY
200 ONE GALLERIA TWRe13355 NGEL RO.LB48

DALLAS ,TX 75240-6657

INLAND PRODUCTION COMPANY
CHARTER NUMßiR 00415304-00

IT HAS BEEN QUR PLEASUAE TO APPROVE ANO PLACG ON RECORD YOUR ARTICLES
OF AMENOMENT. A COPY OF THE INSTRUMENT FILEO TN THIS OFFICE IS
ATTaCHED FOR YOUR RECORDS.

TNIS LETTER WILL ACKN0wLEDGE PAYMENT OF TNE FILING FEE.

IF WE GAN BE OF FURTHER iBRVICE AT ANY TlA2, PLEASE LET US KNOW.

VERY TRULY YOURS,

./ AntonioQ.Garza, Jf., Secretaryof
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$4eŠtaleof Sexas
jietrdaryof |State

C69TIFICATE OF ARENDMENT

FOR

INLAND PRODUCTION COMPANY

FORMERLY

LOMAX EXPLORATION COMPANY
CHAATER NUMBER 00415304

THE UNDERS!GNEO, A$ SECRETARY OF STATS OF THE STATE OF TEXA39

HEKEßY CERTIFIb5 THAT THE ATTAchED ARTICLES Oc AMENDMENT FOR THE ABOVE

NAMED ENTITY HAVE SEEN RECEIväD IN THIS OFFICE AND ARE FOUND TO

CONFC A TO LAN.

ACCD DINGLY THE UND6RSIGNED, AS SECRETARY OF STATE, AND BY VIRTUS

OF THE AUTHORITY VE5TEO IN THE SECRETARY SY LAW, HEREBY ISSUES THIS

CËRTIFICATE OF antNOMENT.

DATED JUNE 29, 1995

EFFECTIVE JUNE 249 1995

Antonio O. Gar24. Jr.. Secre of
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AUG 01 '95 10: 7AM INLANÍ ESOURCES P. 12

ARTICLESOF AMENDMENT in the e of theTO THE SecretaryofState ofyeARTICLESOF INCORPORATION
op JUN29 1995

LOMAXEXPLORATIONCOMPANY
Corporancos see

Pursuant to the provisions of Part Four of the Texas BusinessCorporation Act, the '

undersigned corporation adopts the following articles of amendment to its Articles of

Incorporation:

1. Name. The nameof the corporationis LOMAXEXPLORATIONCOMPANY.

2. Statement ofAmendment. The amendment altersor changesArticle One of the
original Articles of Incorporationto read in full as follows:

"ArticleOne. The nameof the corporation is INLANDPRODUCTION
COMPANY." .

3. Shareholders. Thenumberof sharesof the corporationoutstandingat the time of
such adoptíon was 205,315, there being 107,546 Common Shares and 97,769 Non-voting
PreferredShares; and the numberof sharesentitledto vote thereonwas 107,546.

4. Adoption by Shareholders. Only the holders of Common Shares of the
corporation are entitled to vote on the amendment. The shareholdersadopted the foregoing
amendment by n=nimous writtenconsentdated June 23, 1995,pursuant to the provisions of
Article9.10of the TexasBusinessCorporationAct and,therefore,no noticewasrequiredto be
deliveredunder saidArticle9.10.

5. Adoption by Board ofDirectors. TheBoard ofDirectorsadoptedsaidamendment
by a consentin writing signed by all Directors.'

6. Future Effeedve Date. This amendmmtwill becomeeffectiveonJuly 1, 1995,
at 12:01a.m.

EXECUTEDJuneK, 1995.

KyleR. · ef, Piesident
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such adoptíon was 205,315, there being 107,546 Common Shares and 97,769 Non-voting
PreferredShares; and the numberof sharesentitledto vote thereonwas 107,546.

4. Adoption by Shareholders. Only the holders of Common Shares of the
corporation are entitled to vote on the amendment. The shareholdersadopted the foregoing
amendment by n=nimous writtenconsentdated June 23, 1995,pursuant to the provisions of
Article9.10of the TexasBusinessCorporationAct and,therefore,no noticewasrequiredto be
deliveredunder saidArticle9.10.

5. Adoption by Board ofDirectors. TheBoard ofDirectorsadoptedsaidamendment
by a consentin writing signed by all Directors.'

6. Future Effeedve Date. This amendmmtwill becomeeffectiveonJuly 1, 1995,
at 12:01a.m.

EXECUTEDJuneK, 1995.

KyleR. · ef, Piesident



nUG 08 '95 01: 46PM INLAP ESOURCES P. 1

FAX COVER SHEET

RESOURCESINC.
475 17th Street, Suite 1500

Denver, CO 80202
303-292-0900, Fax #303-296-4070

DATE: August 8, 1995

TO: Lisha Cordova

COMPANY: State of Utah - Division of Oil, Gas and Mining

FAX NUMBER: 801 359 3940

FROM: Chris A Potter

NUMBER OF PAGES: 1 (INCLUDINGCOVER SHEET):

RE: Transfer of Authority to Inject
Lomax Exploration Company to Inland Production Company

I hope the info I sentto you August 1st was acceptable regarding our name change and
your phone call to me lastweek.......

If there is anything missingor you need additionalinfo, please let me know. I am located
in our Denver
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O eDivision of Oil, Gas and Mining

OPERATOR CHANGEHORKSHEET 2°" ",f ,(GI

Attach all documentation received by the division regarding this change. 2-L 8-SJ
A.

Initial each listed item when completed. Write N/A if item is not applicable. _3. -FIg

WE Change of Operator (well sold) O Designation of Agent 5

O Designation of Operator O Operator Name changeOnly 6 LWP

(MERGER)
The operator of the well(s) listed below has changed (EFFECTIVE DATE: 6-29-95 )

TO (new operator) INLAND PRODUCTION COMPANY FROM (former operator) LOMAX EXPLORATION COMPANY
(address) PO BOX 1446 (address) Po Box 1446

ROOSEVELT UT 84066 ROOSEVELT UT 840
KEBBIE JONES KEBBIE JONES
phone (801 ) 722-510_3 phone ( 801) 722-5iÕ3
account no. N 5160 account no. N 0580

Hell(s) (attach additional page if needed):

Name:**SEE ATTACHED** API: Entity: Sec Twp __Rng_ _
Lease Type:

Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec Twp __Rng _ Lease Type:
Name: API: Entity: Sec _Twp___Rng

__
Lease Type:

Name: API: Entity: Sec _ Twp __Rng __
Lease Type:

Name: API: Entity: Sec __Twp___Rng Lease Type:

OP RATOR CHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).(f,/g/ÿÿÿÿÑ

PÁ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator

3. The

Decpartmethis forCmommerce

has been contacted if the new operator above is currently
operating any wells in Utah. Is company registered with the state? (yes If
yes, show company file n.umber: . (g;gt¶)

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Öil and Gas Information System (Hang/IBM) for each well
listed above. (73/-ÝF

6. Cardex file has been updated for each well listed above.df-/b-Ÿju

7. Well file labels have.been updated for each well listed above.gl¿p.c -

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (F3/Lff

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER

'

O eDivision of Oil, Gas and Mining

OPERATOR CHANGEHORKSHEET 2°" ",f ,(GI

Attach all documentation received by the division regarding this change. 2-L 8-SJ
A.

Initial each listed item when completed. Write N/A if item is not applicable. _3. -FIg

WE Change of Operator (well sold) O Designation of Agent 5

O Designation of Operator O Operator Name changeOnly 6 LWP

(MERGER)
The operator of the well(s) listed below has changed (EFFECTIVE DATE: 6-29-95 )

TO (new operator) INLAND PRODUCTION COMPANY FROM (former operator) LOMAX EXPLORATION COMPANY
(address) PO BOX 1446 (address) Po Box 1446

ROOSEVELT UT 84066 ROOSEVELT UT 840
KEBBIE JONES KEBBIE JONES
phone (801 ) 722-510_3 phone ( 801) 722-5iÕ3
account no. N 5160 account no. N 0580

Hell(s) (attach additional page if needed):

Name:**SEE ATTACHED** API: Entity: Sec Twp __Rng_ _
Lease Type:

Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec___Twp___Rng___ Lease Type:
Name: API: Entity: Sec Twp __Rng _ Lease Type:
Name: API: Entity: Sec _Twp___Rng

__
Lease Type:

Name: API: Entity: Sec _ Twp __Rng __
Lease Type:

Name: API: Entity: Sec __Twp___Rng Lease Type:

OP RATOR CHANGEDOCUMENTATION

1. (Rule R615-8-10) Sundry or other legal documentation has been received from former
operator (Attach to this form).(f,/g/ÿÿÿÿÑ

PÁ 2. (Rule R615-8-10) Sundry or other legal documentation has been received from newoperator

3. The

Decpartmethis forCmommerce

has been contacted if the new operator above is currently
operating any wells in Utah. Is company registered with the state? (yes If
yes, show company file n.umber: . (g;gt¶)

4. (For Indian and Federal Hells ONLY) The BLM has been contacted regarding this change
(attach Telephone Documentation Form to this report). Make note of BLM status in
comments section of this form. Management review of Federal and Indian well operator
changes should take place prior to completion of steps 5 through 9 below.

5. Changes have been entered in the Öil and Gas Information System (Hang/IBM) for each well
listed above. (73/-ÝF

6. Cardex file has been updated for each well listed above.df-/b-Ÿju

7. Well file labels have.been updated for each well listed above.gl¿p.c -

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo
for distribution to State Lands and the Tax Commission. (F3/Lff

9. A folder has been set up for the Operator Change file, and a copy of this page has been
placed there for reference during routing and processing of the original documents.

- OVER



III (Iþ '

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.

RE eEHR615-8-7)

Entity assi nments have been reviewed for all wells listed above. Here
entity changes made? (yes/no _ (If entity assignments were changed, attach copies of
Form 6, Entity Action Form).

2. State Lands and the Tax Commission have been notified through normal procedÚresof
entity changes.

BONDVERIFICATION (Fee-we+½-en+y)

1. (Rule R615-3-1) The new operator of any fee lease well listed above has furnished a
proper bond.

2. A copy of this form has been placed in the new and former operators' bond files.

3. The former operator has requested a release of liability from their bond (yes/no) ____.

Today's date 19____. If yes, division response was made by letter
dated 19 .

LEASE INTEREST OHNER NOTIFICATION RESPONSIBILITY

r I44. (Rule R615-2-10) The former operator/lessee of any fee lease well listed above has been
notified by letter dated 19___, of their responsibility to notify any
person with an interest in such lease of the change of operator. Documentation of such
notification has been requested.

Û 2. C e gf d um n h b en nt to State Lands for changes involving State leases.

FILMING

. All attachments to this form have been microfilmed. Date: P _ 19 .

FILING

1. Copies of all attachments to this form have been filed in each well file.

2. The or_igi_nf of this form and the original attachments have been filed in the Operator
Change file.

OMMENTS

III (Iþ '

OPERATOR CHANGE WORKSHEET (CONTINUED) Initial each item when completed. Write N/A if item is not applicable.
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O O

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND PRODUCTION

Well Name: FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor

Rig #

SPUDDED: Date 12/26/95

Time

How DRY HOLE

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/2/96 SIGNED:

O O

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND PRODUCTION

Well Name: FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor

Rig #

SPUDDED: Date 12/26/95

Time

How DRY HOLE

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/2/96 SIGNED:



INLAND PRODUCTION CO. TEL:801-722-5103 Jan 02,96 16:25 No.007 P.03

Form 3160-5 UNITED STATES PoRM APPRovno

DEPARTMENTOF THE INTERIOR
nun a o i in

BUREAU OF LAND MANAGEMENT TGÛeugnanna and Senal No.

1-¶l173-UTU-685284
SUNDRY NOTICESAND REPORTS ON WELLS 4. Windian,Allone¢ of Tribe Name

Do not use this form for proposals 10 drill of to deepen or reentryto a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposale

7. If Uniter CA, Aµetmem Designalian
SUBMIT IN TRIPLICATE fravis Unit

I. Type of Well

UL OR O o.., =- w•ns==••= n•
2. Name or operamr FraYie Federal #8-33

Inland Production Company 9. An wou o.

3. Addren and Teleptwns No,

P.0, Box 1446 Roosevelt, UT 84066 (801) 722-510) 10, Pl¢ldandPook or ExploramryArea
4, Imcation of Well (Poolage, Soc., T., 14.,M., or surveyDescripüen)

SE/NE 2073' FNL & 623* gg
11. Coutnyor Parish, Stue

Sec. 33, TSS, R16E
Juchesne County, UT

12 CHECK APPROPRIATE BOX(s)TO INDICATE NATUREOF NOTICE,REPORT,OR OTHERDAŸA

TYPEOF SUBMisSION TYPE OF ACTION

O ser..num O Abandomont Change of Nam

0 m... ] n,.co .u-

$ubscquem Remd MuggingBack NokReutine Practuring

O c... . .. , ] «- a wow
O son.i se..a..... non- a c..t.. ] c.. ...son . amo.

Olher Pud Dispose Water
(Spf: Af9011ftigitg imuggletsomplenantmWy|
Compienener Reenspienom Aspert and t.opiermi

13. OcecribeProposccier completed()peradona(Clearly stata a 1pertinent details, and give pertinemdates, itieludingestimateddateofstaningpay proposedwork. If well isdirectionallydrilled.

give subsurft¢¢ locadoru and measured and tres verdeal depths for all markets and zones partiMBI to this work,)•

Drilled 124" hole to 30' w/ Leon Ross Rathole Rig. Top 25' washed out,
Spud @1:00 PM 12/26/95. TIH w/ 28' of 13 5/8" conductor. Cmt w/ 25 ex
cmt w/ 2 - 1/25 CaC1, Finished drilling to 305' , Cut w/ 120 sx Type V w/ 25
CaC1 & 25 Gel + 1/4#/slc floce19, 100 ax Meat w/ 25 CaC1, 50 sx Type V w/ add.

14 1hErzby certify that the fortgeing is t and conec

.. cheryl camero ton Regulatory compliances esta11st o. 1/2/96

(This Epsce for Pedstai pp grate offict use)

A ed by 74
Cond onsof approval,if any:

c 10 U,5 Cition \009, makes it a crime for any ponen knowmply an:I wdifully lo make to any depsrtmemor egency of the UtahedStates any fatit, fictWlotli or fragdyleytstatemems

or reptesemations As to any tnatter wuhla its jdFildicti00.

*See Instruction on Reverse 61do
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ce a:e n :nc anastoa Tnland Production Cosiaany esta: ect .

6 5160
CT FÛRM - r Acon£55 P.Œ Box 1446

Roosevelt, UT 84066

CODE lENT TY ND- ENTITY 80 qq se IP MG Cotm1Y
.

Jatt DATE

B 99999 4N13-31503 Travis Pederal #8-33 SENE 33 SS 16E Duchesne 12/26/95 12/26/95

o NELL 2 COlttDift:

C

\ \ \
WELL3 COHHERTS:

LT)

VILL 4 ConHOITS:

ELL 5 CONHEM15:

) I s .ACTl0&lCODES(see lastructions on back of foral '·

A - Establish new entity for new well (single well caly] hi>>
- Add new well to aristing entity (group er unit ws))) aturb Cheryl Caimerott

C - Re-assign well from one existing entity to another existing entity
U 0 - Re-assign well from one existing entity to a new entity RegnTafrwy Un-plinno Spanialist] E - Other (explale hi comments secLlan) . Title -

- Oate
MfifE: Use COklHfnf section to explain why each Action Code was selected. Phone No. i 801 1 TŽŽ-61Ü$
01/89)

.J
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- Oate
MfifE: Use COklHfnf section to explain why each Action Code was selected. Phone No. i 801 1 TŽŽ-61Ü$
01/89)

.J



INLAND PRODUCTION CO. TEL:801-722-5103 Jan 02,96 16:24 No.007 P.01

RESOURCESINC.

January 2, 1996

State of litah
Division of Oil, Gas & MIning
355 West North Temple
7hree 7WadCenter Suite350
Salt Lake City Utah 84180-1203

ATTENTION: Lisha Cordova

RS- Davis Federal #8-33
SE/NESec. 33, 7¾, R16E
Duchesne County, Utah

Dear Lisha,

I amfaxingthe EntityAction Formfor the abovereferencedwellthat wiß
needNewBuity No.

Please call meat your ¢047¢ni¢ñ¢¢, withth¢ new numberat (801)722-5/03.

Sincerely,

CherylC run
RegulatoryComplianceSpecialist

/cc
Enclosures

inland Pmduction Company Field Office•P.O. Box 1446•Roosevelt, UT 84066•801-722-5103 •FAX 80I-722-9i49

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303.292.0000 • FAX

INLAND PRODUCTION CO. TEL:801-722-5103 Jan 02,96 16:24 No.007 P.01

RESOURCESINC.

January 2, 1996

State of litah
Division of Oil, Gas & MIning
355 West North Temple
7hree 7WadCenter Suite350
Salt Lake City Utah 84180-1203

ATTENTION: Lisha Cordova

RS- Davis Federal #8-33
SE/NESec. 33, 7¾, R16E
Duchesne County, Utah

Dear Lisha,

I amfaxingthe EntityAction Formfor the abovereferencedwellthat wiß
needNewBuity No.

Please call meat your ¢047¢ni¢ñ¢¢, withth¢ new numberat (801)722-5/03.

Sincerely,

CherylC run
RegulatoryComplianceSpecialist

/cc
Enclosures

inland Pmduction Company Field Office•P.O. Box 1446•Roosevelt, UT 84066•801-722-5103 •FAX 80I-722-9i49

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303.292.0000 • FAX



DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND

Well Name: TRKVIS FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor APOLLO

Rig # 59

SPUDDED:Date 1/10/96

Time 10:00 AM

How ROTARY

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/10/96 Signed:

DIVISION OF OIL, GAS AND MINING

SPUDDING INFORMATION

Name of Company: INLAND

Well Name: TRKVIS FEDERAL 8-33

Api No. 43-013-31503

Section 33 Township 8S Range 16E County DUCHESNE

Drilling Contractor APOLLO

Rig # 59

SPUDDED:Date 1/10/96

Time 10:00 AM

How ROTARY

Drilling will commence

Reported by D. INGRAM-DOGM

Telephone #

Date: 1/10/96 Signed:



O
Form 3160-5 UNITED STATES FORM APPROVED

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

J-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE .Pravis Unit

I. Type of Well

U °¿n O GW
H Oder 8. Wen Name and No.

2. Name of Operator PPSViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL
11, County or Parish, State

Sec. 33, T8s, R16E 3uchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O accompi.tio.
' O New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Ahug Casing Conversion to Igecdon

Other Spud Dispose water
(Note: Reportresultsoi multiplecompletionon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, includingitimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Drilled 12¼" hole to 30' w/ Leon Ross Rathole Rig. Top 25' washed out.
Spud @ 1:00 PM 12/26/95. TIH w/ 28' of 13 5/8" conductor. Cmt w/ 25 sx
cmt w/ 2 - 1/2% CaCl. Finished drilling to 305'. Cmt w/ 120 sx Type V w/ 2¾
CaCl & 2% Gel + 1/4#/sk flocele, 100 sx Meat w/ 25 CaC1, 50 sx Type V w/ add.

14. I hereby certify that the foregoing is tjue and correct ,

Signed Cheryl Cameron î DE 04 74, Regulatory Compliance Specialist oate 1/2/96

(This space for Federal or State office use)

Approved by
_

Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

'See Instruction on Reverse

O
Form 3160-5 UNITED STATES FORM APPROVED

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

J-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE .Pravis Unit

I. Type of Well

U °¿n O GW
H Oder 8. Wen Name and No.

2. Name of Operator PPSViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 (801) 722-5103 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL
11, County or Parish, State

Sec. 33, T8s, R16E 3uchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O accompi.tio.
' O New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Ahug Casing Conversion to Igecdon

Other Spud Dispose water
(Note: Reportresultsoi multiplecompletionon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, includingitimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Drilled 12¼" hole to 30' w/ Leon Ross Rathole Rig. Top 25' washed out.
Spud @ 1:00 PM 12/26/95. TIH w/ 28' of 13 5/8" conductor. Cmt w/ 25 sx
cmt w/ 2 - 1/2% CaCl. Finished drilling to 305'. Cmt w/ 120 sx Type V w/ 2¾
CaCl & 2% Gel + 1/4#/sk flocele, 100 sx Meat w/ 25 CaC1, 50 sx Type V w/ add.

14. I hereby certify that the foregoing is tjue and correct ,

Signed Cheryl Cameron î DE 04 74, Regulatory Compliance Specialist oate 1/2/96

(This space for Federal or State office use)

Approved by
_

Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.

'See Instruction on Reverse



'

0 4
Form 3160-5 UNITED STATES "°RM PER°YE

Budget Bureau No. :004--13
Qune 1990) DEPARTMENT OF THE INTERIOR Expires: Maren 31. 90

BUREAU OF LAND MANAGEMENT 5. Lease Designauon una sena2
U-34173-UTU-68528A

SUNDRY NOTlCES AND REPORTS ON WELLS <>. irin<uan..anouecer trioe

Do not use this íorm for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT---" for such proposals

7. If Unit or CA. .sereement Des:enanen

SUBMIT IN TRIPLICATE

I. Type of w,u
Travis Unit

Ð L O GW
H Other

8. Well Name and No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telepnone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool. or Exploratorv -r=

4. Location of Well (Footage. Sec., T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL '' ' 11. County or Pansn. State

Sec. 33, T8s, Ri6E Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subseauent Report Plugging Back Non-Routine Fracturing

Casmg Repair Wamr Shu -OŒ

Final Abandonment Notice Akenng Cning Conversion to Injecuon

Other Weekly Status Dispose water
(Note: Reportresultsof multiplecompicuonon Weil
Completton or Recompletton Report and Log form i

13. Describe Proposed or Completed Operations IClearly state all pertinent details, and give perunent dates, including estimated date of starting any proposed work. If weil is directionally arillea,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEK OF 1/9/96 - 1/15/96:

Drilled 7 7/8" hole to 6200' w/ Kenting Apollo, Rig #59. RIH w/ 6179' of 5 1/2"
15.5# J-55 8rd csg. Cmt w/ 260 sx HiFill and 320 sx Thixo w/ 10% CalSeal.

W/O Completion Rig.

14. I herebycc diat the gomg ism and co

e my 2 7 RegulatOry Compliance Specialist oate 1/18/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes u a crime for any person knowingly and wtilfully to maxe to any department or agency of the United States any false. ñcutious or trauculen

or reeresentations as to any matter within its jurisdicuon.

*See instruction on Aeverse
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0 4
Form 3160-5 UNITED STATES "°RM PER°YE

Budget Bureau No. :004--13
Qune 1990) DEPARTMENT OF THE INTERIOR Expires: Maren 31. 90

BUREAU OF LAND MANAGEMENT 5. Lease Designauon una sena2
U-34173-UTU-68528A

SUNDRY NOTlCES AND REPORTS ON WELLS <>. irin<uan..anouecer trioe

Do not use this íorm for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT---" for such proposals

7. If Unit or CA. .sereement Des:enanen

SUBMIT IN TRIPLICATE

I. Type of w,u
Travis Unit

Ð L O GW
H Other

8. Well Name and No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telepnone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool. or Exploratorv -r=

4. Location of Well (Footage. Sec., T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL '' ' 11. County or Pansn. State

Sec. 33, T8s, Ri6E Duchesne County, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subseauent Report Plugging Back Non-Routine Fracturing

Casmg Repair Wamr Shu -OŒ

Final Abandonment Notice Akenng Cning Conversion to Injecuon

Other Weekly Status Dispose water
(Note: Reportresultsof multiplecompicuonon Weil
Completton or Recompletton Report and Log form i

13. Describe Proposed or Completed Operations IClearly state all pertinent details, and give perunent dates, including estimated date of starting any proposed work. If weil is directionally arillea,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEK OF 1/9/96 - 1/15/96:

Drilled 7 7/8" hole to 6200' w/ Kenting Apollo, Rig #59. RIH w/ 6179' of 5 1/2"
15.5# J-55 8rd csg. Cmt w/ 260 sx HiFill and 320 sx Thixo w/ 10% CalSeal.

W/O Completion Rig.

14. I herebycc diat the gomg ism and co

e my 2 7 RegulatOry Compliance Specialist oate 1/18/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes u a crime for any person knowingly and wtilfully to maxe to any department or agency of the United States any false. ñcutious or trauculen

or reeresentations as to any matter within its jurisdicuon.

*See instruction on Aeverse



RESOURCES INC.

January 18, 1996

Bureau of Land Management
Vernal District Of ice
170 South 500 East
Vernal, Utah 84078

ATTENTION: Wayne Bankest

RE: Monument Butte Federal #7-25 Monument Butte Federal #10-25
SWINE Sec. 25, T8S, R16E NWISE Sec. 25, T8S, R16E

Davis Federal #8-33
SE/NE Sec. 33, T8S, RJ6E

Dear Wayne,

Enclosed is the original and two copies (each), of the Sundry Notices and Reports
On Wells, for the above referenced locations. Copies of each will also be submittedto the
State of Utah.

If additional information is needed, please contact me at (801) 722-5103,
in the Roosevelt of ice.

Regulatory Compliance Specialist

cc: Attn: Mike Hebertson
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake Cty, Utah 84180-1203

/cc
Enclosures

Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX

RESOURCES INC.

January 18, 1996

Bureau of Land Management
Vernal District Of ice
170 South 500 East
Vernal, Utah 84078

ATTENTION: Wayne Bankest
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Enclosed is the original and two copies (each), of the Sundry Notices and Reports
On Wells, for the above referenced locations. Copies of each will also be submittedto the
State of Utah.

If additional information is needed, please contact me at (801) 722-5103,
in the Roosevelt of ice.

Regulatory Compliance Specialist

cc: Attn: Mike Hebertson
State of Utah
Division of Oil, Gas & Mining
355 West North Temple
Salt Lake Cty, Utah 84180-1203

/cc
Enclosures

Inland Production Company Field Office • P.O. Box 1446 • Roosevelt, UT 84066 • 801-722-5103 • FAX 801-722-9149

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX



O
Form 3160-5 UNITED STATES FORM APPROVED \

(June 1990) DEPARTMENT OF THE INTERIOR p'ire a cÎ3]o 135

BUREAU OF LAND MANAGEMENT 5. Lease Desigilation and Serial No.

U-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well TPSViS Unit
11

GW
H Oder

8. Weß Name and No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL 11. County or Parish, State

Sec. 33, T8s, R16E Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O a.compi.so. O New Comtruedon

O Subsequent Report Plugging Back Non-Routine Fracturing

O casi., a...i, O wa., sust-oss

O Final Abandonment Notice Ahering Cumg Conversion to Igection

Ë Other Veekly Status Dispose water
(Note: Reportresultsof multiplecompletionon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 1/25/96 - 2/1/96:

Perf CP sd @5884' - 5896'
Frac w/ 69,900# 20/40 sd in 558 bb1s bluid

Perf LDC sd 5626'-5653', 5607'-5618', 5590'-5595'
5583'-5586' , 5569'-5574'

Frac w/ 144,900# 20/40 sd in 970 bb1s gel .

Perf A sd 5383'-5392', 5416'-5425'
Frac w/ 77,200# 20/40 sd in 585 bols gel

14. I hereby certify that the foregoing is true and correct

my Cheryl Camero n a no e.- m,s Regulatory Compliance Specialist,,,, 2/2/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse

O
Form 3160-5 UNITED STATES FORM APPROVED \

(June 1990) DEPARTMENT OF THE INTERIOR p'ire a cÎ3]o 135

BUREAU OF LAND MANAGEMENT 5. Lease Desigilation and Serial No.

U-34173-UTU-68528A
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well TPSViS Unit
11

GW
H Oder

8. Weß Name and No.

2. Name of Operator TraViS Federal #8-33
Inland Production Company 9. API Well No.

3. Address and Telephone No 43-013-31503
P.O. Box 1446 Roosevelt, UT 84066 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL 11. County or Parish, State

Sec. 33, T8s, R16E Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O a.compi.so. O New Comtruedon

O Subsequent Report Plugging Back Non-Routine Fracturing

O casi., a...i, O wa., sust-oss

O Final Abandonment Notice Ahering Cumg Conversion to Igection

Ë Other Veekly Status Dispose water
(Note: Reportresultsof multiplecompletionon Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a l pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

WEEKLYSTATUS REPORT FOR WEEKOF 1/25/96 - 2/1/96:

Perf CP sd @5884' - 5896'
Frac w/ 69,900# 20/40 sd in 558 bb1s bluid

Perf LDC sd 5626'-5653', 5607'-5618', 5590'-5595'
5583'-5586' , 5569'-5574'

Frac w/ 144,900# 20/40 sd in 970 bb1s gel .

Perf A sd 5383'-5392', 5416'-5425'
Frac w/ 77,200# 20/40 sd in 585 bols gel

14. I hereby certify that the foregoing is true and correct

my Cheryl Camero n a no e.- m,s Regulatory Compliance Specialist,,,, 2/2/96

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



O 6
Form 3160-5 UNITED STATES FORM APPROVED i

Budget Bureau No. 1004-0135
(June 1990) DEPARTMENT OF THE INTERIOR Expires: March31,1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
U-34173-UTU-68528A

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE

1. Type of Well ÎPSViS Unit

l3 En O °w",'n O omer 8. Well Name and No.

2. Name of Operator ÎPSVis Federal #8-33

Inland Production Company 9. API Well No.

3. Address and Telephone No. 43-013-31503
P.O. Box 1446 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL ll. County or Parish, State

Sec. 33, T83, R16E
Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

PE OF SUBMISSION TYPE OF ACTION

O Nonce onnent Abandonment Change of Plans

O Recompletion New Construction

O Subsequent Repon Plugging Back Non-Routine Fracturing

O Casing Repair Water Shut-Off

O Final Abandonment Notice Alarmg Casing Conversion to Injection

Other Weekly Status oisposewater
(Note: Reportresultsof multiplecomplettonon Well
Completion or Recompletion Report and Lug form )

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Perf B sd 5238'-44' & 5259'-70'
Frac w/ 64,200# 20/40 sd in 494 bb1s gel

RIH w/ 1½n X 16' THP pump, 4 - 1½" wt rods, 4 - 3/4" scrapered, 131 - 3/4" slick,
94 - 3/4" scrapered, 1 -8', 2 - 4', 1 - 2' pony rods, 1½" X 22' polished rod.
Seat pump.

ON PRODUCTION 4:30 PM 2/4/96.

14. I hereby certify that the foregoing t e and corr

94.4 Cheryl Camer et n,yRegulatory Compliance Specialist Date 2/7/96

(This space for FederaliState office use)

Approved by ..

Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 100 makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse

O 6
Form 3160-5 UNITED STATES FORM APPROVED i
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(June 1990) DEPARTMENT OF THE INTERIOR Expires: March31,1993

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
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SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation
SUBMIT IN TRIPLICATE

1. Type of Well ÎPSViS Unit

l3 En O °w",'n O omer 8. Well Name and No.

2. Name of Operator ÎPSVis Federal #8-33

Inland Production Company 9. API Well No.

3. Address and Telephone No. 43-013-31503
P.O. Box 1446 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)

SE/NE 2073' FNL & 623' FEL ll. County or Parish, State

Sec. 33, T83, R16E
Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

PE OF SUBMISSION TYPE OF ACTION

O Nonce onnent Abandonment Change of Plans

O Recompletion New Construction

O Subsequent Repon Plugging Back Non-Routine Fracturing

O Casing Repair Water Shut-Off

O Final Abandonment Notice Alarmg Casing Conversion to Injection

Other Weekly Status oisposewater
(Note: Reportresultsof multiplecomplettonon Well
Completion or Recompletion Report and Lug form )

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Perf B sd 5238'-44' & 5259'-70'
Frac w/ 64,200# 20/40 sd in 494 bb1s gel

RIH w/ 1½n X 16' THP pump, 4 - 1½" wt rods, 4 - 3/4" scrapered, 131 - 3/4" slick,
94 - 3/4" scrapered, 1 -8', 2 - 4', 1 - 2' pony rods, 1½" X 22' polished rod.
Seat pump.

ON PRODUCTION 4:30 PM 2/4/96.

14. I hereby certify that the foregoing t e and corr

94.4 Cheryl Camer et n,yRegulatory Compliance Specialist Date 2/7/96

(This space for FederaliState office use)

Approved by ..

Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 100 makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See instruction on Reverse



EOUIPHENT INVENTORY
UTAH DIVISION OF OIL, GAS AND NINING

STATE OF UTAH

Operator:INLAND PRODUCTION Lease: State: Federal: X Indian: Fee:

Well Name: TRAVIS FEDERAL 48-33 API Number: 43-013-31503

Section:33_ Township:_SS.Range:16E County: DUCHESNE Field:UNDESIGHATED

Well Status: POW Well Type: 011: YES Gas:

PRODUCTION LEASE EQUIPHENT: (ÑUMBER)

Boiler(s): Compressor(s): Separator(s): Dehydrator(s)

Shed(s): Line Heater(s): Heated Separator(s): VRU:

Heater Treater(s): (1)

PUMPS:

Triplex: Chemical: Centrifugal: (1)

LIFT METHOD:

Pumpjack: (1) Hydraulic: Submersible: Flowing:

GAS EOUIPMENT: (NU½BER)

Purchase Meter: Sales Meter: (1)

TAHKS: NUMBER SIZE

Oil Storage Tank(s): YES 2-400 GIL BBLS

Water Tank(s): YES 1-200 WATER BBLS

Power Water Tank: BBLE

Condensate Tank(s): BBLS

Propane Tank: NONE

Central Battery Location: (IF APPLICABLE)

Otr/Otr: Section: Township: Range:

REHARKS: CENTRIFUGAL PUMP IS BELT DRIVEN HEAT TRACE PUMP) GLYCOL IS

HEATED BY TREATER. RESIDUE GAS IS METERED OFF LEASE.

Inspector: DENNIS L. INGRAM Date:

EOUIPHENT INVENTORY
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STATE OF UTAH

Operator:INLAND PRODUCTION Lease: State: Federal: X Indian: Fee:
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Well Status: POW Well Type: 011: YES Gas:

PRODUCTION LEASE EQUIPHENT: (ÑUMBER)

Boiler(s): Compressor(s): Separator(s): Dehydrator(s)

Shed(s): Line Heater(s): Heated Separator(s): VRU:

Heater Treater(s): (1)

PUMPS:

Triplex: Chemical: Centrifugal: (1)

LIFT METHOD:

Pumpjack: (1) Hydraulic: Submersible: Flowing:

GAS EOUIPMENT: (NU½BER)

Purchase Meter: Sales Meter: (1)

TAHKS: NUMBER SIZE

Oil Storage Tank(s): YES 2-400 GIL BBLS

Water Tank(s): YES 1-200 WATER BBLS

Power Water Tank: BBLE

Condensate Tank(s): BBLS

Propane Tank: NONE

Central Battery Location: (IF APPLICABLE)

Otr/Otr: Section: Township: Range:

REHARKS: CENTRIFUGAL PUMP IS BELT DRIVEN HEAT TRACE PUMP) GLYCOL IS

HEATED BY TREATER. RESIDUE GAS IS METERED OFF LEASE.

Inspector: DENNIS L. INGRAM Date:



níûmo roDucrou 6
T 015 FOQEtALN@-33
Sec 3- TÞs • (tá E. (3 3 /503

d

i L L

WWWþ- I- i-
summ
wmm
ZZZmem
OOO
WOO O URLLWW

DŸ & pick

f a

O

†rechr
2-40s DJ.. O m

O
ALm ?-esce

níûmo roDucrou 6
T 015 FOQEtALN@-33
Sec 3- TÞs • (tá E.

(3 3 /503

d

i L L

WWWþ- I- i-
summ
wmm
ZZZmem
OOO
WOO O URLLWW

DŸ & pick

f a

O

†rechr
2-40s DJ.. O m

O
ALm ?-esce



Form 3160-4 Form approved.
(Noire e 9|o, UNI , ED STATES SUBMIT IN DU

otherin
1

1100845-0137

DEPARTMENT OF THE INTERIOR ·
I ASE DESIGNATION AND SERIAL NO.

BUREAU OF LAND MANAGEMENT U-34173
UTU-68528A

WELL COMPLETIONOR RECOMPLETIONREPORTAND LOG *
Û MDIAN. A OM OR - NAM

la. TYPE OF WELL:
l-L DRY Other t N1T AGREEMENT NAME

b. TYPE OF COMPLETION: TraViS Unit
:2. Œ] «L"?O 2"" O DO ""Ta.O Other LinM OR LEASE NAME

2. NAME OF OPERATOR ÎPSViS Federal
Inland Production Company 9.WELL NO.

s. ADDRESS OF OPERATOR

P.O. Box 1446 Roosevelt, UT 84066 10. FIELD AND POOL, OR WILDCAT

4. LOCATION OF WELL (ÑOport IOCŒtíOH ClfâYlg Œ¾d $N GCCO duNC€ teith any gat ire e $8
At surface SE/NE 11. SEC., T., R., M., OR BLOCK AND SURVEY

2073' FNL & 623' FEL OR AREA

At top prod. interval reported below
Sec. 33, T83, R16E

At total depth

14. PERMIT NO. DATE ISSUED 12. COUNTY OR 13. STATE

| 43-013-31503 | 4/24/95 Du'ci|sne , Utah
15. DATE SPCDDED 16. DATE T.D. REACHED 17. DATE COMPL. (R€Gdy É0 þf0d.) 18. ELEVATIONS (DF, RKB, RT, GR, ETC.)e 19. ELEV. CASINGHEAD

12/26/95 1/14/96 2/4/96 5594' GR
2Û. TOTAL DEPTH, MD & TVD 21. PLUG. BACK T.D., MD & TVD 22. IF MI LTIPLE COMPL., 23. INTERVALS ROTARY TOOLS CABLE TOOLS

6200' I 6115' I X \
RODUCING INTERVAL(S). OF THIS CONIPLETION-TOP, BOTTOM, NÃME (MD AND TVD)* 26· WAS DIRECTIONAL

5884'-96'; 5626'-5653', 5607'-5618', 5590'-5595', 5583'-5586', 5569'-5574 ;
SURVEY MADE

5383'-5392', 5416'-5425'; 5238'-5244', 5259'-5270' (Green River) No
26. TYPE ECTRIC AND OTHER LOGS RUN 27. WAS WELL CORED

CBL, DLi CNL |-/)-Ÿ No
28. CASING RECORD (Report all strings set in well)

CASINO SIZE WEIGHT, LB./FT. DEPTH SET (MD) HOLE SIZE CEnfENTING RECORD AMOUNT PULLED

8 5/8 24# 300' 12 1/4 170 sx Type V w/ 25 CaC1+;% Ge1+¾,#/sk
flocele + 100 sx Neat w/ : $ CaCl

5 1/2 15.5# 6179' 7 7/8 260 sx Hifill + 320 sx Th sxo w/ 10Lcal
Seal

29. LINER RECORD 30. TUBING RECORD

SIZE TOP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (MD) SIZE DEPTH SET (MD) PACKER SET (MD)

I

31. PERFORATION RECORD (Înt€rval, Bize and nuneber) 32. ACID. SHOT, FRACTURE, CEMENT SQUEEZE, ETC.
CP 5884'-96 DEPTH INTERVAL (MD) AMOUNT AND KIND OF MÃTERIAL USED

LDC 5626'-5653', 5607'-5618', 5590'-5595' see Back
5583'-5586', 5569'-5574'

A 5383'-92', 5416'-5425'
B 5238'-44', 5259'-70'
33.* PRODFCTION
DATE FIRST PRODUCTION PRODUCTION METHOD (Fl0toing, gas liff, puinping-Biz¢ Œfid fgpg Of punip) WELL STATUS (Producitig or

2/4/96 Pumping - 1½n X 16' THD Pump Producing
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. GAS-MCF. WATER-BBL. GAS-OIL RATIO

21 Day Average N/A
TE D

137 165 | 7 | 1.2
FLOW. TURING PR-88. CAslNG PRESSURE CALCULATED OIL--BBL. GAS-MCF. WATER--HBL. OIL GRAVITY-API (CORR.)

24-noca RATE

34. DISPOSITION OF GAs (Sold, used for fuel, vented, etc.) TEST WITNESSED BT

Sold & Used for Fuel |
35. LIST OF ATTACHMENTS

Items listed in #26
36. I hereby certify that the foregoing and attached information is complete and correct as determined from all available records

SIGNED Brad Mecham TITLEOperations Manager . DATE 2/29/96

*(See Instructionsand Spacesfer Additional Data on ReverseSide)
I'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its
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*(See Instructionsand Spacesfer Additional Data on ReverseSide)
I'itle 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false, fictitious or fraudulent statements or representations as to any matter within its



37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoverids):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TP
NAME TRUEMEAS.DEPTH

VERT.DEPTH#32.
X Marker 4797' Perf CP sd @5884'-5896'
Y Marker 4828' Frac w/ 69,900# 20/40 ad w/ 23,436 gal fl1id
Douglas Ck 4946'
Bicarbonate 5193' Pert LDC sd 8 5569'-74', 5583'-86, 5590'-)5'
B Limestone 5348' 5607'-18', 5626'-53'
Castle.Peak 5857' Frac w/ 144,900# 20/40 sd w/ 40,740 gal fluidO

Perf A sd @5383'-92', 5416'-25'
Frac w/ 77,200# 20/40 sd w/ 24,570 gal flaid

Perf B sd @5259'-70', 5238'-44'
Frac w/ 64,200# 20/40 ad w/ 20,748 gal f1tid

37. SUMMARY OF POROUS ZONES: (Show all important zones of porosity and contents thereof; cored intervals; and all
drill-stem, tests, including depth interval tested, cushion used, time tool open, flowing and shut-in pressures, and 38. GEOLOGIC MARKERS
recoverids):

FORMATION TOP BOTTOM DESCRIPTION, CONTENTS, ETC. TP
NAME TRUEMEAS.DEPTH

VERT.DEPTH#32.
X Marker 4797' Perf CP sd @5884'-5896'
Y Marker 4828' Frac w/ 69,900# 20/40 ad w/ 23,436 gal fl1id
Douglas Ck 4946'
Bicarbonate 5193' Pert LDC sd 8 5569'-74', 5583'-86, 5590'-)5'
B Limestone 5348' 5607'-18', 5626'-53'
Castle.Peak 5857' Frac w/ 144,900# 20/40 sd w/ 40,740 gal fluidO

Perf A sd @5383'-92', 5416'-25'
Frac w/ 77,200# 20/40 sd w/ 24,570 gal flaid

Perf B sd @5259'-70', 5238'-44'
Frac w/ 64,200# 20/40 ad w/ 20,748 gal f1tid



FORM 3160-5 UNITED STATES FORM APPROVED

(Juli 990) DEP MENT OF THE INTERIOR Budget Bureau No. 1004-0135

BU 'AU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-34173
Do not use this form for proposals to drillor to deepen or reentry a different reservoir. 6.IfIndian, Allotteeor TribeName

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE TRAvis
1. Type of Well

X oil oas 8. Well Name and No.

Well Well Other TRAVIS FEDERAL 8-33
9. API Well No.

2. Name of Operator 43-013-31503
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and TelephoneNo. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or SurveyDescription)

2073 FNL 0623 FEL SEINE Section 33, TOSS R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction

X SubsequentReport PluggingBack Non-Routine Fracturing

CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

OCT13 1998

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct

Signed Title Manager,Regulatory Compliance Date 10/7/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false, fictitious

or fradulent statements or representations as to any matter within its

FORM 3160-5 UNITED STATES FORM APPROVED

(Juli 990) DEP MENT OF THE INTERIOR Budget Bureau No. 1004-0135

BU 'AU OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-34173
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TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Changeof Plans
Recompletion New Construction
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CasingRepair Water Shut-Off

Final Abandonment Notice Altering Casing Conversionto Injection

X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well
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Attached please find the site security diagram for the above referenced well.

OCT13 1998

DIV.0FOIL,GAS&MINING

14. I hereby certify that the foregoing is true and correct

Signed Title Manager,Regulatory Compliance Date 10/7/98

(This space for Federal or State office use)

Approved by Title Date

Conditionsof approval, if any:

CC: UTAH DOGM
Title 18U.S.C. Section 1001, makes it a crime for any person knowinglyand willfully to make to any departmentor agency of the United Statesany false, fictitious

or fradulent statements or representations as to any matter within its



O O
Inland Production Company

Site Facility Diagram
Travis 8-33

SEINE Sec. 33, TSS, 16E

Duchesne County

May 12, 1998

.............................. Well Head

Site Security Plan is held at the Roosevelt Office,
Roosevelt Utah

Production Phase:
Pumping Unit 1) Valves 1, 3, 4 sealed closed

2) Valves 2 and 5 sealed open

Sales Phase:

1) Valves 1, 2, 4, 5 sealed closed

2) Valves 3 open

Draining Phase:

Treater
. _ . _ .

1) Valve 1 open

i
Gas Sales Meter - -

I

Water Tank
Diked Section

3 3 2 Legend
I 1

Contained Section Emulsion Line --

Load Line -¯- ~¯~---

Production Tank 5 Production Tank
WaterLine -·-·-·-·-·- -

sLSanees
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FORM 3160-5 NITED STATES FORM APPROVED
(June 1990) DEP/ ENT OF THE INTERIOR Budget Bureau No. 1004-0135

BUR OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-34173
Do not use this form for proposals to drillor to deepen or reently a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE TRAVIS
I. Type of Well

X Oil Gas 8. Well Name and No.
Well Well Other TRAVIS FEDERAL 8-33

9. API Well No.
2.NameofOperator 43-013-31503

INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area
3. Address and Telephone No. MONUMENT BUTTE

Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 11. County or Parish, State
4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

2073 FNL 0623 FEL SE/NE Section 33, TSS RI6E DUCHESNE COUNTY, UT

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPOP.T, OR OTNER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans
Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing
Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X Other Re-completion Dispose Water

(Note: Report results of multiplecompletion on Well
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details,and give pertinent dates, including estimateddate of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depthsfor all markers and zones pertinent to this work.)*

Re-completion procedures were initiated in the Green River formation on subject well on June 5, 2002. Existing
production equipment was pulled from well. A total of five new Green River intervals were perforated and hydraulically
fracture treated as follows: Stage #1: CP .5 sds @5836'-5839' & 5842'-5848' (4 JSPF) fraced down 2 7/8 N-80 tbg W/
18,55# 20/40 mesh sand in 163 bb1s Viking I-25 fluid. Stage #2: LODC sds @568l'-5716' (2 JSPF) fraced down 2 7/8 N-
80 tbg W/ 60,000# 20/40 mesh sand in 390 bbls Viking I-25 fluid. Stage #3: LODC sds @5532'-5538' (fraced along with
existing perfs 5569' through 5653') down 2 7/8 N-80 tbg W/ 134,420# 20/40 mesh sand in 820 bbls Viking I-25 fluid.
Stage #4: B sds @ 5170'-5173' & 5190'-5196' (4JSPF); and C sds @5100'-5104', 5106'-5108' & 5111'-5114' (4 JSPF)
fraced down 5 1/2" 15.5# casing W/ 54,220# 20/40 mesh sand in 426 bb1sViking I-25 fluid. Stage #5: D sds @4982'-
4988' (4 JSPF) fraced dcon 5 1/2" 15.5# casing W/ 34,220# 20/40 mesh sand in 302 bbis Viking 105 Fluid All fracs
were flowed back through chokes. Frac tbg & tools were pulled from well. Well was cleaned out to PBTD. New and
existing intervals were swab tested for sand cleanup. A revised BHA & producti ored in well
W/ tubing anchor @5809', pump seating nipple @5874' and end of tubing strin ' a e ump and rod
string was ran in well. Well returned to production via rod pump on 6//02.

JUN20 2002
tilVISinN OF

14. I hereby certify that the Ëo going is t e and correct OIL, GÄS ÄND MININ,G
Signed Title Completion Foreman Date 0 /18/2002

ary Dietz
CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions ofapproval, ifany:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency ofthe United States any false, fictitious

or fiadulent statements or representations as to any matter within its
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Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details,and give pertinent dates, including estimateddate of starting any proposed work. If well is direction-
ally drilled, give subsurface locations and measured and true vertical depthsfor all markers and zones pertinent to this work.)*

Re-completion procedures were initiated in the Green River formation on subject well on June 5, 2002. Existing
production equipment was pulled from well. A total of five new Green River intervals were perforated and hydraulically
fracture treated as follows: Stage #1: CP .5 sds @5836'-5839' & 5842'-5848' (4 JSPF) fraced down 2 7/8 N-80 tbg W/
18,55# 20/40 mesh sand in 163 bb1s Viking I-25 fluid. Stage #2: LODC sds @568l'-5716' (2 JSPF) fraced down 2 7/8 N-
80 tbg W/ 60,000# 20/40 mesh sand in 390 bbls Viking I-25 fluid. Stage #3: LODC sds @5532'-5538' (fraced along with
existing perfs 5569' through 5653') down 2 7/8 N-80 tbg W/ 134,420# 20/40 mesh sand in 820 bbls Viking I-25 fluid.
Stage #4: B sds @ 5170'-5173' & 5190'-5196' (4JSPF); and C sds @5100'-5104', 5106'-5108' & 5111'-5114' (4 JSPF)
fraced down 5 1/2" 15.5# casing W/ 54,220# 20/40 mesh sand in 426 bb1sViking I-25 fluid. Stage #5: D sds @4982'-
4988' (4 JSPF) fraced dcon 5 1/2" 15.5# casing W/ 34,220# 20/40 mesh sand in 302 bbis Viking 105 Fluid All fracs
were flowed back through chokes. Frac tbg & tools were pulled from well. Well was cleaned out to PBTD. New and
existing intervals were swab tested for sand cleanup. A revised BHA & producti ored in well
W/ tubing anchor @5809', pump seating nipple @5874' and end of tubing strin ' a e ump and rod
string was ran in well. Well returned to production via rod pump on 6//02.

JUN20 2002
tilVISinN OF

14. I hereby certify that the Ëo going is t e and correct OIL, GÄS ÄND MININ,G
Signed Title Completion Foreman Date 0 /18/2002

ary Dietz
CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions ofapproval, ifany:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency ofthe United States any false, fictitious

or fiadulent statements or representations as to any matter within its



Unit States Department of the terior

BUREAU OF LAND MANAGEMENT Tage pyggg•
Utah State Office Ng¾NCA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie

Unit States Department of the terior

BUREAU OF LAND MANAGEMENT Tage pyggg•
Utah State Office Ng¾NCA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.blm.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie



CorporationsSection E O, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this office as described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection E O, Geoffrey S. Connor
P.O.Box 13697 Secretaryof State
Austin,Texas 78711-3697

Office of the Secretary of State
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Secretary of State

Come visit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT ntheÛffcofthe
TO THE Sec etaryofstateofTexas

ARTICLES OF INCORPORATION
OF ËPÛ2 ËË

INLAND PRODUCTION COMPAN Y CorporationsSection

' Pursuantje the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the underaigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,, upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

Susan G. Riggs,

ARTICLES OF AMENDMENT ntheÛffcofthe
TO THE Sec etaryofstateofTexas

ARTICLES OF INCORPORATION
OF ËPÛ2 ËË

INLAND PRODUCTION COMPAN Y CorporationsSection

' Pursuantje the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the underaigned corporation adopts the following articles of amendment to the articles
of incorporation:

ARTICLE 1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articles of Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change
the name of the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective
,, upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and
any written notice required has been given.

IN WITNESS WHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

Susan G. Riggs,



(Ill (Ill

UTSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 . 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

[TTU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

107ð0 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807
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Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: TRAVIS

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
MON BUTTE FED 13-27 27 080S 160E 4301331611 10628 Federal WI A
MONUMENT BUTTE FED 15-27-8-16 27 080S 160E 4301331786 10628 Federal OW DRL
MONUMENT BUTTE FED 16-27 27 080S 160E 4301331899 10628 Federal OW P
FEDERAL 15-28 28 080S 160E 4301330779 10628 Federal WI A
FEDERAL 14-28 28 080S 160E 4301330792 10628 Federal OW S
WEST MONUMENT 10-28 28 080S 160E 4301330856 10628 Federal OW S
FEDERAL 14A-28 28 080S 160E 4301331372 10628 Federal WI A
TRAVIS FEDERAL 16-28 28 080S 160E 4301331590 10628 Federal OW P
TRAVIS FED 9-28 28 080S 160E 4301331941 10628 Federal WI A
TRAVIS 11-28-8-16 28 080S 160E 4301332333 Federal OW LA K
TRAVIS 12-28-8-16 28 080S 160E 4301332334 Federal OW LA K
TRAVIS 13-28-8-16 28 080S 160E 4301332335 Federal OW LA K
FEDERAL 3-33 33 080S 160E 4301330693 10628 Federal WI A
FEDERAL 6-33 33 080S 160E 4301330747 10628 Federal OW P
FEDERAL 2-33 33 080S 160E 4301330749 10628 Federal OW P
TRAVIS FED 5-33 33 080S 160E 4301331435 10628 Federal WI A
TRAVIS FEDERAL 8-33 33 080S 160E 4301331503 10628 Federal OW P
TRAVIS FED 1-33 33 080S 160E 4301331603 10628 Federal WI A
MON FED 5-34 34 080S 160E 4301331499 10628 Federal WI A
MONUMENT BUTTE FED 6-34 34 080S 160E 4301331504 10628 Federal OW P
MON BUTTE FED 3-34 34 080S 160E 4301331518 10628 Federal WI A
MONUMENT BUTTE FED 4-34 (I) 34 080S 160E 4301331669 10628 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Travis_ FORM_4B.xls

Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
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NO TYPE TYPE STATUS
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MON BUTTE FED 3-34 34 080S 160E 4301331518 10628 Federal WI A
MONUMENT BUTTE FED 4-34 (I) 34 080S 160E 4301331669 10628 Federal OW P

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005
4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield_Travis_ FORM_4B.xls



O · O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: na/

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield Travis FORM 4B.xls

O · O
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Newfield Travis FORM 4B.xls



NEWFIELD

ROCKY MOUNTAINS

October 12, 2010

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post OfficeBox 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Travis Federal #8-33-8-16
Monument Butte Field, Lease #UTU-34173
Section 33-Township 8S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Newfield Production Company herein requests approval to convert the Travis Federal #8-33-8-16
from a producing oilwell to a water injection well in the Monument Butte (Green River) Field.

I hope you find thisapplication complete; however, if you have any questions or require additional
information, please contact me at (303) 893-0102.

Eric Sundberg
Regulatory Lead

"RECEIVED
OCTt 9 Ž0!3

DMOFOlL,GAS&MINING

1001 17th Street, Suite 2000 Denver, CO 80202 (303) 893-0102 Fa× (303)
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NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

TRAVIS FEDERAL #8-33-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-34173

OCTOBER 12,

NEWFIELD PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

TRAVIS FEDERAL #8-33-8-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

LEASE #UTU-34173

OCTOBER 12,
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STATE OF UTAH
DIVISIONOF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Newfield Production Company
ADDRESS 1001 17th Street, Suite 2000

Denver, Colorado 80202

Well Name and number: Travis Federal #8-33-8-16

Field or Unit name: Monument Butte (Green River) Lease No. UTU-34173
Well Location: QQ SENE section 33 township 8S range 16E county Duchesne

Is this application for expansion of an existing project? . . . . . . . . . . . . . . . Yes [ X ] No [ ]
Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]

Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is thisapplication for a new well to be drilled?
. . . .. . . . . . . . . Yes [ ] No [ X ]

If thisapplication is for an existing well,
has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . . . . . Yes [ ] No [ X ]
Date of test:
API number: 43-013-31503

Proposed injection interval: from 4229 to 6144
Proposed maximum injection: rate 500 bpd pressure 1971 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A"through"H-1"

I certify that this po i ueeadndcomplete to the best of my kanowled

Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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Travis Fed. #8-33-8-16
Spud Date: 1/9/1996 Initial Production: 137 BOPD,
Put on Production: 2/4/1996 Proposed Injection 165 MCFD, 7 BWPD
GL: 5594' KB: 560T . Wellbore Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/26/96 5884'-5896' Frac CP sand as follows:

:

2545

Casing Shoe @302'

69,900 20/400san in 558 bbls flui Treated

DEPTH LANDED: 302' Actual flush: 5806 gal.

HOLE SIZE:12-l/42, 1/29/96 5569'-5653' Frac LODC sand as follows:
TOC @540' , .

144,900#20/40 sand in 970 bbls fluid.
CEMENT DATA: 170 sxs Type V + 100 sxs Neat Treated @avg press of2800 psi w/avg rate of

37 BPM. ISIP 2921 psi. Calc flush: 5569 gal,
Actual flush: 5493 gal.

1/31/96 5383'-5425' Frac A sand as follows:
77,200#20/40 sand in 585 bbls fluid. Treated
@avg press of2290 psi w/avg rate of32
BPM. ISIP 2412 psi. Cale flush: 5383 gal,
Actual flush: 5284 gal,

2/01/96 5238'-5270' Frac B sand as follows:PRODUCTION CASING
64,200#20/40 sand in 494 bb1sfluid. Treated

CSG SIZE: 5-1/2" @avg press of2130 psi w/avg rate of20.7
GRADE: J-55 BPM. ISIP 2130 psi. Calc flush: 5238 gal,

Actual flush: 5174 gal.
WEIGHT: 15.5#

6/07/02 5836'-5848' Frac CP 0.5 sand as follows:
DEPTH LANDED: 6179' 18,500#20/40 sand in 163 bbIs fluid. Treated
HOLE SIZE: 7-7/8,, @avg press of 3625 psi w/avg rate of 15.9

BPM. ISIP 2180 psi. Calc flush: 1473 gal,
CEMENT DATA: 260 sxs Hifill & 320 sxs Thixotropic. Actual flush: 1386gal.
CEMENT TOP AT: 540' 6/07/02 5681'-5716' Frac LODC sand as follows:

60,000#20/40 sand in 390 bb1sfluid. Treated
@avg press of 3700 psi w/avg rate of 11.2
BPM. ISIP 3670 psi. Calc flush: 1384 gal,
Actual flush: 1302gal.

TUBING 6/07/02 5532'-5653' Frac LODC sand as follows:
134,420#20/40 sand in 820 bbls fluid.SIZE/GRADE/WT.: 2-7/8" / J-55 Treated @avg press of 5250 psi w/avg rate of

NO. OF JOINTS: 184jts (5783.7') 19.7 BPM. ISIP 3650 psi. Calc flush: 1394
gal, Actual flush: 1302 gal.TUBING ANCHOR: 5783.7'

6/08/02 5100'-5196' Frac C sands as follows:
NO. OF JOINTS: 2 jts (61.8') 54,200#20/40 sand in 221 bb1sfluid.
SEATING NIPPLE: 2-7/8" (1, 10') Packer @4932, eatedPM@avSFpressof 5COpsi wla Irateof

SN LANDED AT: (5848.3') 4982'-4988' gal, Actual flush: 4998 gal.
NO. OF JOINTS: 2 jts (63') 5100'-5104' 6/08/02 4982'-4988' Frac D sand as follows:
TOTAL STRING LENGTH: EOT @5913, 5106'-5108' 34,220# 20/40 sand in 221 bb1sfluid.

5111'-5114' Treated @avg press of2050 psi w/avg rate of
5170'-5173, 24.1 BPM. ISIP 2250 psi. Calc flush: 4982
5190'-5196, gal, Actual flush: 4918 gal,

5238'-5244, 10-19-07 Tubing Leak. Updated rod & tubing details.

5259'-5270' 11/14/03 Parted rods update:

5383'-5392' 1/29/2010 Pump Changed. Updated rod and tubing
5416'-5425, detail.

5532'-5538' PERFORATION RECORD
5569'-5574' 1/26/96 5884'-5896' 4 JSPF 48 holes
5583'-5586' 1/27/96 5626'-5653' 4 JSPF 108 holes
5590'-5595' 1/27/96 5607'-5618 4 JSPF 44 holes5607'-5618

1/27/96 5590'-5595' 4 JSPF 20 holes
5626'-5653' U27/96 5583'-5586' 4 JSPF 12 holes
5681'-5716' 1/27/96 5569'-5574' 4 JSPF 20 holes

1/31/96 5416'-5425' 4 JSPF 36 holes
1/31/96 5383'-5392' 4 JSPF 36 holes

5836'-5839, 2/01/96 5259'-5270' 4 JSPF 44 holes
5842'-5848, 2/01/96 5238'-5244' 4 JSPF 24 holes

6/06/02 5842'-5848' 4 JSPF 24 holes
| 5884'-5896' 6/06/02 5836'-5839' 4 JSPF 12 holes

6/06/02 5681'-5716' 2 JSPF 70 holes
6/06/02 5532'-5538' 4 JSPF 24 holes
6/08/02 5190'-5196' 4 JSPF 24 holesNEWFIELD 6/08/02 5170'-5173' 4JSPF 12holes

PBTD @6144' 6/08/02 5111'-5114' 4 JSPF 12 holes

- 6/08/02 5106'-5108' 4 JSPF 08 holesSHOE @6179'
Travis Federal #8-33-8-16 To 6200, 6/08/02 5100'-5104' 4 JSPF 16 holes

6/08/02 4982'-4988' 4 JSPF 24 holes
2073' FNL & 623' FEL

SENE Section 33-T8S-R16E

Duchesne Co, Utah

API #43-013-31503; Lease #U-34173

JL
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WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move out.

Travis Federal

WORK PROCEDURE FOR INJECTION CONVERSION

1. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS
RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Newfield Production Company
1001 17* Street, Suite 2000
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A.

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Travis Federal #8-33-8-16 from a producing oil well
to a water injection well in Monument Butte (Green River) Field.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. For the Travis Federal #8-33-8-16
well, the proposed injection zone is from Garden Gulch to Castle Peak (4229' -6144').

The confining strata directly above and below the injection zones are the Garden Gulch
and the top of the Wasatch Formation or TD, which ever is shallower. The Garden Gulch
Marker top is at 3899' and the TD is at 6200'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Travis Federal #8-33-8-16 is on file with the Utah Division of
Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the
estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The average estimated injection of fluids will be at a
rate of 300 BPD, and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Newfield Production Company will supply any additional information requested by the
Utah Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #UTU-34173) in the Monument
Butte Federal (Green River) Field, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,
STORAGE AND ENHANCED RECOVERY WELLS

SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 302' KB, and 5-1/2", 15.5#
casing run from surface to 6179' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment
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2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24# surface casing run to 302' KB, and 5-1/2", 15.5#
casing run from surface to 6179' KB. A casing integrity test will be conducted at the
time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water
commingled with produced water. The estimated average rate of injection will be 300
BPD, and the estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment



The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 1971 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Travis Federal #8-33-8-16, for existing
perforations (4982' - 5896') calculates at 0.77 psig/ft. The maximum injection pressures
will be limited so as not to exceed this gradient. A step rate test will be performed
periodically to ensure we are below parting pressure. The proposed maximum injection
pressure is 1971 psig. We may add additional perforations between 3899' and 6200'.
See Attachments G and G-1.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Travis Federal #8-33-8-16, the proposed injection zone (4229' - 6144') is in the
Garden Gulch to the Castle Peak of the Green River Formation. The reservoir is a very
fine-grained sandstone with minor imbedded shale streaks. The estimated porosity is
13%. The members are composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Federal
Field. Outside the Monument Butte Federal Field, the sandstone is composed of tight,
very fine, silty, calcareous sandstone, less than 3' thick. The stratum confining the
injection zone is composed of tight, moderately calcareous, sandy lacustrine shale. All of
the confining strata are impermeable, and will effectively seal off the oil, gas, and water
of the injection zone from any strata directly above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-16.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Newfield Production Company will supply any requested information to the Board or
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EXHIBIT B

# Legal Description Lessor & Expiration Lessee & Operating Rights Surface Owner

1 Township 8 South, Range 16 East SLM USA Newfield Production Company USA
Section 33: N2 UTU-34173 Newfield RMI LLC

HBP

2 Township 8 South, Range 16 East SLM USA Newfield Production Company USA
Section 33: S2 UTU-49092 Newfield RMI LLC

HBP

3 Township 8 South, Range 16 East SLM USA James Fischgrund USA
Section 27: S2S2 UTU-62848 Newfield Production Company
Section 34: NW HBP Beverly Fischgrund

Jack H. Edwards Inc.
Thomas Ingle Jackson
King Oil & Gas of Texas, Ltd.
Raymond H. Brennan

4 Township 8 South, Range 16 East SLM USA Newfield Production Company USA
Section 34: SW UTU-47171 Newfield RMI LLC

HBP Loex Properties 1984
Chorney Oil Company

5 Township 8 South, Range 16 East SLM USA NewfieldProduction Company USA
Section 28: S2SE UTU-26026A Newfield RMI LLC

HBP Loex Properties 1983
Travis Oil Company
WAR-GAL LLC

Travis Federal 8-33
Page 1 of
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Travis Federal #8-33-8-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Newfielh'Éoductio y
Eric Sundberg
Regulatory Lead

Sworn to and subscribed before me this day of , 2010.

Notary Public in and for the State of Colorado: 4//
MyCommission4

My Commission Expires:

ATTACHMENT C
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ATTACHMENTE
Travis Fed. #8-33-8-16

Spud Date: 1/9/1996 Initial Production: 137 BOPD,Put on Productioit: 2/4/1996 Wellbore Diagram 165 MCFD, 7 BWPD
GL: 5594' KB: 5607'

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 1/26/96 5884'-5896' Frac CP sand as foHows:
GRADE: J-55 69,900#20/40 sand in 558 bb1sfluid. Treated

WEIGHT: 24# Casing Shoe @302' BP S 2
p0 o4

DEPTH LANDED: 302' Actual flush: 5806 gal.

HOLE SIZE:12-l/4,, 1/29/96 5569'-5653' Frac LODC sand as follows:
144,900#20/40 sand in 970 bbls fluid.CEMENT DATA: 170 sxs Type V + 100 sxs Neat Treated @avg press of2800 psi w/avg rate of
37 BPM. ISIP 2921 psi. Cale flush: 5569 gal,
Actual flush: 5493 gal,

1/31/96 5383'-5425' Frac A sand as follows:
TOC @1050> - 77,200#20/40 sand in 585 bb1sfluid. Treated

@avg press of2290 psi w/avg rate of32
BPM. ISIP 2412 psi. Calc flush: 5383 gal,
Actual flush; 5284 gal.

2/01/96 5238'-5270' Frac B sand as follows:PRODUCTION CASING
64,200# 20/40 sand in 494 bbls fluid. Treated

CSG SIZE: 5-1/2" @avg press of 2130 psi w/avg rate of20.7
BPM. ISIP 2130 psi. Calc flush: 5238 gal,GRADE: J-55
Actual flush; 5174 gal.

WEIGHT: 15.5#
6/07/02 5836'-5848' Frac CP 0.5 sand as follows:

DEPTH LANDED: 6179' 18,500#20/40 sand in 163 bbls fluid. Treated
HOLE SIZE: 7-7/8" @avg press of3625 psi w/avg rate of 15.9

BPM. ISIP 2180 psi. Calc flush: 1473 gal,
CEMENT DATA: 260 sxs Hifill & 320 sxs Thixotropic. Actual flush: 1386 gal.
CEMENT TOP AT: 1050' 6/07/02 5681'-5716' Frac LODC sand as follows:

60,000#20/40 sand in 390 bbls fluid. Treated
@avg press of3700 psi w/avg rate of 11.2
BPM. ISIP 3670 psi. Calc flush: 1384 gal,
Actual flush: 1302 gal.

TUBING 6/07/02 5532'-5653' Frac LODC sand as follows:
134,420#20/40 sand in 820 bb1sfluid.SIZE/GRADE/WT.: 2-7/8" / J-55
Treated @avg press of 5250 psi w/avg rate of

NO. OF JOINTS: 184 jts (5783.T) 19.7 BPM. ISIP 3650 psi. Calc flush: 1394
gal, Actual flush: 1302gal.TUBING ANCHOR: 5783.7'

6/08/02 5100'-5196' Frac C sands as follows:NO. OF JOINTS: 2 jts (61.8') 54,200#20/40 sand in 221 bbls fluid.
SEATING NIPPLE: 2-7/8" (1.10') Treated @avg press of2250 psi w/avg rate of

26.5 BPM. ISIP 2600 psi. Cale flush: 5100SN LANDED AT: (5848.3')
4982'-4988' gal, Actual flush; 4998 gal.

NO. OF JOINTS: 2 jts (63') 5100'-5104' 6/08/02 4982'-4988' Frac D sand as follows:
TOTAL STRING LENGTH: EOT @5913, 5106'-5108' 34,220#20/40 sand in 221 bb1sfluid.

5111'-5114' Treated @avg press of2050 psi wlavg rate of
5170'-5173, 24.1 BPM. ISIP 2250 psi. Calc flush: 4982

gal, Actual flush: 4918 gal.
5190'-5196'
5238'-5244, 10-19-07 Tubing Leak. Updated rod & tubing details.

SUCKER RODS 5259'-5270' 11/14/03 Parted rods update:

5383'-5392' 1/29/2010 Pump Changed. Updated rod and tubing
POLISHED ROD: 1-1/2" x 22' SM 5416'-5425, detail.

SUCKER RODS: 1-2' x ¾" pony rod, 1-4' x ¾" pony rod, 94- ¾" guided rods, 5532'-5538' PERFORATION RECORD .
62- ¾" sucker rods, 71- ¾" guided rods, 6- 1 ½" sinker bars 5569'-5574' 1/26/96 5884'-5896' 4 JSPF 48 holes
PUMP SIZE: 2 1/2" x 1 1/2" x 12' x 16' RHAC 5583'-5586, 1/27/96 5626'-5653' 4 JSPF 108 holes

5590'-5595 1/27/96 5607'-5618 4 JSPF 44 holesSTROKE LENGTH: 64" 560T-5618
1/27/96 5590'-5595' 4 JSPF 20 holesPUMP SPEED, SPM: 4 SPM 5626'-5653' 1/27/96 5583'-5586' 4 JSPF 12 holes

5681'-5716' 1/27/96 5569'-5574' 4 JSPF 20 holes
1/31/96 5416'-5425' 4 JSPF 36 holesAnchor @5783' 1/31/96 5383'-5392' 4 JSPF 36 holes

5836'-5839, 2/01/96 5259'-5270' 4 JSPF 44 holes
2/01/96 5238'-5244' 4 JSPF 24 holesSN @5848' 5842'-5848
6/06/02 5842'-5848' 4 JSPF 24 holes

5884'-5896' 6/06/02 5836'-5839' 4 JSPF 12 holes
6/06/02 5681'-5716' 2 JSPF 70 holes

EOT @5913' 6/06/02 5532'-5538' 4 JSPF 24 holes
6/08/02 5190'-5196' 4 JSPF 24 holesNEWFIELD 6/08/02 5170'-5173' 4]SPF 12holes

PBTD @6144, 6/08/02 5111'-5114' 4 JSPF 12 holes

SHOE @6179, 6/08/02 5106'-5108' 4 JSPF 08 holes
Travis Federal #8-33-8-16

TD 6200'
608/02 5100'-5104' 4 JSPF 16 holes
6/08/02 4982'-4988' 4 JSPF 24 holes

2073' FNL & 623' FEL

SENE Section 33-T8S-R16E

Duchesne Co, Utah

API #43-013-31503; Lease #U-34173

ML
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Travis Federal 7-33-8-16
Spud Date: 8/11/08
Put oitProduction:9/30/08
GL: 5675' KB: 5687 Wellbore Diagram

SURFACE CA$1NG FRAC JOB

CementTop @43, 9/18/08 6348-6362' Frac CPS sands as follows:
ORADS:J-Si Frac widi 29930 #'s of 20/40 sand in433

WEIGHT 24#
bols Lightningn fluid Trentat an ave
pressureof 2290 psi@ 22.3 BPM. ISIP

LENGTH:7 jts,(314,42') 2251 psi

HOLE $12E: 12-l/4" 9/18/08 6198-6248' racCP3/CP4 sands as feBows:

CEMENTDATA: 160sxs Class "G" cmt
r with 4 697# s of sand in 437

pressure2043 psi @22.3 BPM. ISIP
2281psi.

CasingShoug 33T 9/18/08 4020-5122' Frac CP.5/CPi/CP2 sands af follown
Frac with 8065f#"s of 20/40sandin 655
bbis LightningITauid. Treat at an are
pressureof 1716psi @227.2 BPM ISIP
2041 psi,

PRODUCTI0N CASING 9/19/08 $864-5894* FracLODCsandsastonows:
Frac with 60618 #'s of 20/40 sand in S44

CSGSIZE 5-1/2" bbisLightning Tifluid.Treatatanave
GRADE:145 pressureof 2004 psi 22.0 BPM. ISIP

3451 psi.
WEIGHT: f5.5# 9/19/08 5544-5560' Frac Al sands as follows:
LENGTH: 152jts,(6553.48') Fracwith 50355#"s20/40 sandin 466

HOLE SI2E: 7-7/8. bbisLightning 17fluid.Treat at an ave
pressureof .2193psi @26,0BPK ISIP

TOTALDEPTH 6585 4602-4616. 2376psi.
CEMENTDATA 350 sk Prem. Lite 8 mixed& 475 sxs 50/50PO2 9/I#108 5406-5414' Frac B2 sands as folidws:
CEMENTTOP AT: 43, 4632-4636' Frac with 35472N's20/40 sand in 386

bbts Lightning 17fluid.Treat at an ave
4814-4820= pressureof 1917psi@ 20.2 BPK ISIP

2058.psi.
- 51 5174' 9/19/08 5286-5294' Frac Osands as follows:

TUBING Frac with 34983#'s 20/40 sand in380
-

5286-5294· bbisLightning 17fluid.Treat at an ave
SIZEIGRADE/WT.:2.7/8" / 1-55/ 6.5# pressureof 1890psi @25.6 BPM 15IP

NO.OFJOINTS:20Sjts (6293.90')
2632psi

TUBING ANCHOlt 6305.9Ñ - 5406-5414'
9/19/08 $1AS114' Frae D2 sands as follows:

ÑO. OF JOINTS:2 jts (60.54 ) Frac with 40203 #'s 20/40sand in 412

SEATINGlIIPPLE: 2.7/8" (1 10') bbis LigluningØ fluid Treat at an au
pressuit of 1122 psi @22.2 BPR I$IP

SN LANDEDAT 6169.21' KB 2226 psi
NO OF JOINTS:1jts (10 94') 55445560* 9/19/08 4814-4520' Frac PB10 sands as follows:
TOTALSTRINGLENOTH: EOT@640L70' wll2' KB Fracwith 24266#'s 20/40 sandin 348

bbis Lightning 17 thild,Tiest at an ave
pressureof 2195 psi @24.1 BPM. ISIP
2317 psi,

SUCKER RODS 5864-5876'

POLISHEO.ROD:1-1/2"x 26'
9/19/08 4602-4636' Frac GBAsands as foSows:

5888-5894' Frac with 31811 #'s 20/40 sand in 366

SUCKERRODS 1-8' 6',3' x 7/8" ponyrods, 250-7/8" guided rods 4.1 ½" bbis Lightning 17fluid Treat at anare

weightrods, I 5/8" shearopig(21k) pressureof 1819 psi @22.4 BPM. ISIP

PUMPSIZi 2-1/2" x t-3/4 x 20' RHACpumpw/ sm plunger
6020-6024' iC64 psi.

STROKELENOTII: 122 60604io74'
PUMP SPEED,SPM:5 6098-6104'

6116-6122' PFAFORATIÒN RECORD
6198-6206' 46024410' 4 JSPF $6 holes

4632-4636' 4 JSPF 16 holes
6260-6268' 4814.4820' 4 JSPF 24 holes

Anchor@6306 Sí64-5Ò4" 4 JSPF 40 holes

SN @6349
6348-6362• $186-5294' 4 JSPF 32 holes

$406-5414' 4 JSPF 32 holes

EØT 6402* 5544-55 O' 4 JSPF 64 holes
5864-5876' 4 JSPF 48 holes
5888-5894' 4 JSPF 24 holes

PBTD 6508, 6020-6024 4 JSPF 16holes
60604i074 4 JSPF 56holes

M IED 6098-6104 4isrv 24hoes

SHOE 6553'
6260-6268' 4 JSPF 322 holes

Travis Federal 7-33-8-16 TD @65gs 6348-636T 4 JSPF 56 holes

1997 FNL& 1976' FWL
SENW Section33-T8S-R16E

DuchesneCo, Utah
API #434)l3-32798 UTU-34173

TL

Travis Federal 7-33-8-16
Spud Date: 8/11/08
Put oitProduction:9/30/08
GL: 5675' KB: 5687 Wellbore Diagram

SURFACE CA$1NG FRAC JOB

CementTop @43, 9/18/08 6348-6362' Frac CPS sands as follows:
ORADS:J-Si Frac widi 29930 #'s of 20/40 sand in433

WEIGHT 24#
bols Lightningn fluid Trentat an ave
pressureof 2290 psi@ 22.3 BPM. ISIP

LENGTH:7 jts,(314,42') 2251 psi

HOLE $12E: 12-l/4" 9/18/08 6198-6248' racCP3/CP4 sands as feBows:

CEMENTDATA: 160sxs Class "G" cmt
r with 4 697# s of sand in 437

pressure2043 psi @22.3 BPM. ISIP
2281psi.

CasingShoug 33T 9/18/08 4020-5122' Frac CP.5/CPi/CP2 sands af follown
Frac with 8065f#"s of 20/40sandin 655
bbis LightningITauid. Treat at an are
pressureof 1716psi @227.2 BPM ISIP
2041 psi,

PRODUCTI0N CASING 9/19/08 $864-5894* FracLODCsandsastonows:
Frac with 60618 #'s of 20/40 sand in S44

CSGSIZE 5-1/2" bbisLightning Tifluid.Treatatanave
GRADE:145 pressureof 2004 psi 22.0 BPM. ISIP

3451 psi.
WEIGHT: f5.5# 9/19/08 5544-5560' Frac Al sands as follows:
LENGTH: 152jts,(6553.48') Fracwith 50355#"s20/40 sandin 466

HOLE SI2E: 7-7/8. bbisLightning 17fluid.Treat at an ave
pressureof .2193psi @26,0BPK ISIP

TOTALDEPTH 6585 4602-4616. 2376psi.
CEMENTDATA 350 sk Prem. Lite 8 mixed& 475 sxs 50/50PO2 9/I#108 5406-5414' Frac B2 sands as folidws:
CEMENTTOP AT: 43, 4632-4636' Frac with 35472N's20/40 sand in 386

bbts Lightning 17fluid.Treat at an ave
4814-4820= pressureof 1917psi@ 20.2 BPK ISIP

2058.psi.
- 51 5174' 9/19/08 5286-5294' Frac Osands as follows:

TUBING Frac with 34983#'s 20/40 sand in380
-

5286-5294· bbisLightning 17fluid.Treat at an ave
SIZEIGRADE/WT.:2.7/8" / 1-55/ 6.5# pressureof 1890psi @25.6 BPM 15IP

NO.OFJOINTS:20Sjts (6293.90')
2632psi

TUBING ANCHOlt 6305.9Ñ - 5406-5414'
9/19/08 $1AS114' Frae D2 sands as follows:

ÑO. OF JOINTS:2 jts (60.54 ) Frac with 40203 #'s 20/40sand in 412

SEATINGlIIPPLE: 2.7/8" (1 10') bbis LigluningØ fluid Treat at an au
pressuit of 1122 psi @22.2 BPR I$IP

SN LANDEDAT 6169.21' KB 2226 psi
NO OF JOINTS:1jts (10 94') 55445560* 9/19/08 4814-4520' Frac PB10 sands as follows:
TOTALSTRINGLENOTH: EOT@640L70' wll2' KB Fracwith 24266#'s 20/40 sandin 348

bbis Lightning 17 thild,Tiest at an ave
pressureof 2195 psi @24.1 BPM. ISIP
2317 psi,

SUCKER RODS 5864-5876'

POLISHEO.ROD:1-1/2"x 26'
9/19/08 4602-4636' Frac GBAsands as foSows:

5888-5894' Frac with 31811 #'s 20/40 sand in 366

SUCKERRODS 1-8' 6',3' x 7/8" ponyrods, 250-7/8" guided rods 4.1 ½" bbis Lightning 17fluid Treat at anare

weightrods, I 5/8" shearopig(21k) pressureof 1819 psi @22.4 BPM. ISIP

PUMPSIZi 2-1/2" x t-3/4 x 20' RHACpumpw/ sm plunger
6020-6024' iC64 psi.

STROKELENOTII: 122 60604io74'
PUMP SPEED,SPM:5 6098-6104'

6116-6122' PFAFORATIÒN RECORD
6198-6206' 46024410' 4 JSPF $6 holes

4632-4636' 4 JSPF 16 holes
6260-6268' 4814.4820' 4 JSPF 24 holes

Anchor@6306 Sí64-5Ò4" 4 JSPF 40 holes

SN @6349
6348-6362• $186-5294' 4 JSPF 32 holes

$406-5414' 4 JSPF 32 holes

EØT 6402* 5544-55 O' 4 JSPF 64 holes
5864-5876' 4 JSPF 48 holes
5888-5894' 4 JSPF 24 holes

PBTD 6508, 6020-6024 4 JSPF 16holes
60604i074 4 JSPF 56holes

M IED 6098-6104 4isrv 24hoes

SHOE 6553'
6260-6268' 4 JSPF 322 holes

Travis Federal 7-33-8-16 TD @65gs 6348-636T 4 JSPF 56 holes

1997 FNL& 1976' FWL
SENW Section33-T8S-R16E

DuchesneCo, Utah
API #434)l3-32798 UTU-34173

TL



ATTACHMENTE- A

Travis Federal G-34-8-16
Spud Date: 4/29/09
Put on Production: 6/16/09
GL: 5635' KB: 5647' Wellbore Diagrain

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 06-16-09 6102-6106' Frac CP2 sands as follows:
GRADE: J-55 Frac with 24996 #'s of 20/40 sand in 203

Cement Top at 20' bbis Lightning 17fluid. Treat at an aveWEIGHT: 24# pressure of 2835 psi @23 BPM. ISIP
LENGTH: 7 jts. (269.36') 19080 psi.

HOLE SIZE: 12-1/4» 06-26-08 6712-6740' Frac CPS sands as follows:
Frac with 34608 #'s of 20/40 sand in 453CEMENT DATA: 160 sxs Class "G" cmt bbls Lightning 17 fluid. Treat at an ave
pressure 3041 psi @23.2 BPM. ISIP
3214 psi.

06-16-09 5824-5882' Frac CP3 sands as follows:
- - Frac with 60548 #'s of 20/40 sand in 359

bbls Lightning 17 fluid. Treat at an ave
pressure of 2539 psi @23 BPM. ISIP
2164 psi.

PRODUCTION CASING o6-26-os 6464-6516' Frac CP2 san5d0#asSfollo2

/ 0 sand in 649
CSG SIZE: 5-1/2" bb1sLightning 17 fluid, Treat at an ave
GRADE: J-55 pressure of 2035 psi @23.1 BPM. ISIP

1642 psi.
WEIGHT: 15.5#

06-16-09 5580-5632' Frac A.5 & A3 sands as follows:
LENGTH: 163jts. (6473.94') Frac with 29961#'s 20/40 sand in 245
HOLE SIZE: 7-7/8, bbls Lightning 17 fluid. Treat at an ave

pressure of 2260 psi @23 BPM. ISIP
TOTAL DEPTH: 6500' 2260 psi.
CEMENT DATA: 280 sk Prem. Lite II mixed & 400 sxs 50/50 POZ 06-16-09 5342-5417' Frac B.5 & B1 sands as follows:

CEMENT TOP AT: 20, Frac with 24876 #'s 20/40 sand in 205
bbls Lightning 17fluid. Treat at an ave
pressure of 2453 psi @23 BPM. ISIP
2188 psi.

06-16-09 5262-5212' Frac C & D3 sands as follows:

TUBING Frac with 70275 #'s 20/40 sand in 358
bbls Lightning 17 fluid. Treat at an ave

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# pressure of 2389 psi @26 BPM. ISIP

NO. OF JOINTS: 196 jts (6082')
3502 psi.

TUBING ANCHOR: 6084'
06-16-09 4632-4644' Frac GB6 sands as follows:NO. OF JOINTS: 1jts (31.1') Frac with 71930 #'s 20/40 sand in 391

SEATING NIPPLE: 2-7/8" (1.10') bbls Lightning 17 fluid. Treat at an ave
pressure of 2713 psi @26 BPM. ISIPSN LANDED AT: 6117' KB 4632-4634, 3233 psi.

NO. OF JOINTS: 2 jts (61.8')

TOTAL STRING LENGTH: EOT @6179' w/12' KB 4639-4644'

5209-5212'

SUCKERRODS
5262-5268'

POLISHED ROD: 1-1/2" x 30'

SUCKER RODS: 1-2', 6' x 7/8" pony rods, 239- 7/8" guided rods,1-6', 4- 1 ½" 5342-5346'
weight rods

PUMP SIZE: 2-1/2" x 1-3/4" x 20' x 24' RHAC rod pump 5413-5417'
STROKE LENGTH: 144"

5580-5584'
PUMP SPEED, SPM: 5

5628-5632'

PERFORATION RECORD
5824-5827' 6102-6106' 3 JSPF 12 holes

5887-5889' 3 JSPF 6 holes
Anchor @6084'

58580-8
, 5880-5882' 3 JSPF 6 holes

5824-5827' 3 JSPF 9 holes
6102-6106' 5628-5632' 3 JSPF 12holesSN @6117'

5580-5584' 3 JSPF 12 holes
EOT @6179' 5413-5417' 3 JSPF 12 holes

5342-5346' 3 JSPF 12 holes
5262-5268' 3 JSPF 18 holes
5209-5212' 3 JSPF 9 holesPBTD @6446' 4639-4644' 3 JSPF 15 holesNEWFIELD
4632-4634' 3]SPF 6holes

SHOE @6474'

Travis Federal G-34-8-16
To @5500'

1984' FNL & 1959' FWL
SENW Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-33935; UTU-62848

TL

ATTACHMENTE- A

Travis Federal G-34-8-16
Spud Date: 4/29/09
Put on Production: 6/16/09
GL: 5635' KB: 5647' Wellbore Diagrain

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 06-16-09 6102-6106' Frac CP2 sands as follows:
GRADE: J-55 Frac with 24996 #'s of 20/40 sand in 203

Cement Top at 20' bbis Lightning 17fluid. Treat at an aveWEIGHT: 24# pressure of 2835 psi @23 BPM. ISIP
LENGTH: 7 jts. (269.36') 19080 psi.

HOLE SIZE: 12-1/4» 06-26-08 6712-6740' Frac CPS sands as follows:
Frac with 34608 #'s of 20/40 sand in 453CEMENT DATA: 160 sxs Class "G" cmt bbls Lightning 17 fluid. Treat at an ave
pressure 3041 psi @23.2 BPM. ISIP
3214 psi.

06-16-09 5824-5882' Frac CP3 sands as follows:
- - Frac with 60548 #'s of 20/40 sand in 359

bbls Lightning 17 fluid. Treat at an ave
pressure of 2539 psi @23 BPM. ISIP
2164 psi.

PRODUCTION CASING o6-26-os 6464-6516' Frac CP2 san5d0#asSfollo2

/ 0 sand in 649
CSG SIZE: 5-1/2" bb1sLightning 17 fluid, Treat at an ave
GRADE: J-55 pressure of 2035 psi @23.1 BPM. ISIP

1642 psi.
WEIGHT: 15.5#

06-16-09 5580-5632' Frac A.5 & A3 sands as follows:
LENGTH: 163jts. (6473.94') Frac with 29961#'s 20/40 sand in 245
HOLE SIZE: 7-7/8, bbls Lightning 17 fluid. Treat at an ave

pressure of 2260 psi @23 BPM. ISIP
TOTAL DEPTH: 6500' 2260 psi.
CEMENT DATA: 280 sk Prem. Lite II mixed & 400 sxs 50/50 POZ 06-16-09 5342-5417' Frac B.5 & B1 sands as follows:

CEMENT TOP AT: 20, Frac with 24876 #'s 20/40 sand in 205
bbls Lightning 17fluid. Treat at an ave
pressure of 2453 psi @23 BPM. ISIP
2188 psi.

06-16-09 5262-5212' Frac C & D3 sands as follows:

TUBING Frac with 70275 #'s 20/40 sand in 358
bbls Lightning 17 fluid. Treat at an ave

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# pressure of 2389 psi @26 BPM. ISIP

NO. OF JOINTS: 196 jts (6082')
3502 psi.

TUBING ANCHOR: 6084'
06-16-09 4632-4644' Frac GB6 sands as follows:NO. OF JOINTS: 1jts (31.1') Frac with 71930 #'s 20/40 sand in 391

SEATING NIPPLE: 2-7/8" (1.10') bbls Lightning 17 fluid. Treat at an ave
pressure of 2713 psi @26 BPM. ISIPSN LANDED AT: 6117' KB 4632-4634, 3233 psi.

NO. OF JOINTS: 2 jts (61.8')

TOTAL STRING LENGTH: EOT @6179' w/12' KB 4639-4644'

5209-5212'

SUCKERRODS
5262-5268'

POLISHED ROD: 1-1/2" x 30'

SUCKER RODS: 1-2', 6' x 7/8" pony rods, 239- 7/8" guided rods,1-6', 4- 1 ½" 5342-5346'
weight rods

PUMP SIZE: 2-1/2" x 1-3/4" x 20' x 24' RHAC rod pump 5413-5417'
STROKE LENGTH: 144"

5580-5584'
PUMP SPEED, SPM: 5

5628-5632'

PERFORATION RECORD
5824-5827' 6102-6106' 3 JSPF 12 holes

5887-5889' 3 JSPF 6 holes
Anchor @6084'

58580-8
, 5880-5882' 3 JSPF 6 holes

5824-5827' 3 JSPF 9 holes
6102-6106' 5628-5632' 3 JSPF 12holesSN @6117'

5580-5584' 3 JSPF 12 holes
EOT @6179' 5413-5417' 3 JSPF 12 holes

5342-5346' 3 JSPF 12 holes
5262-5268' 3 JSPF 18 holes
5209-5212' 3 JSPF 9 holesPBTD @6446' 4639-4644' 3 JSPF 15 holesNEWFIELD
4632-4634' 3]SPF 6holes

SHOE @6474'

Travis Federal G-34-8-16
To @5500'

1984' FNL & 1959' FWL
SENW Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-33935; UTU-62848

TL



.¾22,22,,, Travis Federal 1-33-8-16
Put on Injection:1/08/97 Initial Éroduction:25 BOPD,
GL: 5635' KB: 5648' InjectionDiagram 47 MCFPD 3 BWPD

SURFACE CASING FRACJOB
CSG SI2E: 8-5/8" 8/14/96 5348'•5363* Itse B-2 sand as foHows:
GRADE:1-55 56,600#öf20/40sandiä3646bisof

Boragel Breakdown@2920 psi. Treale @
avg rate of 18bpm úrlavgpress of2200 psi.

LENGTH292.29'(7jls ISIP-2456,5-adn 2426 psi Flowbackon

DEPIHLANDED: 290.6f GL
12/64"ck for I braanddied.

8/16?)6 5210'-Sz20' Frae C sand as followeAÑ 63,800#of 20/40sendin569bbis of
CEMENTDATA: 120 susPremiumcmt, est 4 bbis to sur£ Seraget Breakdown$2025pai.Tkeaind@

avg rate of21bpm wlavg prestof3000 psi.
Weß screenedoff w/984 gal left in flush.
Est sand dispf $7,400# in formation,4400#
inpsg ISIP 4185 g 5-anin4033 psi
Flowbackon 12/64"sk for 15minand died.

2/19196 5018'-SOS6' PracD-taandasfoMows:
63,900#of20/40sand in 383$blsoÉ

PRODUCTidN CASING Boraget Breakdown 24Ï¾psi.Treated@
C$OilER Ig avgraleof255bpmwlavgpressof2600

psi ISlP-3182 psi, 5-min 3088psi
GRADE:1-55 Flowbackon 12/Nek for 2-!}2krs and
WEIGHT: 15.5#

LENGTít l44):L (6157,76') 7/02/97 Convertto injector.

DEPTlf IAÑDED: 6149.7Ì. 5/29/02 5 year MIT.

HOLE 8128: 7-7]S. 7-7405 5926'-5984' CP3 & CP-5 sands as foDows:
24,050#'saf20/40sandin 297bbisof

CEMENTDATk 335 skHyfiNmixed& 380 sus thixonopic Lightningfluid.Broke@ 2439 psi Trekted
CEMENTTOP AT: SurfisceperCBL ov/averagerateofl4.2BPM. ISIP2100psi.

Begin immediateflowbacion 12/64sEoke
t BPR Flowedfor 2 brs anddied

7-7-05 S797-S79P IDBC sand as foHows:
19,002(s of20/40 sandin 191bbis of

INJECTiON TI)BING Iightning17 fluid aroke@.3545psi
Tremiedw/averagepossure of3420 psi

SIZE/ŒADE/WT.:2 7/8"/ M-50f6.5# ave rate of I 2 BPM. ISIP 2200
psi.Flowed for 1 hr & 15 minutesNO.OF JOINTS:158jts.

7-7•05 $466'-S47F Al sands asibilows:ŠEATINGNIPPLE:27/8-1.0' Packe6@497T 15,566Wsof20/40sandin168bNeof
SMLANDËDAT: 4968' KB EOTg 4976' Lightning17iluid. Broke g 4209 psi.

Tresiedwiavepressureof3490
PACKER.4972' KB psi @ave rate of 14.3BPM. ISÏP 3700 pši.
TOTALSTRINGLENGTH:4976' 5018'-5025' 7-1545 Re·Compteden Finalized - MIT

503T 5036'

$210 -5220'

6-21-10 Syr MIT

$348'-5353'

5357436Ý
PERFORATION RECORD

5466'-5474' 8/13/94 5348'-5353* 4 JSPF 24 holes
8/13196 535T-5363' 4 JSPF 28 holes

578Ÿ-579p 8/15/96 5210'-522& 4]SPF 40holes
8/07/96 $018'-5025' 4]SPF 28holes

5757'-5762"
8/17/96 503T-5036' 4 JSPF 12 holes
7-6-05 59 2'2596T 4JSPF 20 holes

5926'-591r 7-6-05 5979'-5984' 4 JSPF 20 holes
7 6-05 5926'-5931* 4 JSPF 20 holes

5967-596T 7 6-05 5787-5742' aÍSPF 20 holes
7-6-05 $783'-979P 4]SPF 326etes

5979'-5984' 7-6-05 5466'-5474' 4 JSPF 32 holes

SN @4968"
Travis Federal 1-33-8-16 SandPBTD @6100"

660' FEL& 660' FNL PETD@61eo'
NENE Section33-T8S-Rl6E TO @6350'

DuchesneCo, Utah
API #43-013-31603;Lease U-34173

I.CN01

.¾22,22,,, Travis Federal 1-33-8-16
Put on Injection:1/08/97 Initial Éroduction:25 BOPD,
GL: 5635' KB: 5648' InjectionDiagram 47 MCFPD 3 BWPD

SURFACE CASING FRACJOB
CSG SI2E: 8-5/8" 8/14/96 5348'•5363* Itse B-2 sand as foHows:
GRADE:1-55 56,600#öf20/40sandiä3646bisof

Boragel Breakdown@2920 psi. Treale @
avg rate of 18bpm úrlavgpress of2200 psi.

LENGTH292.29'(7jls ISIP-2456,5-adn 2426 psi Flowbackon

DEPIHLANDED: 290.6f GL
12/64"ck for I braanddied.

8/16?)6 5210'-Sz20' Frae C sand as followeAÑ 63,800#of 20/40sendin569bbis of
CEMENTDATA: 120 susPremiumcmt, est 4 bbis to sur£ Seraget Breakdown$2025pai.Tkeaind@

avg rate of21bpm wlavg prestof3000 psi.
Weß screenedoff w/984 gal left in flush.
Est sand dispf $7,400# in formation,4400#
inpsg ISIP 4185 g 5-anin4033 psi
Flowbackon 12/64"sk for 15minand died.

2/19196 5018'-SOS6' PracD-taandasfoMows:
63,900#of20/40sand in 383$blsoÉ

PRODUCTidN CASING Boraget Breakdown 24Ï¾psi.Treated@
C$OilER Ig avgraleof255bpmwlavgpressof2600

psi ISlP-3182 psi, 5-min 3088psi
GRADE:1-55 Flowbackon 12/Nek for 2-!}2krs and
WEIGHT: 15.5#

LENGTít l44):L (6157,76') 7/02/97 Convertto injector.

DEPTlf IAÑDED: 6149.7Ì. 5/29/02 5 year MIT.

HOLE 8128: 7-7]S. 7-7405 5926'-5984' CP3 & CP-5 sands as foDows:
24,050#'saf20/40sandin 297bbisof

CEMENTDATk 335 skHyfiNmixed& 380 sus thixonopic Lightningfluid.Broke@ 2439 psi Trekted
CEMENTTOP AT: SurfisceperCBL ov/averagerateofl4.2BPM. ISIP2100psi.

Begin immediateflowbacion 12/64sEoke
t BPR Flowedfor 2 brs anddied

7-7-05 S797-S79P IDBC sand as foHows:
19,002(s of20/40 sandin 191bbis of

INJECTiON TI)BING Iightning17 fluid aroke@.3545psi
Tremiedw/averagepossure of3420 psi

SIZE/ŒADE/WT.:2 7/8"/ M-50f6.5# ave rate of I 2 BPM. ISIP 2200
psi.Flowed for 1 hr & 15 minutesNO.OF JOINTS:158jts.

7-7•05 $466'-S47F Al sands asibilows:ŠEATINGNIPPLE:27/8-1.0' Packe6@497T 15,566Wsof20/40sandin168bNeof
SMLANDËDAT: 4968' KB EOTg 4976' Lightning17iluid. Broke g 4209 psi.

Tresiedwiavepressureof3490
PACKER.4972' KB psi @ave rate of 14.3BPM. ISÏP 3700 pši.
TOTALSTRINGLENGTH:4976' 5018'-5025' 7-1545 Re·Compteden Finalized - MIT

503T 5036'

$210 -5220'

6-21-10 Syr MIT

$348'-5353'

5357436Ý
PERFORATION RECORD

5466'-5474' 8/13/94 5348'-5353* 4 JSPF 24 holes
8/13196 535T-5363' 4 JSPF 28 holes

578Ÿ-579p 8/15/96 5210'-522& 4]SPF 40holes
8/07/96 $018'-5025' 4]SPF 28holes

5757'-5762"
8/17/96 503T-5036' 4 JSPF 12 holes
7-6-05 59 2'2596T 4JSPF 20 holes

5926'-591r 7-6-05 5979'-5984' 4 JSPF 20 holes
7 6-05 5926'-5931* 4 JSPF 20 holes

5967-596T 7 6-05 5787-5742' aÍSPF 20 holes
7-6-05 $783'-979P 4]SPF 326etes

5979'-5984' 7-6-05 5466'-5474' 4 JSPF 32 holes

SN @4968"
Travis Federal 1-33-8-16 SandPBTD @6100"

660' FEL& 660' FNL PETD@61eo'
NENE Section33-T8S-Rl6E TO @6350'

DuchesneCo, Utah
API #43-013-31603;Lease U-34173

I.CN01



ATTACHMENTE-4

Travis Federal #16-28-8-16
Spud Date: 7/31/96

p Initial Production: 83 BOPD,
ut on Production: 10/3/96 Wellbore Diagrain 212 MCFPD, 4 BWPD
GL: 5592' KB: 5605'
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

9/25/96 5668'-5786' Frac LODC sand as follows:
GRADE: J-55 110,300# of20/40 sand in 586 bbls of

Boragel. Breakdown @2600 psi. Treated @WEIGHT:24# avg rate of41.5 bpm w/avg press of2900
LENGTH: 295.23'(7 jts.) psi. ISIP-3312 psi, 5-min 3227 psi.

Flowback on 12/64" ok for 5 hours andDEPTH LANDED: 293.63' GL died.
HOLE SIZE:12-l/4" 9/27/96 5504'-5507' Frac A-3 sand as follows:
CEMENT DATA: 120 sxs Premium cmt, est 7 bbis to surf 61,300# of20/40 sand in 403 bbls of

Boragel. Breakdown @2957 psi. Treated @
avg rate of 18.5 bpm w/avg press of 2800
psi. ISIP-2862 psi, 5-min 2611 psi.
Flowback on 12/64" ck for 3 hours and
died.

9/30/96 5326'-5332' Frac B-2 sand as follows:
62,300# of20/40 sand in 407 bbls of

PRODUCTION CASING Boragel. Breakdown @3220 psi. Treated @
CSG SIZE: 5-1/2, avg rate of 18.8 bpm w/avg press of 2450

psi. ISIP-2866 psi. 5-min 2785 psi.
GRADE: J-55 Flowback on 12/64" ck for 2-1/2 hours and
WEIGHT: 15.5# died.

LENGTH: 146 jts. (6204.94') 12/18/01 Pump change. Update rod and tubing details.

DEPTH LANDED: 6200.94'

HOLE SIZE: 7-7/8"

CEMENT DATA: 370 sk Hybond mixed & 380 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 180 jts (5600.04')

TUBING ANCHOR: 5613.04'

NO. OF JOINTS: 1 jt (5615.84')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5647.04'
- 5326'-5332'

NO. OF JOINTS: 8 jts (5648.14')
5504'-5507'

TOTAL STRING LENGTH: ? (EOT @5898')

Anchor @5613'

5668'-5670'
SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished 5673'-5675'

S eIŒrRRODS ed3r/ods, 3/4"dguided, ll7-3/4"plainrods,96-3/4"
5682'-5684' PERFORATION RECORD

PUMP SIZE: 2-1/2" x 1-1/2" x 15' RHAC 9/24/96 5668'-5670' 4 JSPF 8 holes
5688'-5700' 9/24/96 5673'-5675' 4 JSPF 8 holes

STROKE LENGTH; 46" 9/24/96 5682'-5684' 4 JSPF 8 holes
PUMP SPEED, SPM: 7 SPM 5729'-5731' 9/24/96 5688'-5700' 2 JSPF 10 holes

9/24/96 5729'-5731' 4 JSPF 8 holesLOGS:Dual Laterlog, GR, SP, Spectra1Density-Dual Spaced Neutron, CBL-GR 5742'-5744' 9/24/96 5742'-5744' 4 JSPF 8 holes
9/24/96 5768'-5776' 2 JSPF 16 holes

5768'-5776' 9/24/96 5784'-5786' 4 JSPF 8 holes
9/26/96 5504'-5507' 4 JSPF 12 holes

5784'-5786, 9/28/96 5326'-5332' 4 JSPF 24 holes

NEWFIELD SNOT@5647

PBTD @6142'
TD @6200'

Travis Federal Unit #16-28-8-16
363 FSL & 436 FEL
SESE Section 28-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31590; Lease #U-26026A

BDH

ATTACHMENTE-4

Travis Federal #16-28-8-16
Spud Date: 7/31/96

p Initial Production: 83 BOPD,
ut on Production: 10/3/96 Wellbore Diagrain 212 MCFPD, 4 BWPD
GL: 5592' KB: 5605'
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

9/25/96 5668'-5786' Frac LODC sand as follows:
GRADE: J-55 110,300# of20/40 sand in 586 bbls of

Boragel. Breakdown @2600 psi. Treated @WEIGHT:24# avg rate of41.5 bpm w/avg press of2900
LENGTH: 295.23'(7 jts.) psi. ISIP-3312 psi, 5-min 3227 psi.

Flowback on 12/64" ok for 5 hours andDEPTH LANDED: 293.63' GL died.
HOLE SIZE:12-l/4" 9/27/96 5504'-5507' Frac A-3 sand as follows:
CEMENT DATA: 120 sxs Premium cmt, est 7 bbis to surf 61,300# of20/40 sand in 403 bbls of

Boragel. Breakdown @2957 psi. Treated @
avg rate of 18.5 bpm w/avg press of 2800
psi. ISIP-2862 psi, 5-min 2611 psi.
Flowback on 12/64" ck for 3 hours and
died.

9/30/96 5326'-5332' Frac B-2 sand as follows:
62,300# of20/40 sand in 407 bbls of

PRODUCTION CASING Boragel. Breakdown @3220 psi. Treated @
CSG SIZE: 5-1/2, avg rate of 18.8 bpm w/avg press of 2450

psi. ISIP-2866 psi. 5-min 2785 psi.
GRADE: J-55 Flowback on 12/64" ck for 2-1/2 hours and
WEIGHT: 15.5# died.

LENGTH: 146 jts. (6204.94') 12/18/01 Pump change. Update rod and tubing details.

DEPTH LANDED: 6200.94'

HOLE SIZE: 7-7/8"

CEMENT DATA: 370 sk Hybond mixed & 380 sxs thixotropic

CEMENT TOP AT: Surface per CBL

TUBING

SIZE/GRADE/WT.: 2-7/8" / M-50 / 6.5#

NO. OF JOINTS: 180 jts (5600.04')

TUBING ANCHOR: 5613.04'

NO. OF JOINTS: 1 jt (5615.84')

SEATING NIPPLE: 2-7/8" (1.10')

SN LANDED AT: 5647.04'
- 5326'-5332'

NO. OF JOINTS: 8 jts (5648.14')
5504'-5507'

TOTAL STRING LENGTH: ? (EOT @5898')

Anchor @5613'

5668'-5670'
SUCKER RODS

POLISHED ROD: 1-1/2" x 22' polished 5673'-5675'

S eIŒrRRODS ed3r/ods, 3/4"dguided, ll7-3/4"plainrods,96-3/4"
5682'-5684' PERFORATION RECORD

PUMP SIZE: 2-1/2" x 1-1/2" x 15' RHAC 9/24/96 5668'-5670' 4 JSPF 8 holes
5688'-5700' 9/24/96 5673'-5675' 4 JSPF 8 holes

STROKE LENGTH; 46" 9/24/96 5682'-5684' 4 JSPF 8 holes
PUMP SPEED, SPM: 7 SPM 5729'-5731' 9/24/96 5688'-5700' 2 JSPF 10 holes

9/24/96 5729'-5731' 4 JSPF 8 holesLOGS:Dual Laterlog, GR, SP, Spectra1Density-Dual Spaced Neutron, CBL-GR 5742'-5744' 9/24/96 5742'-5744' 4 JSPF 8 holes
9/24/96 5768'-5776' 2 JSPF 16 holes

5768'-5776' 9/24/96 5784'-5786' 4 JSPF 8 holes
9/26/96 5504'-5507' 4 JSPF 12 holes

5784'-5786, 9/28/96 5326'-5332' 4 JSPF 24 holes

NEWFIELD SNOT@5647

PBTD @6142'
TD @6200'

Travis Federal Unit #16-28-8-16
363 FSL & 436 FEL
SESE Section 28-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31590; Lease #U-26026A

BDH



Travis Fed. #J-33-8-16
SpudDate: 7/17/08
Put on Production: 8/25/08 WellboreDiagram
GL:5563' KB:5575'

SURFACE CA$lNG FRACJOS
CSG SIZE: 8-5/8" 8/14/08 6302-6310' Frac CPS sdeas follows:
GRAÒB:J.55 Frac w/24,029#20/40 sandin 419 bbis of

WEIGHT 24g CementTop @50' Lightnin8 17fluid.Treateðwf ave pressureof
2445 ps!wtave rateof21 5 BPM ISIP 2267

LENGTH:7jts(313Ai4') pstActualflush 5796gais.

DEPTH LANDED:325,49' 8/14108 6058-6068' Frat CP2, ÓPIÀCP.Ssds as follows:
Frac w;99,661#20/40 sand in 176 bbisof

HOliSIZE: 12-1/4" Lightning lifluid- Treatedul awepressureof
CEMENTDATA: Tosuffilce wnh Ido sx Class 'G' cara 1966psi w/ ave rateof22.4 BPM ISIP 2184

psi. Acmalflush SSISgals.
8/14/08 5832-5842° Frac LODC sde as foUnws:

Frac w/42,105#20/40sand in 446 bbis of
Lightning 17tluid. Treatedw/avepressureof
2325 psi wt ave rste of2L2 BPM, ISIP 2519
psi ActuaWIush 54105818-

8/14/08 574tNi768' Frac LODC stis as follows:PRODUCTIONCASINÇ7 Frac wr19,104#20/40 sand in 643 bols of
CSO SIZE; 5-112" Lightnin8 17fluid. Treatedw/ave pressureof

ORAbE: 145
2428 gisiw/ ave rate of21.5 BPR ISlP 3098
psi. Acmalflush: $250gals.

WÒWik 8/15/08 5388-5392* yracB2 sds as ibDews;
LENGTH: 162jts Frac w/SI,086# 20/40 sandin 489 bbis of

DEPTHLANDED:6390.86, Lightning 1711uid.Treatedw/ ave pressureof
2120psimiaverateof210BPM ISIP2471

HOLE SI2E: 7-7/8" psi. Actualflush:4880 gats

CEMENTDATA:325 sx Premlitell and 450 sx50/50 Poa 8/15/08 5230÷5240' Frac C sds at follows:
Frac w/33,904#20/40 sandin 373 bhis ofCEMENTTOP AT: 50' I.ightning 17 fluid. Treatedw/ ave presmre of
2354.pstwl ave rate of21.3 BPM ISIP3630
psi Actualflush;4641 gala

TUBING 8/15/08 4690-4 96' FracyS7/PB8sdsasfeBows:
Fracwil3,012# 20/40 sand in 595bbis of

SIZE/ORADE/WT.:2-Ì/S" / J-55/ G.5# Lightning 11fluid.Treaiedwf ave pressureof
NO. OF JOINTS 191 jts (5870 89') 46

62A
3

BPM ISIP 2830

TUBING ANCHOlt 5882,89'

NO. OF JOINTS:2 jts (61,97) 4728 4746'

SEATINGNIPPLS:217A"(1.1W) 5230-5240°

SN LANDERAt 5947 61'

NO. OF JOINTS: I jts (30.92') 5348-5397

TOTALSTRINGLENGTH: EOT@6108,68'
5398-5410'

$740-SÝ68'

SUCKER RODS 18324 2°

POLi$HEDR0Dil-l/2" x 26' polishedrod 5846-5856'

SUCKERRODS: 1 VTx 26' polišhedrock1-4',6',8' x 7/8"ponyrods, 231-7/8" PERFORATION RECORDguidedrods (aper), 4-1 ½" weight bars Anchor@5883'

PUMP SIZE:2 112"xl 3/4" x 16' x í9' RNACpump CDI $980-598ð' 8/18/08 4690-4696' 4 JSPÈ 24 holes
8flS/08 4728-4746' 4]SPF 72holesSTROKELENGTH:84"
8/15/08 5230-5240 4 JSPF 40 holes

PUMPSPEED, SPM:5 6022-0038' 3/14/08 5388-5392' 4 JS F 16holes
8/t4/08 5398-5410 4 JSPF 48 holes

0584068' 8/l4/08 5740-5760' 4 JSPF U2 holes
SN@S947 8/14/08 5832-5842' 4]SPF 40holes

3/14/08 5846-5856' 4 JSPF 40 holes
EOT @6109' 8/14/08 5980-5986' 4 JSPF 24 holes

8/T4ms 6022-6038' 4 JSPF 64holes
8/14/08 4058-6068' 4 ISPF 40 holes
8/14/08 6302-6310" 41SPF 32holes

| 6302-6310'

NEwFIELD
PBTD 6375'-Travis Federal #J-33-8-16
to g 64co=

681'FNU&659'FEL

NWINW Section34-TSS-RI6E

Duchesõe Co, Utah
API #43413-33107; Lease #UTU-34113

TL

Travis Fed. #J-33-8-16
SpudDate: 7/17/08
Put on Production: 8/25/08 WellboreDiagram
GL:5563' KB:5575'

SURFACE CA$lNG FRACJOS
CSG SIZE: 8-5/8" 8/14/08 6302-6310' Frac CPS sdeas follows:
GRAÒB:J.55 Frac w/24,029#20/40 sandin 419 bbis of

WEIGHT 24g CementTop @50' Lightnin8 17fluid.Treateðwf ave pressureof
2445 ps!wtave rateof21 5 BPM ISIP 2267

LENGTH:7jts(313Ai4') pstActualflush 5796gais.

DEPTH LANDED:325,49' 8/14108 6058-6068' Frat CP2, ÓPIÀCP.Ssds as follows:
Frac w;99,661#20/40 sand in 176 bbisof

HOliSIZE: 12-1/4" Lightning lifluid- Treatedul awepressureof
CEMENTDATA: Tosuffilce wnh Ido sx Class 'G' cara 1966psi w/ ave rateof22.4 BPM ISIP 2184

psi. Acmalflush SSISgals.
8/14/08 5832-5842° Frac LODC sde as foUnws:

Frac w/42,105#20/40sand in 446 bbis of
Lightning 17tluid. Treatedw/avepressureof
2325 psi wt ave rste of2L2 BPM, ISIP 2519
psi ActuaWIush 54105818-

8/14/08 574tNi768' Frac LODC stis as follows:PRODUCTIONCASINÇ7 Frac wr19,104#20/40 sand in 643 bols of
CSO SIZE; 5-112" Lightnin8 17fluid. Treatedw/ave pressureof

ORAbE: 145
2428 gisiw/ ave rate of21.5 BPR ISlP 3098
psi. Acmalflush: $250gals.

WÒWik 8/15/08 5388-5392* yracB2 sds as ibDews;
LENGTH: 162jts Frac w/SI,086# 20/40 sandin 489 bbis of

DEPTHLANDED:6390.86, Lightning 1711uid.Treatedw/ ave pressureof
2120psimiaverateof210BPM ISIP2471

HOLE SI2E: 7-7/8" psi. Actualflush:4880 gats

CEMENTDATA:325 sx Premlitell and 450 sx50/50 Poa 8/15/08 5230÷5240' Frac C sds at follows:
Frac w/33,904#20/40 sandin 373 bhis ofCEMENTTOP AT: 50' I.ightning 17 fluid. Treatedw/ ave presmre of
2354.pstwl ave rate of21.3 BPM ISIP3630
psi Actualflush;4641 gala

TUBING 8/15/08 4690-4 96' FracyS7/PB8sdsasfeBows:
Fracwil3,012# 20/40 sand in 595bbis of

SIZE/ORADE/WT.:2-Ì/S" / J-55/ G.5# Lightning 11fluid.Treaiedwf ave pressureof
NO. OF JOINTS 191 jts (5870 89') 46

62A
3

BPM ISIP 2830

TUBING ANCHOlt 5882,89'

NO. OF JOINTS:2 jts (61,97) 4728 4746'

SEATINGNIPPLS:217A"(1.1W) 5230-5240°

SN LANDERAt 5947 61'

NO. OF JOINTS: I jts (30.92') 5348-5397

TOTALSTRINGLENGTH: EOT@6108,68'
5398-5410'

$740-SÝ68'

SUCKER RODS 18324 2°

POLi$HEDR0Dil-l/2" x 26' polishedrod 5846-5856'

SUCKERRODS: 1 VTx 26' polišhedrock1-4',6',8' x 7/8"ponyrods, 231-7/8" PERFORATION RECORDguidedrods (aper), 4-1 ½" weight bars Anchor@5883'

PUMP SIZE:2 112"xl 3/4" x 16' x í9' RNACpump CDI $980-598ð' 8/18/08 4690-4696' 4 JSPÈ 24 holes
8flS/08 4728-4746' 4]SPF 72holesSTROKELENGTH:84"
8/15/08 5230-5240 4 JSPF 40 holes

PUMPSPEED, SPM:5 6022-0038' 3/14/08 5388-5392' 4 JS F 16holes
8/t4/08 5398-5410 4 JSPF 48 holes

0584068' 8/l4/08 5740-5760' 4 JSPF U2 holes
SN@S947 8/14/08 5832-5842' 4]SPF 40holes

3/14/08 5846-5856' 4 JSPF 40 holes
EOT @6109' 8/14/08 5980-5986' 4 JSPF 24 holes

8/T4ms 6022-6038' 4 JSPF 64holes
8/14/08 4058-6068' 4 ISPF 40 holes
8/14/08 6302-6310" 41SPF 32holes

| 6302-6310'

NEwFIELD
PBTD 6375'

-Travis Federal #J-33-8-16
to g 64co=

681'FNU&659'FEL

NWINW Section34-TSS-RI6E

Duchesõe Co, Utah
API #43413-33107; Lease #UTU-34113

TL



ATTACHMENTE- G

Spud Date: 5/31/83 TTSViS #2-33-8-16
Put on Production: 7/17/83 Initial Production: 11BOPD, NM MCFD, 2 BWPD
GL: 5627' KB: 5641' Wellbore Diagrain 1994 Recompletion IP: 37 BOPD, 17 MCFD, 1 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6/24/83 5923'-5966' Frac zone as follows:
GRADE: J-55

97,520# sand in 659 bbls 5% KCl,
WEIGHT: 24# Treated @avg press of2200 psi w/avg

rateof31 BPM. ISIP 1890psi. Calc.DEPTH LANDED: 291' flush: 5923 gal. Actual flush: 6100 gal.
HOLE SIZE: 12-1/4" 7/01/83 570T-5773' Frac zone as follows:
CEMENT DATA: 210 sxs Class "G" cmt, est 4 bbls omt to surf 172,000# sand in 1214 bbls 3% KCl.

Treated @avg press of3200 psi w/avg
rate of45 BPM. Calc. flush: 5707 gal.
Actual flush: 18300 gal. Screened out w/
2500' sand in casing.

3/13/94 4468'-4525' Frac zone as follows:

45,500# sand in 447 bbis 5% KCL
Treated @avg press of4200 psi w/avg

PRODUCTION CASING rateof21 BPM. ISIP 2120 psi. Calc.

CSG SIZE: 5-1/2"
flush: 4468 gal. Actual flush: 1134 gal.

GRADE: J-55
4/09/02 Tubing leak. Update rod and tubing details.

WEIGHT: 15.5#
8/5/03 Tubing leak. Update rod and tubing details.

LENGTH: 152jts. (6141')
1/26/04 Tubing Leak. Update rod details.

DEPTH LANDED: 6148' KB
6-16-05 Tubing Leak: Update rod and tubing detail.

HOLE SIZE: 7-7/8
4468'-4474, 6/23/09 Tubing Leak. Updated rod & tubing detail.

CEMENT DATA: 225 sxs Hifill & 300 sxs Thixotropic.

CEMENT TOP AT: 1530' per CBL 4517'-4525'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 178jts (5779.68')
559T-5601'

TUBING ANCHOR: 5795' KB

NO. OF JOINTS: 1 jt. (') 5636'-564T

SEATING NIPPLE: 2-7/8" (L 10')
5651'-5655'

SN LANDED AT: 5830' KB

NO. OF JOINTS: 1jt (')
TOTAL STRING LENGTH: EOT @5863.97' KB

570T-5711'

5729'-5733'

PERFORATION RECORDSUCKER RODS 5747'-5751'

6/23/83 5963'-5966' 1 SPF 04 holes
POLISBED ROD: 1-1 1/2 5753'-5773' 6/23/83 5923'-5936' l SPF 09 holes

SUCKER RODS: 2', 8', 8', x ¾" pony rods, 225-¾" guided rods, 6- 1 ½" 6/29/83 5753'-5773' 1 SPF 10 holes

weighted rods Anchor @5795, 6/29/83 5747'-5751' 1 SPF 02 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 6/29/83 5729'-5733' 1 SPF 02 holes
SN @5830 6/29/83 5707-5711' I SPF 02 holes

STROKE LENGTH: 58" 3/03/84 5597'-5601' l SPF 02 holes
PUMP SPEED, SPM: 3 SPM 3/03/84 5636'-5647' l SPF 07 holes

EOT @5864' 3/03/84 5651'-5655' 1 SPF 02 holes
3/06/94 4468'-4474' l SPF 06 holes

5923'-5936'
006

1 Reperf
5963'-5966, 3/10/94 4517'-4525' 1SPF 08holesReperf

NEWPIELD Top of Fill @6028'

PBTD @6090'

Travis #2-33-8-16
751' FNL & 2169' FEL

SHOE @6141'

NWNE Section 33-T8S-Rl6E TD @6150'
Duchesne Co, Utah

API #43-013-30749; Lease #U-34173

DF

ATTACHMENTE- G

Spud Date: 5/31/83 TTSViS #2-33-8-16
Put on Production: 7/17/83 Initial Production: 11BOPD, NM MCFD, 2 BWPD
GL: 5627' KB: 5641' Wellbore Diagrain 1994 Recompletion IP: 37 BOPD, 17 MCFD, 1 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 6/24/83 5923'-5966' Frac zone as follows:
GRADE: J-55

97,520# sand in 659 bbls 5% KCl,
WEIGHT: 24# Treated @avg press of2200 psi w/avg

rateof31 BPM. ISIP 1890psi. Calc.DEPTH LANDED: 291' flush: 5923 gal. Actual flush: 6100 gal.
HOLE SIZE: 12-1/4" 7/01/83 570T-5773' Frac zone as follows:
CEMENT DATA: 210 sxs Class "G" cmt, est 4 bbls omt to surf 172,000# sand in 1214 bbls 3% KCl.

Treated @avg press of3200 psi w/avg
rate of45 BPM. Calc. flush: 5707 gal.
Actual flush: 18300 gal. Screened out w/
2500' sand in casing.

3/13/94 4468'-4525' Frac zone as follows:

45,500# sand in 447 bbis 5% KCL
Treated @avg press of4200 psi w/avg

PRODUCTION CASING rateof21 BPM. ISIP 2120 psi. Calc.

CSG SIZE: 5-1/2"
flush: 4468 gal. Actual flush: 1134 gal.

GRADE: J-55
4/09/02 Tubing leak. Update rod and tubing details.

WEIGHT: 15.5#
8/5/03 Tubing leak. Update rod and tubing details.

LENGTH: 152jts. (6141')
1/26/04 Tubing Leak. Update rod details.

DEPTH LANDED: 6148' KB
6-16-05 Tubing Leak: Update rod and tubing detail.

HOLE SIZE: 7-7/8
4468'-4474, 6/23/09 Tubing Leak. Updated rod & tubing detail.

CEMENT DATA: 225 sxs Hifill & 300 sxs Thixotropic.

CEMENT TOP AT: 1530' per CBL 4517'-4525'

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

NO. OF JOINTS: 178jts (5779.68')
559T-5601'

TUBING ANCHOR: 5795' KB

NO. OF JOINTS: 1 jt. (') 5636'-564T

SEATING NIPPLE: 2-7/8" (L 10')
5651'-5655'

SN LANDED AT: 5830' KB

NO. OF JOINTS: 1jt (')
TOTAL STRING LENGTH: EOT @5863.97' KB

570T-5711'

5729'-5733'

PERFORATION RECORDSUCKER RODS 5747'-5751'

6/23/83 5963'-5966' 1 SPF 04 holes
POLISBED ROD: 1-1 1/2 5753'-5773' 6/23/83 5923'-5936' l SPF 09 holes

SUCKER RODS: 2', 8', 8', x ¾" pony rods, 225-¾" guided rods, 6- 1 ½" 6/29/83 5753'-5773' 1 SPF 10 holes

weighted rods Anchor @5795, 6/29/83 5747'-5751' 1 SPF 02 holes

PUMP SIZE: 2-1/2" x 1-1/2" x 14' RHAC 6/29/83 5729'-5733' 1 SPF 02 holes
SN @5830 6/29/83 5707-5711' I SPF 02 holes

STROKE LENGTH: 58" 3/03/84 5597'-5601' l SPF 02 holes
PUMP SPEED, SPM: 3 SPM 3/03/84 5636'-5647' l SPF 07 holes

EOT @5864' 3/03/84 5651'-5655' 1 SPF 02 holes
3/06/94 4468'-4474' l SPF 06 holes

5923'-5936'
006

1 Reperf
5963'-5966, 3/10/94 4517'-4525' 1SPF 08holesReperf

NEWPIELD Top of Fill @6028'

PBTD @6090'

Travis #2-33-8-16
751' FNL & 2169' FEL

SHOE @6141'

NWNE Section 33-T8S-Rl6E TD @6150'
Duchesne Co, Utah

API #43-013-30749; Lease #U-34173

DF



Federal #6-33
SpudDate: 8/3/83
Put on Production:9/7/83 WellboreDiagram INITAILPRODUCTION:22 bopd, 3 bwpd
GL: 5678' KB: 5688'

SURFACE CASING FRAC JOB
CSO SI2E: 8 5/8" 8/25/83 5932'-à0 Frae as follows:
GRADE:J-55 116,000#20/40sand in 611 bb1sfluid.

Perfabruke down@2600 psi.
WElOHT;24#

SO5T-d6' Frac as follows:
LENGTH: 7 jts.(28 I") 62,640#20/40 sand in 460 bbis Buid
HOLE SI2E:12 1/4" 6/2&OT 6010 46' Break CP.3 sands - no frae
CEMENTDATA:210 sus Class"G" enn 6/20/01 5652'-66' Frac LODC sands as follows:

19,595#20/40 sand in 233 bbisViking I-25
fluid Treated@avg press of5640 psi wtavg
rate of 14.7BPM Scmened out.

6/21/01 5450-58* Prac A-I sands as follows:
40,600# 20/40sand in 256 bbisViking 1-.25
fluid.Treated i avg pressof3900 poiw/avg
rateof ik6 BPK Screened out.

6/22/01 5184'-94' Frac C ssads as tellows:PA0DUCTION CAÇING 37,413#20/40sandin 236bbisViking.I-25
CSG SIZE: 5 1/2" fluid. Treated@avg pressof3500psi w/avg

ORADE,1-55 450f-4519
of 15.2BPM, ISIP 3040 psi,

6425101 4506'555' FracCBsandsasfollows:WEIGHT: 170#
4544*-4555, f12,834# 20/40sandin i36 bbis VikingI-25

LENGTH: 154jts fluid.Treated@avg press of2140 psi wlavg
DEPTH LANDED:Ñó8, rateof30.9BPM, ISIP 2330 psi.

IIOLE 812E: 7 7/84 9/29ml , Pump.change Update rod and wbingdetails.

CEME14TDATE 453 sk RFC &.155sxslodense 10/16/01 Tubing leak Update rod and mbinBdetaila

IW29/01 Pump change Update rod, tubingand fili
details.

11/21/01 Patted rods Update rod and filidetails
505T.5066' $/24/02 Pumpchangä Update tod andfilldetails

12/03103 Pumpchangd Update red detaiLTUBING
5184'-5194, 3719104 Pump change and bail sand. Updaterod and

SIZE/ORADE/WT: 2 718" I1455 I RS tubing detail
NO OF JOINTS: 180jts (5682 l') 08/24/2004 Pumpchan8e Updated rod detail
TUBlNG ANCHOR:5766.4l' 6/30/2010 Paited Rods. Update rod and tubîngdetails.
N Q¶JÒINTS 2jts (63.T)

SEATINGNIPPLß: 2 7/8" (LIO')

SN LANDEDAT: 54629' 5450'-5458'
NŒ OFJOINTS: 3 jt (9L4 )
TOTALSTRINGLENGTH: EOT @5856'

5652'-5666
SUCKER RODS

POLISHEDROD: I 1/2"x 22' SM

SUCKERRODS: 4- 1 1/2"weight bars, 225- 3/4" guideded tods,, 2-4', 1-8"x i g X Ancher@5766'
3/4" pony ioda

PUMP SIZE 2 1/2"x I 1/2"x 12' x 16' RTBC pq SNg 583P
STROKELENGTH:74"

PUMP 5PEED. $PM: S SPM EOT @5867
LOGS:DIOL/SP/0R/CAL

5932'-5960'
PERFORATION RECORD

6010'-6018' 8/25/83 5932'-5960' I ISPF 28 holes
505T-5066' 4 ISPF 44 holes

040'4046" È9/01 6040 4066' 4 ISPF 24 holes
/19/01 60104018' 415PF 32holes
/19/01 5652 5666' 4]SPF 56 holes

6/19/01 5450 4458° 4 JSPF 32 holes
Top ofFill @6100' 6/19/01 5184 -5194' 4 18PF 40 holes

To g 62co

Federal #6-33
1982' FNL& 1978' FWL

SE/NW Section33-T8S-Rl6E
DuchesneCo, Utah

APl #43413-30747; Lease#U-34113 ca

Federal #6-33
SpudDate: 8/3/83
Put on Production:9/7/83 WellboreDiagram INITAILPRODUCTION:22 bopd, 3 bwpd
GL: 5678' KB: 5688'

SURFACE CASING FRAC JOB
CSO SI2E: 8 5/8" 8/25/83 5932'-à0 Frae as follows:
GRADE:J-55 116,000#20/40sand in 611 bb1sfluid.

Perfabruke down@2600 psi.
WElOHT;24#

SO5T-d6' Frac as follows:
LENGTH: 7 jts.(28 I") 62,640#20/40 sand in 460 bbis Buid
HOLE SI2E:12 1/4" 6/2&OT 6010 46' Break CP.3 sands - no frae
CEMENTDATA:210 sus Class"G" enn 6/20/01 5652'-66' Frac LODC sands as follows:

19,595#20/40 sand in 233 bbisViking I-25
fluid Treated@avg press of5640 psi wtavg
rate of 14.7BPM Scmened out.

6/21/01 5450-58* Prac A-I sands as follows:
40,600# 20/40sand in 256 bbisViking 1-.25
fluid.Treated i avg pressof3900 poiw/avg
rateof ik6 BPK Screened out.

6/22/01 5184'-94' Frac C ssads as tellows:PA0DUCTION CAÇING 37,413#20/40sandin 236bbisViking.I-25
CSG SIZE: 5 1/2" fluid. Treated@avg pressof3500psi w/avg

ORADE,1-55 450f-4519
of 15.2BPM, ISIP 3040 psi,

6425101 4506'555' FracCBsandsasfollows:WEIGHT: 170#
4544*-4555, f12,834# 20/40sandin i36 bbis VikingI-25

LENGTH: 154jts fluid.Treated@avg press of2140 psi wlavg
DEPTH LANDED:Ñó8, rateof30.9BPM, ISIP 2330 psi.

IIOLE 812E: 7 7/84 9/29ml , Pump.change Update rod and wbingdetails.

CEME14TDATE 453 sk RFC &.155sxslodense 10/16/01 Tubing leak Update rod and mbinBdetaila

IW29/01 Pump change Update rod, tubingand fili
details.

11/21/01 Patted rods Update rod and filidetails
505T.5066' $/24/02 Pumpchangä Update tod andfilldetails

12/03103 Pumpchangd Update red detaiLTUBING
5184'-5194, 3719104 Pump change and bail sand. Updaterod and

SIZE/ORADE/WT: 2 718" I1455 I RS tubing detail
NO OF JOINTS: 180jts (5682 l') 08/24/2004 Pumpchan8e Updated rod detail
TUBlNG ANCHOR:5766.4l' 6/30/2010 Paited Rods. Update rod and tubîngdetails.
N Q¶JÒINTS 2jts (63.T)

SEATINGNIPPLß: 2 7/8" (LIO')

SN LANDEDAT: 54629' 5450'-5458'
NŒ OFJOINTS: 3 jt (9L4 )
TOTALSTRINGLENGTH: EOT @5856'

5652'-5666
SUCKER RODS

POLISHEDROD: I 1/2"x 22' SM

SUCKERRODS: 4- 1 1/2"weight bars, 225- 3/4" guideded tods,, 2-4', 1-8"x i g X Ancher@5766'
3/4" pony ioda

PUMP SIZE 2 1/2"x I 1/2"x 12' x 16' RTBC pq SNg 583P
STROKELENGTH:74"

PUMP 5PEED. $PM: S SPM EOT @5867
LOGS:DIOL/SP/0R/CAL

5932'-5960'
PERFORATION RECORD

6010'-6018' 8/25/83 5932'-5960' I ISPF 28 holes
505T-5066' 4 ISPF 44 holes

040'4046" È9/01 6040 4066' 4 ISPF 24 holes
/19/01 60104018' 415PF 32holes
/19/01 5652 5666' 4]SPF 56 holes

6/19/01 5450 4458° 4 JSPF 32 holes
Top ofFill @6100' 6/19/01 5184 -5194' 4 18PF 40 holes

To g 62co

Federal #6-33
1982' FNL& 1978' FWL

SE/NW Section33-T8S-Rl6E
DuchesneCo, Utah

APl #43413-30747; Lease#U-34113 ca



Spud Date:4/30/90
Federal #33-33B

Put on Production:8/11/90 InitialProduction:57 BOPD,

GL:5667' KB:5682, WellboreDiagrarn 0 McFPD, 112BWPD

FRAC JOB
CSG SIZE: 8-5/8"

7/11/90 $$36'-566S' Frac zone as follows:
ORADE: J-SS 83,990#20/40 sand + 110,250# 16/30 sand in
WEIGHT: 24# 1821bbis fluid. Treated@avg press of2100

psi wlavg rate of 62.5 BPM, ISIP 2200psi.
LENGTH: jts.(7') Calc, flush; 5586gal Actual flush:$418gaL

DIWIII LANDED:301 KB 7/13/90 5379'-5386' Frac zone as follows:
HOLE SI2E:12-l/4" 18,600#20/40 sand + 11,000# 16/30sand in

443 bols fluid.Treated@avg press of 1600
CEMENT DATA:1-225, sus Class"G" + 114sxs floce¡e psi wlavgrate of63 BPM. ISIP 2100psi

Calc. flush: 5379 gal. Actual flush:2865 gal
7/17190 4477-4509' FFRC EOnt $$ Ý0lÎØWS:

56,100#20/40 sand + 73,750# 16/30sand in
1253bbisfluid Treated@avg pressof2300
psi wlavgrate of40 BPM. ISIP 2300 psi4477-4509
Cala flush: 4473 gal Autualflush:4368 gal.

PRODUCTION CASING 2/6/03 5850 -6228' Frae ci and BSsandsas follows:

CSO SIZE: 5-l/2" 303T-5040, 119,440#20/40sand in 863 bblaYF 125
fluid Treated@avg. pitssure of4148 psi

GRADE: J-55 5051'-5057 w/avg. rate of 17.4BPM, 15]P - 1946psi.

WEIGHT: 17#
Cate flush: 1522gal. Actualflush: 1389gal

5091'-5096' 2PI/03 5701*-5709' Frac LoLODC sandsas follows:
LENGTH:jts.(167) 24,458#20/40sand in 202 bbis YF 125
DEPTH LANDED:6400' KB fluid. Treated@avg, pressureof4996 psi

HOLE SIZE: 7-7/8. 5206"-5210' w/avg, rate of 17.6 BPM. Cale flush: 1439
gal. Acmalflush; 722 gal.

CEMENT DATA 155sxs Prem.Lite Il mixed& $20 sxs 50/50POz 5244'-5254 2/7/03 5534'-5580' Free UpLODCsands as follows:
74,500#20/40 sand in SSObbis YF 125
tluid. Treatedi§ avg presmte of 3725psi

5346'-S349. Wog rateof 17.8 BPM. ISIP - 1798psi.
Calc flush;1424 gal. Acmal flush: 12TI gal.

TUBING 535T-536T 2/8/03 5206'-5367' Frac BI, B2 and UpA1 sands as follows:

SIZE/GRADE/WT 2,7/3" /J-55 / 6,$#
5379'-5386. 65,500#20/40 sand in 474bbis YF 125

fluid. Treated@avg pressureof3512 psi
NO OF JOINTS: 197 Jts (615 Lt ') wtavg. rateof 17.3 BPM. ISIP - 2189 psi.

TUBING ANCHOlt 615I.I' KB 5534'-5537'
Olc flusk 1348gal Actualflush: 1132gat

2/8/03 503T-5096' Frac Di and Osandsas follows:
NO OF JOINTS: I jts (31.1') 5544',5550" 4468# 20/40 sand in 204 bbis YF 125
SEATINGNIPPLE: 2-7/8"(1.10'} 5556'-5561, tluid. Toated @avg pressureof3351 psi

SN LANDED AT; 6185*KB
w/avg.rate of 17,9BPR

NO. OF JOINTS: 2 jts (62.4')
5566'-5580' 5/8/03 PumpChange Updatered and tubingdetail.

TOTAL STRINGLENGTH: EOT @6249' KB
10/12/05 Pump Change(LowerEOT)

I 1/14/05 Pump Change(LowerEOT)

5701'-5709' 12/08/05 TubingLeak. Detailtubingand rod updale,

109/2009 Pump change Update rod and tubingdetials.

SUCKER RODS
PERI"OMTlÇN REÇÇRD

5850 -5852' 7/10/90 5609'-5665' 4 JSPF 224 11eles
POLISHED ROD: 1-1/2"x 2T SM polishedrods 7/10/90 5586'-5605' 4 JSPF 76 bores

7/12/90 5379'-5386' 4 JSPF 28 holesSUCKEltRODS:1-6', 1-4" X ¼ Ponyrods 89-3/4" guidedrods, 152-3/4" 5937-5940' 7/14/90 4477-4509' 4 JSPF 144holes
slick rods. 4-1 ½" weight rods. 5946'-5950• 2/4/03 6225'4228' A JSPF 12 holes
PUMP SIZE: CDI 2-1/2"x 1-1/2"x 17'x 0"RHAC 2/4/03 6190'.6204' 4 JSPF $6 holes

,,
5987-5990' 2/4/03 6177'4180' 4JSPF 13holes

STROKE LENGTH 102 2/4/03 61674168' 4 ISPF 36 holes
PUMP SPEED, SPM:4 2/4/03 6154 -6158" 4 JSPF 36 holes

Anchor@615l' 2/4/03 $987-5990" 4 JSPF 28 holes

SN @6185, 2/4/03 5946'-5950" 4 JSPF 48 holes
2/4/03 5932'-5940' 4 JSPF 48.holes

6154'-6158' 2/4/03 5850'-585T 4]SPF Sholes
163'-6168' 2/4/03 5701'-5709 4]SPF 32holes

617/*-6180, 2/4/03 5566'-5580' 4 JSPF 76 holes
2/4/03 5556'-556I' 4 JSPF 76 holes

6190'4204' 2/4/03 5544 -5550' 4 JSPF 34 holes
EOT@6249' 2/4/03 5534'-553T 4 JSPF 36 holes

2/4/03 535T-5367' 4 JSPF 52 holes- 6225'-6228' 2/4103 5346'-$349' 4 JSPF 52 holes
2/4/03 5244'-5254' 4]SPF 561toles
2/4/03 5206'-5210' 4 JSPF 56 holes

Top of Fill @6290' 2/4/03 5091'-5096' 4 JSPF 20 holes

W WITIE PBTD@6315' 2/4/03 5051'-505T 4 1SPF 36 holes
2/4/03 503T-5040' 4 JSPF 36 holes

SHOE/TD@6400'
Federal #33-33B
1857FSL & 1883 FEL
NWSE Section 33-T8S-RI6E
DuchesneCo, Utah
API #43-013-31268; Lease#U-49092

Spud Date:4/30/90
Federal #33-33B

Put on Production:8/11/90 InitialProduction:57 BOPD,

GL:5667' KB:5682, WellboreDiagrarn 0 McFPD, 112BWPD

FRAC JOB
CSG SIZE: 8-5/8"

7/11/90 $$36'-566S' Frac zone as follows:
ORADE: J-SS 83,990#20/40 sand + 110,250# 16/30 sand in
WEIGHT: 24# 1821bbis fluid. Treated@avg press of2100

psi wlavg rate of 62.5 BPM, ISIP 2200psi.
LENGTH: jts.(7') Calc, flush; 5586gal Actual flush:$418gaL

DIWIII LANDED:301 KB 7/13/90 5379'-5386' Frac zone as follows:
HOLE SI2E:12-l/4" 18,600#20/40 sand + 11,000# 16/30sand in

443 bols fluid.Treated@avg press of 1600
CEMENT DATA:1-225, sus Class"G" + 114sxs floce¡e psi wlavgrate of63 BPM. ISIP 2100psi

Calc. flush: 5379 gal. Actual flush:2865 gal
7/17190 4477-4509' FFRC EOnt $$ Ý0lÎØWS:

56,100#20/40 sand + 73,750# 16/30sand in
1253bbisfluid Treated@avg pressof2300
psi wlavgrate of40 BPM. ISIP 2300 psi4477-4509
Cala flush: 4473 gal Autualflush:4368 gal.

PRODUCTION CASING 2/6/03 5850 -6228' Frae ci and BSsandsas follows:

CSO SIZE: 5-l/2" 303T-5040, 119,440#20/40sand in 863 bblaYF 125
fluid Treated@avg. pitssure of4148 psi

GRADE: J-55 5051'-5057 w/avg. rate of 17.4BPM, 15]P - 1946psi.

WEIGHT: 17#
Cate flush: 1522gal. Actualflush: 1389gal

5091'-5096' 2PI/03 5701*-5709' Frac LoLODC sandsas follows:
LENGTH:jts.(167) 24,458#20/40sand in 202 bbis YF 125
DEPTH LANDED:6400' KB fluid. Treated@avg, pressureof4996 psi

HOLE SIZE: 7-7/8. 5206"-5210' w/avg, rate of 17.6 BPM. Cale flush: 1439
gal. Acmalflush; 722 gal.

CEMENT DATA 155sxs Prem.Lite Il mixed& $20 sxs 50/50POz 5244'-5254 2/7/03 5534'-5580' Free UpLODCsands as follows:
74,500#20/40 sand in SSObbis YF 125
tluid. Treatedi§ avg presmte of 3725psi

5346'-S349. Wog rateof 17.8 BPM. ISIP - 1798psi.
Calc flush;1424 gal. Acmal flush: 12TI gal.

TUBING 535T-536T 2/8/03 5206'-5367' Frac BI, B2 and UpA1 sands as follows:

SIZE/GRADE/WT 2,7/3" /J-55 / 6,$#
5379'-5386. 65,500#20/40 sand in 474bbis YF 125

fluid. Treated@avg pressureof3512 psi
NO OF JOINTS: 197 Jts (615 Lt ') wtavg. rateof 17.3 BPM. ISIP - 2189 psi.

TUBING ANCHOlt 615I.I' KB 5534'-5537'
Olc flusk 1348gal Actualflush: 1132gat

2/8/03 503T-5096' Frac Di and Osandsas follows:
NO OF JOINTS: I jts (31.1') 5544',5550" 4468# 20/40 sand in 204 bbis YF 125
SEATINGNIPPLE: 2-7/8"(1.10'} 5556'-5561, tluid. Toated @avg pressureof3351 psi

SN LANDED AT; 6185*KB
w/avg.rate of 17,9BPR

NO. OF JOINTS: 2 jts (62.4')
5566'-5580' 5/8/03 PumpChange Updatered and tubingdetail.

TOTAL STRINGLENGTH: EOT @6249' KB
10/12/05 Pump Change(LowerEOT)

I 1/14/05 Pump Change(LowerEOT)

5701'-5709' 12/08/05 TubingLeak. Detailtubingand rod updale,

109/2009 Pump change Update rod and tubingdetials.

SUCKER RODS
PERI"OMTlÇN REÇÇRD

5850 -5852' 7/10/90 5609'-5665' 4 JSPF 224 11eles
POLISHED ROD: 1-1/2"x 2T SM polishedrods 7/10/90 5586'-5605' 4 JSPF 76 bores

7/12/90 5379'-5386' 4 JSPF 28 holesSUCKEltRODS:1-6', 1-4" X ¼ Ponyrods 89-3/4" guidedrods, 152-3/4" 5937-5940' 7/14/90 4477-4509' 4 JSPF 144holes
slick rods. 4-1 ½" weight rods. 5946'-5950• 2/4/03 6225'4228' A JSPF 12 holes
PUMP SIZE: CDI 2-1/2"x 1-1/2"x 17'x 0"RHAC 2/4/03 6190'.6204' 4 JSPF $6 holes

,,
5987-5990' 2/4/03 6177'4180' 4JSPF 13holes

STROKE LENGTH 102 2/4/03 61674168' 4 ISPF 36 holes
PUMP SPEED, SPM:4 2/4/03 6154 -6158" 4 JSPF 36 holes

Anchor@615l' 2/4/03 $987-5990" 4 JSPF 28 holes

SN @6185, 2/4/03 5946'-5950" 4 JSPF 48 holes
2/4/03 5932'-5940' 4 JSPF 48.holes

6154'-6158' 2/4/03 5850'-585T 4]SPF Sholes
163'-6168' 2/4/03 5701'-5709 4]SPF 32holes

617/*-6180, 2/4/03 5566'-5580' 4 JSPF 76 holes
2/4/03 5556'-556I' 4 JSPF 76 holes

6190'4204' 2/4/03 5544 -5550' 4 JSPF 34 holes
EOT@6249' 2/4/03 5534'-553T 4 JSPF 36 holes

2/4/03 535T-5367' 4 JSPF 52 holes- 6225'-6228' 2/4103 5346'-$349' 4 JSPF 52 holes
2/4/03 5244'-5254' 4]SPF 561toles
2/4/03 5206'-5210' 4 JSPF 56 holes

Top of Fill @6290' 2/4/03 5091'-5096' 4 JSPF 20 holes

W WITIE PBTD@6315' 2/4/03 5051'-505T 4 1SPF 36 holes
2/4/03 503T-5040' 4 JSPF 36 holes

SHOE/TD@6400'
Federal #33-33B
1857FSL & 1883 FEL
NWSE Section 33-T8S-RI6E
DuchesneCo, Utah
API #43-013-31268; Lease#U-49092



t'"'.°2;f;1°7-24-90 Federal #44-33B
GL: 5715' KB: 5730' hitial Production:80 BOPD,

Wellbore Diagram 0 MCFPD,96 BWPD

SURFACE CASING FRACJOB

CSG SIZE: 8.5/8" 5864*-5873' 28,240020/40sand,37,250# 16/30 sand

5702'-5724' 37,470920/40sand,49,315#16/30sand
LENGTH: 7 JTS(295.8') Casing Shoe @300' 5411'-5421' 26,250#20/40sand,34,620# 16/30 sand

5272'-5294' 37,410#20/40sand,49,315#16/30.sand

CEMENTDATA 225 sx"O" + 2% CaCl2+ 1/4#sa flocele to surface - 4960'•5036' 48,570# 20/40sand,63,885# 16/30sand

8/3/04 Parted rods, Updatered and tubingdetaiL

10/92010 PumpchanS4 UPdatedrod and mbing

detail.
12-7-10 Pump Change,Updatedrod and tubing

detait

PRODUCTION CASINS
CSG SIZE: 5-112"
GRADE: K-55
WEIGHT: 17#
LENGTH: 154jts(6335')
DEPTHLANDED: 6387KB
HOI.E $122:1-7/8"
CSMENT DATA 240sxHi-Lifttailw/ 715 sx 14.0 RFC
CEMENTTOP AT; 2650'

Cement Top @2650' .

TUBING
SI2'E/GRADE/WT:24/8", 1-55,6.5#
NO. OF JOINTS 183jts (5815')
TUBING ANCHOR 5833'
NO, OF ICINTS: l jt (31.3')
SEATINGNIPPLE: 2-7/8"
NO. OF JOINTS: 2 jr (6167)
TOTAL STPJNGLENGTH:EOT@5912' KB

SUCKER RODS

POLISHEDROD: 1-1/2"x26, 4960'-496S'

SUCKER RODS: 2-4"x 7/8" ponyrod,.1-4' a1/8"ponyrod, 1- 6' x 7/8" pony 4983'-4986'

rod, 102-7/3" guidedrods, 103-¾" guidedrods, 21- ¾" µided rods, 6. 1 ½" 5024'-5036'
weight bars
PUMP SlZE; 2-U2" x 1-112"x 12' x 16' RHAC
STROKELENGTH:64" 5272'-5294'
PUMP SPEED, SPM 6 SPM

$411'-542P IÛ¾

5702'-5724, 5864'-5873' 4 JSPF 36 holes
$702'-5724' 4 JSPF 88 holes

Anchor@S333. 54 '-5421' 41SPF 40boles
$272'.5294' 4 ISPF 88 boles

5864' 873. 4960'-5036' 4 JSPF 36 holes

EOT @5912'

-
TopofFill@6188'

,Û PBTD @6279'

-- - SHOE/TD@6385'

Federal #44-33B
666 FSL & 660 FEL
SESE Section33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31270;Lease#U-49092 KC

t'"'.°2;f;1°7-24-90 Federal #44-33B
GL: 5715' KB: 5730' hitial Production:80 BOPD,

Wellbore Diagram 0 MCFPD,96 BWPD

SURFACE CASING FRACJOB

CSG SIZE: 8.5/8" 5864*-5873' 28,240020/40sand,37,250# 16/30 sand

5702'-5724' 37,470920/40sand,49,315#16/30sand
LENGTH: 7 JTS(295.8') Casing Shoe @300' 5411'-5421' 26,250#20/40sand,34,620# 16/30 sand

5272'-5294' 37,410#20/40sand,49,315#16/30.sand

CEMENTDATA 225 sx"O" + 2% CaCl2+ 1/4#sa flocele to surface - 4960'•5036' 48,570# 20/40sand,63,885# 16/30sand

8/3/04 Parted rods, Updatered and tubingdetaiL

10/92010 PumpchanS4 UPdatedrod and mbing

detail.
12-7-10 Pump Change,Updatedrod and tubing

detait

PRODUCTION CASINS
CSG SIZE: 5-112"
GRADE: K-55
WEIGHT: 17#
LENGTH: 154jts(6335')
DEPTHLANDED: 6387KB
HOI.E $122:1-7/8"
CSMENT DATA 240sxHi-Lifttailw/ 715 sx 14.0 RFC
CEMENTTOP AT; 2650'

Cement Top @2650' .

TUBING
SI2'E/GRADE/WT:24/8", 1-55,6.5#
NO. OF JOINTS 183jts (5815')
TUBING ANCHOR 5833'
NO, OF ICINTS: l jt (31.3')
SEATINGNIPPLE: 2-7/8"
NO. OF JOINTS: 2 jr (6167)
TOTAL STPJNGLENGTH:EOT@5912' KB

SUCKER RODS

POLISHEDROD: 1-1/2"x26, 4960'-496S'

SUCKER RODS: 2-4"x 7/8" ponyrod,.1-4' a1/8"ponyrod, 1- 6' x 7/8" pony 4983'-4986'

rod, 102-7/3" guidedrods, 103-¾" guidedrods, 21- ¾" µided rods, 6. 1 ½" 5024'-5036'
weight bars
PUMP SlZE; 2-U2" x 1-112"x 12' x 16' RHAC
STROKELENGTH:64" 5272'-5294'
PUMP SPEED, SPM 6 SPM

$411'-542P IÛ¾

5702'-5724, 5864'-5873' 4 JSPF 36 holes
$702'-5724' 4 JSPF 88 holes

Anchor@S333. 54 '-5421' 41SPF 40boles
$272'.5294' 4 ISPF 88 boles

5864' 873. 4960'-5036' 4 JSPF 36 holes

EOT @5912'

-
TopofFill@6188'

,Û PBTD @6279'

-- - SHOE/TD@6385'

Federal #44-33B
666 FSL & 660 FEL
SESE Section33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31270;Lease#U-49092 KC



ATTACHMENTE-lo

SpudDate:9/5/89
P Federal #43-33B

ut on Production:11/10/89 Initial Production: 240 BOPD,
Put on Injection: 1/11/95 Injection Wellbore 0 MCFPD, 126 BWPD

GL: 5673' KB: 5686' Diagrarn
SURFACE CASING

_

FRAC JOB
CSG SIZE: 9-5/8" 5596'-5705' 1933 bbl fluid 73,100#20/40 sand, 84,900#
GRADE: K-55 16/30 sand

WEIGHT: 36# 5420'-5450' 1095 bbl fluid 45,900#20/40 sand, 74,300#
16/30 sand

LENGTH: 306.09'
5280'-5288' 676 bbl fluid 26,000#20/40 sand, 44,000#

DEPTH LANDED: 309' 16/30 sand
HOLE SIZE: 12-1/4" 5136'-5144' 685 bbl fluid 32,800#20/40 sand, 10,200#
CEMENT DATA: 165 sxs cmt 16/30 sand

4978'-4998' 942 bbl fluid 41,080# 20/40 sand, 55,215#
16/30sand

10/29/94 Convert to injector.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 17#

LENGTH: 6481.5'

DEPTH LANDED: 6483'

HOLE SIZE: 7-7/8"

CEMENT DATA: 1045 sks cement

CEMENT TOP AT: Sfc

TUBING
GF

M :

1526

ts

4865# / J-55
Packer @4862'

SN LANDED AT: 4831' KB
4514'-4520' GB6

NO. OF JOINTS: 1jts (29.41')

PACKER: 4862' KB 4978'-4998' Dl

TOTAL STRING LENGTH: EOT @4865' KB 5078'-5082' D3

5136'-5144' C

| 5280'-5288' B2

5420'-5450' Al

| 5596'-5602' LODC PERFORATION RECORD
5604'-5642' LODC 5596'-5705' 2 JSPF 132 holes

5420'-5450' 4 JSPF 80 holes
5646'-5652' LODC 5280'-5288' 4 JSPF 32 holes

5136'-5144' 4 JSPF 32 holes
5675'-5678' LODC 4978'-4998' 4 JSPF 80 holes

5682'-5686' LODC

5690'-5694' LODC

5698-5705' LODC

C 5870'-5882' CPS

5918'-5922' CP5
I

6198'-6204' BS

NEWFIELD SN @4831'KB

-- EO

D

@4 KB

Federal #43-33B TD @6501'

1837 FSL & 590 FEL
NESE Section 33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31240; Lease #U-49092

BDH

ATTACHMENTE-lo

SpudDate:9/5/89
P Federal #43-33B

ut on Production:11/10/89 Initial Production: 240 BOPD,
Put on Injection: 1/11/95 Injection Wellbore 0 MCFPD, 126 BWPD

GL: 5673' KB: 5686' Diagrarn
SURFACE CASING

_

FRAC JOB
CSG SIZE: 9-5/8" 5596'-5705' 1933 bbl fluid 73,100#20/40 sand, 84,900#
GRADE: K-55 16/30 sand

WEIGHT: 36# 5420'-5450' 1095 bbl fluid 45,900#20/40 sand, 74,300#
16/30 sand

LENGTH: 306.09'
5280'-5288' 676 bbl fluid 26,000#20/40 sand, 44,000#

DEPTH LANDED: 309' 16/30 sand
HOLE SIZE: 12-1/4" 5136'-5144' 685 bbl fluid 32,800#20/40 sand, 10,200#
CEMENT DATA: 165 sxs cmt 16/30 sand

4978'-4998' 942 bbl fluid 41,080# 20/40 sand, 55,215#
16/30sand

10/29/94 Convert to injector.

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: K-55

WEIGHT: 17#

LENGTH: 6481.5'

DEPTH LANDED: 6483'

HOLE SIZE: 7-7/8"

CEMENT DATA: 1045 sks cement

CEMENT TOP AT: Sfc

TUBING

GF

M :

1526

ts

4865# / J-55
Packer @4862'

SN LANDED AT: 4831' KB
4514'-4520' GB6

NO. OF JOINTS: 1jts (29.41')

PACKER: 4862' KB 4978'-4998' Dl

TOTAL STRING LENGTH: EOT @4865' KB 5078'-5082' D3

5136'-5144' C

| 5280'-5288' B2

5420'-5450' Al

| 5596'-5602' LODC PERFORATION RECORD
5604'-5642' LODC 5596'-5705' 2 JSPF 132 holes

5420'-5450' 4 JSPF 80 holes
5646'-5652' LODC 5280'-5288' 4 JSPF 32 holes

5136'-5144' 4 JSPF 32 holes
5675'-5678' LODC 4978'-4998' 4 JSPF 80 holes

5682'-5686' LODC

5690'-5694' LODC

5698-5705' LODC

C 5870'-5882' CPS

5918'-5922' CP5
I

6198'-6204' BS

NEWFIELD SN @4831'KB

-- EO

D

@4 KB

Federal #43-33B TD @6501'

1837 FSL & 590 FEL
NESE Section 33-T8S-Rl6E
Duchesne Co, Utah
API #43-013-31240; Lease #U-49092

BDH



ATTACHMENTEB

nDP
co

/026/1990 Federal 13-34B-8-16
GL: 5670' KB: 5685' Initial Production: 590 BOPD,

Wellbore Diagram FRAC JOB NA MCFPD, 197 BWPD

7/26/90 5886'-5896' Frac zone as follows:
SURFACE CASING 18,100#20/40 & 29,400# 16/30 sand in 547

CSG SIZE: 8-5/8,, bbl gel water. Avg. treating press. 1550 psi,
@30 BPM, ISIP 3800 psi. Calc, flush; 5886

GRADE: K-55 gal. Actual flush: 5270 gal.
WEIGHT: 24# 7/28/90 5710'-5768' Frac zone as follows:
LENGTH: 307' GL 39,400#20/40 sand, 50,500#16/30 sand in

956 bbl gel water. Avg. treating press. 3000
DEPTH LANDED: 307' psi, @41 BPM, ISIP 3600 psi. Calc. flush:
HOLE SIZE: 12-1/4,, 5710 gal. Actual flush: 5600 gal.

CEMENT DATA: 210 sxs cmt class G 7/31/90 5476'-5484' F a4SO
2 00 # 16/30 sand in 534

PRODUCTION CASING bbl gel water. Avg. treating press. 2550
psi, @30 BPM, ISIP 2630 psi. Calc. flush:

CSG SIZE: 5-1/2" 5476 gal. Actual flush: 4780 gal.
GRADE: K-55 8/2/90 5312'-5342' Frae zone as follows:
WEIGHT: 17# 42,400# 20/40 sand, 51,800# 16/30 sand in

1041bbl gel water. Avg. treating press.
LENGTH: 6470' 2700 psi, @47 BPM, ISIP 2700 psi.
DEPTH LANDED: 6470' 8/4/90 4990'-5061' Frae zone as follows:
HOLE SIZE: 7-7/8,, 74,100#20/40 sand, 99,000# 16/30 sand in

1750 bbls gel water. Avg. treating press.
CEMENT DATA: 165 sks HI LIFT, 530 sks 10-0 RFC 1900psi, @57 BPM, ISIP 1900 psi.
CEMENT TOP AT: @2924' per CBL 10/28/98 Isolate lower zones w/ CIBP @5430'

1/07/99 Drill out CIBP @5430'. Isolate upper zones

TUBING 4990'-5061' w/ casing sleeve,

3/16/02 Rernove casing sleeve. Isolate upper zones
SIZE/GRADE/WT.: 2-7/8" / J-55 4990'-5012' w/ packer.

NO. OF JOINTS: 198jts (6163.70') 4/05/02 Isolate upper zones 4990'-5051' w/ packer.

TUBING ANCHOR: 6178.70' KB TOC @2924, 1/27/03 5886'-6277' Frac CP and BS sands (and refrac 5886 -

5896' LODC sands) as follows:
NO. OF JOINTS: I jt (31.52') 119,179#20/40 sand in 874 bbis Viking I-
SEATING NIPPLE: (1.10') 25 fluid. Treated @avg. pressure of3786

psi w/ avg. rate of 19.2 BPM. ISIP - 2235
SN LANDED AT: 6213.02' KB psi. Calc. flush: 1457 gals. Actual flush:
NO. OF JOINTS: 2 jts (63.34') 1407 gals.

TOTAL STRING LENGTH: EOT @6277.91' w/15' KB 1/27/03 5153'-5157' Frac C sands as follows:
10,777# 20/40 sand in 122 bbls Viking I-
25 fluid. W/ sand on perfs pressure

SUCKER RODS increased rapidly. Est, 5,690# sand in
formation and left est. 5,087# sand in

POLISHED ROD: 1-1/2" x 22' polished rods tubing. Screened out.
SUCKER RODS: 6-1 5/8" wt. rods, 32 - 3/4" scrapered rods, 116 - 3/4" plain 4515'-4519' 1/28/03 4515'-4541' Frae GB6 sands as follows:
ro BSIZ

2-

la2 1d- 2d 8"
3930

sqzd

866# 2g

ra eo B
STROKE LENGTH: 84" psi. Calc. flush: 4515 gals. Actual flush:

5008'-5012' sqzd 4326 galsPUMP SPEED, SPM: 6 SPM
5040'-505 l' sqzd 6/4/03 Parted rod and tubing leak. Update tubing
5059'-5061' sqzd and rod details.
5153'-5157' 6/12/03 Parted rods. Update rod detail.
5312'-5315'
5322'-5330, 4/21/04 Pump change. Update rod detail.

5332'-5342, 3-11-05 Pump change.

5476'-5484' 08/06/05 Parted Rods
5710'-5722' 09/07/05 Pump Change. Update Rod and tubing
5760'-5768' details.
5886'-5896' 8-15-08 Pump change. Updated rod & tubing details.
5966'-5974' 8/20/09 Pump Maintenance. Updated rod & tubing
6030'-6041, details.

Anchor @6179' PERFORATION RECORD
7/24/90 5886'-5896' 4 JSPF 40 holes

6208'-6217' 7/26/90 5760'-5768' 4 JSPF 32 holes
SN @6213 7/26/90 5710'-5722' 4 JSPF 48 holes

6229'-6236' 7/28/90 5476'-5484' 4 JSPF 32 holes

WEFI 7/31/90 5332'-5342' 4 JSPF 40 holes
6252'-627T 7/31/90 5322'-5330' 4 JSPF 32 holes

- EOT @6278' 7/31/90 5312'-5315' 4 JSPF 12 holes
8/02/90 5059'-5061' 4 JSPF 8 holes

Top of fill @6371, 8/02/90 5040'-5051' 4 JSPF 44 holes
8/02/90 5008'-5012' 4 JSPF 16holesFederal 13-34B-8-16

PBTD @6386' 8/02/90 4990'-5005' 4 JSPF 60 holes
1997 FSL & 660 FWL 1/24/03 6252'-6277' 4 JSPF 100 holes

NW/SW Section 34-T8S-R16E SHOE @6470' 1/24/03 6229'-6236' 4 JSPF 28 holes

Duchesne Co, Utah TD @6482'
6

API #43-013-31271; Lease #UTU-47171 1/24/03 5966'-5974' 4 JSPF 32 holes
1/24/03 Sl53'-5157' 4 JSPF 16 holes
1/24/03 4533'-4541' 4 JSPF 32 holes
!/24/03 4515'-4519' 4 JSPF 16holes DF

ATTACHMENTEB

nDP
co

/026/1990 Federal 13-34B-8-16
GL: 5670' KB: 5685' Initial Production: 590 BOPD,

Wellbore Diagram FRAC JOB NA MCFPD, 197 BWPD

7/26/90 5886'-5896' Frac zone as follows:
SURFACE CASING 18,100#20/40 & 29,400# 16/30 sand in 547

CSG SIZE: 8-5/8,, bbl gel water. Avg. treating press. 1550 psi,
@30 BPM, ISIP 3800 psi. Calc, flush; 5886

GRADE: K-55 gal. Actual flush: 5270 gal.
WEIGHT: 24# 7/28/90 5710'-5768' Frac zone as follows:
LENGTH: 307' GL 39,400#20/40 sand, 50,500#16/30 sand in

956 bbl gel water. Avg. treating press. 3000
DEPTH LANDED: 307' psi, @41 BPM, ISIP 3600 psi. Calc. flush:
HOLE SIZE: 12-1/4,, 5710 gal. Actual flush: 5600 gal.

CEMENT DATA: 210 sxs cmt class G 7/31/90 5476'-5484' F a4SO
2 00 # 16/30 sand in 534

PRODUCTION CASING bbl gel water. Avg. treating press. 2550
psi, @30 BPM, ISIP 2630 psi. Calc. flush:

CSG SIZE: 5-1/2" 5476 gal. Actual flush: 4780 gal.
GRADE: K-55 8/2/90 5312'-5342' Frae zone as follows:
WEIGHT: 17# 42,400# 20/40 sand, 51,800# 16/30 sand in

1041bbl gel water. Avg. treating press.
LENGTH: 6470' 2700 psi, @47 BPM, ISIP 2700 psi.
DEPTH LANDED: 6470' 8/4/90 4990'-5061' Frae zone as follows:
HOLE SIZE: 7-7/8,, 74,100#20/40 sand, 99,000# 16/30 sand in

1750 bbls gel water. Avg. treating press.
CEMENT DATA: 165 sks HI LIFT, 530 sks 10-0 RFC 1900psi, @57 BPM, ISIP 1900 psi.
CEMENT TOP AT: @2924' per CBL 10/28/98 Isolate lower zones w/ CIBP @5430'

1/07/99 Drill out CIBP @5430'. Isolate upper zones

TUBING 4990'-5061' w/ casing sleeve,

3/16/02 Rernove casing sleeve. Isolate upper zones
SIZE/GRADE/WT.: 2-7/8" / J-55 4990'-5012' w/ packer.

NO. OF JOINTS: 198jts (6163.70') 4/05/02 Isolate upper zones 4990'-5051' w/ packer.

TUBING ANCHOR: 6178.70' KB TOC @2924, 1/27/03 5886'-6277' Frac CP and BS sands (and refrac 5886 -

5896' LODC sands) as follows:
NO. OF JOINTS: I jt (31.52') 119,179#20/40 sand in 874 bbis Viking I-
SEATING NIPPLE: (1.10') 25 fluid. Treated @avg. pressure of3786

psi w/ avg. rate of 19.2 BPM. ISIP - 2235
SN LANDED AT: 6213.02' KB psi. Calc. flush: 1457 gals. Actual flush:
NO. OF JOINTS: 2 jts (63.34') 1407 gals.

TOTAL STRING LENGTH: EOT @6277.91' w/15' KB 1/27/03 5153'-5157' Frac C sands as follows:
10,777# 20/40 sand in 122 bbls Viking I-
25 fluid. W/ sand on perfs pressure

SUCKER RODS increased rapidly. Est, 5,690# sand in
formation and left est. 5,087# sand in

POLISHED ROD: 1-1/2" x 22' polished rods tubing. Screened out.
SUCKER RODS: 6-1 5/8" wt. rods, 32 - 3/4" scrapered rods, 116 - 3/4" plain 4515'-4519' 1/28/03 4515'-4541' Frae GB6 sands as follows:
ro BSIZ

2-

la2 1d- 2d 8"
3930

sqzd

866# 2g

ra eo B
STROKE LENGTH: 84" psi. Calc. flush: 4515 gals. Actual flush:

5008'-5012' sqzd 4326 galsPUMP SPEED, SPM: 6 SPM
5040'-505 l' sqzd 6/4/03 Parted rod and tubing leak. Update tubing
5059'-5061' sqzd and rod details.
5153'-5157' 6/12/03 Parted rods. Update rod detail.
5312'-5315'
5322'-5330, 4/21/04 Pump change. Update rod detail.

5332'-5342, 3-11-05 Pump change.

5476'-5484' 08/06/05 Parted Rods
5710'-5722' 09/07/05 Pump Change. Update Rod and tubing
5760'-5768' details.
5886'-5896' 8-15-08 Pump change. Updated rod & tubing details.
5966'-5974' 8/20/09 Pump Maintenance. Updated rod & tubing
6030'-6041, details.

Anchor @6179' PERFORATION RECORD
7/24/90 5886'-5896' 4 JSPF 40 holes

6208'-6217' 7/26/90 5760'-5768' 4 JSPF 32 holes
SN @6213 7/26/90 5710'-5722' 4 JSPF 48 holes

6229'-6236' 7/28/90 5476'-5484' 4 JSPF 32 holes

WEFI 7/31/90 5332'-5342' 4 JSPF 40 holes
6252'-627T 7/31/90 5322'-5330' 4 JSPF 32 holes

- EOT @6278' 7/31/90 5312'-5315' 4 JSPF 12 holes
8/02/90 5059'-5061' 4 JSPF 8 holes

Top of fill @6371, 8/02/90 5040'-5051' 4 JSPF 44 holes
8/02/90 5008'-5012' 4 JSPF 16holesFederal 13-34B-8-16

PBTD @6386' 8/02/90 4990'-5005' 4 JSPF 60 holes
1997 FSL & 660 FWL 1/24/03 6252'-6277' 4 JSPF 100 holes

NW/SW Section 34-T8S-R16E SHOE @6470' 1/24/03 6229'-6236' 4 JSPF 28 holes

Duchesne Co, Utah TD @6482'
6

API #43-013-31271; Lease #UTU-47171 1/24/03 5966'-5974' 4 JSPF 32 holes
1/24/03 Sl53'-5157' 4 JSPF 16 holes
1/24/03 4533'-4541' 4 JSPF 32 holes
!/24/03 4515'-4519' 4 JSPF 16holes DF



ATTACHMENTE-la

Wells Draw Federal S-33-8-16
Spud Date: 08/01/2009
Put on Production: 09/22/2009

GL: 5673' KB: 5685, Wellbore Diagram

FRAC JOB
9-23-09 5921-6013' Frac CP1, CP.5 & CP2 sands as

follows: Frac with 30433# 20/40 sand inSURFACE CASING Cement Top @20' 258 bbls Lightning 17 fluid.
CSG SIZE: 8-5/8" 9-23-09 5602-5795' Frac LODC sands as follows: Frac
GRADE: J-55 with 201574# 20/40 sand in 1228 bbls

Lightning 17 fluid.
WEIGHT: 24#

9-23-09 5204-5338' Frac B2 & C sands as follows: Frac
LENGTH: 7 jts. (308.78') with 15016#20/40 sand in 123 bbis
DEPTH LANDED: 320.63' Lightning 17 fluid.

/ 9-23-09 5015-5082' Frac D2 & D1 sands as follows: FracHOLE SIZE: 12-1/4"
with 150403#20/40 sand in 945 bbls

CEMENT DATA: 160 sxs Class "G" cmt Lightning 17 fluid.
9-23-09 4541-4545' Frac GB6 sands as follows: Frac with

14911# 20/40 sand in 131bbls Lightning
17 fluid.

PRODUCTION CASING 45414545'
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 143 jts. (6411.39')
HOLESIZE:7-7/8"

5015-5018'
TOTAL DEPTH: 6424.64'

5026-5028'CEMENT DATA: 300 sxs Prem. Lite II mixed & 425 sxs 50/50 POZ.

CEMENT TOP AT: 20'
5075-5082

5204-5206'
TUBING
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#

5328-5330'
NO. OF JOINTS: 188jts (5985')

TUBING ANCHOR: 5997' 5334-5338'

NO. OF JOINTS: 1jts (31.6')

SEATING NIPPLE: 2-7/8" (1.1')

SNLANDEDAT: 6031.4'KB
5602-5605'

NO. OF JOINTS: 2 jts (63.2')

TOTAL STRING LENGTH: EOT @6096'
5678-5681'

5711-5714'

SUCKER RODS

POLISHED ROD: 1-1/2" x 30'
5792-5795'

SUCKER RODS: 1 -2' x 7/8", 1 -4' x 7/8" pony rods, 236 -7/8" guided rods,
4-1 ½" weight bars

PUMP SIZE: 2 ½" x 1 ¾" x 20' RHAC

STROKE LENGTH: 168 5921-5925'
PUMP SPEED: SPM 6

5969-5971' PERFORATION RECORD
SN @6031' Anchor @5997' 6008-6013" 3 JSPF 15 holes

5969-5971' 3 JSPF 6 holes
6008-6013' 5921-5925' 3 JSPF 12 holes

5792-5795' 3 JSPF 9 holes
5711-5714' 3 JSPF 9 holes
5678-5681' 3 JSPF 9 holes

EOT @6096'
5602-5605' 3 JSPF 9 holes

NEWFIELD PBTD @6352, 5334-5338' 3 JSPF 12holes
5328-5330' 3 JSPF 6 holes
5204-5206' 3 JSPF 6 holes

TD @6435, 5075-5082' 3 JSPF 21 holes
5026-5028' 3 JSPF 6 holes

Wells Draw Federal 8-33-8-16 5015-5018' 3 JSPF 9 holes
1836' FSL & 1899' FEL 4541-4545' 3 JSPF 12holes

NW/SE Section 33-T8S-Rl6E
Duchesne Co, Utah

API # 43-013-34067; Lease # UTU-49092

ATTACHMENTE-la

Wells Draw Federal S-33-8-16
Spud Date: 08/01/2009
Put on Production: 09/22/2009

GL: 5673' KB: 5685, Wellbore Diagram

FRAC JOB

9-23-09 5921-6013' Frac CP1, CP.5 & CP2 sands as
follows: Frac with 30433# 20/40 sand inSURFACE CASING Cement Top @20' 258 bbls Lightning 17 fluid.

CSG SIZE: 8-5/8" 9-23-09 5602-5795' Frac LODC sands as follows: Frac
GRADE: J-55 with 201574# 20/40 sand in 1228 bbls

Lightning 17 fluid.
WEIGHT: 24#

9-23-09 5204-5338' Frac B2 & C sands as follows: Frac
LENGTH: 7 jts. (308.78') with 15016#20/40 sand in 123 bbis
DEPTH LANDED: 320.63' Lightning 17 fluid.

/ 9-23-09 5015-5082' Frac D2 & D1 sands as follows: FracHOLE SIZE: 12-1/4"
with 150403#20/40 sand in 945 bbls

CEMENT DATA: 160 sxs Class "G" cmt Lightning 17 fluid.
9-23-09 4541-4545' Frac GB6 sands as follows: Frac with

14911# 20/40 sand in 131bbls Lightning
17 fluid.

PRODUCTION CASING 45414545'
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

LENGTH: 143 jts. (6411.39')
HOLESIZE:7-7/8"

5015-5018'
TOTAL DEPTH: 6424.64'

5026-5028'CEMENT DATA: 300 sxs Prem. Lite II mixed & 425 sxs 50/50 POZ.

CEMENT TOP AT: 20'
5075-5082

5204-5206'
TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5#
5328-5330'

NO. OF JOINTS: 188jts (5985')

TUBING ANCHOR: 5997' 5334-5338'

NO. OF JOINTS: 1jts (31.6')

SEATING NIPPLE: 2-7/8" (1.1')

SNLANDEDAT: 6031.4'KB
5602-5605'

NO. OF JOINTS: 2 jts (63.2')

TOTAL STRING LENGTH: EOT @6096'
5678-5681'

5711-5714'

SUCKER RODS

POLISHED ROD: 1-1/2" x 30'
5792-5795'

SUCKER RODS: 1 -2' x 7/8", 1 -4' x 7/8" pony rods, 236 -7/8" guided rods,
4-1 ½" weight bars

PUMP SIZE: 2 ½" x 1 ¾" x 20' RHAC

STROKE LENGTH: 168 5921-5925'
PUMP SPEED: SPM 6

5969-5971' PERFORATION RECORD
SN @6031' Anchor @5997' 6008-6013" 3 JSPF 15 holes

5969-5971' 3 JSPF 6 holes
6008-6013' 5921-5925' 3 JSPF 12 holes

5792-5795' 3 JSPF 9 holes
5711-5714' 3 JSPF 9 holes
5678-5681' 3 JSPF 9 holes

EOT @6096'
5602-5605' 3 JSPF 9 holes

NEWFIELD PBTD @6352, 5334-5338' 3 JSPF 12holes
5328-5330' 3 JSPF 6 holes
5204-5206' 3 JSPF 6 holes

TD @6435, 5075-5082' 3 JSPF 21 holes
5026-5028' 3 JSPF 6 holes

Wells Draw Federal 8-33-8-16 5015-5018' 3 JSPF 9 holes
1836' FSL & 1899' FEL 4541-4545' 3 JSPF 12holes

NW/SE Section 33-T8S-Rl6E
Duchesne Co, Utah

API # 43-013-34067; Lease # UTU-49092



SpudDate:06/05/" Wells Draw P-34-8-16
Well Flowing: 07/14/09
Put on Production: 11/21/2009
GL: 570l' KB: 5713' WellboreDiagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7-15-09 6332- 633T Frac CPS sands as follows: Flac with
GRADE:J-55 14,574#20/40sand in 119bbis
WEIGHT: 24# WWng 17fluid.Treatat 2779 psi @

11.0BPK ISIP 1818pai,
LENGTH:275.89' 7-15-09 5996 -

6050* Frac CP.5 &CP1 sands as follows:
DEPTH LANDED:328.02' Frac with 40,521#20/40 sand in 259 bbis
EIOLE81ZE:12-1/4" Lightning17 fluid.Treat at 3242 psi @

30,0 BPM.ISIP 2015 psi.
CEMENT DATA 160 xxxClass"G+2%" cmt 7-15-09 5816 - 5822' Frac.LODC sands as foBows:

Frac with 15,086#20/40sandin 120bbis
Ligianing 17fluid.Treat at 2356 psi @
16BPK ISIP 1920psi.

7-1549 5554 - 5517 Frac Ai & A.5 sands as follows:
PRODUCTION CASING Fraewith34,stl#20/40sandin288bbts
CSG SIZE: 5.1/T• Liginning 17fluid.Treat at 3350 psi gi

30 0 BPM.ISIP 2034 psi.
ÖRADE:J-55

7-15-09 5399 - 5423' Frac B2 sands as follows: Frac with
WEIGHT: 15.5# 89,291#2W40sand in 537 bbis
LENGTH:6435.13. Lightning17fluid.Treat at 2734 psi g

30 0 BPM. ISIP 2140pai.
IIOLE SIZE:7-7ís"

7-15-09 5234 -5243' Frac C sands as fo!Iows: Frac with
TOTAI DEPTH:646538°

35,095#20/40sandin 292 bbis
CEMENT DATA 275 sk Prem.Lite Il mixed& 400 sxs50/50PO2 Lightning17 fluid,Treatm2875psi @

30 0 BPM. ISIP2165psi.
CEMENTTOP AT: 0' 7-15-09 5079 - 5100' Prac DI & D2 sands as follows:

Frac with 134,767#20/40sandin 764
bbis Lightning 17fluid.Treat at 2832 psi

TUBING
@42.0BPM. ISlP 2540 psi

SIZE/GRADE/WE:2-7/8" /1-55 / 6.5#

NO OF JOINTS; 190jts (6178.2')

TURING ANCHOR 6190.2'
NO OF JOINTS: I its(32.5')

5079 - 5083'
SEATINGNIPPLE: 2-7/8" (L 10*)

SN LANDED AT: 6225.5' KB 5096 - 5100"

NO. OF JOINTS:I jts (323) 5148 - 5152'
GAS ANCHOR: 6259.1'

5234 . 5238'
NIPPLE: 6264 3'

5240 - 5243'
NŒ OF JOINTS 3 jts (918')

TOTAL STRINGLENGTH: EOT@6367 5399 - 5404'

5410-5413'

SUCKER RODS 5514 -5517

POLISIIED ROD: 11/2 "x 30' 5554 - 5558'

SUCKERRODS: 1-2'x 7/8" ponyrods, 244-7/8"8 per guidedrods. 4-1 V:"
weight bars

PUMP SIZE; l-1/2" x 1-3/4" x 2P x 24' RHACpumpw/ SM plunger 5816 - 588T

STROKELENGTH: 144

PUMP SPEED, SPM ?? 5996 - 600Y

6047-6050'
PERF9RATION RECORD
6332•6337 3 J$PF 15 holes

SN @6225' Anchor@6190' 6047 - 6050' 3 JSPF 9 holes
5996-600V 3]SPF 15holes

6332 - 6337' 5816. 582T 3 J$PF 18holes
$554 - 5555' 3 JSPF 12holes

EOT @6363' 5514 - 5517 3 JSPF 9 holes

... -
5410-5413' 315PF 9holes

NEWFIELD PSTD @6447 5399 - 5404' 3 JSPF 15holes
$240 - 5243" 3 JSPF 9 holes
$234 - 5238' 3 ISPP 12holes

TD @6473• 5148 - SIST 3 JSPF 12holes

Wells Draw P-34-8-16 5096 - 5100' 3 JSPF 12 holes

Section33-T8S-R16E 5079 - SOST 3 JSPF 12 holes

DuchesneCo. Utah
API #43-013-33977;Lease #UTU-47171

SpudDate:06/05/" Wells Draw P-34-8-16
Well Flowing: 07/14/09
Put on Production: 11/21/2009
GL: 570l' KB: 5713' WellboreDiagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 7-15-09 6332- 633T Frac CPS sands as follows: Flac with
GRADE:J-55 14,574#20/40sand in 119bbis
WEIGHT: 24# WWng 17fluid.Treatat 2779 psi @

11.0BPK ISIP 1818pai,
LENGTH:275.89' 7-15-09 5996 -

6050* Frac CP.5 &CP1 sands as follows:
DEPTH LANDED:328.02' Frac with 40,521#20/40 sand in 259 bbis
EIOLE81ZE:12-1/4" Lightning17 fluid.Treat at 3242 psi @

30,0 BPM.ISIP 2015 psi.
CEMENT DATA 160 xxxClass"G+2%" cmt 7-15-09 5816 - 5822' Frac.LODC sands as foBows:

Frac with 15,086#20/40sandin 120bbis
Ligianing 17fluid.Treat at 2356 psi @
16BPK ISIP 1920psi.

7-1549 5554 - 5517 Frac Ai & A.5 sands as follows:
PRODUCTION CASING Fraewith34,stl#20/40sandin288bbts
CSG SIZE: 5.1/T• Liginning 17fluid.Treat at 3350 psi gi

30 0 BPM.ISIP 2034 psi.
ÖRADE:J-55

7-15-09 5399 - 5423' Frac B2 sands as follows: Frac with
WEIGHT: 15.5# 89,291#2W40sand in 537 bbis
LENGTH:6435.13. Lightning17fluid.Treat at 2734 psi g

30 0 BPM. ISIP 2140pai.
IIOLE SIZE:7-7ís"

7-15-09 5234 -5243' Frac C sands as fo!Iows: Frac with
TOTAI DEPTH:646538°

35,095#20/40sandin 292 bbis
CEMENT DATA 275 sk Prem.Lite Il mixed& 400 sxs50/50PO2 Lightning17 fluid,Treatm2875psi @

30 0 BPM. ISIP2165psi.
CEMENTTOP AT: 0' 7-15-09 5079 - 5100' Prac DI & D2 sands as follows:

Frac with 134,767#20/40sandin 764
bbis Lightning 17fluid.Treat at 2832 psi

TUBING
@42.0BPM. ISlP 2540 psi

SIZE/GRADE/WE:2-7/8" /1-55 / 6.5#

NO OF JOINTS; 190jts (6178.2')

TURING ANCHOR 6190.2'
NO OF JOINTS: I its(32.5')

5079 - 5083'
SEATINGNIPPLE: 2-7/8" (L 10*)

SN LANDED AT: 6225.5' KB 5096 - 5100"

NO. OF JOINTS:I jts (323) 5148 - 5152'
GAS ANCHOR: 6259.1'

5234 . 5238'
NIPPLE: 6264 3'

5240 - 5243'
NŒ OF JOINTS 3 jts (918')

TOTAL STRINGLENGTH: EOT@6367 5399 - 5404'

5410-5413'

SUCKER RODS 5514 -5517

POLISIIED ROD: 11/2 "x 30' 5554 - 5558'

SUCKERRODS: 1-2'x 7/8" ponyrods, 244-7/8"8 per guidedrods. 4-1 V:"
weight bars

PUMP SIZE; l-1/2" x 1-3/4" x 2P x 24' RHACpumpw/ SM plunger 5816 - 588T

STROKELENGTH: 144

PUMP SPEED, SPM ?? 5996 - 600Y

6047-6050'
PERF9RATION RECORD
6332•6337 3 J$PF 15 holes

SN @6225' Anchor@6190' 6047 - 6050' 3 JSPF 9 holes
5996-600V 3]SPF 15holes

6332 - 6337' 5816. 582T 3 J$PF 18holes
$554 - 5555' 3 JSPF 12holes

EOT @6363' 5514 - 5517 3 JSPF 9 holes

... -
5410-5413' 315PF 9holes

NEWFIELD PSTD @6447 5399 - 5404' 3 JSPF 15holes
$240 - 5243" 3 JSPF 9 holes
$234 - 5238' 3 ISPP 12holes

TD @6473• 5148 - SIST 3 JSPF 12holes

Wells Draw P-34-8-16 5096 - 5100' 3 JSPF 12 holes

Section33-T8S-R16E 5079 - SOST 3 JSPF 12 holes

DuchesneCo. Utah
API #43-013-33977;Lease #UTU-47171



ATTACHMENTE-/4

onD /ctio/n
9/12/95 Monument Butte Fed. #5-34-8-16

Put on Injection: 10/7/97
Initial Production: 218 BOPD,

GL: 5631' KB: 5644' Injection Wellbore 124 MCFD, 9 BWPD
Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 8/30/95 5663'-5693' Frac zone as follows:
GRADE: J-55 14,933# 20/40 sand + 130,948# 16/30 sand

in 738 bbls Boragel frac fluid. Treated @avg
WEIGHT: 24# press of2650 psi w/avg rate of33 BPM. ISIP
LENGTH: 7 jts. (298') 2970 psi. Calc flush: 5663 gal. Actual flush:

5628 gal.
DEPTH LANDED: 296' KB

9/01/95 5442'-5486' Frac zone as follows:
HOLE SIZE:12-l/4" 88,000#20/40 sand + 40,000# 16/30 sand
CEMENT DATA: 120 sxs Class "G" cmt, est 4 bb1somt to surf in 548 bbls Gelled frac fluid. Treated @avg

press of? psi w/avg rate of? BPM. ISIP
2030 psi. Calc flush: 5442 gal. Actual flush:
5398 gal.

9/03/95 5263'-5344' Frac zone as follows:
58,000# 16/30 sand in 548 bb1sGelled frac
fluid. Treated @avg press of ? psi w/avg rate
of? BPM. ISIP 3537 psi. Calc flush: 5263 gal.

PRODUCTION CASING Actual flush: 1519 gal.
CSG SIZE: 5-1/2" 9/08/95 5044'-5052' Frac zone as follows:
GRADE: J-55 52,000# 16/30 sand in 459 bbls Gelled frac

fluid. Treated @avg press of ? psi w/avg rate
WEIGHT: 15.5# of? BPM. ISIP 2097 psi. Calc flush: 5044 gal.
LENGTH: ? jts. (6152') Actual flush: 5000 gal.

DEPTH LANDED: 6148' KB 9/27/97 Convert to injector.

HOLE SIZE: 7-7/8,, 7-13-05 Re-completion and MIT.

CEMENT DATA: 340 sxs Hifill & 345 sxs Cal-Seal. 5884-5894' 6c4z0#ne6
30 s d 209 bbls of Lightning

CEMENT TOP AT: ? per CBL 17 frac fluid. Treated @avg press of2970 psi
w/avg rate rate of 14.3 BPM. ISIP 1725 psi.
Calc flush: 1589 gal. Actual flush: 1470 gal.

7-13-05 5154-5164' Frac zone as follows:TUBING 14,568#20/40 sand in 172 bbls of Lightning
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 17 frac fluid. Treated @avg press of3359 psi

w/avg rate of 14.3 BPM. ISIP 2850 psi. Calc
NO. OF JOINTS: 140 jts (4440.03') flush: 1820 gal. Actual flush: 1218 gal.
SEATING NIPPLE: 2-7/8" (1.10') 7-14-05 4510-4526' Frac zone as follows:
SN LANDED AT: 4453.03' KB 14,210#20/40 sand in 181 bb!s of Lightning

-- --
, 17fracfluid. Treated @avg press of3059 psi

PACKER AT: 4457.48' KB - Packer @4457
w/avg rate of 14.2 BPM. ISIP 2000 psi. Calc

TOTAL STRING LENGTH: EOT @4461.68' KB 4510'-4516'GB6
flush: 1166 gal. Actual flush: 1134 gal.

11/15/06 Workover: Acidize B2 sands
4520'-4526'GB6

5044'-5052'D2

5154'-5164'C

5263'-5274'B1 PERFORATION RECORD
5288'-5294'B2
5322'-5326'B2 8/29/95 5663'-5693' 4 JSPF 120 holes

8/31/95 5460'-5486' 4 JSPF 104 holes5328'-5330'B2
8/31/95 5455'-5458' 4 JSPF 12 holes
8/31/95 5442'-5452' 4 JSPF 40 holes

5332'-5344'B2 9/2/95 5332'-5344' 4 JSPF 48 holes
9/2/95 5328'-5330' 4 JSPF 24 holes

5442'-5452'A3 9/2/95 5322'-5326' 4 JSPF 16 holes
9/2/95 5263'-5274' 4 JSPF 44 holes

- 5455'-5458'A3
9/7/95 3044'-5052' 4 JSPF 32 holes

5460'-5486'A3

5663'-5693'LODC

5884'-5894'CP5

NEWPIELD
PBTD @6102'

Monument Butte Fed. #5-34-8-16 TD @6150'

1980' FSL & 660' FWL
SWNW Section 34-T8S-R16E

Duchesne Co, Utah
API #43-013-31499; Lease #U-62848

JP

ATTACHMENTE-/4

onD /ctio/n
9/12/95 Monument Butte Fed. #5-34-8-16

Put on Injection: 10/7/97
Initial Production: 218 BOPD,

GL: 5631' KB: 5644' Injection Wellbore 124 MCFD, 9 BWPD
Diagram

SURFACE CASING
_

FRAC JOB
CSG SIZE: 8-5/8" 8/30/95 5663'-5693' Frac zone as follows:
GRADE: J-55 14,933# 20/40 sand + 130,948# 16/30 sand

in 738 bbls Boragel frac fluid. Treated @avg
WEIGHT: 24# press of2650 psi w/avg rate of33 BPM. ISIP
LENGTH: 7 jts. (298') 2970 psi. Calc flush: 5663 gal. Actual flush:

5628 gal.
DEPTH LANDED: 296' KB

9/01/95 5442'-5486' Frac zone as follows:
HOLE SIZE:12-l/4" 88,000#20/40 sand + 40,000# 16/30 sand
CEMENT DATA: 120 sxs Class "G" cmt, est 4 bb1somt to surf in 548 bbls Gelled frac fluid. Treated @avg

press of? psi w/avg rate of? BPM. ISIP
2030 psi. Calc flush: 5442 gal. Actual flush:
5398 gal.

9/03/95 5263'-5344' Frac zone as follows:
58,000# 16/30 sand in 548 bb1sGelled frac
fluid. Treated @avg press of ? psi w/avg rate
of? BPM. ISIP 3537 psi. Calc flush: 5263 gal.

PRODUCTION CASING Actual flush: 1519 gal.
CSG SIZE: 5-1/2" 9/08/95 5044'-5052' Frac zone as follows:
GRADE: J-55 52,000# 16/30 sand in 459 bbls Gelled frac

fluid. Treated @avg press of ? psi w/avg rate
WEIGHT: 15.5# of? BPM. ISIP 2097 psi. Calc flush: 5044 gal.
LENGTH: ? jts. (6152') Actual flush: 5000 gal.

DEPTH LANDED: 6148' KB 9/27/97 Convert to injector.

HOLE SIZE: 7-7/8,, 7-13-05 Re-completion and MIT.

CEMENT DATA: 340 sxs Hifill & 345 sxs Cal-Seal. 5884-5894' 6c4z0#ne6
30 s d 209 bbls of Lightning

CEMENT TOP AT: ? per CBL 17 frac fluid. Treated @avg press of2970 psi
w/avg rate rate of 14.3 BPM. ISIP 1725 psi.
Calc flush: 1589 gal. Actual flush: 1470 gal.

7-13-05 5154-5164' Frac zone as follows:TUBING 14,568#20/40 sand in 172 bbls of Lightning
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# 17 frac fluid. Treated @avg press of3359 psi

w/avg rate of 14.3 BPM. ISIP 2850 psi. Calc
NO. OF JOINTS: 140 jts (4440.03') flush: 1820 gal. Actual flush: 1218 gal.
SEATING NIPPLE: 2-7/8" (1.10') 7-14-05 4510-4526' Frac zone as follows:
SN LANDED AT: 4453.03' KB 14,210#20/40 sand in 181 bb!s of Lightning

-- --
, 17fracfluid. Treated @avg press of3059 psi

PACKER AT: 4457.48' KB - Packer @4457
w/avg rate of 14.2 BPM. ISIP 2000 psi. Calc

TOTAL STRING LENGTH: EOT @4461.68' KB 4510'-4516'GB6
flush: 1166 gal. Actual flush: 1134 gal.

11/15/06 Workover: Acidize B2 sands
4520'-4526'GB6

5044'-5052'D2

5154'-5164'C

5263'-5274'B1 PERFORATION RECORD
5288'-5294'B2
5322'-5326'B2 8/29/95 5663'-5693' 4 JSPF 120 holes

8/31/95 5460'-5486' 4 JSPF 104 holes5328'-5330'B2
8/31/95 5455'-5458' 4 JSPF 12 holes
8/31/95 5442'-5452' 4 JSPF 40 holes

5332'-5344'B2 9/2/95 5332'-5344' 4 JSPF 48 holes
9/2/95 5328'-5330' 4 JSPF 24 holes

5442'-5452'A3 9/2/95 5322'-5326' 4 JSPF 16 holes
9/2/95 5263'-5274' 4 JSPF 44 holes

- 5455'-5458'A3
9/7/95 3044'-5052' 4 JSPF 32 holes

5460'-5486'A3

5663'-5693'LODC

5884'-5894'CP5

NEWPIELD
PBTD @6102'

Monument Butte Fed. #5-34-8-16 TD @6150'

1980' FSL & 660' FWL
SWNW Section 34-T8S-R16E

Duchesne Co, Utah
API #43-013-31499; Lease #U-62848

JP



ATTACHMENTE-/5

Monument Butte Fed. 6-34-8-16
Spud Date: 2/28/1995 Initial Production: 28 BOPD,
Put on Production: 4/09/1995 Injection Wellbore 57 MCFD, 4 BWPD

GL: 5632' KB: 5646' Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

4/06/95 5520'-5552' Frac A3 sand as follows: 97,570#20/40
GRADE: J-55 sand in 692 bbis Viking I-35 fluid. Treated @
WEIGHT: 24# avg press of 2270 psi w/avg rate of 31.5

BPM. ISIP 2380 psi. Calc. flush; 5520 gal.
DEPTH LANDED: 310' Actual flush: 1260 gal.

HOLE SIZE:12-1/4, - 6/07/95 5042'-5098' Frac D sands as follows: 77,000# 16/30
- sand in 673 bbls KCl frac fluid. Treated @CEMENT DATA: 165 sxs Class "G" cement. TOC @364

ag press of2250 psi w/avg rate of32 BPM.
ISIP 2482 psi. Calc. flush: 5042 gal. Actual
flush: 4998 gal.

7/10/01 4548'-4568' Frac GB-6 sand as follows: 100,120#20/40
sand in 647 bbls Viking I-25 fluid. Treated @
avg press of2050 psi w/avg rate of30 BPM.
ISIP 2360 psi. Calc. flush; 4548 gal. Actual
flush: 4452 gal.

6/10/03 5899'-5984' Frac CP sand as follows: 79,030#20/40
PRODUCTION CASING sand in 630 bbls Viking I-25 fluid. Treated @
CSG SIZE: 5-1/2,, avg press of4000 psi w/avg rate of 16BPM.

ISIP 1885 psi. Calc. flush: 1502 gal. Actual
GRADE: J-55 flush: 1386gal.
WEIGHT: 15.5# 6/11/03 5705'-5822' Frac LODC sand as follows: 117,747#

20/40 sand in 900 bb1sViking I-25 fluid.
DEPTH LANDED: 6207.42' Treated @avg press of4400 psi w/avg rate
HOLE SIZE: 7-7/8" of 17.3 BPM. ISIP 2390 psi. Calc. flush:

1491gal. Actual flush: 1386gal.
CEMENT DATA: 383 sxs Hilift & 307 sxs 10-0 RFC.

6/12/03 5520'- 5590' Frac Existing A and LoDC sand as follows:
CEMENT TOP AT: 364' 100,632#20/40 sand in 213 bbls of Viking I-

25 pad, and 518 bb1sViking I-25
fluid. Treated @4100 avg press of psi wlavg
rate of 17.3 BPM. ISIP 2400 psi, Calc. flush:
1430 gal. Actual flush: 1302 gal.

TUBING 6/12/63 5181'-5252' Frac B and C sand as follows: 38,341#
20/40 sand in 198 bbls Viking I-25 fluid,

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# Treated @avg press of2750 psi w/avg rate of
17.6 BPM. ISIP 1700 psi. Calc. flush: 1323NO. OF JOINTS: 136 jts (4461.9')
gal. Actual flush: 1176 gal.

SEATING NIPPLE: 2-7/8" (1.10') 2/17/04 Tubing Leak. Update rod and tubing detail.
SN LANDED AT: 4475.9' KB Packer @4480'

4/10/10 Convert to Injection well

CE @4482.28'
EOT @4484'

4/14/10 MIT Completed -tbg detail updated

TOTAL STRING LENGTH: EOT @4484' w/ 14' KB
4548'-4568'

5042'-5051'
5089'-5098'

5181'-5184'

5248'-5252' PERFORATION RECORD

4/06/95 5520'-5552' 4 JSPF 128 holes
6/06/95 5089'-5098' 4 JSPF 36 holes

5520'-5552'
$562'-5572' 6/06/95 5042'-5051' 4 JSPF 36 holes

5586'-5590, 7/10/01 4548'-4568' 4 JSPF 80 holes
6/10/03 5978'-5984' 4 JSPF 24 holes
6/10/03 5940'-5944' 4 JSPF 16 holes

5705'-5710' 6/10/03 5899'-5904' 4 JSPF 20 holes
5716'-5721' 6/11/03 5820'-5822' 4 JSPF 8 holes
5 9,

, 6/11/03 5814'-5816' 4JSPF Sholes

5788'-5791' 6/11/03 5804'-5807' 4 JSPF 12 holes
5804'-5807' 6/11/03 5788'-5791' 4 JSPF 12 holes
5814'-5816' 6/11/03 5758'-5770' 4 JSPF 48 holes
5820'-5822' 6/11/03 5739'-5744' 4JSPF 20holes

5899'-5904' 6/11/03 5716'-5721' 4 JSPF 20 holes
5940'-5944' 6/11/03 5705'-5710' 4 JSPF 20 holes
5978'-5984' 6/11/03 5586'-5590' 4 JSPF 16 holes

6/11/03 5562'-5572' 4 JSPF 10 holes
6/11/03 5248'-5252' 4 JSPF 16 holes
6/11/03 5181'-5184' 4 JSPF 12 holes

HODE
T @6208'

Monument Butte Fed. #6-34-8-16
1980' FNL & 1980' FWL

SE/NW Section 34-T8S-Rl6E
Duchesne Co, Utah

API #43-013-31504; Lease #U-62848
LCN

ATTACHMENTE-/5

Monument Butte Fed. 6-34-8-16
Spud Date: 2/28/1995 Initial Production: 28 BOPD,
Put on Production: 4/09/1995 Injection Wellbore 57 MCFD, 4 BWPD

GL: 5632' KB: 5646' Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

4/06/95 5520'-5552' Frac A3 sand as follows: 97,570#20/40
GRADE: J-55 sand in 692 bbis Viking I-35 fluid. Treated @
WEIGHT: 24# avg press of 2270 psi w/avg rate of 31.5

BPM. ISIP 2380 psi. Calc. flush; 5520 gal.
DEPTH LANDED: 310' Actual flush: 1260 gal.

HOLE SIZE:12-1/4, - 6/07/95 5042'-5098' Frac D sands as follows: 77,000# 16/30
- sand in 673 bbls KCl frac fluid. Treated @CEMENT DATA: 165 sxs Class "G" cement. TOC @364

ag press of2250 psi w/avg rate of32 BPM.
ISIP 2482 psi. Calc. flush: 5042 gal. Actual
flush: 4998 gal.

7/10/01 4548'-4568' Frac GB-6 sand as follows: 100,120#20/40
sand in 647 bbls Viking I-25 fluid. Treated @
avg press of2050 psi w/avg rate of30 BPM.
ISIP 2360 psi. Calc. flush; 4548 gal. Actual
flush: 4452 gal.

6/10/03 5899'-5984' Frac CP sand as follows: 79,030#20/40
PRODUCTION CASING sand in 630 bbls Viking I-25 fluid. Treated @
CSG SIZE: 5-1/2,, avg press of4000 psi w/avg rate of 16BPM.

ISIP 1885 psi. Calc. flush: 1502 gal. Actual
GRADE: J-55 flush: 1386gal.
WEIGHT: 15.5# 6/11/03 5705'-5822' Frac LODC sand as follows: 117,747#

20/40 sand in 900 bb1sViking I-25 fluid.
DEPTH LANDED: 6207.42' Treated @avg press of4400 psi w/avg rate
HOLE SIZE: 7-7/8" of 17.3 BPM. ISIP 2390 psi. Calc. flush:

1491gal. Actual flush: 1386gal.
CEMENT DATA: 383 sxs Hilift & 307 sxs 10-0 RFC.

6/12/03 5520'- 5590' Frac Existing A and LoDC sand as follows:
CEMENT TOP AT: 364' 100,632#20/40 sand in 213 bbls of Viking I-

25 pad, and 518 bb1sViking I-25
fluid. Treated @4100 avg press of psi wlavg
rate of 17.3 BPM. ISIP 2400 psi, Calc. flush:
1430 gal. Actual flush: 1302 gal.

TUBING 6/12/63 5181'-5252' Frac B and C sand as follows: 38,341#
20/40 sand in 198 bbls Viking I-25 fluid,

SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.5# Treated @avg press of2750 psi w/avg rate of
17.6 BPM. ISIP 1700 psi. Calc. flush: 1323NO. OF JOINTS: 136 jts (4461.9')
gal. Actual flush: 1176 gal.

SEATING NIPPLE: 2-7/8" (1.10') 2/17/04 Tubing Leak. Update rod and tubing detail.
SN LANDED AT: 4475.9' KB Packer @4480'

4/10/10 Convert to Injection well

CE @4482.28'
EOT @4484'

4/14/10 MIT Completed -tbg detail updated

TOTAL STRING LENGTH: EOT @4484' w/ 14' KB
4548'-4568'

5042'-5051'
5089'-5098'

5181'-5184'

5248'-5252' PERFORATION RECORD

4/06/95 5520'-5552' 4 JSPF 128 holes
6/06/95 5089'-5098' 4 JSPF 36 holes

5520'-5552'
$562'-5572' 6/06/95 5042'-5051' 4 JSPF 36 holes

5586'-5590, 7/10/01 4548'-4568' 4 JSPF 80 holes
6/10/03 5978'-5984' 4 JSPF 24 holes
6/10/03 5940'-5944' 4 JSPF 16 holes

5705'-5710' 6/10/03 5899'-5904' 4 JSPF 20 holes
5716'-5721' 6/11/03 5820'-5822' 4 JSPF 8 holes
5 9,

, 6/11/03 5814'-5816' 4JSPF Sholes

5788'-5791' 6/11/03 5804'-5807' 4 JSPF 12 holes
5804'-5807' 6/11/03 5788'-5791' 4 JSPF 12 holes
5814'-5816' 6/11/03 5758'-5770' 4 JSPF 48 holes
5820'-5822' 6/11/03 5739'-5744' 4JSPF 20holes

5899'-5904' 6/11/03 5716'-5721' 4 JSPF 20 holes
5940'-5944' 6/11/03 5705'-5710' 4 JSPF 20 holes
5978'-5984' 6/11/03 5586'-5590' 4 JSPF 16 holes

6/11/03 5562'-5572' 4 JSPF 10 holes
6/11/03 5248'-5252' 4 JSPF 16 holes
6/11/03 5181'-5184' 4 JSPF 12 holes

HODE
T @6208'

Monument Butte Fed. #6-34-8-16

1980' FNL & 1980' FWL
SE/NW Section 34-T8S-Rl6E

Duchesne Co, Utah
API #43-013-31504; Lease #U-62848

LCN



ATTACHMENTE-19

Monument Butte Federal #4-34-8-16
Spud Date: 10/22/96
Put on Production: 11/16/96 Initial Production: 98 BOPD,
GL: 5616' KB: 5629' Wellbore Diagrat11 79 MCFPD, 12 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/7/96 5796'-6100' Frac LODC, CP-2 & CP-3 sand as
GRADE: J-55

2 50 # of20/40 sand in 748 bb1sof
WEIGHT:24# Boragel. Breakdown @3750 psi. Treated @
LENGTH: 301.17'(10 jts.) avg rate of 36 bpm w/avg press of 2200 psi.

ISIP-2086, 5-min 1997 psi. Flowback on
DEPTH LANDED: 300.57' GL 12/64" ck for 6 hours and died.
HOLE SIZE:12-l/4"

CEMENT DATA: 120 sxs Premium cmt, est 6 bbls to surf 11/11/96 5469'-5498'
5

Oc0 30 2no'4
sa i 42 bbls of

Boragel. Breakdown @3024 psi. Treated @
avg rate of 22.2 bpm w/avg press of 1800
psi. ISIP 2352 psi, 5-min 2255 psi.
Flowback on 12/64" ck for 4 hours and
died.

11/13/96 5065'-5088' Frac D-2 sand as follows:
PRODUCTION CASING 94,800# of20/40 sand in 507 bb1sof
CSG SIZE: 5-1/2" Boragel. Breakdown @!2209 psi. Treated

@avg rate of23 bpm wlavg press of 1750
GRADE: J-55 psi. ISIP-2713 psi, 5-min 2591 psi.

WEIGHT: 15.5# Flowback on 12/64" ck for 5-1/2 hours and
died.

LENGTH: 146 jts. (6172.89')
7/3/01 4529'-4552' Frac GB-6 sand as follows:

DEPTH LANDED: 6160.09' 97,320# of20/40 sandin 536 bbls of
HOLE SIZE: 7-7/8,, Viking 1-25 fluid. Treated @avg rate of

27.5 bpm w/avg press of2130 psi. ISIP-
CEMENT DATA: 380 sk Hibond mixed & 400 sxs thixotropic 2480 psi. Flow back on 12/64" ck.
CEMENT TOP AT: 1374' per CBL

8/21/07 Pump change. Updted rod & tubing details.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 tbg

NO. OF JOINTS: 191jts (5937.63')

TUBING ANCHOR: 5950.63'

NO. of JOINTS: 1 (30.02') PERFORATION RECORD
SEATING NIPPLE: 2-7/8" (1.11')

11/7/96 5796'-5800' 4 JSPF 16 holes
SN LANDED AT: 5983.49, 4529'-52' 11/7/96 5924'-5926' 4 JSPF 8 holes

11/7/96 6003'-6004' 4 JSPF 4 holesNO. of JOINTS: 1 (28.50')
11/7/96 6006'-6010' 4 JSPF 16 holes

TOTAL STRING LENGTH: EOT @6013.80' 5065'-67, 11/7/96 6014'-6015' 4 JSPF 4 holes
11/7/96 6097'-6100' 4 JSPF 12holes

5070'-76' 11/9/96 5469'-5472' 4 JSPF 12 holes
5069'-81, 11/9/96 5491'-5498' 4 JSPF 28 holes

11/12/96 5065'-5067' 4 JSPF 8 holesSUCKER RODS 5083'-88' 11/12/96 5070'-5076' 4 JSPF 24 holes
11/12/96 5078'-5081' 4 JSPF 12 holesPOLISHED ROD: 1-1/2" x 22' polished rod 11/12/96 5083'-5088' 4 JSPF 20 holes

SUCKER RODS: 95-3/4" scrapered rods (B), 109-3/4" plain rods (B), 28-3/4', 5469'-72'
7/3/01 4529'-4552' 4 JSPF 92 holesscrapered rods (B), 7-1" scrapered rods (B). - 5491'-98'

PUMP SIZE: 2-1/2 x 1-1/2 x 12' x 16' RHAC purnp

STROKE LENGTH: 64"

PUMP SPEED, SPM: 6 SPM 5796'-5800'

5924'-26'

SN @5983
Anchor @5951'

6003'-04'

6006'-10'
6014'-15, EOT @6013'

6097'-6100'
NEWPIELD

PBTD @6119'
Monument Butte Federal #4-34 TD @6160'

660 FWL & 660 FNL

NWNW Section 34-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31669; Lease #U-62848
DF

ATTACHMENTE-19

Monument Butte Federal #4-34-8-16
Spud Date: 10/22/96
Put on Production: 11/16/96 Initial Production: 98 BOPD,
GL: 5616' KB: 5629' Wellbore Diagrat11 79 MCFPD, 12 BWPD

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8" 11/7/96 5796'-6100' Frac LODC, CP-2 & CP-3 sand as
GRADE: J-55

2 50 # of20/40 sand in 748 bb1sof
WEIGHT:24# Boragel. Breakdown @3750 psi. Treated @
LENGTH: 301.17'(10 jts.) avg rate of 36 bpm w/avg press of 2200 psi.

ISIP-2086, 5-min 1997 psi. Flowback on
DEPTH LANDED: 300.57' GL 12/64" ck for 6 hours and died.
HOLE SIZE:12-l/4"

CEMENT DATA: 120 sxs Premium cmt, est 6 bbls to surf 11/11/96 5469'-5498'
5

Oc0 30 2no'4
sa i 42 bbls of

Boragel. Breakdown @3024 psi. Treated @
avg rate of 22.2 bpm w/avg press of 1800
psi. ISIP 2352 psi, 5-min 2255 psi.
Flowback on 12/64" ck for 4 hours and
died.

11/13/96 5065'-5088' Frac D-2 sand as follows:
PRODUCTION CASING 94,800# of20/40 sand in 507 bb1sof
CSG SIZE: 5-1/2" Boragel. Breakdown @!2209 psi. Treated

@avg rate of23 bpm wlavg press of 1750
GRADE: J-55 psi. ISIP-2713 psi, 5-min 2591 psi.

WEIGHT: 15.5# Flowback on 12/64" ck for 5-1/2 hours and
died.

LENGTH: 146 jts. (6172.89')
7/3/01 4529'-4552' Frac GB-6 sand as follows:

DEPTH LANDED: 6160.09' 97,320# of20/40 sandin 536 bbls of
HOLE SIZE: 7-7/8,, Viking 1-25 fluid. Treated @avg rate of

27.5 bpm w/avg press of2130 psi. ISIP-
CEMENT DATA: 380 sk Hibond mixed & 400 sxs thixotropic 2480 psi. Flow back on 12/64" ck.
CEMENT TOP AT: 1374' per CBL

8/21/07 Pump change. Updted rod & tubing details.

TUBING

SIZE/GRADE/WT.: 2-7/8" / J-55 tbg

NO. OF JOINTS: 191jts (5937.63')

TUBING ANCHOR: 5950.63'

NO. of JOINTS: 1 (30.02') PERFORATION RECORD
SEATING NIPPLE: 2-7/8" (1.11')

11/7/96 5796'-5800' 4 JSPF 16 holes
SN LANDED AT: 5983.49, 4529'-52' 11/7/96 5924'-5926' 4 JSPF 8 holes

11/7/96 6003'-6004' 4 JSPF 4 holesNO. of JOINTS: 1 (28.50')
11/7/96 6006'-6010' 4 JSPF 16 holes

TOTAL STRING LENGTH: EOT @6013.80' 5065'-67, 11/7/96 6014'-6015' 4 JSPF 4 holes
11/7/96 6097'-6100' 4 JSPF 12holes

5070'-76' 11/9/96 5469'-5472' 4 JSPF 12 holes
5069'-81, 11/9/96 5491'-5498' 4 JSPF 28 holes

11/12/96 5065'-5067' 4 JSPF 8 holesSUCKER RODS 5083'-88' 11/12/96 5070'-5076' 4 JSPF 24 holes
11/12/96 5078'-5081' 4 JSPF 12 holesPOLISHED ROD: 1-1/2" x 22' polished rod 11/12/96 5083'-5088' 4 JSPF 20 holes

SUCKER RODS: 95-3/4" scrapered rods (B), 109-3/4" plain rods (B), 28-3/4', 5469'-72'
7/3/01 4529'-4552' 4 JSPF 92 holesscrapered rods (B), 7-1" scrapered rods (B). - 5491'-98'

PUMP SIZE: 2-1/2 x 1-1/2 x 12' x 16' RHAC purnp

STROKE LENGTH: 64"

PUMP SPEED, SPM: 6 SPM 5796'-5800'

5924'-26'

SN @5983
Anchor @5951'

6003'-04'

6006'-10'
6014'-15, EOT @6013'

6097'-6100'
NEWPIELD

PBTD @6119'
Monument Butte Federal #4-34 TD @6160'

660 FWL & 660 FNL

NWNW Section 34-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31669; Lease #U-62848
DF



ATTACHMENTE

Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 ·multi-cherf -

Vernal, UT 84078

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-46354
Well Name: 8-33-8-16

Sample Point: Treater
Sample Date: 9 /7 /2010

Sales Rep: Monty Frost
Lab Tech: John Keel

Test Date: 9/7/2010 Cat|Ons mg/L An|Ons mg/L
Calcium (Ca): 1.80 Chloride (CI): 4000.00

Temperature (°F): 160 Magnesium (Mg): 0.40 Sulfate (SO 4): 4.20
Sample Pressure (psig): Barium (Ba): 3.30 Dissolved CO 21 -

Specific Gravity(g/cm"): 1.0050 Strontium (Sr): - Bicarbonate (HCO : 1440.00
pH: 8.2 Sodium (Na): 3118.00 Carbonate (CO : -

Turbidity(NTU): - Potassium (K): - H2S: 1.00
Iron (Fe): 0.90 Phosphate (PO 2:
Manganese (Mn): 0.03 Silica (SiO2

Calculated T.D.S. (mg/L): 8570 Lithium(Li): - Fluoride (F):

MolarConductivity(µS/cm): È984 Aluminum (AI): - NitrategO3

Resitivity (Mohm): 0.7702 Ammonia NHa: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

'F pal Sat Index Scale Sat index Scale Sat Index Scale Sat index Scale Sat Index Scale pel
160 0.83 -0.55 0.00 -1814.90 0.00 -1641.40 - - 0.13 -12.21 0.23
80 0 0.40 -4.53 0.00 -10.56 0.00 -2560.60 - - 0.62 -1.88 0.11
100 0 0.52 -2.77 0.00 -6.85 0.00 -2406.80 - - 0.41 -3.96 0.14
120 0 0.63 -1.67 0.00 -4.49 0.00 -2182.00 - - 0.28 -6.35 0.16
140 0 0.74 -0.97 0.00 -2.98 0.00 -1917.90 - - 0.19 -9.10 0.18
160 0 0.83 -0.55 0.00 -2.05 0.00 -1641.50 - - 0.13 -12.21 0.20
180 0 0.89 -0.31 0.00 -1.49 0.00 -1373.10 - - 0.10 -15.72 0.21
200 0 0.93 -0.19 0.00 -1.16 0.00 -1126.40 - - 0.07 -19.67 0.22
220 2.51 0.93 -0.18 0.00 -0.99 0.00 -918.28 - - 0.05 -24.41 0.22
240 10.3 0.91 -0.22 0.00 -0.90 0.00 -731.72 - - 0.04 -29.47 0.22
260 20.76 0.88 -0.32 0.00 -0.87 0.00 -576.37 - - 0.03 -35.16 0.22
280 34.54 0.82 -0.50 0.00 -0.88 0.00 -449.72 - - 0.02 -41.57 0.22
300 52.34 0.76 -0.75 0.00 -0.93 0.00 -348.24 - - 0.02 -48.81 0.23

Conclusions: Notes:

Calcium Carbonate Scaling Index is negative from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate Scaling Index is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated

Barium Sulfate Scaling Index is negative from 80°F to 300°F

Multi-Chem Production Chemicals Friday, September 10, 2010

Eti7ics Commitmed Page 1 of 2 Exce!Ience



ATTACHMENTF

Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 •

Vernal, UT 84078 mUlti-Chem

Scale Prediction Graphs

Well Name: 8-33-8-16 Sample ID: WA-46354
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Multi-Chem Production Chemicals Friday, September 10, 2010
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ATTACHMENTF

Multi-Chem Group, LLC
Multi-Chem Analytical Laboratory
1553 East Highway 40 •

Vernal, UT 84078
mUlti-Chem

Scale Prediction Graphs

Well Name: 8-33-8-16 Sample ID: WA-46354

Calcium Carbonate CaCOa Gypsum CaSO4 2H2O
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Multi-Chem Production Chemicals Friday, September 10, 2010
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ATTACHMENTF
Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 -

Vernal, UT 84078 mUlti-Cherii

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-35260
Well Name: Monument Butte injection

Sample Point: Before Desilter
Sample Date: 1 /1 /2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: g5/201o Cations mg/L Anions mg/L
Calcium (Ca): 40.00 Chloride (CI): 6000.00

Temperature (°F): 90 Magnesium (Mg): 24.40 Sulfate (SO 4): 140.00
Sample Pressure (psig): 0 Bârium (Ba): 14.00 Dissolved CO2: -

Specific Gravity(g/cm3): 1.0040 Strontium (Sr): - Bicarbonate (HCO a): 780.00
pH: 9.1 Sodium (Na): 4139.00 Carbonate (CO è: -

Turbidity(NTU): - Potassium (K): - H2S: -

Iron (Fe): 2.29 Phosphate (PO 4): -

Manganese (Mn): 0.15 Silica (SiO2X -

Calculated T.D.S. (mg/L): 11140 LithiLm(Li): - Fluoride (F): -

Molar Conductivity(µS/cm): 68/9 Aluminum (AI): - Nikate (NOR
Resitivity(Mohm): . 925 Ammonia NHa: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

*F pel Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale Sat Index Scale psi
90 0 23.17 69.04 0.00 -2379.40 0.00 -2621.80 - - 55.12 23.32 0 01
80 0 21.03 68.87 0.00 48.75 0.00 -2691.60 - - 68.23 23.41 0.01
100 0 24.91 68.69 - 0.00 51.91 0.00 -2527.60 - - 44.78 23.21 0.01
120 0 27.06 67.47 0.00 53.11 0.00 -2284.10 - - 30.04 22.93 0.01
140 0 27.53 66.01 0.00 53.00 0.00 -1996.20 - - 20.54 22.53 0.01
160 0 26.44 63.35 0.01 51.01 0.01 -1694.10 - - 14.28 21.97 0.01
180 0 24.21 57.33 0.01 46.14 0.01 -1400.70 - - 10.07 21.21 0.01
200 0 21.32 48.01 0.01 38.70 0.01 -1130.70 - - 7.20 20.18 0.01
220 2.51 18.08 38.69 0.01 30.92 0.02 -903.37 - - 5.11 18.72 0.01
240 10.3 15.10 30.38 0.01 23.66 0.03 -698.20 - - 3.72 16.87 0.01
260 20.76 12.37 23.68 0.01 17.47 0.04 -526.95 - - 2.73 14.44 0.01
280 34.54 9.96 18.46 0.01 12.31 0.07 -387.36 - - 2.01 11.26 0.01
300 52.34 7.88 14.42 0.01 8 0 0.11 -276.02 - - 1.48 7.11 0.01

Conclusions: Notes:
Calcium Carbonate scale is indicated at ait temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate scalingindex is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated
Barium Sulfate scale is indicated at all temperatures from 80°F to 300°F

Multi-Chem Production Chemicals Thursday, January 07, 2010

Ethics Commitmed Page i of 2 Excellence

ATTACHMENTF
Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 -

Vernal, UT 84078 mUlti-Cherii

Water Analysis Report

Production Company: NEWFIELD PRODUCTION (158) Sample ID: WA-35260
Well Name: Monument Butte injection

Sample Point: Before Desilter
Sample Date: 1 /1 /2010

Sales Rep: Randy Huber
Lab Tech: John Keel

Test Date: g5/201o Cations mg/L Anions mg/L
Calcium (Ca): 40.00 Chloride (CI): 6000.00

Temperature (°F): 90 Magnesium (Mg): 24.40 Sulfate (SO 4): 140.00
Sample Pressure (psig): 0 Bârium (Ba): 14.00 Dissolved CO2: -

Specific Gravity(g/cm3): 1.0040 Strontium (Sr): - Bicarbonate (HCO a): 780.00
pH: 9.1 Sodium (Na): 4139.00 Carbonate (CO è: -

Turbidity(NTU): - Potassium (K): - H2S: -

Iron (Fe): 2.29 Phosphate (PO 4): -

Manganese (Mn): 0.15 Silica (SiO2X -

Calculated T.D.S. (mg/L): 11140 LithiLm(Li): - Fluoride (F): -

Molar Conductivity(µS/cm): 68/9 Aluminum (AI): - Nikate (NOR
Resitivity(Mohm): . 925 Ammonia NHa: - Lead (Pb): -

Zinc (Zn): -

Bromine (Br): -

Boron (B): -

*F pel Sat Index Scale Sat index Scale Sat Index Scale Sat Index Scale Sat Index Scale psi
90 0 23.17 69.04 0.00 -2379.40 0.00 -2621.80 - - 55.12 23.32 0 01
80 0 21.03 68.87 0.00 48.75 0.00 -2691.60 - - 68.23 23.41 0.01
100 0 24.91 68.69 - 0.00 51.91 0.00 -2527.60 - - 44.78 23.21 0.01
120 0 27.06 67.47 0.00 53.11 0.00 -2284.10 - - 30.04 22.93 0.01
140 0 27.53 66.01 0.00 53.00 0.00 -1996.20 - - 20.54 22.53 0.01
160 0 26.44 63.35 0.01 51.01 0.01 -1694.10 - - 14.28 21.97 0.01
180 0 24.21 57.33 0.01 46.14 0.01 -1400.70 - - 10.07 21.21 0.01
200 0 21.32 48.01 0.01 38.70 0.01 -1130.70 - - 7.20 20.18 0.01
220 2.51 18.08 38.69 0.01 30.92 0.02 -903.37 - - 5.11 18.72 0.01
240 10.3 15.10 30.38 0.01 23.66 0.03 -698.20 - - 3.72 16.87 0.01
260 20.76 12.37 23.68 0.01 17.47 0.04 -526.95 - - 2.73 14.44 0.01
280 34.54 9.96 18.46 0.01 12.31 0.07 -387.36 - - 2.01 11.26 0.01
300 52.34 7.88 14.42 0.01 8 0 0.11 -276.02 - - 1.48 7.11 0.01

Conclusions: Notes:
Calcium Carbonate scale is indicated at ait temperatures from 80°F to 300°F

Gypsum Scaling Index is negative from 80°F to 300°F

Calcium Sulfate scalingindex is negative from 80°F to 300°F

Strontium Sulfate scaling was not evaluated
Barium Sulfate scale is indicated at all temperatures from 80°F to 300°F

Multi-Chem Production Chemicals Thursday, January 07, 2010

Ethics Commitmed Page i of 2 Excellence



ATTACHMENT
Multi-Chem Group, LLC
Multi-Chem Analytical Laborator
1553 East Highway 40 -

Vernal, UT 84078 multi-chern -

Scale Prediction Graphs
Well Name: Monument Butte injection Sample ID: WA-35260

Calcium Carbonate CaCOs Gypsum CaSO4 2H2O30 -
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ATTACHMENT
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Multi-Chem Analytical Laborator
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Scale Prediction Graphs
Well Name: Monument Butte injection Sample ID: WA-35260

Calcium Carbonate CaCOs Gypsum CaSO4 2H2O30 -
- 80.0 0.012 -

- 60.0
- 70.025 -

0.01 - • • • • • 50.0
- 60.0 og

20 o Ë 0.008 -
- 40.0 = $- 50.0 o c 3 o

.9 15 -
- 40.0

.9 0.006 - 30.0 < 2
1D

- 30.0
0.004 - 20.0

-20.0 00 15o0- o 0. o5 - 0.002 - 10 0
- 1o.o

o .,,,,,,,,, 0.0 0 . ,, ,, ., . 0.0

Temperature in degrees fahrenheit Temperature in degrees fahrenheit

Barium Sulfate BaSO4 CalCium Sulfate CaSO4
80 ·

- 25.0 0.12 10

70 · 0 9

60 ·

- 20.0 0.1
0 8

50 ·

· 15.0
0.08

40
0.06 O5

30 ·

- 10.0
0 4Um

20 -

0.04
0 3

- 5.0 -

0 210 . 0.02 -

01
0 gililillii 0.0 O- 00

Temperature in degrees fahrenheit Temperature in degrees fahrenheit

Multi-Chem Production Chemicals Thursday, January 07, 2010

Efísics Comm en Page 2 of 2 Excellence



Attachment "G"

Travis Federal #8-33-8-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
5884 5896 5890 2009 0.77 1971
5569 5653 5611 2921 0.96 2885
5383 5425 5404 2412 0.88 2377
5238 5270 5254 2130 0.84 2096
5836 5848 5842 2180 0.81 2142
5681 5716 5699 3670 1.08 3633
5532 5653 5593 3650 1.09 3614
5100 5196 5148 2600 0.94 2567
4982 4988 4985 2250 0.88 2218

Minimum 1971

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.015)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.015.

Frac Gradient = (ISIP +(0.433*Top Perf.))/Top Perf.

Please note: These are existing perforations; additional perforations may be added during the actual
conversion
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ATTACHMENTG-i
INLAND PRODUCTION COMPANY OP / 7
TRAVIS FEDERAL 8-33
Daily Completion Report
SEINE Sec. 33, T8S, R16E
Duchesne Co., Utah
TD: 6200'
Surf Spud Date: 12/26/95
Rotary Spud Date: 1/10/96
Comp Rig: Basin #4
API #: 43-013-31503

1/26/96 PO: Swbg, (Day 1)
Summary: 1/25/96 - MIRU Basin #4. NU BOP. PU bit & csg scraper & tallyin hole w/195 jts
2-7/8" 6.5# J-55 tbg. Tag PBTD @6115'. Press csg to 3000 psi "held". TOH w/8jts. SDFN.
DC: $6,730TWC: $131,890

1/27/96 PO: Prep to perf LDC. (Day 2)
Summary: 1/26/96 - CP: 0 psi. RU swb, pull FL to 5400'. TOH wltbg & LD bit & scraper. RU
Western Atlas & PERF CP SD 5884-5896' Wl4 JSPF. TIH wltbg to 6097'. RU swb & pull FL
to 6000' (no show). TOH wltbg, NU tree saver, RU Hall & frac CP w/69,900#20/40 sd in 558
bbis totalfluid @avg rate 26 BPM @ 1600 psi. ISIP 2009 psi, 5 min 1933 psi, 10 min 1824
psi. Start flowback on 12/64" ck @ 1 BPM. Flowed 5 hrs until dead, rec 221 BLW, no oil, no
sd. SDFN. Est 337 BLWTBR.
DC: $27,350 TWC: $159,240

1/28/96 PO: Prep to frac LDC. (Day 3)
Summary: 1/27/96 - CP: O psi. Thaw out wellhead & BOP's. PU 5-1/2 RBP & TIH wltbg, set
RBP @ 5760'. Tst plug to 3000# (OK). Displace 1 sk sd on RBP Wl32 bbis wtr. RU swb,
pull FL dn to 5000'. TOH wltbg. RU Western Atlas & PERF LDC SD @5626-5653', 5607-
5618', 5590-5595', 5583-5586' & 5569-5574' WI4 JSPF. RD WL. TIH wltbg to 930'. SDFN.
Est 250 BLWTBR.
DC: $6,930TWC: $166,170

1/29/96 SD for Sunday

1/30/96 PO: Prep to perf "A"sd. (Day 4)
Summary: 1/29/96 - CP: 0 psi. TIH wltbg to 5660'. RU swb. IFL@1700'. Made 5 runs, rec
42 bbis, 100% oil. FFL 700' (FL increasing). TOH wltbg. RU Halliburton, frac LDC
w/144,900# sd in 970* bbis Boragel avg rate 37 BPM, avg press 2800 psi. ISIP 2921 psi, 5
min 2475 psi, 10 min 2328 psi. Flowback @ 1 BPM on 12/64" ck. Flowed for 7 hrs, rec 350
BW, no oil, It sd. SDFN. Est 870 BLWTBR
DC: $34,925 TWC: $201,095

1/31/96 PO: Swbg. (Day 5)
Summary: 1/30/96 - CP: 500 psi. Blow dn gas press. TIH w/RBP & tbg, set RBP @5510'.
Pmp 35 BW & press tst csg & plug to 3000 psi OK. Circ 1 sk sd on RBP. RU swb & pull FL
to 4800' (rec 114 BW). TOH wltbg. RU Western Atlas & TlH w/4" perf gun - stacked out @
5394'. RD Western Atlas. TIH wltbg & tag sd @5394'. Circ dn to RBP @5510'. Latch on &
release plug & reset same @ 5510'. Press tst to 3000 psi - OK. RU swb & pull FL to 1000'.
SDFN.
DC: $3,205TWC:
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2/1/96 PO: Prep to perf "B" sd. (Day 6)
Summary: 1/31/96 - TP: O psi, CP: 0 psi. RU swb & pull FL to 4800'. TOH wltbg. RU
Western Atlas & PERF "A"SD 5383-5392' & 5416-5425' W/ 4 JSPF. RD Western Atlas. RU
Halliburton & frac "A"sd wl77,200# 20/40 sd in 585 bbis Boragel @avg rate 32 BPM @2290
psi. ISIP 2412 psi, 5 min 2285 psi, 10 min 2257 psi. Flowback on 12/64" ck 3 hrs untildead,
rec 190 BW. TIH wltbg & RBP to 1260'. SDFN. Est 1186 BLWTBR.
DC: $28,910 TWC: $233,210

2/2/96 PO: Pull RBP. (Day 7)
Summary: 2/1/96 - Finish TIH wltbg. Set RBP @5340'. Displace frac gel w/clean KCI fluid.
Tst RBP to 3000 psi. Pmp 1 sk sd dn on plug. RU swb. Swb well dn to 4700'. TOH wltbg.
RU Western Atlas & PERF "B" SD @5259-5270 & 5238-5244' WI4 JSPF. RD WL. NU tree
saver. RU Hall & frac "B" sd w/64,200# 20/40 sd in 494 bbls Boragel @avg rate 20.7 BPM
@2130 psi. ISIP-2695 psi, 5 min-2487 psi, 10 min-2284 psi. Flowback @ 1 BPM on 12/64"
ck. Flowed 4 hrs & died. Rec 177 bbls frac fluid, no oil, tr sd. SDFN. Est 1391 BLWTBR.
DC: $26,790 TWC: $260,000

2/3/96 PO: Pull RBP. (Day 8)
Summary: 2/2/96 - Thaw out wellhead. TIH w/RH & tbg. Tag sd @5153'. Circ out to RBP
@5340'. Rel plug & TOH. LD RBP. TIH wltbg & new RH Tag sd @5369'. Circ out to RBP
@5510'. Rei plug. TOH & LD RBP. TlH w/new RH. Tag sd @5603'. LD 2 jts. SDFN. Est
1391 BLWTBR.
DC: $2,445TWC: $262,445

2/4/96 PO: Prep for prod. (Day 9)
Summary: 2/3/96 - TP: 0 psi, CP: 0 psi. Thaw wellhead. TIH wltbg &tag sd @5603'. Circ
sd to RBP @ 5760'. Rel RBP & TOH. RU prod string as follows: NC, 3 jts 2-7/8" 6.5# J-55
tbg,SN, 21 jts 2-7/8" tbg,5-1/2" TAC, 162 jts 2-7/8" tbg. Tag sd @5886', rvs circ sd to PBTD
@ 6115'. ND BOP's. Set TAC w/___# tension& land tbg w/EOT @ 5971', SN @ 5876' &
TAC @ 5213'. NU wellhead. RU swb, IFL @ surf. Pull 9 runs, rec 180 BW wltr oil. FFL
900'. SDFN. Est 1211 BLWTBR.
DC: $18,240 TWC:
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2/5/96 PO: On prod. (Day 10)
Summary: 2/4/96 - TP: 150 psi, CP: 150 psi. Blow dn gas press. RU swb pull 3 runs, well
kicked off flowing for 1 hr untildead. Rec total60 BW w/5% oilcut. (Est 57 BW, 3 BO) Flush
tbg w/30 BW @ 120°. Run 1-1/2" x 16' THP pmp, 4 - 1-1/2 wt rods, 4 - 3/4" scrapered rods,
131 - 3/4" slick rods, 94 - 3/4" scrapered rods, 8', 4', 4' 2' pony rods & 1-1/2 x 22' polished rod.
Seat pmp, fill tbg w/4 BW & stroke to 1000 psi - OK. RDMO. PUT ON PROD @4:30 PM,
2/4/96 WI?? SL @6 SPM. Est 1188 BLWTBR.
DC: $10,265 CC: $290,805

Date Hrs BOPD MCFD BWPD BLWTBR Csq PSI Remarks

2/5/96 15 0 0 124 1064 1188 BLW to be rec from comp
2/6/96 24 123 0 58 1006
2/7/96 24 127 0 15 991 Gas is venting to pit tank,not going thru

gas recorder.
2/8/96 24 328 0 59 932
2/9/96 24 273 0 26 906 140#
2/10/96 24 215 0 28 878 160#
2/11/96 24 185 0 10 868 140#
2/12/96 24 159 0 8 860 120#
2/13/96 24 152 0 11 849 120#
2/14/96 24 132 0 15 834 120#
2/15/96 24 127 0 6 828 120#
2/16/96 24 120 0 0 828 120#
2/17/96 24 111 0 12 816 110#
2/18/96 24 112 0 0 816 123#
2/19/96 24 94 0 7 809 100#
2/20/96 24 96 0 7 802 100#
2/21/96 24 94 0 3 794 100#
2/22/96 24 94 0 3 794 100#
2/23/96 24 83 0 4 790 100#
2/24/96 24 100 0 2 788 100#
2/25/96 24 82 0 7 781 100#
2/26/96 24 75 0 0 781 100#
2/27/96 24 65 165 0 781 100# Gas is venting
2/28/96 24 71 161 3 778 100#
2/29/96 24 78 160 3 775
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ATTACHMENTG-!
RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 6, 2002 Completion Day: 01

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT@: 2700' BPISand PBTD: 6076'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

B sds 5238-5244' 4/24 LODC sds 5583-5586' 4/12
B sds 5259-5270' 4/44 LODC sds 5590-5595' 4/20
A sds 5383-5392' 4/36 LODC sds 5607-5618' 4/44
A sds 5416-5425' 4/36 LODC sds 5626-5653' 4/108
LODC sds 5569-5574' 4/20 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 5, 2002 SITP: 0 SICP: 0

MIRU Pennant #18. RU HO trkto csg & pump 100 BW @250*F. Unseat rod pump. Flush tbg & rods WI 60 BW @250*F. Re-seat pump & soft jointrod string. Strip off flow T. Filltbg W/ 9 BW & pressure test tbg to 2700 psi. Screw
back into rod string--unseat pump. TOH W/ rod string--LD pump. Btm 750' of plain 3/4" section had scattered cpig
wear (mild). No scale & pump looked good. ND wellhead. Release TA @5212'. NU BOP. TOH WI production tbg--
LD BHA. TIH W/ 4 3/4" bit, 5 1/2" csg scraper & 85 jts tbg. SIFN W/ EOT @2700'. Est 169 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid_losgrecovered today: 169 Oil lost/recovered today:
Ending fluid to be recovered: 169 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL COSTS
AS PULLED AS PULLED Pennant #18 $1,600

KB 13.00' 1 1/2" X 22' polished rod Weatherford BOP $100
165 2 7/8 J-55 tbg (5198.82') 1-8', 2-4', 1-2' X 3/4" ponies IPC water & truck $700

TA (2.80' @5211.82' KB) 94-3/4" scrapered rods Brough trucking $1,000
21 2 7/8 J-55 tbg (659.89') 131-3/4" plainrods Hagman trucking $1,000

SN (1.10' @5874.51' KB) 4-3/4" scrapered rods Zubiate HO trk $500
3 2 7/8 J-55 tbg (94.58') 4-1 1/2" weight rods Randys pmp/TA repair $1,300

2 7/8 NC (.50') 2 1/2" X 1 1/2" X 14' RHAC Weatherford scraper $300
EOT 5970.69' WI 13' KB pumpW/ SM plunger IPC supervision $200

DAILYCOST: $6,700
Workover Supervisor: Gary Dietz TOTAL WELL COST:
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back into rod string--unseat pump. TOH W/ rod string--LD pump. Btm 750' of plain 3/4" section had scattered cpig
wear (mild). No scale & pump looked good. ND wellhead. Release TA @5212'. NU BOP. TOH WI production tbg--
LD BHA. TIH W/ 4 3/4" bit, 5 1/2" csg scraper & 85 jts tbg. SIFN W/ EOT @2700'. Est 169 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 0 Starting oil rec to date: 0
Fluid_losgrecovered today: 169 Oil lost/recovered today:
Ending fluid to be recovered: 169 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

TUBINGDETAIL ROD DETAIL COSTS
AS PULLED AS PULLED Pennant #18 $1,600

KB 13.00' 1 1/2" X 22' polished rod Weatherford BOP $100
165 2 7/8 J-55 tbg (5198.82') 1-8', 2-4', 1-2' X 3/4" ponies IPC water & truck $700

TA (2.80' @5211.82' KB) 94-3/4" scrapered rods Brough trucking $1,000
21 2 7/8 J-55 tbg (659.89') 131-3/4" plainrods Hagman trucking $1,000

SN (1.10' @5874.51' KB) 4-3/4" scrapered rods Zubiate HO trk $500
3 2 7/8 J-55 tbg (94.58') 4-1 1/2" weight rods Randys pmp/TA repair $1,300

2 7/8 NC (.50') 2 1/2" X 1 1/2" X 14' RHAC Weatherford scraper $300
EOT 5970.69' WI 13' KB pumpW/ SM plunger IPC supervision $200

DAILYCOST: $6,700
Workover Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTG-!
RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 7, 2002 Completion Day: 02

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/EOT @: 5772' BPISand PBTD: 6058'

BPISand PBTD: 5870'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4/20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds _New_5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sds & 5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 6, 2002 SITP: 0 SICP: 0

Con't TIH W/ bit, scraper & tbg fl 2700'. PU 3 jts work string & tag fill@6058'. LD work string. TOH W/ tbg--LD bit
& scraper. RU Schlumberger and perf new intervals WI 4" guns as follows: CP .5 sds @ 5836-39' & 5842-48' (4
JSPF); LODC sds @ 5681-5716' (2 JSPF) & 5532-38' (4 JSPF). 2 gun runs total. RD WLT. PU & TIH W/
Weatherford 5 1/2" "TS" RBP, 2 3/8" tbg sub, 5 1/2" "HD" pkr & 2 7/8 8rd 6.5# L-80/N-80 tbg. Set plug @5870'. Set
pkr @ 5850'. Fill tbg W/ 25 BW. Pressure test tbg & toolsto 2500 psi. Release pkr. Pull uphole, add frac valve &
subs. Leave pkr unset W/ EOT @5772'. Est 194 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 169 Starting oil rec to date: 0
Fluid_losgrecovered today: 25 Oil lost/recovered today:
Ending fluid to be recovered: 194 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Job Type: Pennant #18 $3,200
Company: Weatherford BOP $200
Procedure or Equipment detail: Schlumberger-perfs $3,800

Weatherford tools/serv $2,500
Hagman trucking $300

IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $10,200
Completion Supervisor: Gary Dietz TOTAL WELL COST:

ATTACHMENTG-!
RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 7, 2002 Completion Day: 02

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/EOT @: 5772' BPISand PBTD: 6058'

BPISand PBTD: 5870'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4/20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds _New_5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sds & 5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 6, 2002 SITP: 0 SICP: 0

Con't TIH W/ bit, scraper & tbg fl 2700'. PU 3 jts work string & tag fill@6058'. LD work string. TOH W/ tbg--LD bit
& scraper. RU Schlumberger and perf new intervals WI 4" guns as follows: CP .5 sds @ 5836-39' & 5842-48' (4
JSPF); LODC sds @ 5681-5716' (2 JSPF) & 5532-38' (4 JSPF). 2 gun runs total. RD WLT. PU & TIH W/
Weatherford 5 1/2" "TS" RBP, 2 3/8" tbg sub, 5 1/2" "HD" pkr & 2 7/8 8rd 6.5# L-80/N-80 tbg. Set plug @5870'. Set
pkr @ 5850'. Fill tbg W/ 25 BW. Pressure test tbg & toolsto 2500 psi. Release pkr. Pull uphole, add frac valve &
subs. Leave pkr unset W/ EOT @5772'. Est 194 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 169 Starting oil rec to date: 0
Fluid_losgrecovered today: 25 Oil lost/recovered today:
Ending fluid to be recovered: 194 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Job Type: Pennant #18 $3,200
Company: Weatherford BOP $200
Procedure or Equipment detail: Schlumberger-perfs $3,800

Weatherford tools/serv $2,500
Hagman trucking $300

IPC supervision $200

Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILYCOST: $10,200
Completion Supervisor: Gary Dietz TOTAL WELL COST:



g ATTACHMENTG (

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 8, 2002 Cömpletion Day: 03

Present Operation: Workover , Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 g/EOT @: 5772' BP/Sand PBTD: 6058'

RSand PBTD: 5870'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4I20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds _New 5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sds N_e_w5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 7, 2002 SITP: 30 SICP: 50

Day (a):
Bleed gas off well. PU on tbg & set pkr elements @5754' (EOT @5764'). RU rig pump & fillannulus W/ 62 BW &

hold 100-200 psi during frac job (used add'I 7 BW). RU BJ Services to tbgand frac new CP .5 sds (5836-39' & 5842-
48') W/ 18,500# 20/40 sand in 163 bbis Viking I-25 fluid. Perfs broke down @ 1200 psi. Treated @ ave press of
3625 psi W/ ave rate of 15.9 BPM. ISIP-2180 psi. RD BJ. Begin immediate flowback of CP frac on 12/64 choke @
1 BPM. Zone flowed 3/4 hr & died. Rec 18 BTF (est 10% of frac load). PU on tbg & release pkr. Rev circ tbgclean.
TIH W/ pkr & tbg. Tag sd @5856'. C/O sd to RBP @5870'. Lost 52 BW during cleanout. Circ hole clean & release
plug. Est 460 BWTR.

See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 194 Starting oil rec to date: 0
Fluid losgrecovered today: 266 Oil lostIrecovered today:
Ending fluid to be recovered: 460 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $900
Company: BJ Services Weatherford BOP $100
Procedure or Equipment detail: CP .5 sands BJ Services-CP sds $14,600

" Pumped down 2 7/8 L-80 tbg. Weatherford service $500
IPC frac water (trucked) $300

1600 gals of pad IPC fuel gas $100
1250 gals WI 1-5 ppg of 20/40 sand IPC supervision $100
2614 gals W/ 5-8 ppg of 20/40 sand

Flush WI 1386 gals of slick water

Max TP: 3925 Max Rate: 16 BPM Total fluid pmpd: 163 bbis
Avg TP: 3625 Avg Rate: 15.9 BPM Total Prop pmpd: 18,500#

ISIP: 2180 5 min: 10 min: FG: .81 DAILYCOST: $16,600
Completion Supervisor: Gary Dietz TOTAL WELL COST:

g ATTACHMENTG (

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 8, 2002 Cömpletion Day: 03

Present Operation: Workover , Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 g/EOT @: 5772' BP/Sand PBTD: 6058'

RSand PBTD: 5870'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4I20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds _New 5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sds N_e_w5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 7, 2002 SITP: 30 SICP: 50

Day (a):
Bleed gas off well. PU on tbg & set pkr elements @5754' (EOT @5764'). RU rig pump & fillannulus W/ 62 BW &

hold 100-200 psi during frac job (used add'I 7 BW). RU BJ Services to tbgand frac new CP .5 sds (5836-39' & 5842-
48') W/ 18,500# 20/40 sand in 163 bbis Viking I-25 fluid. Perfs broke down @ 1200 psi. Treated @ ave press of
3625 psi W/ ave rate of 15.9 BPM. ISIP-2180 psi. RD BJ. Begin immediate flowback of CP frac on 12/64 choke @
1 BPM. Zone flowed 3/4 hr & died. Rec 18 BTF (est 10% of frac load). PU on tbg & release pkr. Rev circ tbgclean.
TIH W/ pkr & tbg. Tag sd @5856'. C/O sd to RBP @5870'. Lost 52 BW during cleanout. Circ hole clean & release
plug. Est 460 BWTR.

See day 3(b)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 194 Starting oil rec to date: 0
Fluid losgrecovered today: 266 Oil lostIrecovered today:
Ending fluid to be recovered: 460 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $900
Company: BJ Services Weatherford BOP $100
Procedure or Equipment detail: CP .5 sands BJ Services-CP sds $14,600

" Pumped down 2 7/8 L-80 tbg. Weatherford service $500
IPC frac water (trucked) $300

1600 gals of pad IPC fuel gas $100
1250 gals WI 1-5 ppg of 20/40 sand IPC supervision $100
2614 gals W/ 5-8 ppg of 20/40 sand

Flush WI 1386 gals of slick water

Max TP: 3925 Max Rate: 16 BPM Total fluid pmpd: 163 bbis
Avg TP: 3625 Avg Rate: 15.9 BPM Total Prop pmpd: 18,500#

ISIP: 2180 5 min: 10 min: FG: .81 DAILYCOST: $16,600
Completion Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTCT I
RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 8, 2002 Completion Day: 03

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 _PiglEOT@: 5666' BPISand PBTD: 6058'

RSand PBTD: 5760'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4/20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds New 5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sde Nw 5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGlCAL OPERATIONS
Date Work Performed: June 7, 2002 SITP: 0 SICP: 0

Day (b):
Pull tbg& toolsuphole & isolate new LODC sds (5681'-5716'). Set plug @5760'. Install frac valve & subs. Set pkr

elements @5666' (EOT @5676'). Fill annulus W/ 7 BW & hold full during frac (used add'l 5 BW). RU BJ Services
to tbg and frac LODC sds W/ 60,000# 20/40 sand in 390 bbis Viking I-25 fluid. Perfs broke down @ 1510 psi.
Treated @ave pressure of 3700 psi W/ ave rate of 11.2 BPM. ISIP-3670 psi. RD BJ. Begin immediate flowback of
LODC frac on 12/64 choke @ 1 BPM. Zone flowed 2 hrs & died. Rec 83 BTF (est 21% of frac load). PU on tbg &
release pkr. Circ tbg clean. TlH W/ pkr & tbg. Tag sd @ 5672'. C/O sd to RBP @ 5760'. Lost 25 BW during
cleanout. Circ hole clean & release plug. Est 804 BWTR.

See day 3(c)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 460 Starting oil rec to date: 0
Fluid losgrecovered today: 344 Oil lostfrecovered today:
Ending fluid to be recovered: 804 Cum oil recovemd: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $900
Company: BJ Services IPC frac valve rental $300
Procedure or Equipment detail: New LODC sands BJ Services-LODC sds $15,900

" Pumped down 2 7/8 L-80 tbg. IPC fuel gas $100
IPC frac water (trucked) $500

4600 gals of pad IPC supervision $100
3000 gals WI 1-5 ppgof 20/40 sand

6000 gals W/ 5-8 ppg of 20/40 sand

1458 gals W/ 8 ppgof 20/40 sand

Flush W/ 1302 gals of slick water

Max TP: 4865 Max Rate: 11.5 BPM Total fluid pmpd: 390 bbis
Avg TP: 3700 Avg Rate: 11.2 BPM Total Prop pmpd: 60,000#

ISIP: 3670 5 min: 10 min: FG: 1.1 DAILYCOST: $17,800
Completion Supervisor: Gary Dietz TOTAL WELL COST:

ATTACHMENTCT I
RESOURCES INC.

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 8, 2002 Completion Day: 03

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 _PiglEOT@: 5666' BPISand PBTD: 6058'

RSand PBTD: 5760'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4/20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds New 5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sde Nw 5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGlCAL OPERATIONS
Date Work Performed: June 7, 2002 SITP: 0 SICP: 0

Day (b):
Pull tbg& toolsuphole & isolate new LODC sds (5681'-5716'). Set plug @5760'. Install frac valve & subs. Set pkr

elements @5666' (EOT @5676'). Fill annulus W/ 7 BW & hold full during frac (used add'l 5 BW). RU BJ Services
to tbg and frac LODC sds W/ 60,000# 20/40 sand in 390 bbis Viking I-25 fluid. Perfs broke down @ 1510 psi.
Treated @ave pressure of 3700 psi W/ ave rate of 11.2 BPM. ISIP-3670 psi. RD BJ. Begin immediate flowback of
LODC frac on 12/64 choke @ 1 BPM. Zone flowed 2 hrs & died. Rec 83 BTF (est 21% of frac load). PU on tbg &
release pkr. Circ tbg clean. TlH W/ pkr & tbg. Tag sd @ 5672'. C/O sd to RBP @ 5760'. Lost 25 BW during
cleanout. Circ hole clean & release plug. Est 804 BWTR.

See day 3(c)

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 460 Starting oil rec to date: 0
Fluid losgrecovered today: 344 Oil lostfrecovered today:
Ending fluid to be recovered: 804 Cum oil recovemd: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $900
Company: BJ Services IPC frac valve rental $300
Procedure or Equipment detail: New LODC sands BJ Services-LODC sds $15,900

" Pumped down 2 7/8 L-80 tbg. IPC fuel gas $100
IPC frac water (trucked) $500

4600 gals of pad IPC supervision $100
3000 gals WI 1-5 ppgof 20/40 sand

6000 gals W/ 5-8 ppg of 20/40 sand

1458 gals W/ 8 ppgof 20/40 sand

Flush W/ 1302 gals of slick water

Max TP: 4865 Max Rate: 11.5 BPM Total fluid pmpd: 390 bbis
Avg TP: 3700 Avg Rate: 11.2 BPM Total Prop pmpd: 60,000#

ISIP: 3670 5 min: 10 min: FG: 1.1 DAILYCOST: $17,800
Completion Supervisor: Gary Dietz TOTAL WELL COST:



g ATTACHMENTG n
DAILYCOMPLETION REPORT

WELL NAME: Travis Federal 8-33-8-16 Report Date: June 8, 2002 Completion Day: 03
Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Plí_r/EOT@: 5457' BP/Sand PBTD: 6058'

RSand PBTD: 5670'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4/20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds O 5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sds New 5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 7, 2002 SITP: 0 SICP: 0

Day (c):
Pull tbg & tools uphole & isolate new and existing LODC sds (5532-38' and 5569' through5653'). Set plug @

5670'. Install frac valve & subs. Set pkr elements @5457' (EOT @5467'). Fill annulus W/ 5 BW & hold full during
frac (used add'l 2 BW). RU BJ Services to tbg and frac LODC sds W/ 134,420# 20/40 sand in 820 bbis Viking I-25
fluid. Saw no definitive breakdown of perfs. Treated @ ave pressure of 5250 psi W/ ave rate of 19.7 BPM. ISIP-
3650 psi. RD BJ. Begin immediate flowback of LODC frac on 12/64 choke @ 1 BPM. Zone flowed 3 3/4 hrs & died.
Rec 165 BTF WI heavy sand after 132 bbis recovered. Flowed est 20% of frac load. Fill annulus. PU on tbg &
release pkr. Circ tbg clean. Lost 45 BW. Leave pkr unset. SIFN W/ est 1511 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 804 Starting oil rec to date: 0
Fluid losgrecovered today: 707 Oil lost/mcovered today:
Ending fluid to be recovered: 1511 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $900
Company: BJ Services IPC frac valve rental $300
Procedure or Equipment detail: New & existing LODC sands BJ Services-LODC sds $27,200

" Pumped down 2 7/8 L-80 tbg. IPC fuel gas $100
IPC frac water (trucked) $1,000

10000 gals of pad IPC flowback super $100
6500 gals W/ 1-5 ppg of 20/40 sand IPC supervision $100
13000 gals WI 5-8 ppg of 20/40 sand

3642 gals WI 8 ppg of 20/40 sand

Flush W/ 1302 gals of slick water

Max TP: 5954 Max Rate: 21 BPM Total fluid pmpd: 820 bbis
Avg TP: 5250 Avg Rate: 19.7 BPM Total Prop pmpd: 134,420#

ISIP: 3650 5 min: 10 min: FG: 1.1 DAILYCOST: $29,700
Completion Supervisor: Gary Dietz TOTAL WELL COST:

g ATTACHMENTG
n

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 8, 2002 Completion Day: 03

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Plí_r/EOT@: 5457' BP/Sand PBTD: 6058'

RSand PBTD: 5670'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
B sds 5238-5244' 4/24 LODC sds 5590-5595' 4/20
B sds 5259-5270' 4/44 LODC sds 5607-5618' 4/44
A sds 5383-5392' 4/36 LODC sds 5626-5653' 4/108
A sds 5416-5425' 4/36 LODC sds O 5681-5716' 2/70
LODC sds New 5532-5538' 4/24 CP .5 sds New 5836-5839' 4/12
LODC sds 5569-5574' 4/20 CP .5 sds New 5842-5848' 4/24
LODC sds 5583-5586' 4/12 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 7, 2002 SITP: 0 SICP: 0

Day (c):
Pull tbg & tools uphole & isolate new and existing LODC sds (5532-38' and 5569' through5653'). Set plug @

5670'. Install frac valve & subs. Set pkr elements @5457' (EOT @5467'). Fill annulus W/ 5 BW & hold full during
frac (used add'l 2 BW). RU BJ Services to tbg and frac LODC sds W/ 134,420# 20/40 sand in 820 bbis Viking I-25
fluid. Saw no definitive breakdown of perfs. Treated @ ave pressure of 5250 psi W/ ave rate of 19.7 BPM. ISIP-
3650 psi. RD BJ. Begin immediate flowback of LODC frac on 12/64 choke @ 1 BPM. Zone flowed 3 3/4 hrs & died.
Rec 165 BTF WI heavy sand after 132 bbis recovered. Flowed est 20% of frac load. Fill annulus. PU on tbg &
release pkr. Circ tbg clean. Lost 45 BW. Leave pkr unset. SIFN W/ est 1511 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 804 Starting oil rec to date: 0
Fluid losgrecovered today: 707 Oil lost/mcovered today:
Ending fluid to be recovered: 1511 Cum oil recovered: 0

IFL: FFL: FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $900
Company: BJ Services IPC frac valve rental $300
Procedure or Equipment detail: New & existing LODC sands BJ Services-LODC sds $27,200

" Pumped down 2 7/8 L-80 tbg. IPC fuel gas $100
IPC frac water (trucked) $1,000

10000 gals of pad IPC flowback super $100
6500 gals W/ 1-5 ppg of 20/40 sand IPC supervision $100
13000 gals WI 5-8 ppg of 20/40 sand

3642 gals WI 8 ppg of 20/40 sand

Flush W/ 1302 gals of slick water

Max TP: 5954 Max Rate: 21 BPM Total fluid pmpd: 820 bbis
Avg TP: 5250 Avg Rate: 19.7 BPM Total Prop pmpd: 134,420#

ISIP: 3650 5 min: 10 min: FG: 1.1 DAILYCOST: $29,700
Completion Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENT0-!

DAILY COMPLETIONREPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 9, 2002 Completion Day: 4a

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 tr/EOT @: BPISand PBTD: 6058'

B_ISand PBTD: 5670'
PERFORATION RECORD _B_PPISandPBTD: 5220'

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
LODC sds Ne_w 5532-5538' 4/24

Csds _New 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds y 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds y 5111-5114' 4/12 LODC sds 5590-5595' 4/20
Csds .New 5170-5173' 4/12 LODC sds 5607-5618' 4/44
Csds a 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds Ne_w 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds _N§Lw5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds New 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 8, 2002 SITP: 0 SICP: 0

TIH with frac string & tag Sand @ 5610' (60' ) fill. Clean out to TS plug @ 5670'. Release same. Reset TS plug @
5220'. Fill csgn & test to 2,000 psi. TOH with frac string. Rig up Schlumberger and perforate the C sands Listed above
as new with 4" csgn guns @4 JSPF with 90* phased. 18' of zone with 72 total hole's. Rig up BJ and frac same C sds
with 85 bbls Viking 1-25 pad, 221 bbls Viking 1-25 fluid with 54,220 #'s 20/40 mesh sand. Flush with 119 bbis slick
water. Initial break of 2350 psi. Max pressure of 2,600 psi. Average rate of 26.5 bpm. .939 FG. Begin immediately flow
back @ 1 BPM. Well flowed total of 42 bbis. In 50 mins. Very Rapid decline! Well actually went on vacuum. Found
fluid level of 600' w/ "HE" plug on trip in hole.

See day 4b for stage 5 perf & frac

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1511 Starting oil rec to date: 0
Fluid lostIrecovered today: 384 Oil lost/recovered today:
Ending fluid to be recovered: 1895 Cum oil recovered: 0

IFL: 210 FFL: srfc FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18
Company: BJ Services IPC supervision $100
Procedure or Equipment detail: New C sands BJ Services-Csds $19,700

3612 gals of pad IPC fuel gas $100
2500 gals WI 1-5 ppgof 20/40 sand Schlumberger Csd $3,000
5000 gals W/ 5-8 ppg of 20/40 sand

1250 pals W/ 8 ppg of 20/40 sand
Flush WI4998 gals of slick water

Max TP: 2600 Max Rate: 26.5bpm Total fluid pmpd: 426
Avg TP: 2250 Avg Rate: 26.5bpm Total Prop pmpd: 54,220

ISIP: 2600 5 min: 10 min: FG: .939 DAILY COST: $22,900
Completion Supervisor: Pat Wisener TOTAL WELL COST:

ATTACHMENT0-!

DAILY COMPLETIONREPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 9, 2002 Completion Day: 4a

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 tr/EOT @: BPISand PBTD: 6058'

B_ISand PBTD: 5670'
PERFORATION RECORD _B_PPISandPBTD: 5220'

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
LODC sds Ne_w 5532-5538' 4/24

Csds _New 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds y 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds y 5111-5114' 4/12 LODC sds 5590-5595' 4/20
Csds .New 5170-5173' 4/12 LODC sds 5607-5618' 4/44
Csds a 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds Ne_w 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds _N§Lw5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds New 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 8, 2002 SITP: 0 SICP: 0

TIH with frac string & tag Sand @ 5610' (60' ) fill. Clean out to TS plug @ 5670'. Release same. Reset TS plug @
5220'. Fill csgn & test to 2,000 psi. TOH with frac string. Rig up Schlumberger and perforate the C sands Listed above
as new with 4" csgn guns @4 JSPF with 90* phased. 18' of zone with 72 total hole's. Rig up BJ and frac same C sds
with 85 bbls Viking 1-25 pad, 221 bbls Viking 1-25 fluid with 54,220 #'s 20/40 mesh sand. Flush with 119 bbis slick
water. Initial break of 2350 psi. Max pressure of 2,600 psi. Average rate of 26.5 bpm. .939 FG. Begin immediately flow
back @ 1 BPM. Well flowed total of 42 bbis. In 50 mins. Very Rapid decline! Well actually went on vacuum. Found
fluid level of 600' w/ "HE" plug on trip in hole.

See day 4b for stage 5 perf & frac

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 1511 Starting oil rec to date: 0
Fluid lostIrecovered today: 384 Oil lost/recovered today:
Ending fluid to be recovered: 1895 Cum oil recovered: 0

IFL: 210 FFL: srfc FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18
Company: BJ Services IPC supervision $100
Procedure or Equipment detail: New C sands BJ Services-Csds $19,700

3612 gals of pad IPC fuel gas $100
2500 gals WI 1-5 ppgof 20/40 sand Schlumberger Csd $3,000
5000 gals W/ 5-8 ppg of 20/40 sand

1250 pals W/ 8 ppg of 20/40 sand

Flush WI4998 gals of slick water

Max TP: 2600 Max Rate: 26.5bpm Total fluid pmpd: 426
Avg TP: 2250 Avg Rate: 26.5bpm Total Prop pmpd: 54,220

ISIP: 2600 5 min: 10 min: FG: .939 DAILY COST: $22,900
Completion Supervisor: Pat Wisener TOTAL WELL COST:



ATTACHMENTG

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 9, 2002 Completion Day: 4b

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 _Pk_r/EOT@: BPISand PBTD: 6058'

RSand PBTD: 5670'
PERFORATION RECORD TS 5220' HE pluq © 5015'

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
D sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds New 5100-5104' 4/16 LODC sde 5569-5574' 4/20
Csds New 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds New 5111-5114' 4/12 LODC sds 5590-5595' 4/20
Csds New 5170-5173' 4/12 LODC sds 5607-5618' 4/44
Csds New 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds _New 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 8, 2002 SITP: 0 SICP: 0

Rig up Schlumberger and TlH with " HE " bridge plug &perf gun. Found fluid level of 600' on trip in hole. Set "HE" @
5015', Fill w/ 20 bbis & test to 1,500 psi. Perforate the D sand Listed above as new with 4" csgn guns @4 JSPF with
90* phased. 6' of zone with 24 total hole's. Rig up BJ and frac same D sds with 52 bbis Viking 1-25 pad, 133 bbis
Viking 1-25 fluid with 34,220 #'s 20/40 mesh sand. Flush with 117 bbis slick water. Initial break of 1750 psi. Max
pressure of 2,300 psi. Average rate of 24.1 bpm. .885 FG. Begin immediately flow back @ 1 BPM. Well flowed totalof
63 bbis. Flowed 1 1/2 hours. EST 20% of frac load. SWIFN
2154 bbis water to recover.

FLUID RECOVERY(BBLS)
Starting fluid load to be recovered: 1895 Starting oil rec to date: 0
Fluid lost/recovered today: 259 Oil lostIrecovered today:
Ending fluid to be recovered: 2154 Cum oil recovered: 0

IFL: 700 FFL: srfc FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $2,700
Company: BJ Services IPC supervision $100
Procedure or Equipment detail: New D sands BJ Services-Dsds $13,500

2184 gals of pad IPC fuel gas $100
2400 gals W/ 1-3 ppg of 20/40 sand Schlumberger Csd $1,600
3500 gals WI 3-6 ppgof 20/40 sand

Flush WI4914 gals of slick water

Max TP: 2300 Max Rate: 24.ibpm Total fluid pmpd: 302
Avg TP: 2050 Avg Rate: 24.ibpm Total Prop pmpd: 34,220#

ISIP: 2250 5 min: 10 min: FG: .885 DAILY COST: $18,000
Completion Supervisor: Pat Wisener TOTAL WELL COST:

ATTACHMENTG

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 9, 2002 Completion Day: 4b

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 _Pk_r/EOT@: BPISand PBTD: 6058'

RSand PBTD: 5670'
PERFORATION RECORD TS 5220' HE pluq © 5015'

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
D sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds New 5100-5104' 4/16 LODC sde 5569-5574' 4/20
Csds New 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds New 5111-5114' 4/12 LODC sds 5590-5595' 4/20
Csds New 5170-5173' 4/12 LODC sds 5607-5618' 4/44
Csds New 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds _New 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 8, 2002 SITP: 0 SICP: 0

Rig up Schlumberger and TlH with " HE " bridge plug &perf gun. Found fluid level of 600' on trip in hole. Set "HE" @
5015', Fill w/ 20 bbis & test to 1,500 psi. Perforate the D sand Listed above as new with 4" csgn guns @4 JSPF with
90* phased. 6' of zone with 24 total hole's. Rig up BJ and frac same D sds with 52 bbis Viking 1-25 pad, 133 bbis
Viking 1-25 fluid with 34,220 #'s 20/40 mesh sand. Flush with 117 bbis slick water. Initial break of 1750 psi. Max
pressure of 2,300 psi. Average rate of 24.1 bpm. .885 FG. Begin immediately flow back @ 1 BPM. Well flowed totalof
63 bbis. Flowed 1 1/2 hours. EST 20% of frac load. SWIFN
2154 bbis water to recover.

FLUID RECOVERY(BBLS)
Starting fluid load to be recovered: 1895 Starting oil rec to date: 0
Fluid lost/recovered today: 259 Oil lostIrecovered today:
Ending fluid to be recovered: 2154 Cum oil recovered: 0

IFL: 700 FFL: srfc FTP: Choke: 12/64 Final Fluid Rate: Final oil cut:

STIMULATION DETAIL COSTS
Base Fluid used: Viking I-25 Job Type: Sand frac Pennant #18 $2,700
Company: BJ Services IPC supervision $100
Procedure or Equipment detail: New D sands BJ Services-Dsds $13,500

2184 gals of pad IPC fuel gas $100
2400 gals W/ 1-3 ppg of 20/40 sand Schlumberger Csd $1,600
3500 gals WI 3-6 ppgof 20/40 sand

Flush WI4914 gals of slick water

Max TP: 2300 Max Rate: 24.ibpm Total fluid pmpd: 302
Avg TP: 2050 Avg Rate: 24.ibpm Total Prop pmpd: 34,220#

ISIP: 2250 5 min: 10 min: FG: .885 DAILY COST: $18,000
Completion Supervisor: Pat Wisener TOTAL WELL COST:



ATTACHMENT0-

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 11, 2002 Completion Day: 05

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/E_OT @: 0 _B.P/Sand PBTD: 5220'

TOP OF FISH @5002' (13.30' of tbq stub, RH & HE RBP) _BPISand PBTD: 5015'
PERFORATIONRECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds .New 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds New 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds .N_ew 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds & 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 10, 2002 SITP: SICP: 0

TIH WI RH & L-80/N-80 tbg. Tbg displaced 11 BW on TlH. Tag sd @4908'. C/O sd to HE RBP @5015'. Circ hole
clean. Latched onto plug &shear bybass--zone below went on vacuum. Unable to pull plug free or release off of plug.
Unable to circulate either direction. Pumping 2.6 BPM @ 1300 psi down annulus W/ no returns and down tbg @4500
psi W/ no leakoff. Beating on plug W/ max pull of 115,000# @ sfc. RU Weatherford WLT. Run freepoint tool. Found
no fill inside tbg and 80% free @ 5010' (5' fillon topof plug). Run chemical cutter. Cutoff tbg@ 5002' (left 13.30' of
tbg stub, RH &HE plug). RD WLT. TOH WItbg--LD tbg stub. Lost 99 BW today.SIFN W/ est 2242 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2154 Starting oil rec to date: 0
Fluid lost/recovered today: 88 Oil lostIrecovered today:
Ending fluid to be recovered: 2242 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Job Type: Pennant #18 $3,400
Company: Weatherford BOP $300
Procedure or Equipment detail: Weatherford service $600

Weatherford HE RBP $1,000
IPC frac water (trucked) $1,000

IPC frac tks (5 days) $1,200
IPC water transfer $200

IPC trucking $200
Weatherford WLT $4,400
Rocky Mt. T.O.C. $200

IPC supervision $200
Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $12,700
Completion Supervisor: Gary Dietz TOTAL WELL COST:

ATTACHMENT0-

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 11, 2002 Completion Day: 05

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/E_OT @: 0 _B.P/Sand PBTD: 5220'

TOP OF FISH @5002' (13.30' of tbq stub, RH & HE RBP) _BPISand PBTD: 5015'
PERFORATIONRECORD

Zone Perfs SPFI#shots Zone Perfs SPFI#shots
D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds .New 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds New 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds .N_ew 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds & 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 10, 2002 SITP: SICP: 0

TIH WI RH & L-80/N-80 tbg. Tbg displaced 11 BW on TlH. Tag sd @4908'. C/O sd to HE RBP @5015'. Circ hole
clean. Latched onto plug &shear bybass--zone below went on vacuum. Unable to pull plug free or release off of plug.
Unable to circulate either direction. Pumping 2.6 BPM @ 1300 psi down annulus W/ no returns and down tbg @4500
psi W/ no leakoff. Beating on plug W/ max pull of 115,000# @ sfc. RU Weatherford WLT. Run freepoint tool. Found
no fill inside tbg and 80% free @ 5010' (5' fillon topof plug). Run chemical cutter. Cutoff tbg@ 5002' (left 13.30' of
tbg stub, RH &HE plug). RD WLT. TOH WItbg--LD tbg stub. Lost 99 BW today.SIFN W/ est 2242 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2154 Starting oil rec to date: 0
Fluid lost/recovered today: 88 Oil lostIrecovered today:
Ending fluid to be recovered: 2242 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

STIMULATIONDETAIL COSTS
Base Fluid used: Job Type: Pennant #18 $3,400
Company: Weatherford BOP $300
Procedure or Equipment detail: Weatherford service $600

Weatherford HE RBP $1,000
IPC frac water (trucked) $1,000

IPC frac tks (5 days) $1,200
IPC water transfer $200

IPC trucking $200
Weatherford WLT $4,400
Rocky Mt. T.O.C. $200

IPC supervision $200
Max TP: Max Rate: Total fluid pmpd:
Avg TP: Avg Rate: Total Prop pmpd:

ISIP: 5 min: 10 min: FG: DAILY COST: $12,700
Completion Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENT6-!
RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 12, 2002 Completion Day: 06

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/ @: 4624' XSand PBTD: 5220'

TOP OF FISH @5002' (13.30' of tbq stub, RH & HE RBP) Sand PBTD: 5015'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone R SPFl#shots
D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds .N_ew5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds _New 5681-5716' 2/70
B sde 5259-5270' 4/44 CP .5 sde N_ew 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds _New 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 11, 2002 SITP: SICP: 0

MU Four Star fishing tools & TIH: 4 1/2" WP shoe, pup jt, bushings (2), 3 7/8 overshot (dressed WI 2 7/8" spiral grapple), 2 3/8"
superjar, X-O, 6' N-80 tbg sub (28.83' OA), & L-80/N-80 tbg. No fill on fishtop. Wash over fishtop @5008' (by tbg talley). Circ hole
clean. Work @ latching fish W/ tong rotation and gentle spudding. Stopped making hole @ 5012' (end of string). Able to get 6K
overpull but no solid bite. Never had pump restriction and never able to go downhole W/ plug. TOH WI tbg & tools. BO & inspect:
grapple & control new & unmarked. Shoe shows mild wear on face and vertical scarring on ID of cutrite. MU shorter shoe & WP
pup jt, TlH WI same above BHA (23.71' OA) & tbg. Work over fishtop (no new fill). Seem to make hole to 5014' but not getting bite.
Circ hole WI no sand recovery. Spud on fish fairly hard W/ no gain. TOH W/ tools & inspect. Cutlip guideshoe had 2 bentover tips
and had vertical scarring approx. 3' inside WP pup jt. TIH W/ BHA minus WP (same overshot). Latch onto fish first try. Hydraulic
jars will not work. Work tbg to 70K (42K over string wt) W/ no movement. Release off fish. Pull EOT to 4624'. Lost 45 BW during
todayscirculations. SIFN W/ est 2287 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2242 Starting oil rec to date: 0
Fluid grecovered today: 45 Oil lost/recovered today:
Ending fluid to be recovered: 2287 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Fishinq Tool Detail Pennant #18 $3,600

1st trip 2nd trip Weatherford BOP $100
N-80 tbg sub 6.12' N-80 tbg sub 6.12' Four Star fishing $3,500
X-O 1.22' X-O 1.22' TMT water transfer $200
2 3/8 superjar 8.48' 2 3/8 superjar 8.48' IPC supervision $200
3 7/8 O.S.(2 7/8 spiral)1.79' 3 7/8 O.S.(2 7/8 spiral) 1.79'
Bushing (4 X 3 7/8) .34' Bushing (4 X 3 7/8) .34'

Bushing (4 1/2 X 4) .42' Bushing (4 1/2 X 4) .42'

4 1/2 hyd WP pupjt 7.02' 4 1/2 hyd WP pupjt 4.90'
4 1/2 hyd WP shoe 3.44' 4 1/2 hyd WP shoe .44'

Overal length 28.83' Overal length 23.71'

DAILY COST: $7,600
Workover Supervisor: Gary Dietz TOTAL WELL COST:

ATTACHMENT6-!

RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 12, 2002 Completion Day: 06

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/ @: 4624' XSand PBTD: 5220'

TOP OF FISH @5002' (13.30' of tbq stub, RH & HE RBP) Sand PBTD: 5015'
PERFORATION RECORD

Zone Perfs SPFI#shots Zone R SPFl#shots
D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds .N_ew5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds _New 5681-5716' 2/70
B sde 5259-5270' 4/44 CP .5 sde N_ew 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds _New 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 11, 2002 SITP: SICP: 0

MU Four Star fishing tools & TIH: 4 1/2" WP shoe, pup jt, bushings (2), 3 7/8 overshot (dressed WI 2 7/8" spiral grapple), 2 3/8"
superjar, X-O, 6' N-80 tbg sub (28.83' OA), & L-80/N-80 tbg. No fill on fishtop. Wash over fishtop @5008' (by tbg talley). Circ hole
clean. Work @ latching fish W/ tong rotation and gentle spudding. Stopped making hole @ 5012' (end of string). Able to get 6K
overpull but no solid bite. Never had pump restriction and never able to go downhole W/ plug. TOH WI tbg & tools. BO & inspect:
grapple & control new & unmarked. Shoe shows mild wear on face and vertical scarring on ID of cutrite. MU shorter shoe & WP
pup jt, TlH WI same above BHA (23.71' OA) & tbg. Work over fishtop (no new fill). Seem to make hole to 5014' but not getting bite.
Circ hole WI no sand recovery. Spud on fish fairly hard W/ no gain. TOH W/ tools & inspect. Cutlip guideshoe had 2 bentover tips
and had vertical scarring approx. 3' inside WP pup jt. TIH W/ BHA minus WP (same overshot). Latch onto fish first try. Hydraulic
jars will not work. Work tbg to 70K (42K over string wt) W/ no movement. Release off fish. Pull EOT to 4624'. Lost 45 BW during
todayscirculations. SIFN W/ est 2287 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2242 Starting oil rec to date: 0
Fluid grecovered today: 45 Oil lost/recovered today:
Ending fluid to be recovered: 2287 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Fishinq Tool Detail Pennant #18 $3,600

1st trip 2nd trip Weatherford BOP $100
N-80 tbg sub 6.12' N-80 tbg sub 6.12' Four Star fishing $3,500
X-O 1.22' X-O 1.22' TMT water transfer $200
2 3/8 superjar 8.48' 2 3/8 superjar 8.48' IPC supervision $200
3 7/8 O.S.(2 7/8 spiral)1.79' 3 7/8 O.S.(2 7/8 spiral) 1.79'

Bushing (4 X 3 7/8) .34' Bushing (4 X 3 7/8) .34'

Bushing (4 1/2 X 4) .42' Bushing (4 1/2 X 4) .42'

4 1/2 hyd WP pupjt 7.02' 4 1/2 hyd WP pupjt 4.90'
4 1/2 hyd WP shoe 3.44' 4 1/2 hyd WP shoe .44'

Overal length 28.83' Overal length 23.71'

DAILY COST: $7,600
Workover Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTCl

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 13, 2002 Completion Day: 07

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/EOT @: 0 __BPISand PBTD: 5220'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds N_ew 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds _N_ew 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds N_ew 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sde 5884-5896' 4/48

CHRONOLOGICALOPERATIONS
Date Work Performed: June 12, 2002 SITP: 0 SICP: 0

Con't TOH WI tbg & fishing tools f/ 4624'. BO & inspect grapple (worn). PU new jars & TIH W/ fishing tools & L-80 IN-80 tbg:
bushing, 3 7/8 overshot (new 2 7/8 spiral grapple), 2 3/8 superjar, X-O, 2 7/8 N-80 tbg sub (17.95' OA). Tag & latch onto fishtop @
5008' (no fill). Commence jarringon fish beginning @60K (32K over string weight) & work up to 92K (63K over). Jar 3 hrs W/ no
gain. Release off fish. TOH W/ tbg & tools. TlH W/ BHA #1 (4 1/2" hyd WP shoe, 4 1/2" hyd WP pup jt, bushings (2), 3 7/8
overshot (W/ 2 7/8 " spiral grapple), 2 3/8" superjar, X-O, 2 7/8 N-80 tbg sub) & tbg. RU power swivel. Circulate btms up. Rotate
over fishtop @5008' freely, tag up 3' in. Begin milling. First 2' took 1 hr, then went quicker. Recovering sand & metal shavings in
returns. Milled total of 7', then went free last 3' till latched onto fishtop. Circ hole clean. Begin jarring @ 60K WI no results. RD
swivel & tie rig back single line. Jarring @90K fish came loose. Well went on extreme vacuum. TOH W/ tbg. Had entire fish. LD&
BO tools. Tbg stub shaved on one side for 7' middle section. Plug still intact and in good shape. Used 67 BW during todays
circulation. SIFN W/ est 2354 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2287 Starting oil rec to date: 0
FluidJosurecoveredtoday: 67 Oil lost/recovered today:
Ending fluid to be recovered: 2354 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Fishing Tool Detail Pennant#18 $3,400

1st trip 2nd trip Weatherford BOP $200
N-80 tbg sub 6.12' N-80 tbgsub 6.12' Four Star fishing $2,300
X-O 1.22' X-O 1.22' Four starswivel $500
2 3/8 superjar 8.48' 2 3/8 superjar 8.48' IPC supervision $200
3 7/8 O.S.(2 7/8 spiral)1.79' 3 7/8 O.S.(2 7/8 spiral) 1.79'

Bushing (4 X 3 7/8) .34' Bushing (4 X 3 7/8) .34'

Bushing (4 1/2 X 4) .42'

Overal length 17.95' 4 1/2 hyd WP pup jt 7.02'

4 1/2 hyd WP shoe 3.44'

Overal length 28.83'

DAILY COST: $6,600
Workover Supervisor: Gary Dietz TOTAL WELL COST:

ATTACHMENTCl

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 13, 2002 Completion Day: 07

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6115'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: L-80/N-80 Pkr/EOT @: 0 __BPISand PBTD: 5220'

PERFORATION RECORD
Zone Perfs SPFl#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds N_ew 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds _N_ew 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds N_ew 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sde 5884-5896' 4/48

CHRONOLOGICALOPERATIONS
Date Work Performed: June 12, 2002 SITP: 0 SICP: 0

Con't TOH WI tbg & fishing tools f/ 4624'. BO & inspect grapple (worn). PU new jars & TIH W/ fishing tools & L-80 IN-80 tbg:
bushing, 3 7/8 overshot (new 2 7/8 spiral grapple), 2 3/8 superjar, X-O, 2 7/8 N-80 tbg sub (17.95' OA). Tag & latch onto fishtop @
5008' (no fill). Commence jarringon fish beginning @60K (32K over string weight) & work up to 92K (63K over). Jar 3 hrs W/ no
gain. Release off fish. TOH W/ tbg & tools. TlH W/ BHA #1 (4 1/2" hyd WP shoe, 4 1/2" hyd WP pup jt, bushings (2), 3 7/8
overshot (W/ 2 7/8 " spiral grapple), 2 3/8" superjar, X-O, 2 7/8 N-80 tbg sub) & tbg. RU power swivel. Circulate btms up. Rotate
over fishtop @5008' freely, tag up 3' in. Begin milling. First 2' took 1 hr, then went quicker. Recovering sand & metal shavings in
returns. Milled total of 7', then went free last 3' till latched onto fishtop. Circ hole clean. Begin jarring @ 60K WI no results. RD
swivel & tie rig back single line. Jarring @90K fish came loose. Well went on extreme vacuum. TOH W/ tbg. Had entire fish. LD&
BO tools. Tbg stub shaved on one side for 7' middle section. Plug still intact and in good shape. Used 67 BW during todays
circulation. SIFN W/ est 2354 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2287 Starting oil rec to date: 0
FluidJosurecoveredtoday: 67 Oil lost/recovered today:
Ending fluid to be recovered: 2354 Cum oil recovered: 0

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
Fishing Tool Detail Pennant#18 $3,400

1st trip 2nd trip Weatherford BOP $200
N-80 tbg sub 6.12' N-80 tbgsub 6.12' Four Star fishing $2,300
X-O 1.22' X-O 1.22' Four starswivel $500
2 3/8 superjar 8.48' 2 3/8 superjar 8.48' IPC supervision $200
3 7/8 O.S.(2 7/8 spiral)1.79' 3 7/8 O.S.(2 7/8 spiral) 1.79'

Bushing (4 X 3 7/8) .34' Bushing (4 X 3 7/8) .34'

Bushing (4 1/2 X 4) .42'

Overal length 17.95' 4 1/2 hyd WP pup jt 7.02'

4 1/2 hyd WP shoe 3.44'

Overal length 28.83'

DAILY COST: $6,600
Workover Supervisor: Gary Dietz TOTAL WELL COST:



ATTACHMENTG

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 14, 2002 Completion Day: 08

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EO_T @: 6084' BPISand PBTD: 6144'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds Ny 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 6681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 13, 2002 SITP: SICP: 0

TIH W/ RH & L-80/N-80 tbg. Tag fill @ 5157'. CIO sd to RBP @ 5220'. Took 50 BW to gain circulation. Circ hole
clean WI add'l 30 bbi Ioss. Release plug. TOH & LD frac tbg on float--LD plug. TlH WI remaing frac tbg fl derrick &
LD on float. TIH W/ RH & J-55 tbg. Tag fill @ 5957'. Pump 100 BW to gain circulation. C/O fill to new PBTD of
6144'. Circ hole clean W/ add'l 75 bbi loss. Pull EOT up to 6084'. RU swab equipment. IFL@ sfc. Made 4 swb runs
rec 82 BTF W/ tr oil &tr sd. FFL @ 1500'. SIFN W/ est 2527 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2354 Starting oil rec to date: 0
Fluid_I_osgrecovered today: 173 Oil lost/recovered today:
Ending fluid to be recovered: 2527 Cum oil recovered: 0

IFL: sfc FFL: 1500' FTP: Choke: Final Fluid Rate: Final oil cut: tr

COSTS
TUBING DETAIL ROD DETAIL Pennant #18 $3,600

Weatherford BOP $100
TMT water &truck $400

IPC frac tbg rental (6 day) $2,800
Hagman float rental $100

Hagman trucking(float) $200
IPC welder $100

IPC supervision $200

DAILY COST: $7,500
Workover Supervisor: Gary Dietz TOTALWELL COST:

ATTACHMENTG

DAILYCOMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 14, 2002 Completion Day: 08

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EO_T @: 6084' BPISand PBTD: 6144'

PERFORATION RECORD
Zone Perfs SPF/#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds Ny 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 6681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 13, 2002 SITP: SICP: 0

TIH W/ RH & L-80/N-80 tbg. Tag fill @ 5157'. CIO sd to RBP @ 5220'. Took 50 BW to gain circulation. Circ hole
clean WI add'l 30 bbi Ioss. Release plug. TOH & LD frac tbg on float--LD plug. TlH WI remaing frac tbg fl derrick &
LD on float. TIH W/ RH & J-55 tbg. Tag fill @ 5957'. Pump 100 BW to gain circulation. C/O fill to new PBTD of
6144'. Circ hole clean W/ add'l 75 bbi loss. Pull EOT up to 6084'. RU swab equipment. IFL@ sfc. Made 4 swb runs
rec 82 BTF W/ tr oil &tr sd. FFL @ 1500'. SIFN W/ est 2527 BWTR.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2354 Starting oil rec to date: 0
Fluid_I_osgrecovered today: 173 Oil lost/recovered today:
Ending fluid to be recovered: 2527 Cum oil recovered: 0

IFL: sfc FFL: 1500' FTP: Choke: Final Fluid Rate: Final oil cut: tr

COSTS
TUBING DETAIL ROD DETAIL Pennant #18 $3,600

Weatherford BOP $100
TMT water &truck $400

IPC frac tbg rental (6 day) $2,800
Hagman float rental $100

Hagman trucking(float) $200
IPC welder $100

IPC supervision $200

DAILY COST: $7,500
Workover Supervisor: Gary Dietz TOTALWELL COST:



ATTACHMENTCH
RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 15, 2002 Completion Day: 09

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT @: 5989' BPIS_andPBTD: 6086'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPF/#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds N_ew 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds New 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds ¾ 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICALOPERATIONS
Date Work Performed: June 14, 2002 SITP: 0 SICP: 40

Bleed gas off csg. Con't swabbing well for cleanup. IFL @ 1500'. Made 9 swab runs rec 123 BTF (est 118 BW &5
BO) W/ light gas. FL @ 3300' and sand recovery in samples increasing. 9th run stuck sinker bars @4100'. Jar on
cup WI no success. Fill annulus & pump @500 psi &gain no movement. Fill tbg &trypumping bars downhole W/ no
success. Sandline parted while jarring. Left approx. 100' line on top of bars. TlH WI tbg & found sd top @ 6085' (1'
below EOT). TOH W/ tbg (wet) & recover sinker bars & 23 BW. Approx. 10' sand in tbg. Flush tbg W/ 10 BW. TIH
WI NC & tbg, leave EOT @ 5989' (96' off sd top). RU & resume swabbing. IFL @2500'. Made 2 swab runs rec 35
BTF. FFL @3500'. Used 210 BW tryingto free bars. SIFN W/ est 2571 BWTR.

FLUIDRECOVERY (BBLS)
Starting fluid load to be recovered: 2527 Starting oil rec to date: 0
Fluid..losurecovered today: 44 Oil lost/recovered today: 5
Ending fluid to be recovered: 2571 Cum oil recovered: 5

IFL: 2500 FFL: 3500 FTP: Choke: Final Fluid Rate: Final oil cut: tr

COSTS
TUBINGDETAIL ROD DETAIL Pennant#18 $3,000

Weatherford BOP $200
IPC supervision $200

DAILYCOST: $3,400
Workover Supervisor: Gary Dietz TOTAL WELL COST:

ATTACHMENTCH
RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 15, 2002 Completion Day: 09

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkrl_EOT @: 5989' BPIS_andPBTD: 6086'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPF/#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds N_ew 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds New 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds ¾ 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICALOPERATIONS
Date Work Performed: June 14, 2002 SITP: 0 SICP: 40

Bleed gas off csg. Con't swabbing well for cleanup. IFL @ 1500'. Made 9 swab runs rec 123 BTF (est 118 BW &5
BO) W/ light gas. FL @ 3300' and sand recovery in samples increasing. 9th run stuck sinker bars @4100'. Jar on
cup WI no success. Fill annulus & pump @500 psi &gain no movement. Fill tbg &trypumping bars downhole W/ no
success. Sandline parted while jarring. Left approx. 100' line on top of bars. TlH WI tbg & found sd top @ 6085' (1'
below EOT). TOH W/ tbg (wet) & recover sinker bars & 23 BW. Approx. 10' sand in tbg. Flush tbg W/ 10 BW. TIH
WI NC & tbg, leave EOT @ 5989' (96' off sd top). RU & resume swabbing. IFL @2500'. Made 2 swab runs rec 35
BTF. FFL @3500'. Used 210 BW tryingto free bars. SIFN W/ est 2571 BWTR.

FLUIDRECOVERY (BBLS)
Starting fluid load to be recovered: 2527 Starting oil rec to date: 0
Fluid..losurecovered today: 44 Oil lost/recovered today: 5
Ending fluid to be recovered: 2571 Cum oil recovered: 5

IFL: 2500 FFL: 3500 FTP: Choke: Final Fluid Rate: Final oil cut: tr

COSTS
TUBINGDETAIL ROD DETAIL Pennant#18 $3,000

Weatherford BOP $200
IPC supervision $200

DAILYCOST: $3,400
Workover Supervisor: Gary Dietz TOTAL WELL COST:



g ATTACHMENTG

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 16, 2002 Completion Day: 10

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/E.OI@: 5957' BPIS_and PBTD: 6036'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds _N_ew 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds _New 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds _New 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 15, 2002 SITP: 0 SICP: 150

Bleed gas off csg. Con't swabbing well for cleanup. IFL @2100'. Made 10 swab runs rec 142 BTF (est 138 BW &5
BO) W/ light gas. Large amount of sand in every swab run. TIH with work string tag sand @6055' ( 30' of sand entry in
5 hours.) Pull EOT to 5989'. Resume swabbing. Made additinal 10 runs recovered 89 BTF ( est 74 water 15 oil.) Still
getting large amounts of sand. TlH tag sand @6036' ( 19' of sand entry in 5 hours.) Pull EOT to 5957' Made 3 more
swab runs. SWIFN. 25 swab runs. 220 bbls water, 22 bbis oil recovered. IFL of 2100'. FFL of 5000'.
AFL of 4200'. Final oil cut of 20%.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2571 Starting oil rec to date: 5
Fluid lost/Recovered today: 220 Oil lost/recovered today: 22
Ending fluid to be recovered: 2351 Cum oil recovered: 27

IFL: 2100 FFL: 5000' FTP: Choke: Final Fluid Rate: Final oil cut: 20%

COSTS
TUBINGDETAIL ROD DETAIL Pennant #18 $3,000

Weatherford BOP $200
IPC supervision $100

DAILY COST: $3,300
Workover Supervisor: Pat Wisener TOTAL WELL COST:

g ATTACHMENTG

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 16, 2002 Completion Day: 10

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/E.OI@: 5957' BPIS_and PBTD: 6036'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds _N_ew 5100-5104' 4/16 LODC sds 5569-5574' 4/20
Csds _New 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds M 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds M 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds _New 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICAL OPERATIONS
Date Work Performed: June 15, 2002 SITP: 0 SICP: 150

Bleed gas off csg. Con't swabbing well for cleanup. IFL @2100'. Made 10 swab runs rec 142 BTF (est 138 BW &5
BO) W/ light gas. Large amount of sand in every swab run. TIH with work string tag sand @6055' ( 30' of sand entry in
5 hours.) Pull EOT to 5989'. Resume swabbing. Made additinal 10 runs recovered 89 BTF ( est 74 water 15 oil.) Still
getting large amounts of sand. TlH tag sand @6036' ( 19' of sand entry in 5 hours.) Pull EOT to 5957' Made 3 more
swab runs. SWIFN. 25 swab runs. 220 bbls water, 22 bbis oil recovered. IFL of 2100'. FFL of 5000'.
AFL of 4200'. Final oil cut of 20%.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2571 Starting oil rec to date: 5
Fluid lost/Recovered today: 220 Oil lost/recovered today: 22
Ending fluid to be recovered: 2351 Cum oil recovered: 27

IFL: 2100 FFL: 5000' FTP: Choke: Final Fluid Rate: Final oil cut: 20%

COSTS
TUBINGDETAIL ROD DETAIL Pennant #18 $3,000

Weatherford BOP $200
IPC supervision $100

DAILY COST: $3,300
Workover Supervisor: Pat Wisener TOTAL WELL COST:



ATTACHMENTG-l
RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 17, 2002 Completion Day: 11

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5939.35' BPIS_anddPBTD: 6144'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODCsds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds _New 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds _New 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICALOPERATIONS
Date Work Performed: June 16, 2002 SITP: 10 SICP: 550

Bleed off csg &tbg. TlH and tag sand @6036' ( no new entery ). Rig up and clean out to PBTD of 6144'. Pull EOT to
6100'. Slow circualtion rate to 1/2 BPM for 45 mins. Increase rate and tag up @6140' = 4' of entery. TOH with work
string & BHA. TIH with production string as listed below. Nipple down Bops. Set tbg anchor w/15,000#'s tension.
Nipple up B-1. PU & Prime " MacGyver " pump w/ ballknocker. TIH with revised rod string as listed below. Seat
pump. Space out. Rig up pumping unit. Fill tbg w/ 11 bb\s & test to 500 psi. Stroke to 750 psi. Shovel out sand from
rig tank. RDMOSU. Place well on production @6:00 pm.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2351 Starting oil rec to date: 27
Fluid..losuRecovered today: 240 Oil lost/recovered today: 75
Ending fluid to be recovered: 2591 Cum oil recovered: 102

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBINGDETAIL ROD DETAIL Pennant #18 $3,250

KBI 13' 11/2"x 22' Polish Rod Weatherford BOP $200
184 Jt's 27/8" J-55 tbg ( 5796.0') 94 3/4" Scrapered Rod's IPC supervision $100

TA 2.80' @5809.0' I KB 123 3/4" Plain Rod's Zubiate hot oil $475
2 Jt's 27/8" J-55 tbg ( 63.0')) 10 3/4" Scrapered Rod's Randy's pump&TA $2,500

SN 1.10 @5874.8'lKB 6 11/2"WT bars IPC replacement rods $750
2 Jt's 27/8" J-55 tbq (63.0') 21/2 x 11/2 x 4 x 17 RTBC IPC clean up $200

NC .45 @5938.25'/ KB MacGyver w/ ballknocker Frac water disposal $750
IPC frac tank rental $600

IPC fuel gas $600

DAILY COST: $9,425
Workover Supervisor: Pat Wisener TOTAL WELL COST:

ATTACHMENTG-l
RESOURCES INC.

DAILY COMPLETION REPORT
WELL NAME: Travis Federal 8-33-8-16 Report Date: June 17, 2002 Completion Day: 11

Present Operation: Workover Rig: Pennant #18

WELL STATUS
Surf Csg: 8 5/8 @ 313' Prod Csg: 5 1/2 Wt: 15.5# @ 6179' Csg PBTD: 6144'
Tbg: Size: 2 7/8 Wt: 6.5# Grd: J-55 Pkr/EOT @: 5939.35' BPIS_anddPBTD: 6144'

PERFORATION RECORD
Zone Perfs SPFI#shots Zone Perfs SPFI#shots

D2 sds New 4982-4988' 4/24 LODC sds New 5532-5538' 4/24
Csds M 5100-5104' 4/16 LODCsds 5569-5574' 4/20
Csds M 5106-5108' 4/8 LODC sds 5583-5586' 4/12
Csds M 5111-5114' 4/12 LODC sds 5590-5595' 4/20
B .5 sds M 5170-5173' 4/12 LODC sds 5607-5618' 4/44
B1 sds _New 5190-5196' 4/24 LODC sds 5626-5653' 4/108
B sds 5238-5244' 4/24 LODC sds _New 5681-5716' 2/70
B sds 5259-5270' 4/44 CP .5 sds M 5836-5839' 4/12
A sds 5383-5392' 4/36 CP .5 sds M 5842-5848' 4/24
A sds 5416-5425' 4/36 CP2 sds 5884-5896' 4/48

CHRONOLOGICALOPERATIONS
Date Work Performed: June 16, 2002 SITP: 10 SICP: 550

Bleed off csg &tbg. TlH and tag sand @6036' ( no new entery ). Rig up and clean out to PBTD of 6144'. Pull EOT to
6100'. Slow circualtion rate to 1/2 BPM for 45 mins. Increase rate and tag up @6140' = 4' of entery. TOH with work
string & BHA. TIH with production string as listed below. Nipple down Bops. Set tbg anchor w/15,000#'s tension.
Nipple up B-1. PU & Prime " MacGyver " pump w/ ballknocker. TIH with revised rod string as listed below. Seat
pump. Space out. Rig up pumping unit. Fill tbg w/ 11 bb\s & test to 500 psi. Stroke to 750 psi. Shovel out sand from
rig tank. RDMOSU. Place well on production @6:00 pm.

FLUID RECOVERY (BBLS)
Starting fluid load to be recovered: 2351 Starting oil rec to date: 27
Fluid..losuRecovered today: 240 Oil lost/recovered today: 75
Ending fluid to be recovered: 2591 Cum oil recovered: 102

IFL: FFL: FTP: Choke: Final Fluid Rate: Final oil cut:

COSTS
TUBINGDETAIL ROD DETAIL Pennant #18 $3,250

KBI 13' 11/2"x 22' Polish Rod Weatherford BOP $200
184 Jt's 27/8" J-55 tbg ( 5796.0') 94 3/4" Scrapered Rod's IPC supervision $100

TA 2.80' @5809.0' I KB 123 3/4" Plain Rod's Zubiate hot oil $475
2 Jt's 27/8" J-55 tbg ( 63.0')) 10 3/4" Scrapered Rod's Randy's pump&TA $2,500

SN 1.10 @5874.8'lKB 6 11/2"WT bars IPC replacement rods $750
2 Jt's 27/8" J-55 tbq (63.0') 21/2 x 11/2 x 4 x 17 RTBC IPC clean up $200

NC .45 @5938.25'/ KB MacGyver w/ ballknocker Frac water disposal $750
IPC frac tank rental $600

IPC fuel gas $600

DAILY COST: $9,425
Workover Supervisor: Pat Wisener TOTAL WELL COST:



ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4932'

2. Plug #l Set 100' plug on top of CIBP using 12 sx Class "G" cement

3. Plug #2 189' balance plug using 22 sx Class "G" cement 50' above Trona-Bird's Nest
extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14 sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5 Perforate 4 JSPF @352'

6. Plug #4 Circulate 99 sx Class "G" Cement down 5-1/2" and upt he 5-1/2" x 8-5/8"
annulus

The approximate cost to plug and abandon this well is $42,000.

Travis Federal

ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Set CIBP @4932'

2. Plug #l Set 100' plug on top of CIBP using 12 sx Class "G" cement
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extending 50' below base of Mahogany Oil Shale

4. Plug #3 120' balance plug using 14 sx Class "G" cement 60' above Uinta/Green River
and extending 60' below

5 Perforate 4 JSPF @352'

6. Plug #4 Circulate 99 sx Class "G" Cement down 5-1/2" and upt he 5-1/2" x 8-5/8"
annulus

The approximate cost to plug and abandon this well is $42,000.

Travis Federal



ATTACHMENTH-I
Travis Fed. #8-33-8-16

Spud Date: 1/9/1996 Initial Production: 137 BOPD,
Put on Production: 2/4/1996 Proposed P & A 165 MCFD, 7 BWPD
GL: 5594' KB: 5607> Wellbore Diagram

SURFACE CASING
CSG SIZE: 8-5/8"

GRADE: J-55 Circulate 99 sx Class "G" Cement down 5-1/2" and up the 5-

WEIGHT: 24# Casing Shoe @302' 1/2" x 8-5/8" annulus

DEPTH LANDED: 302' i i i i Perforate 4 JSPF @352'

HOLE SIZE:12-1/4"

CEMENT DATA: 170 sxs Type V + 100 sxs Neat
TOC @540'

120' balance plug using 14 sx Class "G" cement 60'
above Uinta/Green River and extending 60' below
(1626'-1746')

PRODUCTION CASING
CSG SIZE: 5-1/2"

GRADE: J-55

WEIGHT: 15.5#

DEPTH LANDED: 6179'

HOLE SIZE: 7-7/8"

CEMENT DATA: 260 sxs Hifill & 320 sxs Thixotropic 189' balance plug using 22 sx Class "G" cement 50'
above Trona-Bird's Nest extending 50' below base ofCEMENT TOP AT: 540' Mahogany Oil Shale (3034'-3223')

100' (12 sx) Class G Cement plug on top of CIBP

CIBP @4932'

4982'-4988'
5100'-5104'
5106'-51083

511l'-5114'

5170'-5173'

5190'-5196'
5238'-5244'
5259'-5270'

5383'-5392'
5416'-5425'

5532'-5538'
5569'-5574'
5583'-5586'
5590'-5595'
560T-5618

5626'-5653'

5681'-5716'

5836'-5839'
5842'-5848'

5884'-5896'

NEWFIELD
.-..-..- PBTD @6144'

SHOE @6179'
Travis Federal #8-33-8-16

TD@6200'

2073' FNL & 623' FEL

SENE Section 33-T8S-Rl6E

Duchesne Co, Utah

API #43-013-31503; Lease #U-34173

JL

ATTACHMENTH-I
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above Trona-Bird's Nest extending 50' below base ofCEMENT TOP AT: 540' Mahogany Oil Shale (3034'-3223')

100' (12 sx) Class G Cement plug on top of CIBP
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FORM 3160-5 UNITED STATES FonweRovuo

(August2007) DEPARTMENT OF THE INTERIOR
BUREAU OF LAND MANAGEMENT 5. Lease Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS kJSA UTU-34173
Do not use this form for proposals to drill or to re-enter an

.

abandoned well. Use Form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name.

SUBMIT IN TRIPLICATE - Other Instructions on page 2 7. If Unit or CA/Agreement, Name and/or

CMOU
l. Type of Well

Oil Well OGas Well Other 8 Well Name and No
2. NameofOperator TRAVISFEDERAi,8-33

NEWFIELD PRODUCTION COMPANY
3a. Address Route 3 Box 3630 3b, Phone (include are code) 430|331503

Myton, UT 84052 | 435 646 3721 0 Field and Poni or Evniorsmry Area

4. Location of Well (Footage, Sec.. T., R., M.. or Survey Description) G REAT ERMBUN IT
2073 FNL 623 FEL 11. County or Parish, State

SENE Section33 TSS Rl6E DUCHESNE, UT

12. CHECK APPROPRIATE BOX(ES) TO INIDICATE NATURE OF NOTICE, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ^eidize O Deenen O Production<sta mesurne) O WaterShut-OŒ
Notice of Intent

Alter Casing Q fracture Treat Q Reclarnation Q Wel Integrity

O Subsequent Report Casing Repair O New Construction Q Recomplete O Other
Change Plans O Plug & Abandon Q TemporarilyAbandon

Final Abandonment Convert to Injector Q Plug Back Q Water Disposal

13. DescribeProposed or CompletedOperation:(Clearly state all pertinent details, including estimated starting date of any proposed work and approxim:ue duration thereof. If the
proposal is to deepen directionally or recomplete horizontally, give subsurface locations and measured and true vertical depths of all perúnent markers and zones. Attach the
Bond under which the work will be performed or provide the Bond No. on ille with BLM/BlA. Required subsequent reports sh:01 be Gled within 30 days folowing completion
of the involved operations. If the operation results in a multiple completion or recompletion in a new intervaLa Form 3160-4 shall be filed once testing has been completed.
Final Abandonment Notices shall be filed only after all requirements, including reclamation, have been completed, and the operator has determined that the site is ready for final
inspection.)

Newfield Production proposes to convert the above rnentioned well from a producing oil well to an injection well.

I hereby certify that the foregoing is true and Title
correct (Printed/ Typed)

Eric Sundber Regulatory Lead

Signature ----- Da
/12/2010

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Approved by Title Date

Conditions of approval, if any, are attached. Approval of this notice does not warrant or

certify that the applicant holds legal or equitable title to those rights in the subject lease OITice
which would entitle the applicant to conduct ooerations thereon.

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any departmentor agency ofthe United
States any false. fictitious and fraudulent statements or representations as to anv matter within its iurisdiction

(Instructions on page
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4770 S. 5600 W.
STOXA L4E0MCITY,

UTAH 84170 Wheñalt£akestionne MEDIA e Deseret News
FED.TAX I.D.# 87-0217663 "" nas co -..ossessexo,

PROOF OF PUBLICATION CUSTOMER'S COPY

CUŠTOMER NAME AND ADDRESS ACCOUNT NUhlBER ' " DATE
.

DIV OF OIL-GAS & MINING, 9001402352 11/8/2010

1594 W NORTH TEMP #1210
P.O. BOX 145801
SALT LAKE CITY, UT 84114

ACCOUNT NAME

DIV OF OIL-GAS & MINING,
BEFORETHE DIVISIONOF OIL, GASAND MININGTELEPHONE ADORDER# / JNVOJCENUMI)E DEPARTMENTOF NATURALRESOURCES

STATEOFUTAH
NOTIŒOFAGENCYACTION

CAUSENO. UIC-369
8015385340 0000635116 / IN THE MATTEROF THEAPPLICATION OF NEWFIELD PRODUC-

TION COMPANYFOR ADMINISTRAT1VFAPPROVALOF CERTAIN
WELLSLOCATEDIN SECTION 33, TOWNSHlP 8 SOUTH, RANGE
16 EAST, AND SECTION 4, TOWNSHIP 9 SOUTH, RANGE 16
FACT niiCHFSNF ff¾iNTY !!TAH AS CIAS.5 11 INIFCTION
WELLS.

Start 11/06/2010 End I1/06/2010 AHE A
TIT

DUTAH ALLPERSONSINTERESTED IN THE

Notice is hereby given that the Divisionof Oil, Gas and Min-CUST, REF. NO. Ing (the "Division") is commencing on informal adjudicative
ornreedinn to enneider ttle opplication of Newfield Produc-
tion Company for administrative opproval of the following
wells located in Duchesne County, Utah, for conversion toCause #UIC-369 crossn in¡ection wens.

Greater MonumentButte Unit:
rederal 44-338-8-16 well located in SE/4 SE/4, Section 33,CAPTION Township 8 South, Range 16 East
Travis Federal 8-33-8-16 well located in SEJA NE/4, Section
33, township 8 South, Range 16 East
Federal 31-4-G-9-16 well located in NW/4 NE/4, Section 4,ARTMENT OF NATURAL RESOURCES STATE OF UTAH NOTICE OF A Township9South,Range16East

The proceeding will be conducted in occordonce with Utah
Admin. Ró49-10, Administrative Procedures.

water injection. The maximum requested injection pressures
60 L I IAI¡ and rates will be determined based on fracture gradient in-ines 2.00 COLu... formation submitted by Newfield Production Company.

Any person desiring to object to the opplication or otherwiseTIMES RATE • '
intervene in the proceeding, mustfile a written protest or no-
tire of int=rwartion tulth the Divi*inn within fifteen riavefol-
lowirig publication of this notice. The Division's Presiding Offf-

3 cer for the proceeding is Brad Hill, Permitting Monoger, at
P.O. Box 145801, Salt Lake Oty, UT 84114-5801, phone
number (801) 538-5340. If sucha protest or notice of inter-

terests.

Dated it11s2nd day of November, 2010.

STATEOF UTAH
TOTAL COST DNI¶°j°¿OIL GAS& MINING

ad Hill
Permitting Manager

155.00 35M6 UPAXLP

AFFIDAVITOF PUBLICATION

AS NEWSPAPER AGENCY CORPORATION LEGAL BOOKER. I CERTIFY THAT THE ATTACHED ADVERTISEMENT OF BEFORE THE DIVISION OF OIL.
GAS AND MINING DEPARTMENT OF NATURAL RESOURCES STATE OF UTAH NOTICE OF AGENCY ACTION CAUSE NO. UIC-369 IN THE
MATTER OF THE APPLICA FOR DIV OF OIL-GAS & MINING. WAS PUBLISHED BY THE NEWSPAPER AGENCY CORPORATION, AGENT FOR THE
SALT LAKE TRIBUNE AND DESERET NEWS. DAILY NEWSPAPERS PRINTED IN THE ENGLISH LANGUAGEWlTH GENERAL CIRCULATION IN UTAH,
AND PUBLISHED IN SALT LAKE CITY, SALT LAKE COUNTY IN THE STATE OF UTAH. NOTICE IS ALSO POSTED ON UTAHLEGALS.COMON THE SAME
DAY AS THE FlRST NEWSPAPER PUBLICATION DATE AND REMAINS ON UTAHLEGALS.COMINDEFINATELY.

Start 11/06/2010 End 11/06/2010
PUBLISHED ON
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11/8/2010

THIS 1SNOT A STATEMENT BUT A "PROOF OF PUBLICATION"
PLEASE PAY FROM BILLING
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Greater MonumentButte Unit:
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Federal 31-4-G-9-16 well located in NW/4 NE/4, Section 4,ARTMENT OF NATURAL RESOURCES STATE OF UTAH NOTICE OF A Township9South,Range16East
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NOTICE OF NE/4, Section 33, Town-

County ot' Duchesne AGENCY ship 8 South, Range 16

S lAlT OF UTMI ACTION East
Federal 314-G-9-16

CAUSE NO. well located in NW/4
UIC-369 NE/4, Section 4, Town-

ship 9 South, Range 16

1. Geoft' I iesik on oath. say that I am the EDITOR of BEFORE THE DIVI- East

the Eintah Basin Standard. a weekly newspaper ot' general SIONOFOIL,GASAND be
chendpurcteeed

ac o

circulation. published at Roosevelt. State and County aforesaid. pARTMENT OF dancewith Utab Admin.
R649-10, Adnumstrative

and that a certain notice, a true copy ot' which is hereto
NATURALRESOURC-

Procedures.

attached, was published in the tull issue such newspaper for
ESSTATEOFUTAH Selectedzonesinthe

INTHEMATTEROF Green River Formation

/ consecutive issues. and that the first publication was THEAPPLICATIONOF will be used for water

on the day of _¿V bc . 20 ¿ . and that NEWNFlELMDPR DFUOC ec en eee eri

the last publication of such notice was in the issue of such ADMINISTRATlVEAP sures and rates will be

newspaper dated the day of _ ,

Po oc A deree ednyne aiacn

20 /D . and that said notice was puNished on L'tahlegalS- SECTION 33, TOWN submitted by Newfield

SHlP8SOUTH,RANGE Production Company.

com on the same day as the first newspaper publication and 16 EAST, AND SEC
Anyper-sondesiringto

the notice remained on tablegals.com until the end of the TION 4, TOWNSHIP object to the application

9 SOUTH, RANGE 16 or otherwise intervene

scheduled ruit EAST, DUCHESNE in the proceeding, must

COUNTY, UTAH, AS file a written protest or

CLASS II INJECTION notice of intervention

WELLS. with the Division within

THE STATE OF fifteen days following

UTAH TO ALL PER- publicationofthisnotice.

SONS INTERESTED The Division's Presiding

(N THE ABOVE EN- Officerfortheproceeding

TITLEDMATTER. is Brad Hill, Permitting

ditor Noticeisherebygiven Manager, at P.O. Box

that the Division of Oil, 145801, Salt Lake City,
GasandMining(the"Di- UT 84114-5801, phone

Subscribed and sworn to het re me th vision") is commencing
number (801) 538-5340.

day of .4 t
n

euc an oe ornn

ppBeationofNewfield received,ahearingwillbe

alar\ PuNie county.Utah.fbrconver_ mterveners should be

sion to Class II injection prepared to demonstrate

wells:
at the hearing how this

Greater Monument matter affects their inter-

B0 NN1EP ARR \ SH sutteUnit: ests.
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.
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ber 9,
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BEFORE THE DIVISION OF OIL, GAS AND MINING
DEPARTMENT OF NATURAL RESOURCES

STATE OF UTAH
NOTICE OF AGENCY ACTION

CAUSE NO. UIC-369

IN THE MATTER OF THE APPLICATION OF NEWFIELD PRODUCTION COMPANY FORADMINISTRATIVE APPROVAL OF CERTAIN WELLS LOCATED IN SECTION 33, TOWNSHIP8 SOUTH, RANGE 16 EAST, AND SECTION 4, TOWNSHIP 9 SOUTH, RANGE 16 EAST,DUCHESNE COUNTY, UTAH, AS CLASS II INJECTION WELLS.

THE STATE OF UTAH TO ALL PERSONS INTERESTED IN THE ABOVE ENTITLED MATTER.
Notice is hereby given that the Division of Oil, Gas and Mining (the "Division") is commencing aninformal adjudicative proceeding to consider the application of Newfield Production Company foradministrative approval of the following wells located in Duchesne County, Utah, for conversion toClass II injection wells:

Greater Monument Butte Unit:
Federa144-33B-8-16 well located in SE/4 SE/4, Section 33, Township 8 South, Range 16 EastTravis Federal 8-33-8-16 well located in SE/4 NE/4, Section 33, Township 8 South, Range 16 EastFederal 31-4-G-9-16 well located in NW/4 NE/4, Section 4, Township 9 South, Range 16 East

The proceeding will be conducted in accordance with Utah Admin. R649-10, AdministrativeProcedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requestedinjection pressures and rates will be determined based on fracture gradient information submitted byNewfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file awritten protest or notice of intervention with the Division within fifteen days following publication ofthis notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, atP.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest ornotice of intervention is received, a hearing will be scheduled in accordance with the aforementionedadministrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at thehearing how this matter affects their interests.

Dated this 2nd day of November, 2010.

STATE OF UTAH
DIVISION OF OgL,GAS & MINING

Brad Hill
Permitting
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The proceeding will be conducted in accordance with Utah Admin. R649-10, AdministrativeProcedures.

Selected zones in the Green River Formation will be used for water injection. The maximum requestedinjection pressures and rates will be determined based on fracture gradient information submitted byNewfield Production Company.

Any person desiring to object to the application or otherwise intervene in the proceeding, must file awritten protest or notice of intervention with the Division within fifteen days following publication ofthis notice. The Division's Presiding Officer for the proceeding is Brad Hill, Permitting Manager, atP.O. Box 145801, Salt Lake City, UT 84114-5801, phone number (801) 538-5340. If such a protest ornotice of intervention is received, a hearing will be scheduled in accordance with the aforementionedadministrative procedural rules. Protestants and/or interveners should be prepared to demonstrate at thehearing how this matter affects their interests.

Dated this 2nd day of November, 2010.

STATE OF UTAH
DIVISION OF OgL,GAS & MINING

Brad Hill
Permitting



Newfield Production Company

FEDERAL 44-33B-8-16,
TRAVIS FEDERAL 8-33-8-16,

FEDERAL 31-4-G-9-16.

Cause No. UIC-369

Publication Notices were sent to the following:

Newfield Production Company Duchesne County Planning1001 17th Street, Suite 2000 PO Box 317
Denver, CO 80202 Duchesne, UT 84021-0317

Uintah Basin Standard Bruce Suchomel268 South 200 East US EPA Region 8
Roosevelt, UT 84066 MS 8P-W-GW
via e-mail ubs@ubstandard.com 1595 Wynkoop Street

Denver, CO 80202-1129
Salt Lake Tribune
PO Box 45838 Newfield Production CompanySalt Lake City, UT 84145 Rt 3 Box 3630
via e-mail naclegal@mediaoneutah.com Myton, UT 84052

Vernal Field Office
Bureau of Land Management
170 South 500 East
Vernal, UT

Newfield Production Company
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PO Box 45838 Newfield Production CompanySalt Lake City, UT 84145 Rt 3 Box 3630
via e-mail naclegal@mediaoneutah.com Myton, UT 84052

Vernal Field Office
Bureau of Land Management
170 South 500 East
Vernal, UT
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Jean Sweet - Fwd: Re: Fwd: Notice of Agency Action -- Newfield Production Company Cause No.
UIC-369

From: Cindy Kleinfelter <classifieds@ubstandard.com>
To: <jsweet@utah.gov>

Date: 11/4/2010 10:35 AM
Subject: Fwd: Re: Fwd: Notice of Agency Action - Newfield Production Company Cause No. UIC-

369

Subject notice will be published Nov. 9, 2010, one time.
Thank you,
Cindy

---- Original Message -----

Subject:Re: Fwd: Notice of Agency Action - Newfield Production Company Cause No. UIC-369
Date:Wed, 03 Nov 2010 17:42:31 -0600

From:Cindy Kleinfelter <classifieds@ubstandard.com>
To:UBS <ubs@ubstandard.com>

On 11/3/2010 4:03 PM, UBS wrote:

---- Original Message -----

Subject:Notice of Agency Action - Newfield Production Company Cause No. UIC-369
Date:Wed, 03 Nov 2010 09:50:38 -0600

From:Jean Sweet <jsweet@utah.gov>
To:<ubs@ubstandard.com>

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice,
once only, as soon as possible.
Please notify me via e-mail of the date it will be published. My e-mail address is:
jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210

file://C:\Documents and Settings\OGMUSER\Local Settings\Temp\XPgrpwise\4CD28C5...
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Salt Lake City, UT
801-538-5329
sweet@utah.gov
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State of Utah
te R DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

November 3, 2010

Via e-mail: ubs(ä),ubstandard.com

Uintah Basin Standard
268 South 200 East
Roosevelt, UT 84066

Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-369

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the
Notice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: jsweet@utah.gov.

Please send proof of publication and billing to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Spy

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801) 538-7458 • www.ogm.utah.gov OIL, GAS &
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State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER

GARY R. HERBERT Executive Director

covernor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

November 3, 2010

VIA E-MAIL naclegal@mediaoneutah.com

Salt Lake Tribune
P. O. Box 45838
Salt Lake City, UT 84145

Subject: Notice of Agency Action -- Newfield Production Company Cause No. UIC-369

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish theNotice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary

Enclosure

UTAH

DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (80 I) 538-5340 • facsimile (801) 359-3940 • TTY (80 l) 538-7458 • wwwogm.utah.gov 014 GAS &

State of Utah
DEPARTMENT OF NATURAL RESOURCES
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GARY R. HERBERT Executive Director
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GREGORY S. BELL JOHN R. BAZA
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Salt Lake City, UT 84145

Subject: Notice of Agency Action -- Newfield Production Company Cause No. UIC-369

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish theNotice, once only, as soon as possible. Please notify me via e-mail of the date it will be
published. My e-mail address is: isweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Jean Sweet
Executive Secretary

Enclosure
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DNR
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Jean Sweet - RE: Notice of Agency Action - Newfield Production Company Cause No. UIC-369

From: "NAC Legal" <naclegal@mediaoneutah.com>
To: "'Jean Sweet'" <jsweet@utah.gov>
Date: 11/3/2010 1:05 PM
Subject: RE: Notice of Agency Action - Newfield Production Company Cause No. UIC-369

Ad #635116 is scheduled to run November 6th in Salt Lake Tribune and Online
utahlegals.aom .

Total charge is $155.00. Please check the ad in the paper.

Thank you,

Lynn Valdez

MediaOne of Utah,

a Newspaper Agency Company

4770 South 5600 West

West Valley City, Utah 84118

Ph.: 801-204-6245

Email: naclegal@mediaoneutah.com

file://C:\DocumentsandSettings\OGMUSER\LocalSettings\Temp\XPgrpwise\4CDl5El5...
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From: Jean Sweet [mailto:jsweet@utah.gov]
Sent: Wednesday, November 03, 2010 9:50 AM
To: naclegal@mediaoneutah.com
Subject: Notice of Agency Action - Newfield Production Company Cause No. UIC-369

To Whom It May Concern:

Enclosed is a copy of the referenced Notice of Agency Action. Please publish the Notice, once only, as
soon as possible. Please notify me via e-mail of the date it will be published. My e-mail address is:
jsweet@utah.gov.

Please send proof of publication and billing for account #9001402352 to:

Division of Oil, Gas and Mining
PO Box 145801
Salt Lake City, UT 84114-5801

Sincerely,

Jean Sweet, Executive Secretary
Utah Div. of Oil, Gas & Mining
1594 West Temple, Suite 1210
Salt Lake City, UT
801-538-5329
isweet@utah.qov
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'
State of Utah
DEPARTMENT OF NATURALRESOURCES

MICHAEL R. STYLER
GARY R.NERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Governor Division Director

January 31, 2011

Newfield Production Company
1001 Seventeenth Street, Suite 2000
Denver, CO 80202

Subject: Greater Monument Butte Unit Well: Travis Federal 8-33, Section 33. Township 8 South, Range 16
East, SLBM, Duchesne Countv, Utah, API Well # 43-013-31503

Gentlemen:

Pursuant to Utah Admin. Code R649-5-3-3, the Division of Oil, Gas and Mining (the "Division") issuesits administrative approval for conversion of the referenced well to a Class II injection well. Accordingly, the
following stipulations shall apply for full compliance with this approval:

1. Compliance with all applicable requirements for the operation, maintenance and reporting for
Underground Injection Control ("UIC") Class II injection wells pursuant to Utah Admin. CodeR649-1 et seq.

2. Conformance with all conditions and requirements of the complete application submitted by
Newfield Production Company.

3. A casing\tubing pressure test shall be conducted prior to commencing injection.

4. Pressure shall be monitored between the surface casing and the production casing on a regular
basis. Any pressure changes observed shall be reported to the Division immediately.

A final approval to commence injection will be issued upon satisfactory completion of the listed
stipulations. If you have any questions regarding this approval or the necessary requirements, please contact
Mark Reinbold at 801-538-5333 or Brad Hill at 801-538-5315.

Sincerely,

ohn Rogers
Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Duchesne County
Newfield Production Company, Myton unnWell File

N:\O&G Reviewed Docs\ChronFile\UIC

1594 West NorthTemple, Suite 1210, PO Box 145801, SaltLake City, UT 84114-5801
OIL, GAS & MININGtelephone(801) 538-5340 • facsimile(801) 359-3940 • TTY (801) 538-7458 .
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Newfield Production Company Well: Travis Federal 8-33-8-16

Location: 33/8S/16E API: 43-013-31503

Ownership Issues: The proposed well is located on BLM land. The well is located in the
Greater Monument Butte Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review (AOR).
Newfield and other various individuals hold the leases in the unit. Newfield has provided a list of
all surface, mineral and lease holders in the half-mile radius. Newfield is the operator of the
Greater Monument Butte Unit. Newfield has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 302 feet and has a cement top at the
surface. A 5½ inch production casing is set at 6,179 feet. A cement bond log demonstrates
adequate bond in this well up to about 3,354 feet. A 2 7/8 inch tubing with a packer will be set at
4,932 feet. Higher perforations will be opened at a later date. A mechanical integrity test will be
run on the well prior to injection. At the time of writing this Statement of Basis (SOB) on
1/31/2011, based on surface locations, there were 12 producing wells and 4 injection wells in the
AOR. One of the producing wells is directionally drilled, with a surface location inside the
AOR, but the bottom hole location is outside the AOR. Additionally, there is 1 producing well
which has been directionally drilled from a surface location outside the AOR to a bottom hole
location inside the AOR. The AOR map reflects the status as of 1/12/2012, including proposed
new directional wells since the original writing of this SOB. All of the existing wells have
evidence of adequate casing and cement. Inasmuch as some logs are of dubious quality or do not
exhibit conclusive cement tops, it has been necessary to calculate approximate tops for "lite"
cement, based on the cement indicated in the well completion report.

Ground Water Protection: As interpreted from Technical Publication No. 92, the base of
moderately saline water is at a depth of approximately 500 feet. Injection shall be limited to the
interval between 4,229 feet and 6,144 feet in the Green River Formation. Information submitted
by Newfield indicates that the fracture gradient for the 8-33-8-16 well is 0.77 psi/ft., which was
the lowest reported fracture gradient for the injection zone. The resulting minimum fracture
pressure for the proposed injection interval is 1,971 psig. The requested maximum pressure is
1,971 psig. The anticipated average injection pressure is l100 psig. Injection at this pressure
should not initiate any new fractures or propagate existing fractures in the adjacent confining
intervals. Any ground water present should be adequately
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Travis Federal 8-33-8-16
page 2

Oil/Gas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining approved the
Greater Monument Butte Unit on December 1, 2009. Correlative rights issues were addressed at
this time. Previous reviews in this area indicate that other mineral resources in the area have been
protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent to the
Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will be required
prior to injection. It is recommended that approval of this application be granted.

Note: Applicable technical publications concerning water resources in the general vicinity of
this project have been reviewed and taken into consideration during the permit review
process.

Reviewer(s): Mark Reinbold Date 1/31/2011 (revised
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STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-34173 

SUNDRY NOTICES AND REPORTS ON WELLS
Do not use this form for proposals to drill new wells, significantly deepen existing wells below current
bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO
DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 TRAVIS FEDERAL 8-33 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2073 FNL 0623 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

   NOTICE OF INTENT
Approximate date work will start:

   SUBSEQUENT REPORT
Date of Work Completion:

10/25/2011

   SPUD REPORT
Date of Spud:

 

   DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE  

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE       WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The subject well has been converted from a producing oil well to an injection
well on 10/19/2011. On 10/20/2011 Dennis Ingram with the State of Utah
DOGM was contacted concerning the initial MIT on the above listed well. On
10/25/2011 the casing was pressured up to 1350 psig and charted for 30

minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was 0 psig during the test. There was not a State

representative available to witness the test.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 10/27/2011

10/27/2011

Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000

FORM 9
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Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date gi gi gy Time / ou am

Test Conducted by:
Others Present:

Well: o FJhal 33- E )& Field: Pfos« / IS Ñc
Well Location: GF/N ·¤ TTS, y API No: Ñ3-og-pg y

gig Casing Pressure

0 min / psig
5 /3 psig

10 | 3 psig
15 psig

20 psig
25 )3 à psig

30 min Î3 psig
35 ·¯ psig

40 psig
45 psig

50 psig
55 psig

60 min psig

Tubing pressure: psig

Result: Fall

Signature of Witness:

Signature of Person Conducting
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Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000
Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

TRAVIS 8-33-8-16
8/1/2011To12/30/2011

10/14/2011 Day: 1 Conversion

NC #2 on 10/14/2011 - MIRUSU, L/D Rod String - Move From C.P. 44-10-9-16 To The Travis
8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Rod Pmp,
R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbis Wtr, Reseat Pmp, Pressure Test Tbg To 3,000 Psi,
Good Test, Took 6 Bbis Wtr To Fill, POOH & L/D 1 1/2" x 26' Polished Rod, 1- 2', 1- 4' x 3/4"
Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - Move
From C.P. 44-10-9-16 To The Travis 8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbis
Wtr, R/D Pmp Unit, Unseat Rod Pmp, R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbis Wtr, Reseat
Pmp, Pressure Test Tbg To 3,000 Psi, Good Test, Took 6 Bbis Wtr To Fill, POOH & L/D 1 1/2" x
26' Polished Rod, 1- 2', 1- 4' x 3/4" Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30
PM, 6:30 To 7:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $4,460

10/17/2011 Day: 2 Conversion

NC #2 on 10/17/2011 - POOH W/- Tbg, Gyro Well - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbis Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" x 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbis Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" x 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. Finalized
Dally Cost: $0
Cumulative Cost: $13,501

10/18/2011 Day: 3 Conversion

NC #2 on 10/18/2011 - Pressure Test Tbg, Fish Stnd Vlve, R/D BOPS, R/U Wellhead, Pmp Pkr
Fluid, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, R/U H/Oiler To
Tbg, Pmp 20 Bbis Wtr, POOH W/- 156- Jts Tbg, Breaking & Dopeing Collars, L/D 32- Jts Tbg,
P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg, Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr,
Good Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Weatherford BOPS, R/U Wellhead,
R/U H/Oiler To Csg, Pmp 70 Bbis Fresh Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U
Wellhead, Pressure Test Csg To 1,500 Psi For Approx. 1 Hr, No Test, Bump Back Up To 3,000
Psi, Test Over Night, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, R/U H/Oiler To Tbg, Pmp 20 Bbis Wtr, POOH W/- 156- Jts Tbg,
Breaking & Dopeing Collars, L/D 32- Jts Tbg, P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg,
Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr, Good Test, R/U Sandline, Fish Stnd Vlve,
R/D Sandline, R/D Weatherford BOPS, R/U Wellhead, R/U H/Oiler To Csg, Pmp 70 Bbis Fresh
Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U Wellhead, Pressure Test Csg To 1,500 Psi For
Approx. 1 Hr, No Test, Bump Back Up To 3,000 Psi, Test Over Night, SWI, CSDFN @ 6:30 PM,
6:30 To 7:00 PM C/Trvl. Finalized

http://www.inewfld.com/denver/SumActRpt.asp?RC=152487&API=4301331503&MinD...

Summary Rig Activity Page 1 of 2

Daily Activity Report

Format For Sundry

TRAVIS 8-33-8-16
8/1/2011To12/30/2011

10/14/2011 Day: 1 Conversion

NC #2 on 10/14/2011 - MIRUSU, L/D Rod String - Move From C.P. 44-10-9-16 To The Travis
8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbls Wtr, R/D Pmp Unit, Unseat Rod Pmp,
R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbis Wtr, Reseat Pmp, Pressure Test Tbg To 3,000 Psi,
Good Test, Took 6 Bbis Wtr To Fill, POOH & L/D 1 1/2" x 26' Polished Rod, 1- 2', 1- 4' x 3/4"
Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - Move
From C.P. 44-10-9-16 To The Travis 8-33-8-16, MIRUSU, R/U H/Oiler To Csg, Pmp 60 Bbis
Wtr, R/D Pmp Unit, Unseat Rod Pmp, R/U H/Oiler To Tbg, Flush Rods W/- 40 Bbis Wtr, Reseat
Pmp, Pressure Test Tbg To 3,000 Psi, Good Test, Took 6 Bbis Wtr To Fill, POOH & L/D 1 1/2" x
26' Polished Rod, 1- 2', 1- 4' x 3/4" Pony Subs, 70- 3/4" Guided Rods, SWI, CSDFN @ 6:30
PM, 6:30 To 7:00 PM C/Trvl. Finalized
Daily Cost: $0
Cumulative Cost: $4,460

10/17/2011 Day: 2 Conversion

NC #2 on 10/17/2011 - POOH W/- Tbg, Gyro Well - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbis Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" x 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU,
R/U H/Oiler To Tbg, Pmp 30 Bbis Wtr, L/D 24- 3/4" Guided Rods, 62- 3/4" Plain Rod, 71- 3/4"
Guided Rods, 6- 1 1/2" x 25' Wt Bars, Rod Pmp, X - Over For Tbg, R/D Wellhead, R/U
Weatherford BOPS, TA Was Already Realeased, R/U VES Wireline, Gyro Well, R/D VES Gyro,
Tag Fill @ 6102', 42' Of New Fill On PBTD, POOH W/- 80- Jts Tbg, Breaking & Dopeing Collars,
SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. Finalized
Dally Cost: $0
Cumulative Cost: $13,501

10/18/2011 Day: 3 Conversion

NC #2 on 10/18/2011 - Pressure Test Tbg, Fish Stnd Vlve, R/D BOPS, R/U Wellhead, Pmp Pkr
Fluid, Set Pkr, Pressure Test Csg - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, R/U H/Oiler To
Tbg, Pmp 20 Bbis Wtr, POOH W/- 156- Jts Tbg, Breaking & Dopeing Collars, L/D 32- Jts Tbg,
P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg, Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr,
Good Test, R/U Sandline, Fish Stnd Vlve, R/D Sandline, R/D Weatherford BOPS, R/U Wellhead,
R/U H/Oiler To Csg, Pmp 70 Bbis Fresh Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U
Wellhead, Pressure Test Csg To 1,500 Psi For Approx. 1 Hr, No Test, Bump Back Up To 3,000
Psi, Test Over Night, SWI, CSDFN @ 6:30 PM, 6:30 To 7:00 PM C/Trvl. - 5:30 To 6:00 AM
C/Trvl, 6:00 AM OWU, R/U H/Oiler To Tbg, Pmp 20 Bbis Wtr, POOH W/- 156- Jts Tbg,
Breaking & Dopeing Collars, L/D 32- Jts Tbg, P/U & TIH W/- Arrowset Pkr, 156- Jts Tbg,
Pressure Test Tbg To 3,000 Psi For Approx. 1 Hr, Good Test, R/U Sandline, Fish Stnd Vlve,
R/D Sandline, R/D Weatherford BOPS, R/U Wellhead, R/U H/Oiler To Csg, Pmp 70 Bbis Fresh
Wtr W/- Pkr Fluid, R/D Wellhead, Set Pkr, R/U Wellhead, Pressure Test Csg To 1,500 Psi For
Approx. 1 Hr, No Test, Bump Back Up To 3,000 Psi, Test Over Night, SWI, CSDFN @ 6:30 PM,
6:30 To 7:00 PM C/Trvl. Finalized

http://www.inewfld.com/denver/SumActRpt.asp?RC=152487&API=4301331503&MinD...



Oct. 27, 2011

Sundry Number: 19804 API Well Number: 43013315030000
Summary Rig Activity Page 2 of 2

Daily Cost: $0
Cumulative Cost: $21,656

10/19/2011 Day: 4 Conversion

NC #2 on 10/19/2011 - Pressure Test Csg - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Csg Vlves
Were Leaking, Bleed Down Pressure, Replace Csg VIves, Pmp Back Up To 1,500 Psi, Test For
Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM
OWU, Csg Vlves Were Leaking, Bleed Down Pressure, Replace Csg VIves, Pmp Back Up To
1,500 Psi, Test For Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT.
Daily Cost: $0
Cumulative Cost: $20,545

10/26/2011 Day: 5 Conversion

Rigless on 10/26/2011 - Conduct an MIT - On 10/20/2011 Dennis Ingram with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 10/25/2011
the casing was pressured up to 1350 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. FINAL REPORT - On
10/20/2011 Dennis Ingram with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 10/25/2011 the casing was pressured up to 1350 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was O psig during the test. There was not a State representative available to
witness the test. FINAL REPORT Finalized
Daily Cost: $0
Cumulative Cost: $21,445

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152487&API=4301331503&MinD...
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Daily Cost: $0
Cumulative Cost: $21,656

10/19/2011 Day: 4 Conversion

NC #2 on 10/19/2011 - Pressure Test Csg - 5:30 To 6:00 AM C/Trvl, 6:00 AM OWU, Csg Vlves
Were Leaking, Bleed Down Pressure, Replace Csg VIves, Pmp Back Up To 1,500 Psi, Test For
Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT. - 5:30 To 6:00 AM C/Trvl, 6:00 AM
OWU, Csg Vlves Were Leaking, Bleed Down Pressure, Replace Csg VIves, Pmp Back Up To
1,500 Psi, Test For Approx. 1 Hr, Good Test, R/D NC #2, Ready For MIT.
Daily Cost: $0
Cumulative Cost: $20,545

10/26/2011 Day: 5 Conversion

Rigless on 10/26/2011 - Conduct an MIT - On 10/20/2011 Dennis Ingram with the State of
Utah DOGM was contacted concerning the initial MIT on the above listed well. On 10/25/2011
the casing was pressured up to 1350 psig and charted for 30 minutes with no pressure loss.
The well was not injecting during the test. The tubing pressure was O psig during the test.
There was not a State representative available to witness the test. FINAL REPORT - On
10/20/2011 Dennis Ingram with the State of Utah DOGM was contacted concerning the initial
MIT on the above listed well. On 10/25/2011 the casing was pressured up to 1350 psig and
charted for 30 minutes with no pressure loss. The well was not injecting during the test. The
tubing pressure was O psig during the test. There was not a State representative available to
witness the test. FINAL REPORT Finalized
Daily Cost: $0
Cumulative Cost: $21,445

Pertinent Files: Go to File List

http://www.inewfld.com/denver/SumActRpt.asp?RC=152487&API=4301331503&MinD...



RECEIVED: Jan. 31, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-34173 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 TRAVIS FEDERAL 8-33 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2073 FNL 0623 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /31 /2012

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Put on Injection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 The above reference well was put on injection at 2:30 PM on
01/31/2012.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 1 /31 /2012

February 01, 2012

Sundry Number: 22628 API Well Number: 43013315030000Sundry Number: 22628 API Well Number: 43013315030000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well TRAVIS FEDERAL 8-33

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

2073 FNL 0623 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/3 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
01/31/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 01, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/31/2012

RECEIVED: Jan. 31,

Sundry Number: 22628 API Well Number: 43013315030000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNIT or CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well TRAVIS FEDERAL 8-33

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGESATSURFACE: DUCHESNE

2073 FNL 0623 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/3 1/2 0 12
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELL DETERMINATION OTHER OTHER: Put on In|ection

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The above reference well was put on injection at 2:30 PM on Accepted by the
01/31/2012. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 01, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 1/31/2012

RECEIVED: Jan. 31,



SpudDate:l/9/1996 TTRVIS Federal 8-33-8-16
Put on Production: 2/4/1996 Initial Production: 137 BOPD,
GL: 5594' KB: 5607, Injection Wellbore 165 MCFD, 7 BWPD

Diagram
SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

1/26/96 5884'-5896' Frac CP sand as follows: 69,900#20/40
GRADE: J-55 sand in 558 bbls fluid. Treated@ avg press of

1600 psi w/avg rate of26 BPM. ISIP 2009WEIGHT: 24# Casing Shoe @302' psi. Calc flush; 5884 gal, Actual flush: 5806 gal.
DEPTH LANDED: 302' 1/29/96 5569'-5653' Frac LODC sand as follows: 144,900#20/40
HOLE SIZE:12-1/4', sand in 970 bb1sfluid. Treated @avg press of

TOC @540'
.

2800 psi w/avg rateof37 BPM. ISIP 2921 psi.CEMENT DATA: 170 sxs Type V + 100 sxs Neat Cale flush: 5569 gal, Actual flush: 5493 gal
1/31/96 5383'-5425' Frac A sand as follows: 77,200#20/40 sand in

585 bbls fluid. Treated @avg press of2290 psi
wlavg rate of 32 BPM. ISIP 2412 psi. Calc flush:
5383 gal, Actual flush: 5284 gal.

2/01/96 5238'-5270' Frac B sand as follows: 64,200#20/40 sand in
494 bbls fluid. Treated @avg press of2130 psiPRODUCTION CASING
w/avgrateof20.7BPM. ISIP2l30psi. Calc

CSG SIZE: 5-1/2" flush: 5238 gal, Actual flush: 5174 gal.
GRADE: J-55 6/07/02 5836'-5848' Frac CP 0.5 sand as follows: 18,500#20/40

WEIGHT: 15.5# sand in 163 bb1sfluid. Treated @avg press of
3625 psi w/avg rate of 15.9 BPM. ISIP 2180 psi.

DEPTH LANDED: 6179' Calc flush: 1473 gal, Actual flush: 1386 gal.
HOLE SIZE: 7-7/8" 6/07/02 5681'-5716' Frac LODC sand as follows: 60,000#20/40
CEMENT DATA; 260 sxs Hifill & 320 sxs Thixotropic n0d0pn 0/abv

rate of 2
PMe.avSIP3e6

0 si.
CEMENT TOP AT: 540' Calc flush: 1384 gal, Actual flush: 1302 gal.

6/07/02 5532'-5653' Frac LODC sand as follows: 134,420#20/40
sand in 820 bb1sfluid. Treated @avg press of
5250 psi w/avg rate of 19.7 BPM. ISIP 3650 psi.
Calc flush: 1394 gal, Actual flush: 1302gal.

6/08/02 5100'-5196' Frac C sands as follows: 54,200#20/40 sand in
221 bb1sfluid. Treated @avg press of2250 psi

TUBING w/avgrateof26.5BPM.ISIP2600psi.Calc
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.S# flush: 5100 gal, Actual flush; 4998 gal.

6/08/02 4982'-4988' Frac D sand as follows: 34,220#20/40 sand inNO. OF JOINTS: 156jts (4907.5')
221 bbis fluid. Treated @avg press of2050 psi

SEATING NIPPLE: 2-7/8" (1.10') w/avg rate of 24.1 BPM. ISIP 2250 psi. Calc
flush; 4982 gal, Actual flush: 4918 gal.SN LANDED AT: (4920.5')

Packer @4924' 10-19-07 Tubing Leak. Updated rod & tubing details.
CE @4924.89' EOT @4928' 11/14/03 Parted rods update:
TOTAL STRING LENGTH: EOT @4928' 4982'-4988, 1/29/2010 Pump Changed. Updated rod and tubing

5100'-5104, detail.
5106'-5108, 10/19/11 Convert to Injection Well

511l'-5114'
10/25/11 Conversion MIT Finalized -updatetbg detail

5170'-5173'
5l90'-5196'

5238'-5244'
5259'-5270'

5383'-5392'

5416'-5425'
55323-5538'

PERFORATION RECORD
5569'-5574'

1/26/96 5884'-58963 4 JSPF 48 holes
5583'-5586'

1/27/96 5626'-5653' 4 JSPF 108 holes5590'-5595'
1/27/96 560T-5618 4 JSPF 44 holes5607'-5618
1/27/96 5590'-5595' 4 JSPF 20 holes5626'-5653'
1/27/96 5583'-5586' 4 JSPF 12 holes

5681'-5716' 1/27/96 5569'-5574' 4JSPF 20holes
1/31/96 5416'-5425' 4 JSPF 36 holes
1/31/96 5383'-5392' 4 JSPF 36 holes

5836'-5839, 2/01/96 5259'-5270' 4 JSPF 44 holes

2 5842'-5848, 2/01/96 5238'-5244' 4 JSPF 24 holes

: 5884'-5896, 6/06/02 5842'-5848' 4 JSPF 24 holes
6/06/02 5836'-5839' 4 JSPF 12 holes
6/06/02 5681'-5716' 2JSPF 70holes
6/06/02 5532'-5538' 4 JSPF 24 holes
6/08/02 5190'-5196' 4 JSPF 24 holesNEWFIELD 6/08/02 5170'-5173' 4JSPF 12holes- PBTD @6144, 6/08/02 5111'-5114' 4 JSPF 12 holes

Travis Federal 8-33-8-16 TSDHOE@6179'

2073' FNL & 623' FEL

SENE Section 33-T8S-R16E

Duchesne Co, Utah

API #43-013-31503; Lease #U-34173

LCN

SpudDate:l/9/1996 TTRVIS Federal 8-33-8-16
Put on Production: 2/4/1996 Initial Production: 137 BOPD,
GL: 5594' KB: 5607, Injection Wellbore 165 MCFD, 7 BWPD

Diagram

SURFACE CASING FRAC JOB
CSG SIZE: 8-5/8"

1/26/96 5884'-5896' Frac CP sand as follows: 69,900#20/40
GRADE: J-55 sand in 558 bbls fluid. Treated@ avg press of

1600 psi w/avg rate of26 BPM. ISIP 2009WEIGHT: 24# Casing Shoe @302' psi. Calc flush; 5884 gal, Actual flush: 5806 gal.
DEPTH LANDED: 302' 1/29/96 5569'-5653' Frac LODC sand as follows: 144,900#20/40
HOLE SIZE:12-1/4', sand in 970 bb1sfluid. Treated @avg press of

TOC @540'
.

2800 psi w/avg rateof37 BPM. ISIP 2921 psi.CEMENT DATA: 170 sxs Type V + 100 sxs Neat Cale flush: 5569 gal, Actual flush: 5493 gal
1/31/96 5383'-5425' Frac A sand as follows: 77,200#20/40 sand in

585 bbls fluid. Treated @avg press of2290 psi
wlavg rate of 32 BPM. ISIP 2412 psi. Calc flush:
5383 gal, Actual flush: 5284 gal.

2/01/96 5238'-5270' Frac B sand as follows: 64,200#20/40 sand in
494 bbls fluid. Treated @avg press of2130 psiPRODUCTION CASING
w/avgrateof20.7BPM. ISIP2l30psi. Calc

CSG SIZE: 5-1/2" flush: 5238 gal, Actual flush: 5174 gal.
GRADE: J-55 6/07/02 5836'-5848' Frac CP 0.5 sand as follows: 18,500#20/40

WEIGHT: 15.5# sand in 163 bb1sfluid. Treated @avg press of
3625 psi w/avg rate of 15.9 BPM. ISIP 2180 psi.

DEPTH LANDED: 6179' Calc flush: 1473 gal, Actual flush: 1386 gal.
HOLE SIZE: 7-7/8" 6/07/02 5681'-5716' Frac LODC sand as follows: 60,000#20/40
CEMENT DATA; 260 sxs Hifill & 320 sxs Thixotropic n0d0pn 0/abv

rate of 2
PMe.avSIP3e6

0 si.
CEMENT TOP AT: 540' Calc flush: 1384 gal, Actual flush: 1302 gal.

6/07/02 5532'-5653' Frac LODC sand as follows: 134,420#20/40
sand in 820 bb1sfluid. Treated @avg press of
5250 psi w/avg rate of 19.7 BPM. ISIP 3650 psi.
Calc flush: 1394 gal, Actual flush: 1302gal.

6/08/02 5100'-5196' Frac C sands as follows: 54,200#20/40 sand in
221 bb1sfluid. Treated @avg press of2250 psi

TUBING w/avgrateof26.5BPM.ISIP2600psi.Calc
SIZE/GRADE/WT.: 2-7/8" / J-55 / 6.S# flush: 5100 gal, Actual flush; 4998 gal.

6/08/02 4982'-4988' Frac D sand as follows: 34,220#20/40 sand inNO. OF JOINTS: 156jts (4907.5')
221 bbis fluid. Treated @avg press of2050 psi

SEATING NIPPLE: 2-7/8" (1.10') w/avg rate of 24.1 BPM. ISIP 2250 psi. Calc
flush; 4982 gal, Actual flush: 4918 gal.SN LANDED AT: (4920.5')

Packer @4924' 10-19-07 Tubing Leak. Updated rod & tubing details.
CE @4924.89' EOT @4928' 11/14/03 Parted rods update:
TOTAL STRING LENGTH: EOT @4928' 4982'-4988, 1/29/2010 Pump Changed. Updated rod and tubing

5100'-5104, detail.
5106'-5108, 10/19/11 Convert to Injection Well

511l'-5114'
10/25/11 Conversion MIT Finalized -updatetbg detail

5170'-5173'
5l90'-5196'

5238'-5244'
5259'-5270'

5383'-5392'

5416'-5425'
55323-5538'

PERFORATION RECORD
5569'-5574'

1/26/96 5884'-58963 4 JSPF 48 holes
5583'-5586'

1/27/96 5626'-5653' 4 JSPF 108 holes5590'-5595'
1/27/96 560T-5618 4 JSPF 44 holes5607'-5618
1/27/96 5590'-5595' 4 JSPF 20 holes5626'-5653'
1/27/96 5583'-5586' 4 JSPF 12 holes

5681'-5716' 1/27/96 5569'-5574' 4JSPF 20holes
1/31/96 5416'-5425' 4 JSPF 36 holes
1/31/96 5383'-5392' 4 JSPF 36 holes

5836'-5839, 2/01/96 5259'-5270' 4 JSPF 44 holes

2 5842'-5848, 2/01/96 5238'-5244' 4 JSPF 24 holes

: 5884'-5896, 6/06/02 5842'-5848' 4 JSPF 24 holes
6/06/02 5836'-5839' 4 JSPF 12 holes
6/06/02 5681'-5716' 2JSPF 70holes
6/06/02 5532'-5538' 4 JSPF 24 holes
6/08/02 5190'-5196' 4 JSPF 24 holesNEWFIELD 6/08/02 5170'-5173' 4JSPF 12holes- PBTD @6144, 6/08/02 5111'-5114' 4 JSPF 12 holes

Travis Federal 8-33-8-16
TSDHOE@6179'

2073' FNL & 623' FEL

SENE Section 33-T8S-R16E

Duchesne Co, Utah

API #43-013-31503; Lease #U-34173

LCN



' State of Utah
DEPARTMENT OF NATURAL RESOURCES

MICHAEL R. STYLER
GARY R.HERBERT Executive Director

Governor Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieutenant Govemor Division Director

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. UIC-369

Operator: Newfield Production Company

Well: Travis Federal 8-33

Location: Section 33, Township 8 South, Range 16 East

County: Duchesne

API No.: 43-013-31503

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on January 31, 2011.

2. Maximum Allowable Injection Pressure: 1,971 psig

3. MaximumAllowable Injection Rate: (restricted by pressure limitation)

4. Injection Interval: Green River Formation (4,229' - 6,144')

5. Any subsequent wells drilled within a ½ mile radius of this well shall have
production casing cement brought up to or above the top of the unitized interval
for the Greater Monument Butte Unit.

Approved by:
J D

fa 2-

Associate Director

JR/MLR/js
cc: Bruce Suchomel, Environmental Protection Agency

Bureau of Land Management, Vernal
Eric Sundberg, Newfield Production Company, Denver
Newfield Production Company, Myton
Duchesne County
Well File UTAH

N:\O&G Reviewed Ðocs\ChronFile\UIC\Newfield DNR

1594 West North Temple, Suite 1210, PO Box 145801, Salt Lake City, UT 84114 -5801

telephone (801) 538-5340 • facsimile (801) 359-3940 • TTY (801)538-7458 • www.ogm.utah.gov OIL, GAS &
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RECEIVED: Sep. 26, 2016

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-34173 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 GMBU (GRRV) 

1. TYPE OF WELL
  Water Injection Well 

8. WELL NAME and NUMBER:
 TRAVIS FEDERAL 8-33 

2. NAME OF OPERATOR:
 NEWFIELD PRODUCTION COMPANY 

9. API NUMBER:
 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825  Ext 

9. FIELD and POOL or WILDCAT:
 MONUMENT BUTTE 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     2073 FNL 0623 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S

COUNTY:
 DUCHESNE 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

9 /22 /2016

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  5 YR MIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 On 09/19/2016 Amy Doebele with the State of Utah DOGM was
contacted concerning the 5 Year MIT on the above listed well. On

09/22/2016 the casing was pressured up to 1550 psig and charted for
30 minutes with no pressure loss. The well was not injecting during the
test. The tubing pressure was 1207 psig during the test. There was a

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER 
 Lucy Chavez-Naupoto 435 646-4874

TITLE
 Water Services Technician

SIGNATURE
 N/A

DATE
 9 /26 /2016

September 27, 2016

Sundry Number: 74649 API Well Number: 43013315030000Sundry Number: 74649 API Well Number: 43013315030000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-34173

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. GMBU (GRRV)

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Water Injection Well TRAVIS FEDERAL 8-33

2. NAME OF OPERATOR: 9. API NUMBER:
NEWFIELD PRODUCTION COMPANY 43013315030000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
Rt 3 Box 3630 , Myton, UT, 84052 435 646-4825 Ext MONUMENT BUTTE

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: DUCHESNE

2073 FNL 0623 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: SENE Section: 33 Township: 08.0S Range: 16.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

9/22/2016
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER: 5YRMIT

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

On 09/19/2016 Amy Doebele with the State of Utah DOGM was Accepted by the
contacted concerning the 5 Year MIT on the above listed well. On Utah Division of

09/22/2016 the casing was pressured up to 1550 psig and charted for Oil, Gas and Mining

30 minutes with no pressure loss. The well was not injecting during the FOR RECORD ONLY
test. The tubing pressure was 1207 psig during the test. There was a September 27, 2016

State representative available to witness the test - Amy Doebele.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Lucy Chavez-Naupoto 435 646-4874 Water Services Technician

SIGNATURE DATE
N/A 9/26/2016

RECEIVED: Sep. 26,



RECEIVED: Sep. 26, 2016

Sundry Number: 74649 API Well Number: 43013315030000Sundry Number: 74649 API Well Number: 43013315030000

Mechanical Integrity Test
Casing or Anna las Pressure Test

Newfield Production Company
Rt. 3 Box 3830

Myton, UT 84052
435-646-3721

Witness: Dateligi g Time ) l i 50 pm
Test Conducted by: a y LASA
Others Present:

Well:WavtsFemaAL & (3- 2- K Field: (V\erwNw + Bok
5 - séC33;TES,PsiGe% \,2 oro ns es xI Locabon: API No: No i 33 i 563

Oudresa c.oueTY, UTAR
, , , , ..... I

Time Casing Pressure

O min _Û psig
5 , 6 6 Q psig

io i, 550 esis
15 1 , 5 50 psig
20 psig
25 psig
30 min psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: / 2 psig

Result: Fall

Signature of Witness:
Signature of Perso ondŠc in Test:



RECEIVED: Sep. 26, 2016

Sundry Number: 74649 API Well Number: 43013315030000Sundry Number: 74649 API Well Number: 43013315030000
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